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8.6.5.5
Added or Reconfigured UL TrCH information
If the IE "Added or Reconfigured UL TrCH information" is included then the UE shall:

1>
for the transport channel identified by the IE "UL Transport Channel Identity" and IE "Uplink transport channel type":

2>
perform the actions for the IE "Transport Format Set" as specified in subclause 8.6.5.1.

NOTE:
The UE stores the UL transport channel configuration until it is explicitly deleted by a message containing the IE "Deleted UL TrCH information" or the UE leaves RRC Connected mode.

1>
if the choice "UL parameters" is set to 'E-DCH':

2>
for FDD:
3>
if the IE "E-DCH Transmission Time Interval for secondary UL frequency" is not included:
4>
apply the values of the IE "E-DCH Transmission Time Interval" and the IE "HARQ info for E-DCH" to all E-DCH MAC-d flows.
3>
else:
4>
if the IE "E-DCH Transmission Time Interval for secondary UL frequency" has the same value as the IE "E-DCH Transmission Time Interval":

5>
the UE behaviour is unsepcfied.

4>
apply the value of the IE "HARQ info for E-DCH" to all E-DCH MAC-d flows, and apply the value of the IE "E-DCH Transmission Time Interval" to the E-DCH MAC-d flows on the primary UL frequency, and apply the value of the IE " E-DCH Transmission Time Interval for secondary UL frequency" to the E-DCH MAC-d flows on the secondary UL frequency.
2>
for TDD:

3>
apply the value of the IE "HARQ info for E-DCH" to all E-DCH MAC-d flows.

2>
for the IE "HARQ Info for E-DCH":

3>
perform the actions specified in subclause 8.6.5.17.

2>
if the IE "Added or Reconfigured E-DCH MAC-d Flow list " is included:

3>
for each MAC-d flow identified by the IE "Mac-d flow identity":

4>

perform the actions as specified in subclause 8.6.5.18.

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

NOTE:
In case of multiple E-DCH MAC-d flows, IE "Added or Reconfigured UL TrCH information" is only included once. If the IE "Added or Reconfigured UL TrCH information" is included more than once with the IE "Uplink transport channel type" set to 'E-DCH', the UE behaviour is unspecified.

NOTE:
In case the IE "Added or Reconfigured UL TrCH information" is included in a message that contains the IE "Deleted UL TrCH information" with a transport channel with the same identity as indicated by IE "UL Transport Channel Identity" and same type as indicated in the IE "Uplink transport channel type" then the UE behaviour is unspecified.

<Next modification>
8.6.6.39
DTX-DRX information (FDD only)

If the IE "DTX–DRX information" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
store the contents of the IE in the variable DTX_DRX_PARAMS, replacing or clearing any previously stored "DTX Information" or "DRX Information";

1>
determine the value for the DTX_DRX_STATUS variable and take the corresponding actions as described in subclause 8.5.34;

1>
if the value of the IE "UE DTX cycle 2" is not an integer multiple of the value of the IE "UE DTX cycle 1"; or

1>
if the value of the IE "UE DTX cycle 2" is not an integer multiple or a divisor of the value of the IE "CQI Feedback cycle, k" divided by 2; or

1>
if the value of the IE "UE DPCCH burst 1" is greater than the value of the IE "UE DTX cycle 1"; or

1>
if the value of the IE "UE DPCCH burst 2" is greater than the value of the IE "UE DTX cycle 2"; or

1>
if the IE "UE DTX long preamble length" is set to 4 or 15 slots and the value of the IE "Inactivity Threshold for UE DTX cycle 2" is less than 4 TTIs (for 10ms E-DCH TTI) or 8 TTIs (for 2ms E-DCH TTI); or

1>
if the IE "UE DRX cycle" is not an integer multiple or a divisor of the value of the IE "UE DTX cycle 1"; or
1>
if the IE "UE DRX cycle 2" is not an integer multiple or a divisor of the value of the IE "UE DTX cycle 2"; or
1>
if the value of the IE "UE DTX cycle 1" is not an integer multiple or a divisor of the value of the IE "MAC DTX cycle"; or
1>
if the IE "UE DTX cycle 2 secondary" is present and the value of the IE "UE DTX cycle 2 secondary" is not an integer multiple of the value of the IE "UE DTX cycle 1 secondary"; or

1>
if the IE "UE DPCCH burst 1 secondary" is present and the value of the IE "UE DPCCH burst 1 secondary" is greater than the value of the IE "UE DTX cycle 1 secondary"; or

1>
if the IE "UE DPCCH burst 2 secondary" is present and the value of the IE "UE DPCCH burst 2 secondary" is greater than the value of the IE "UE DTX cycle 2 secondary"; or

1>
if the IE "UE DTX long preamble length secondary" is present and set to 4 or 15 slots and the value of the IE "Inactivity Threshold for UE DTX cycle 2 secondary" is less than 8 TTIs (for 2ms E-DCH TTI); or

1> if the IE "UE DRX cycle" is present and is not an integer multiple or a divisor of the value of the IE "UE DTX cycle 1 secondary"; or

1> if the IE "UE DRX cycle 2" is present and is not an integer multiple or a divisor of the value of the IE "UE DRX cycle 2 secondary"; or

1>
if the IE "UE DTX cycle 1 secondary" is present and is not an integer multiple or a divisor of the value of the IE "MAC DTX cycle"; or
1>
if the IE "DTX-DRX timing information" is included in this message and if the CHOICE "timing" is set to "continue"; or

1>
if the IE "Uplink DPCCH slot format information" is received in an ACTIVE SET UPDATE message and indicates different uplink DPCCH slot format from the one currently configured, and neither the indicated uplink DPCCH slot format nor the currently configured uplink DPCCH slot format are uplink DPCCH slot format 4; or
1>
if the IE "E-DCH Transmission Time Interval for secondary UL frequency" is received and the IE "UE DTX cycle 1" or the IE "UE DTX cycle 2", or the IE "MAC DTX cycle" of the "2 ms" is included in this message; or
1>
if the IE "DTX Information" is not included in this message:

2>
the UE behaviour is unspecified.

NOTE:
If the IE "Uplink DPCH info" is included in this message, the UTRAN should ensure that the configuration of the uplink DPCH does not contradict the uplink DPCH configuration indicated in the IE "Uplink DPCCH slot format information".

<Next modification>
8.6.6.49
Uplink Secondary Cell Info FDD (FDD only)
If the IE "Uplink Secondary Cell Info FDD" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
if the CHOICE "Configuration info" is set to "New configuration":
2>
if the IE "Secondary serving E-DCH cell info" is included in the IE "Uplink Secondary Cell Info FDD":
3>
if the IE "Frequency info" included in the IE "Secondary E-DCH info common" is different from the stored frequency info:

4>
stop intra-frequency and inter-frequency measurement reporting on the downlink frequency associated with the current secondary uplink frequency. Each stopped measurement is restarted when a MEASUREMENT CONTROL message is received with the corresponding measurement identity.
3>
store the IE "Secondary serving E-DCH cell info", replacing any stored IE "Secondary serving E-DCH cell info".
2>
if the IE "Secondary E-DCH info common" is included in the IE "Uplink Secondary Cell Info FDD":

3>
store the IE "Secondary E-DCH info common", replacing any stored IE "Secondary E-DCH info common".
3>
if the IE "Different TTI configuration" is included in the IE "Secondary E-DCH info common" and the TTIs configured on the primary and secondary uplink frequencies are different:
4>
store the IE "Different TTI configuration".
2>
if the IE "Downlink information per radio link list on secondary UL frequency" is included in the IE "Uplink Secondary Cell Info FDD":

3>
act as specified in subclause 8.6.6.3b.
2>
determine the value for the IMPLICIT_GRANT variable and take the corresponding actions as described in subclause 8.5.85;
1>
if the CHOICE "Configuration info" is set to "Continue" and the UE has any stored IE "Secondary E-DCH info common":

2>
keep the stored IE "Secondary serving E-DCH cell info" and IE "Secondary E-DCH info common".
1>
if SECONDARY_CELL_E_DCH_TRANSMISSION variable is set to TRUE:

2>
if the IE "UARFCN downlink (Nd)" is present in the first IE "Downlink Secondary Cell Info FDD" and is different from the stored "Frequency info" in the IE "Secondary E-DCH info common":

3>
UE behaviour is unspecified.
2>
if the variable SECONDARY_CELL_E_DCH_TRANSMISSION was previously set to FALSE; or

2>
if the IE "Frequency info" included in the IE "Secondary E-DCH info common" is different from the previously stored frequency info:

3>
continue inter-frequency measurement reporting on the downlink frequency associated with the new secondary uplink frequency. The UE shall not require compressed mode to perform the measurement, regardless of the activation status of secondary uplink frequency.
If the IE "Uplink Secondary Cell Info FDD" is not included and the UE has any stored IE "Secondary E-DCH info common", the UE shall:

1>
clear the stored IE "Secondary serving E-DCH cell info" and IE "Secondary E-DCH info common";
1>
stop intra-frequency and inter-frequency measurements reporting on the downlink frequency associated with the current secondary uplink frequency. Each stopped measurement is restarted when a MEASUREMENT CONTROL message is received with the corresponding measurement identity.

<Next modification>
10.3.3.25
Physical channel capability
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Downlink physical channel capability information elements
	
	
	
	
	

	FDD downlink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Max no DPCH codes
	MP
	
	Integer

(1..8)
	Maximum number of DPCH codes to be simultaneously received
	

	>Max no physical channel bits received
	MP
	
	Integer

(1200, 2400, 3600, 4800, 7200, 9600, 14400, 19200, 28800, 38400, 48000, 57600, 67200, 76800)
	Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)
	

	>Support for SF 512 and 80 ms TTI for DPCH
	MP
	
	Boolean
	TRUE means supported
	

	>Support for DCH Enhancements
	CV-not_iRAT_HoInfo2
	
	Enumerated (Basic, Full)
	The absence of this IE indicates that the UE does not support DCH Enhancements
	REL-12

	>Simultaneous support for DCH Enhancements and Compressed Mode operation
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support simultaneous operation of DCH Enhancements and Compressed Mode.
	REL-12

	>Simultaneous support for DCH Enhancements and DPCCH Discontinuous Transmission
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support simultaneous operation of DCH Enhancements and DPCCH Discontinuous Transmission.
	REL-12

	>Support of Enhanced Serving Cell Change for Event 1c
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Enhanced Serving Cell Change for Event 1c operation.
	REL-12

	>Support of DPCCH2
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH2 transmission.
	REL-12

	>Support of power control algorithm 3
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support power control algorithm 3.
	REL-13

	>Support of blind HARQ retransmissions for HSDPA
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support blind HARQ retransmissions for HSDPA.
	REL-13

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]. 

Values 13...64 are spares.

See Note 5.
	REL-5

	>>>HS-DSCH physical layer category extension
	OP
	
	Integer (1..20)
	As defined in [35].

See Note 6.
	REL-7

	>>>HS-DSCH physical layer category extension 2
	OP
	
	Integer

(21..24)
	As defined in [35].

See Note 12. Absence of this IE means that dual cell operation is not supported.
	REL-8

	>>>HS-DSCH physical layer category extension 3
	OP
	
	Integer

(25..28)
	As defined in [35].

See Note 13. Absence of this IE means that dual cell operation is not supported with MIMO.
	REL-9

	>>>HS-DSCH physical layer category extension 4
	OP
	
	Integer (29,30)
	As defined in [35].

See Note 16.

Absence of this IE means the multi-cell operation on three cells is not supported.
	REL-10

	>>>HS-DSCH physical layer category extension 5
	OP
	
	Integer (31,32)
	As defined in [35].

See Note 17.

Absence of this IE means the multi-cell operation on four cells is not supported.
	REL-10

	>>>HS-DSCH physical layer category extension 6
	OP
	
	Integer (33,34)
	As defined in [35].

See Note 18.

Absence of this IE means the multi-cell operation on five and /or six cells is not supported.
	REL-11

	>>>HS-DSCH physical layer category extension 7
	OP
	
	Integer (35,36)
	As defined in [35].

See Note 19.

Absence of this IE means the multi-cell operation on seven and/or eight cells is not supported.
	REL-11

	>>>HS-DSCH physical layer category extension 8
	OP
	
	Integer (37,38)
	As defined in [35].

See Note 20.

Absence of this IE means the MIMO mode with four transmit antennas operation is not supported.
	REL-11

	>>>HS-SCCHless HS-DSCH operation support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCHless HS-DSCH operation.
	REL-7

	>>>Enhanced F-DPCH support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support enhanced F-DPCH
	REL-7

	>>>HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH
	REL-7

	>>>HS-PDSCH in CELL_PCH and URA_PCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH in neither CELL_PCH nor URA_PCH states.
	REL-7

	>>>Target Cell Pre-Configuration
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCH reception in target cell
	REL-8

	>>>Support of HS-DSCH DRX operation
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-DSCH DRX operation
	REL-8

	>>>Support of MIMO only with single stream restriction
	OP
	
	Enumerated (TRUE)
	The presence of this IE means that the UE supports MIMO only with single stream restriction.
	REL-9

	>>> Non-contiguous multi-cell with MIMO
	OP
	
	Enumerated (TRUE)
	The presence of this IE means that the UE supports non-contiguous multi-cell with MIMO in the frequency bands where it supports non-contiguous multi-cell operation.
	REL-11

	>>>Support of MIMO mode with four transmit antennas only with dual stream restriction
	OP
	
	Enumerated (TRUE)
	The presence of this IE means that the UE supports MIMO mode with four transmit antennas operation only with dual stream restriction.
	REL-11

	>>>Support of NodeB triggered HS-DPCCH transmission
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support NodeB triggered HS-DPCCH transmission
	REL-11

	>>>Support of HS-DSCH DRX operation with second DRX cycle
	OP 
	
	Enumerated (TRUE) 
	The absence of this IE indicates that the UE does not support HS-DSCH DRX operation with second DRX cycle in CELL_FACH state. 
	REL-11 

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>DRX enhancements
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DRX enhancements.
	REL-12

	>HS-DPCCH overhead reduction
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-DPCCH overhead reduction for multi-RAB with DCH.
	REL-12

	3.84 Mcps TDD downlink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per frame
	MP
	
	Integer

(1..224)
	
	

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-5

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (5..16)
	
	

	7.68 Mcps TDD downlink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per frame
	MP
	
	Integer

(1..448)
	
	REL-7

	>Minimum SF
	MP
	
	Integer (1, 32)
	
	REL-7

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (1..32)
	
	REL-7

	1.28 Mcps TDD downlink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum number of timeslots per subframe
	MP
	
	Integer (1..6)
	
	REL-4

	>Maximum number of physical channels per subframe
	MP
	
	Integer (1..96)
	
	REL-4

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	REL-4

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]. Values 16...64 are spares.

See Note 8.
	REL-5

	>>>HS-DSCH physical layer category extension
	OP
	
	Integer (1..64)
	As defined in [35].

See Note 6.
	REL-8

	>>>Multi-carrier HS-DSCH physical layer category
	OP
	
	Integer

(1..64)
	As defined in [35].

Absent if downlink multiple carrier is not supported. Values 45...64 are spares.

See Note 10.
	REL-7

	>>>Multi-carrier HS-DSCH physical layer category extension
	OP
	
	Integer (1..36)
	As defined in [35].

Absent if downlink multiple carrier is not supported. 

See Note 11.
	REL-8

	>>>Multi-carrier HS-DSCH physical layer category extension2
	OP
	
	Integer (37..64)
	This IE shall be used if the Multi-carrier HS-DSCH physical layer category is larger than 36. 
Values 45...64 are spares.
See Note 11.
	REL-10

	>>>Support of SF Mode For HS-PDSCH dual stream
	OP
	
	Enumerated (SF1, SF1/SF16)
	For,1.28 Mcps TDD only

The absence of this IE indicates that the UE does not support MIMO.
	REL-8

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (1..16)
	
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>Support of non-rectangular resource allocation
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.The absence of this IE indicates that the UE does not support the non-rectangular resource allocation.
	REL-12

	Uplink physical channel capability information elements
	
	
	
	
	

	FDD uplink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Maximum number of DPDCH bits transmitted per 10 ms
	MP
	
	Integer (600, 1200, 2400, 4800. 9600, 19200. 28800, 38400, 48000, 57600)
	
	

	>Support of cell reselection indication reporting
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support the report of Cell Reselection Indication during common E-DCH transmission.
	REL-12

	>Support of Serving E-DCH cell decoupling
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Serving E-DCH cell decoupling operation.
	REL-12

	>Support of Radio Links without DPCH/F-DPCH
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Radio Links without DPCH/F-DPCH.
	REL-12

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-6

	>>Supported
	
	
	
	
	REL-6

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35] in Rel-6

Values 7 to 16 are spares.

See Note 4.
	REL-6

	>>>E-DCH physical layer category extension
	OP
	
	Integer (7)
	As defined in [35].
	REL-7

	>>>E-DCH physical layer category extension 2
	OP
	
	Integer

(8..9)
	As defined in [35].

See Note 14. Absence of this IE means that Dual Cell E-DCH operation is not supported.
	REL-9

	>>>E-DCH physical layer category extension 3
	OP
	
	Integer

(10..12)
	As defined in [35]. See Note 21.

Absence of this IE means that neither 64 QAM in the uplink nor UL MIMO operation is supported.
	REL-11

	>>>DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	>>>Slot Format #4 support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Slot Format #4
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-6

	>Access Groups based access control
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support control of DTCH transmissions in CELL_FACH and CELL_PCH.
	REL-12

	>Enhanced TTI switching
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Enhanced TTI switching.
	REL-12

	>Implicit Grant handling
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Implicit Grants on the Secondary Uplink frequency.
	REL-12

	>DTX enhancements
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DTX enhancements.
	REL-12

	>Support of dual cell E-DCH transmission with DPDCH
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support dual cell E-DCH transmission with DPDCH.
	REL-13

	>Support of Dual Cell E-DCH operation enhancements
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Dual Cell E-DCH operation enhancements.
	REL-14

	3.84 Mcps TDD uplink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	7.68 Mcps TDD uplink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	REL-7

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	REL-7

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	1.28 Mcps TDD uplink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum Number of timeslots per subframe
	MP
	
	Integer

(1..6)
	
	REL-4

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2,
	
	REL-4

	
	
	
	3, 4)
	
	REL-7

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8, 16)
	
	REL-4

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..6)
	As defined in [35]

In case of multi-carrier E-DCH, this IE indicates the capability for each single carrier.
	REL-7

	>>>Multi-carrier E-DCH physical layer category
	OP
	
	Integer (1..8)
	As defined in [35]
Absent if multiple carrier E-DCH is not supported.

See Note 15.
	REL-10

	>>>Maximum number of Carriers for Multi-carrier E-DCH 
	OP
	
	Enumerated (nf-2, nf-3, nf-6)
	One spare value is needed.
	REL-10

	>>Unsupported
	
	
	
	(no data)
	REL-7

	NOTE 1: 
Void.

	NOTE 2: 
Void.

	NOTE 3: 
Void.

	NOTE 4: 
All UEs supporting E-DCH should signal a category between 1 and 6 for this IE even if the UE physical capability category is above 6.

	NOTE 5:
All UEs supporting HS-DSCH should signal a category between 1 and 12 for this IE even if the UE physical capability category is above 12. This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 6:
This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is configured.

	NOTE 7:
Void

	NOTE 8:
All UEs supporting HS-DSCH should signal a category between 1 and 15 for this IE even if the UE physical capability category is above 15. This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 9:
Void.

	NOTE 10:
All UEs supporting multi-carrier HS-DSCH should signal a category between 1 and 18 or 39, 40, 43, 44 for this IE. This IE corresponds to the multi-carrier HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 11:
This IE corresponds to the multi-carrier HS-DSCH category supported by the UE when MAC-ehs is configured.

	NOTE 12:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation is configured.

	NOTE 13:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation is configured with MIMO.

	NOTE 14:
This IE corresponds to the E-DCH category supported by the UE when Dual Cell E-DCH operation is configured.

	NOTE 15:
This IE corresponds to the E-DCH category supported by the UE when Multi-carrier E-DCH operation is configured.

	NOTE 16: This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on three cells.

	NOTE 17: This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on four cells.

	NOTE 18:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on five and/or six cells.

	NOTE 19:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on seven and/or eight cells.

	NOTE 20:
This IE corresponds to the HS-DSCH category supported by the UE when MIMO mode with four transmit antennas operation is configured.

	NOTE 21:
This IE corresponds to the E-DCH category supported by the UE when MIMO mode and/or 64QAM is configured.


	Condition
	Explanation

	3.84_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "3.84 Mcps" and a 3.84 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	7.68_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "7.68 Mcps" and a 7.68 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	1.28_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "1.28 Mcps" and a 1.28 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	fdd_req_sup
	The IE is mandatory present if the IE "Multi-mode capability" has the value "FDD" or "FDD/TDD" and a FDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	not_iRAT_HoInfo
	The CHOICE Support of HS-PDSCH is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is mandatory present.

	not_iRAT_HoInfo
	The CHOICE Support of E-DCH is not needed in the INTER RAT HANDOVER INFO message. 

Otherwise, it is mandatory present.

	not_iRAT_HoInfo2
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.


<Next modification>
10.3.5.2
Added or Reconfigured UL TrCH information
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH
	USCH is TDD only
	

	
	
	
	,E-DCH)
	Note 1
	REL-6

	UL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	
	CV-NotE-DCH
	
	
	
	REL-6

	CHOICE UL parameters
	
	
	
	
	REL-6

	>DCH,USCH
	
	
	
	
	REL-6

	>>TFS
	MP
	
	Transport Format Set 10.3.5.23
	
	

	>E-DCH
	
	
	
	
	REL-6

	>>UL MAC header type
	OP
	
	Enumerated (MAC-i/is)
	If this IE is present, MAC-i/is header type [15] is used, else MAC-e/es header type [15] is used.
	REL-8

	>>CHOICE mode
	MP
	
	
	
	REL-7

	>>>FDD
	
	
	
	
	REL-7

	>>>>E-DCH Transmission Time Interval
	MP
	
	Enumerated(2,10)
	Unit is ms.
	REL-6

	>>>>E-DCH Transmission Time Interval for secondary UL frequency
	OP
	
	Enumerated(2,10)
	Unit is ms.
	REL-14

	>>>TDD
	
	
	
	No data
	REL-7

	>>HARQ info for E-DCH
	MP
	
	HARQ Info for E-DCH 10.3.5.7d
	
	REL-6

	>>Added or reconfigured E-DCH MAC-d flow list
	OP
	<1 to maxE-DCHMACdFlow>
	
	
	REL-6

	>>>Added or reconfigured E-DCH MAC-d flow
	MP
	
	Added or reconfigured E-DCH MAC-d flow 10.3.5.1b
	
	REL-6

	Note 1:
If included in System Information Block Type 16, the values ‘E-DCH’ does not apply for the IE "Uplink transport channel type".


	Condition
	Explanation

	NotE-DCH
	If the uplink transport channel type is DCH or USCH then this IE is mandatory otherwise it is not needed.


NOTE:

This information element is included within IE "Predefined RB configuration".

<Next modification>
10.3.6.117
Secondary E-DCH info common

NOTE:
For FDD only.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Frequency info
	MP
	
	Frequency info 10.3.6.36
	
	REL-9

	Scrambling code type
	MP
	
	Enumerated(short, long)
	
	REL-9

	Scrambling code number
	MP
	
	Integer(0..16777215)
	
	REL-9

	2ms scheduled transmission grant HARQ process allocation
	MD
	
	Bitstring (8)
	MAC-d PDUs are only allowed to be transmitted in those processes for which the bit is set to “1”.

Bit 0 corresponds to HARQ process 0, bit 1 corresponds to HARQ process 1,…

Default value is: transmission in all HARQ processes is allowed. Bit 0 is the first/leftmost bit of the bit string.
	REL-9

	Serving Grant
	OP
	
	
	
	REL-9

	>Primary/Secondary Grant Selector
	MP
	
	Enumerated (“primary”, “secondary”)
	Indicates whether the Serving Grant is received with a Primary E-RNTI or Secondary E-RNTI
	REL-9

	Minimum reduced E-DPDCH gain factor
	OP
	
	Enumerated (8/15, 11/15, 15/15, 21/15, 30/15, 42/15, 60/15, 84/15)
	βed,k,reduced,min [29]; the default value is 8/15. If the configurable reduced E-DPDCH gain factor is not supported by the UE, the default value is used.
	REL-9

	E-DCH minimum set E-TFCI
	OP
	
	Integer (0..127)
	See [15];

Absence means no E-DCH minimum set on secondary uplink frequency
	REL-9

	Minimum TEBS threshold
	CV-Implicit
	
	Enumerated(2, 4, 8, 16, 32, 64, 128, 256, 512, 1024, 2K, 4K, 8K, 16K, 32K, 64K, 128K, 256K, 512K, 1024K)
	In bytes

And N Kbytes = N*1024 bytes. Twelve spare values are needed.
	REL-12

	Implicit Grant handling
	CV-Message
	
	Enumerated (TRUE)
	Absense of this information element means that the UE is not configured for Implicit Grant handling on the secondary uplink frequency.
	REL-12

	DPCCH Power offset for secondary UL frequency
	MP
	
	Integer (0..7 by step of 1)
	In dB
The power offset between the initial DPCCH power level on secondary UL frequency when it is activated and the current DPCCH power level on primary UL frequency.
	REL-9

	PC Preamble
	MP
	
	Integer (0..7)
	In number of frames
	REL-9

	DPCCH Power Reset after DTX on secondary uplink frequency
	CV-Message
	
	DPCCH Power Reset after DTX on secondary uplink frequency 10.3.6.151
	
	REL-12

	Different TTI configuration
	OP
	
	Different TTI configuration 10.3.6.x
	
	REL-14


	Condition
	Explanation

	Message
	This IE is not needed if the IE "Uplink secondary cell info FDD" is included in HANDOVER TO UTRAN COMMAND message. Otherwise it is optional.

	Implicit
	This IE is optional if the IE "Implicit Grant handling" is present in the message. Otherwise it is not needed.


<Next modification>
10.3.6.153
Power Control Algorithm 3
NOTE:
For FDD only.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	TPC slot position
	OP
	
	Integer (0..4)
	Specifies TPC commands  slot position for Algorithm 3 to be used by UE to interpret TPC commands for the radio link
	REL-13

	TPC step size
	OP
	
	Integer (1, 2)
	In dB
	REL-13

	Decimation factor
	OP
	
	Enumerated (3 slots, 5 slots)
	
	REL-13


10.3.6.x
Different TTI configuration
NOTE:
For FDD only.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-DPCCH/DPCCH power offset
	OP
	
	Integer (0..8)
	Refer to quantization of the power offset in [28]
	REL-14

	Happy bit delay condition
	OP
	
	Enumerated (2ms, 10ms,20ms,50ms, 100ms, 200ms, 500ms,

1000ms)
	To be used when determining the setting of the happy bit on secondary UL frequency (see [15])
	REL-14

	E-TFC Boost Info
	OP
	
	E-TFC Boost Info 10.3.6.106
	Absence of this IE means that boosting of E-DPCCH is disabled
	REL-14

	E-TFCI table index
	OP
	
	Integer (0..1)
	Indicates which standardised E-TFCI TB size table shall be used.
	REL-14

	Reference E-TFCIs
	OP
	1 to 8
	
	See [29]
	REL-14

	>Reference E-TFCI
	MP
	
	Integer (0..127)
	
	REL-14

	>Reference E-TFCI PO
	MP
	
	Integer (0..31)
	Refer to quantization of the power offset in [28]
	REL-14

	Maximum channelisation codes
	OP
	
	Enumerated (sf256, sf128, sf64, sf32, sf16, sf8, sf4, 2sf4, 2sf2, 2sf2and2sf4)
	
	REL-14

	Scheduling Information Configuration
	OP
	
	
	
	REL-14

	>Periodicity for Scheduling Info – no grant
	MD
	
	Enumerated (everyEDCHTTI,4,10,20,50,100,200,500,1000)
	Values in ms.

Default value is “no report”


	REL-14

	>Periodicity for Scheduling Info – grant
	MD
	
	Enumerated (everyEDCHTTI,4,10,20,50,100,200,500,1000)
	Values in ms.

Default value is “no report”


	REL-14

	>Power Offset for Scheduling Info
	MP
	
	Integer (0..6)
	Only used when no MACd PDUs are included in the same MAC-e or MAC-i PDU. Unit is in dB.
	REL-14


