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<Start of modified section>
4
UE radio access capability parameters

The following subclauses define the UE radio access capability parameters and minimum capabilities for MBMS capable UE. Only parameters for which there is the possibility for UEs to signal different values are considered as UE radio access capability parameters. Therefore, mandatory features without capability parameters that are the same for all UEs are not listed here. Also capabilities which are optional or conditionally mandatory for UEs to implement but do not have UE radio access capability parameter are listed in this specification.

E-UTRAN needs to respect the signalled UE radio access capability parameters when configuring the UE and when scheduling the UE.

All parameters shown in italics are signalled and correspond to a field defined in TS 36.331 [5].

For optional features, the UE radio access capability parameter indicates whether the feature has been implemented and successfully tested. For mandatory features with the UE radio access capability parameter, the parameter indicates whether the feature has been successfully tested.
The mandatory features required to be supported by a UE are the same for all UE categories unless explicitly specified elsewhere in the specifications.
The following UE radio access capability parameters specified in Chapter 4 are applicable in NB-IoT:

-
ue-Category-NB in NB-IoT (section 4.1C)

-
supportedROHC-Profiles-r13 (section 4.3.1.1A)

-
maxNumberROHC-ContextSessions-r13 (section 4.3.1.2A)

-
multiTone-r13 (section 4.3.4.55)

-
multiCarrier-r13 (section 4.3.4.56)
-
supportedBandList-r13 (section 4.3.5.1A)

-
multiNS-Pmax-r13 (section 4.3.5.16A)
-
powerClassNB-20dBm-r13 (section 4.3.5.1A.1)
-
powerClassNB-xxdBm-r14 (section 4.3.5.1B.1)
-
accessStratumRelease-r13 (section 4.3.8.1A)
-
multipleDRB-r13 (section 4.3.8.5)

-
logicalChannelSR-ProhibitTimer (section 4.3.19.2)
-
nonAnchorPRACH-r14 (section 4.3.30.1)
-
nonAnchorPaging-r14 (section 4.3.30.2)
The UE radio access capabilities specified in Chapter 4 are not applicable in NB-IoT, unless they are listed above. The optional features without UE radio access capability parameters specified in Chapter 6 are not applicable in NB-IoT, except for System Information Block Type 16. The conditionally mandatory features specified in Chapter 7 are not applicable in NB-IoT.
<TEXT OMITTED>
4.1C
ue-Category-NB
The field ue-Category-NB defines a combined uplink and downlink capability in NB-IoT. The parameters set by the UE Category are defined in subclause 4.2. Tables 4.1C-1 and 4.1C-2 define the downlink and, respectively, uplink physical layer parameter values for each UE Category. A UE indicating category NB2 shall also indicate category NB1. A UE indicating category NB2 shall also support in DL and UL for 2 HARQ processes.
Table 4.1C-1: Downlink physical layer parameter values set by the field ue-Category-NB
	UE Category
	Maximum number of DL-SCH transport block bits received within a TTI
	Maximum number of bits of a DL-SCH transport block received within a TTI
	Total number of soft channel bits

	Category NB1
	680
	680
	2112

	Category NB2
	1352
	1352
	TBD


Table 4.1C-2: Uplink physical layer parameter values set by the field ue-Category-NB
	UE Category
	Maximum number of UL-SCH transport block bits transmitted within a TTI
	Maximum number of bits of an UL-SCH transport block transmitted within a TTI

	Category NB1
	1000
	1000

	Category NB2
	1800
	1800


Table 4.1C-3: Total layer 2 buffer sizes set by the field ue-Category-NB
	UE Category
	Total layer 2 buffer size [bytes]

	Category NB1
	4000

	Category NB2
	TBD


Table 4.1C-5: Half-duplex FDD operation type set by the field ue-Category-NB for a half-duplex FDD capable UE

	UE Category
	Half-duplex FDD operation type

	Category NB1
	Type B

	Category NB2
	Type B


<TEXT OMITTED>
4.3.5.1
supportedBandListEUTRA
This field defines which E-UTRA radio frequency bands [6] are supported by the UE. For each band, support for either only half duplex operation, or full duplex operation is indicated. For TDD, the half duplex indication is not applicable.
4.3.5.1.1
ue-PowerClass-N-r13, ue-PowerClass-5-r13
These fields define for each supported E-UTRA band whether the UE supports power UE Power Class 1, 2, 4 or 5 for the band, as specified in TS 36.101 [6]. Absence of these fields means that the UE supports the default UE Power Class for the band, as specified in TS 36.101 [6].
4.3.5.1.2
intraFreq-CE-NeedForGaps-r13
This field defines for each supported E-UTRA band whether measurement gaps are required to perform intra-frequency measurements on the E-UTRA band for UE in CE Mode A or CE Mode B.
4.3.5.1A
supportedBandList-r13
This field defines which NB-IoT radio frequency bands [6] are supported by the UE. This field is only applicable for UEs of any ue-Category-NB.

4.3.5.1A.1
powerClassNB-20dBm-r13
This field defines whether the UE supports power class 20dBm in NB-IoT for the band, as specified in TS 36.101 [6].
4.3.5.1B.1
powerClassNB-xxdBm-r14
This field defines whether the UE supports power class xx dBm in NB-IoT for the band, as specified in TS 36.101 [6].
<TEXT OMITTED>
4.3.29
CE parameters

4.3.29.1
ce-ModeA-r13
This field defines whether the UE supports operation in coverage enhancement mode A, as specified in TS 36.211 [17], TS 36.213 [22] and TS 36.331 [5], and PRACH CE levels 0 and 1 at Random Access, as specified in TS 36.321 [4]. It is mandatory for UEs of DL category M1 and UL category M1.
4.3.29.2
ce-ModeB-r13
This field defines whether the UE supports operation in coverage enhancement mode B, as specified in TS 36.211 [17], TS 36.213 [22] and TS 36.331 [5], and PRACH CE levels 2 and 3 at Random Access, as specified in TS 36.321 [4].  A UE indicating support of ce-ModeB-r13 shall also indicate support of ce-ModeA-r13.
4.3.29.3
intraFreqA3-CE-ModeA-r13
This field defines whether the UE when operating in CE Mode A supports eventA3 for intra-frequency neighbouring cells in normal coverage and CE Mode A, as specified in TS 36.331 [5] and TS 36.133 [16]. It is mandatory for UEs of this release if ce-ModeA-r13 is supported.

4.3.29.4
intraFreqA3-CE-ModeB-r13
This field defines whether the UE when operating in CE Mode B supports eventA3 for intra-frequency neighbouring cells in normal coverage, CE Mode A and CE Mode B, as specified in TS 36.331 [5] and TS 36.133 [16]. It is mandatory for UEs of this release if ce-ModeB-r13 is supported.

4.3.29.5
intraFreqHO-CE-ModeA-r13
This field defines whether the UE when operating in CE Mode A supports intra-frequency handover to target cell in normal coverage and CE Mode A, as specified in TS 36.331 [5] and TS 36.133 [16]. It is mandatory for UEs of this release if ce-ModeA-r13 is supported.

4.3.29.6
intraFreqHO-CE-ModeB-r13
This field defines whether the UE when operating in CE Mode B supports intra-frequency handover to target cell in normal coverage, CE Mode A or CE Mode B, as specified in TS 36.331 [5] and TS 36.133 [16]. It is mandatory for UEs of this release if ce-ModeB-r13 is supported.
4.3.29.7
ue-CE-NeedULGaps-r13
This field defines whether the UE needs UL gaps during continuous uplink transmission in half-duplex FDD as specified in TS 36.331 [5] and 36.211 [17].
4.3.30
NB-IoT enhancements

4.3.30.1
nonAnchorPRACH-r14
This field defines whether the UE supports NPRACH on a non-anchor NB-IoT PRB as specified in TS 36.321 [4] and TS 36.331 [5]. This field is only applicable for UEs of any ue-Category-NB.
4.3.30.2
nonAnchorPaging-r14
This field defines whether the UE supports reception of paging on a non-anchor NB-IoT PRB as specified in TS 36.331 [5] and TS 36.304 [14]. This field is only applicable for UEs of any ue-Category-NB.
<End of modified section>
<Start of modified section>
parameters

The following subclauses list the optional UE features not having UE radio access capability.

NOTE:
This chapter does not yet contain complete analysis of all features of this release of specification.

6.1
CSG features

It is optional for UE to support some parts of CSG cell and hybrid cell reselection features as specified in TS 36.331 [5, B.2].

6.2
PWS features

6.2.1
ETWS

It is optional for UE to support ETWS reception as specified in TS 36.331 [5].
6.2.2
CMAS

It is optional for UE to support CMAS reception as specified in TS 36.331 [5].

6.2.3
KPAS

It is optional for UE to support KPAS reception as specified in TS 36.331 [5]. The Korean Public Alert System (KPAS) uses the same AS mechanisms as defined for CMAS. Therefore a KPAS-capable UE shall support all behaviour that is included in TS 36.331 [5] and TS 36.304 [14] for a CMAS-capable UE.

6.2.4
EU-Alert

It is optional for UE to support EU-Alert reception as specified in TS 36.331 [5]. The Europearn Union Warning System EU-Alert uses the same AS mechanisms as defined for CMAS. Therefore a EU-Alert-capable UE shall support all behaviour that is included in TS 36.331 [5] and TS 36.304 [14] for a CMAS-capable UE.

6.3
MBMS features

It is optional for UE to support MBMS procedures as specified in TS 36.331 [5].

6.3.1
MBMS Service Continuity
It is optional for UE to support MBMS Service Continuity for UEs supporting MBMS as specified in TS 36.331 [5].
6.3.2
MBMS reception with 256QAM
It is optional for UE to support MBMS reception with 256QAM for UEs supporting MBMS.
6.4
Void

6.5
Positioning features

6.5.0
Void

6.5.1
Void
6.6
UE receiver features

6.6.1
MMSE with IRC receiver
It is optional for UE to support MMSE with IRC receiver for all PDSCH transmission modes except for transmission mode 9.
6.6.2
MMSE with IRC receiver for PDSCH transmission mode 9
It is optional for UE to support MMSE with IRC receiver for PDSCH transmission mode 9, if the UE supports MMSE with IRC receiver as described in subclause 6.6.1.
6.7
RRC Connection
6.7.1
RRC Connection Reject with deprioritisation
It is optional for UE to support RRCConnectionReject with deprioritisationReq as specified in TS 36.331 [5].
6.7.2
RRC Connection Establishment Failure Temporary Qoffset
It is optional for UE to support RRC Connection Establishment failure temporary Qoffset as specified in TS 36.331 [5].
6.8
Other features

6.8.1
System Information Block Type 16
It is optional for UE, including UEs of any ue- Category-NB, to support the reception of SystemInformationBlockType16 as specified in TS 36.331 [5].
6.8.2
QCI1 indication in Radio Link Failure Report
It is optional for the UE to include drb-EstablishedWithQCI-1 in RLF-Report as specified in TS 36.331 [5].
6.9
Void
6.10
SON features

6.10.1
Radio Link Failure Report for inter-RAT MRO

It is optional for UE to include previousUTRA-CellId and selectedUTRA-CellId in RLF-Report upon request from the network as specified in TS 36.331 [5].
6.11
Mobility state features

6.11.1
Mobility history information storage

It is optional for UE to support the storage of mobility history information and the reporting in UEInformationResponse message as specified in TS 36.331 [5].

6.12
Void

6.13
Sidelink features

6.13.1
Sidelink Relay UE operation

It is optional for UE to support sidelink relay UE operation as specified in TS 36.331 [5].

6.13.2
Sidelink Remote UE operation

It is optional for UE to support sidelink remote UE operation as specified in TS 36.331 [5].

6.13.3
Sidelink discovery gap

It is optional for UE to support sidelink discovery gaps as specified in TS 36.331 [5].

6.14
DRX features

6.14.1
Extended DRX in RRC_IDLE
It is optional for UE to support extended DRX cycle values up to and beyond 10.24 seconds and paging in extended DRX in RRC_IDLE as specified in TS 36.331 [5] and TS 36.304 [14].
6.15
Load balancing features

6.15.1
Redistribution in RRC_IDLE
It is optional for UE to support redistribution in RRC_IDLE as specified in TS 36.331 [5] and TS 36.304 [14].
6.16
SC-PTM features
It is optional for UE to support SC-PTM procedures in RRC_IDLE for NB-IoT and FeTMC as specified in TS 36.331 [5].
<End of modified section>
