Page 1



3GPP TSG-RAN WG2 Meeting #96
R2-168798
Reno, Nevada, USA, 14th – 18th November 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.331
	CR
	2522
	rev
	-
	Current version:
	14.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Notification update for SC-MCCH for eMTC and NB-IoT UEs

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R2

	
	

	Work item code:
	NB_IOTenh-Core, LTE_feMTC-Core
	
	Date:
	2016-11-04

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	To add rules for when the UE can acquire SCPTMConfiguration so that the notification works for NB-IoT and eMTC.  This since the current mechanism cannot be directly used as the DCI format used for SC-N-RNTI does not exist, and forward scheduling is used so that DCI refers to data to be received in later subframes.

	
	

	Summary of change:
	The existing procedure for SC-MCCH in the RRC specification can be largely re-used with the Direct Indication change notification. One difference is that UE cannot start to acquire SCPTMConfiguration message in the same subframe where the indication is sent, but from the next possible subframe. The text proposal comprises rules for when the UE can acquire SCPTMConfiguration.

	
	

	Consequences if not approved:
	The notification for update of SC-MCCH does not work properly.

	
	

	Clauses affected:
	5.8a.2.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Beginning of changes
5.8a.2.3
SC-MCCH information acquisition by the UE

A SC-PTM capable UE shall:

1>
if the procedure is triggered by an SC-MCCH information change notification:

2> if the UE is not a NB-IoT UE; BL UE; or UE is not in CE: 

3>start acquiring the SCPTMConfiguration message from the subframe where the change notification was received;
2> if the UE is a NB-IoT UE; BL UE; or UE is in CE:


3> start acquiring the SCPTMConfiguration message from the next possible SC-MCCH occasion after the subframe containing the last repetition of the change notification;
NOTE 1:
The UE continues using the previously received SC-MCCH information until the new SC-MCCH information has been acquired.

1>
if the UE enters a cell broadcasting SystemInformationBlockType20:

2>
acquire the SCPTMConfiguration message at the next repetition period;

1>
if the UE is receiving an MBMS service via an SC-MRB:

2>
start acquiring the SCPTMConfiguration message from the beginning of each modification period.

End of changes

