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	Reason for change:
	1. In subclause 9.1.1.6, the parameter maxHARQ-Tx is not used when performing sidelink communication transmission. The default number 4 of sidelink communication (re)transmission is specified in subclause 14.1.1 in TS 36.213. 
2. In subclause 9.3.1, the “value” of the parameters should be set to “0”. However, “0” has been incorrectly put into the column “semantics description”.


	
	

	Summary of change:
	1. In subclause 9.1.16, remove the parameter “maxHARQ-Tx”.
2. In subclause 9.3.1, remove “0” in the column “semantics descriptions” and add “0” in column “value” correspondingly.
Impact analysis
Impacted functionality:

None.

Inter-operability: 

1. If the network is implemented according to the CR and the UE is not, there is no inter-operability problem.

2. If the UE is implemented according to the CR and the network is not, there is no inter-operability problem.
3. If the transmitting UE is implemented according to the CR and the receiving UE is not, there is no inter-operability problem.

4. If the receiving UE is implemented according to the CR and the transmitting UE is not, there is no inter-operability problem.


	
	

	Consequences if not approved:
	1. The parameter “maxHARQ-Tx” is not used in sidelink communication transmission.
2. The values of the parameters in the table in subclause 9.3.1 are missing.
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9.1.1.6
STCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	discardTimer
	Undefined
	Up to UE implementation
	

	pdcp-SN-Size
	16
	
	

	maxCID
	15
	
	

	profiles
	
	
	

	RLC configuration
	
	Uni-directional UM RLC

UM window size is set to 0
	

	sn-FieldLength
	5
	
	

	logicalChannelIdentity
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	Logical channel configuration
	
	
	

	priority
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	prioritisedBitRate
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	bucketSizeDuration
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	logicalChannelGroup
	3
	
	

	MAC configuration
	
	
	

	
	
	
	


	NEXT CHANGE


9.3
Sidelink pre-configured parameters

9.3.1
Specified parameters

This section only list parameters which value is specified in the standard.

Parameters

	Name
	Value
	Semantics description
	Ver

	preconfigSync

>syncTxParameters

>>alpha
	0
	
	

	preconfigComm

>sc-TxParameters

>>alpha

>dataTxParameters

>>alpha
	0

0
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