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-------------------------------Start of Change -------------------------------------
6.3.5
Measurement information elements

–
MeasResults
The IE MeasResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.

MeasResults information element

-- ASN1START

MeasResults ::=





SEQUENCE {


measId







MeasId,


measResultPCell




SEQUENCE {



rsrpResult






RSRP-Range,



rsrqResult






RSRQ-Range


},


measResultNeighCells



CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


}

















OPTIONAL,


...,


[[
measResultForECID-r9



MeasResultForECID-r9


OPTIONAL


]],


[[
locationInfo-r10




LocationInfo-r10



OPTIONAL,



measResultServFreqList-r10


MeasResultServFreqList-r10

OPTIONAL


]],


[[
measId-v1250





MeasId-v1250




OPTIONAL,



measResultPCell-v1250



RSRQ-Range-v1250



OPTIONAL,



measResultCSI-RS-List-r12


MeasResultCSI-RS-List-r12

OPTIONAL


]],


[[
measResultForRSSI-r13



MeasResultForRSSI-r13


OPTIONAL,



measResultServFreqListExt-r13

MeasResultServFreqListExt-r13
OPTIONAL,


measResultSSTD-r13




MeasResultSSTD-r13



OPTIONAL,


measResultPCell-v1310



SEQUENCE {



rs-sinr-Result-r13




RS-SINR-Range-r13



}
















OPTIONAL,


ul-PDCP-DelayResultList-r13


UL-PDCP-DelayResultList-r13

OPTIONAL,



measResultListWLAN-r13



MeasResultListWLAN-r13


OPTIONAL


]] ,


[[
measResultSSTD-v1340



MeasResultSSTD-v1340


OPTIONAL


]]
}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA 

MeasResultEUTRA ::=
SEQUENCE {


physCellId






PhysCellId,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdEUTRA,



trackingAreaCode




TrackingAreaCode,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rsrpResult






RSRP-Range





OPTIONAL,



rsrqResult






RSRQ-Range





OPTIONAL,



...,



[[
additionalSI-Info-r9



AdditionalSI-Info-r9

OPTIONAL



]],



[[
primaryPLMN-Suitable-r12


ENUMERATED {true}


OPTIONAL,




measResult-v1250




RSRQ-Range-v1250


OPTIONAL


]],



[[
rs-sinr-Result-r13




RS-SINR-Range-r13


OPTIONAL,




cgi-Info-v1310





SEQUENCE {









freqBandIndicator-r13



FreqBandIndicator-r11

OPTIONAL,




multiBandInfoList-r13



MultiBandInfoList-r11

OPTIONAL,





freqBandIndicatorPriority-r13

ENUMERATED {true}


OPTIONAL



}















OPTIONAL


]]

}

}

MeasResultServFreqList-r10 ::=
SEQUENCE (SIZE (1..maxServCell-r10)) OF MeasResultServFreq-r10
MeasResultServFreqListExt-r13 ::=
SEQUENCE (SIZE (1..maxServCell-r13)) OF MeasResultServFreq-r13

MeasResultServFreq-r10 ::=


SEQUENCE {


servFreqId-r10





ServCellIndex-r10,


measResultSCell-r10




SEQUENCE {



rsrpResultSCell-r10




RSRP-Range,



rsrqResultSCell-r10




RSRQ-Range


}














OPTIONAL,


measResultBestNeighCell-r10


SEQUENCE {



physCellId-r10





PhysCellId,



rsrpResultNCell-r10




RSRP-Range,



rsrqResultNCell-r10




RSRQ-Range


}














OPTIONAL,


...,


[[
measResultSCell-v1250



RSRQ-Range-v1250
OPTIONAL,



measResultBestNeighCell-v1250

RSRQ-Range-v1250
OPTIONAL


]],


[[
measResultSCell-v1310



SEQUENCE {



rs-sinr-Result-r13




RS-SINR-Range-r13



}

OPTIONAL,



measResultBestNeighCell-v1310

SEQUENCE {



rs-sinr-Result-r13




RS-SINR-Range-r13



}

OPTIONAL


]]
}

MeasResultServFreq-r13 ::=


SEQUENCE {


servFreqId-r13





ServCellIndex-r13,


measResultSCell-r13




SEQUENCE {



rsrpResultSCell-r13




RSRP-Range,



rsrqResultSCell-r13




RSRQ-Range-r13,


rs-sinr-Result-r13




RS-SINR-Range-r13
OPTIONAL

}














OPTIONAL,


measResultBestNeighCell-r13


SEQUENCE {



physCellId-r13





PhysCellId,



rsrpResultNCell-r13




RSRP-Range,



rsrqResultNCell-r13




RSRQ-Range-r13,


rs-sinr-Result-r13




RS-SINR-Range-r13
OPTIONAL

}














OPTIONAL,


...
}

MeasResultCSI-RS-List-r12 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCSI-RS-r12
MeasResultCSI-RS-r12 ::=

SEQUENCE {


measCSI-RS-Id-r12



MeasCSI-RS-Id-r12,

csi-RSRP-Result-r12



CSI-RSRP-Range-r12,

...
}
MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA 

MeasResultUTRA ::=
SEQUENCE {


physCellId






CHOICE {



fdd








PhysCellIdUTRA-FDD,



tdd








PhysCellIdUTRA-TDD


},


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdUTRA,



locationAreaCode




BIT STRING (SIZE (16))


OPTIONAL,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



utra-RSCP






INTEGER (-5..91)



OPTIONAL,



utra-EcN0






INTEGER (0..49)




OPTIONAL,



...,



[[
additionalSI-Info-r9



AdditionalSI-Info-r9



OPTIONAL



]],



[[
primaryPLMN-Suitable-r12


ENUMERATED {true}


OPTIONAL



]]

}

}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN 

MeasResultGERAN ::=
SEQUENCE {


carrierFreq






CarrierFreqGERAN,


physCellId






PhysCellIdGERAN,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdGERAN,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL


}


 














OPTIONAL,


measResult






SEQUENCE {



rssi







INTEGER (0..63),



...


}

}

MeasResultsCDMA2000 ::=



SEQUENCE {


preRegistrationStatusHRPD


BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000

}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCDMA2000

MeasResultCDMA2000 ::=
SEQUENCE {


physCellId






PhysCellIdCDMA2000,


cgi-Info






CellGlobalIdCDMA2000

 

OPTIONAL,


measResult






SEQUENCE {



pilotPnPhase





INTEGER
(0..32767)



OPTIONAL,



pilotStrength





INTEGER (0..63),



...


}

}

MeasResultListWLAN-r13 ::=

SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultWLAN-r13

MeasResultWLAN-r13 ::=
SEQUENCE {


wlan-Identifiers-r13




WLAN-Identifiers-r12,


carrierInfoWLAN-r13





WLAN-CarrierInfo-r13
OPTIONAL,


bandWLAN-r13






WLAN-BandIndicator-r13
OPTIONAL,


rssiWLAN-r13






WLAN-RSSI-Range-r13,


availableAdmissionCapacityWLAN-r13

INTEGER (0..31250)

OPTIONAL,


backhaulDL-BandwidthWLAN-r13


WLAN-backhaulRate-r12
OPTIONAL,


backhaulUL-BandwidthWLAN-r13


WLAN-backhaulRate-r12
OPTIONAL,


channelUtilizationWLAN-r13



INTEGER (0..255)

OPTIONAL,


stationCountWLAN-r13




INTEGER (0..65535)

OPTIONAL,


connectedWLAN-r13





ENUMERATED {true}

OPTIONAL,


...

}

MeasResultForECID-r9 ::=

SEQUENCE {


ue-RxTxTimeDiffResult-r9



INTEGER (0..4095),


currentSFN-r9






BIT STRING (SIZE (10))

}

PLMN-IdentityList2 ::=



SEQUENCE (SIZE (1..5)) OF PLMN-Identity

AdditionalSI-Info-r9 ::=


SEQUENCE {


csg-MemberStatus-r9



ENUMERATED {member}



OPTIONAL,


csg-Identity-r9





CSG-Identity





OPTIONAL

}

MeasResultForRSSI-r13 ::=


SEQUENCE {


rssi-Result-r13






RSSI-Range-r13, 


channelOccupancy-r13




INTEGER (0..100),


...

}

UL-PDCP-DelayResultList-r13 ::=

SEQUENCE (SIZE (1..maxQCI-r13)) OF UL-PDCP-DelayResult-r13

UL-PDCP-DelayResult-r13 ::=


SEQUENCE {


qci-Id-r13






ENUMERATED {qci1, qci2, qci3, qci4, spare4, spare3, spare2, spare1},


excessDelay-r13





INTEGER (0..31),


...

}

-- ASN1STOP

	MeasResults field descriptions

	availableAdmissionCapacityWLAN

Indicates the available admission capacity of WLAN as defined in IEEE 802.11-2012 [67].

	backhaulDL-BandwidthWLAN

Indicates the backhaul available downlink bandwidth of WLAN, equal to Downlink Speed times Downlink Load defined in Wi-Fi Alliance Hotspot 2.0 [76].

	backhaulUL-BandwidthWLAN

Indicates the backhaul available uplink bandwidth of WLAN, equal to Uplink Speed times Uplink Load defined in Wi-Fi Alliance Hotspot 2.0 [76].

	bandWLAN

Indicates the WLAN band.

	carrierInfoWLAN

Indicates the WLAN channel information.

	channelOccupancy
Indicates the percentage of samples when the RSSI was above the configured channelOccupancyThreshold for the associated reportConfig.

	channelUtilizationWLAN

Indicates WLAN channel utilization as defined in IEEE 802.11-2012 [67].

	connectedWLAN

Indicates whether the UE is connected to the WLAN for which the measurement results are applicable.

	csg-MemberStatus

Indicates whether or not the UE is a member of the CSG of the neighbour cell.

	currentSFN

Indicates the current system frame number when receiving the UE Rx-Tx time difference measurement results from lower layer.

	excessDelay

Indicates excess queueing delay ratio in UL, according to excess delay ratio measurement report mapping table, as defined in TS 36.314 [71, Table 4.2.1.1.1-1]

	locationAreaCode

A fixed length code identifying the location area within a PLMN, as defined in TS 23.003 [27].

	measId

Identifies the measurement identity for which the reporting is being performed. If the measId-v1250 is included, the measId (i.e. without a suffix) is ignored by eNB.

	measResult

Measured result of an E‑UTRA cell;

Measured result of a UTRA cell;

Measured result of a GERAN cell or frequency;
Measured result of a CDMA2000 cell;
Measured result of a WLAN;
Measured result of UE Rx–Tx time difference; 

Measured result of UE SFN, radio frame and subframe timing difference; or

Measured result of RSSI and channel occupancy.

	measResultCSI-RS-List
Measured results of the CSI-RS resources in discovery signals measurement. 

	measResultListCDMA2000

List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	measResultListEUTRA

List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity.

	measResultListGERAN

List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultListUTRA

List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultListWLAN

List of measured results for the maximum number of reported best WLAN outside the WLAN mobility set and connected WLAN, if any, for a WLAN measurement identity.

	measResultPCell

Measured result of the PCell.

	measResultsCDMA2000

Contains the CDMA2000 HRPD pre-registration status and the list of CDMA2000 measurements.

	MeasResultServFreqList

Measured results of the serving frequencies: the measurement result of each SCell, if any, and of the best neighbouring cell on each serving frequency. 

	MeasResultSSTD

Measured results of UE SFN and Subframe Timing Difference between the PCell and the PSCell. If measResultSSTD-v1340 is present, the subframeBoundaryOffsetResult-r13 in measResultSSTD-r13 shall be ignored.

	pilotPnPhase

Indicates the arrival time of a CDMA2000 pilot, measured relative to the UE’s time reference in units of PN chips, see C.S0005 [25]. This information is used in either SRVCC handover or enhanced 1xRTT CS fallback procedure to CDMA2000 1xRTT.

	pilotStrength

CDMA2000 Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA2000 Forward Channel. See C.S0005 [25] for CDMA2000 1xRTT and C.S0024 [26] for CDMA2000 HRPD.

	plmn-IdentityList
The list of PLMN Identity read from broadcast information when the multiple PLMN Identities are broadcast.

	preRegistrationStatusHRPD

Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. Otherwise set to FALSE. This can be ignored by the eNB for CDMA2000 1xRTT.

	qci-Id

Indicates QCI value for which excessDelay is provided, according to TS 36.314 [71].

	routingAreaCode

The RAC identity read from broadcast information, as defined in TS 23.003 [27].

	rsrpResult

Measured RSRP result of an E‑UTRA cell.

The rsrpResult is only reported if configured by the eNB.

	rsrqResult

Measured RSRQ result of an E‑UTRA cell.

The rsrqResult is only reported if configured by the eNB.

	rssi

GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, TS 45.008 [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.

	rssi-Result
Measured RSSI result in dBm.

	rs-sinr-Result

Measured RS-SINR result of an E‑UTRA cell.

The rs-sinr-Result is only reported if configured by the eNB.

	rssiWLAN
Measured WLAN RSSI result in dBm.

	stationCountWLAN

Indicates the total number stations currently associated with this WLAN as defined in IEEE 802.11-2012 [67].

	ue-RxTxTimeDiffResult
UE Rx-Tx time difference measurement result of the PCell, provided by lower layers. If ue-RxTxTimeDiffPeriodicalTDD-r13 is configured, the measurement mapping is according to EUTRAN TDD UE Rx-Tx time difference report mapping in TS 36.133 [16] and measurement result includes NTAoffset, else the measurement mapping is according to EUTRAN FDD UE Rx-Tx time difference report mapping in TS 36.133 [16].

	utra-EcN0

According to CPICH_Ec/No in TS 25.133 [29] for FDD. Fourteen spare values. The field is not present for TDD.

	utra-RSCP

According to CPICH_RSCP in TS 25.133 [29] for FDD and P-CCPCH_RSCP in TS 25.123 [30] for TDD. Thirty-one spare values.

	wlan-Identifiers

Indicates the WLAN parameters used for identification of the WLAN for which the measurement results are applicable.


--------------------------------------------The next change -----------------------------------------------------------------
–
MeasResultSSTD
The IE MeasResultSSTD consists of SFN, radio frame and subframe boundary difference between the PCell and the PSCell as specified in TS 36.214 [48] and TS 36.133 [16].

MeasResultSSTD information element

-- ASN1START

MeasResultSSTD-r13 ::=





SEQUENCE {


sfn-OffsetResult-r13





INTEGER (0..1023),


frameBoundaryOffsetResult-r13



INTEGER (-4..5),

subframeBoundaryOffsetResult-r13


INTEGER (0..63)
}

MeasResultSSTD-v1340 ::=




SEQUENCE {


subframeBoundaryOffsetResult-v1340


INTEGER (64..127)
}

-- ASN1STOP

	MeasResultSSTD field descriptions

	sfn-OffsetResult
Indicates the SFN difference between the PCell and the PSCell as an integer value according to TS 36.214 [48].

	frameBoundaryOffsetResult
Indicates the frame boundary difference between the PCell and the PSCell as an integer value according to TS 36.214 [48]. The value N corresponds to N-1 in TS 36.214 [48].

	subframeBoundaryOffsetResult
Indicates the subframe boundary difference between the PCell and the PSCell as an integer value according to the mapping table in TS 36.133 [16].


--------------------------------------------The next change -----------------------------------------------------------------
10.2.1
General

This section specifies RRC messages that are sent either across the X2- or the S1-interface, either to or from the eNB, i.e. a single 'logical channel' is used for all RRC messages transferred across network nodes. The information could originate from or be destined for another RAT.

–
EUTRA-InterNodeDefinitions
This ASN.1 segment is the start of the E‑UTRA inter-node PDU definitions.

-- ASN1START

EUTRA-InterNodeDefinitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AntennaInfoCommon,


AntennaInfoDedicated-v10i0,

ARFCN-ValueEUTRA,


ARFCN-ValueEUTRA-v9e0,

ARFCN-ValueEUTRA-r9,

CellIdentity,


C-RNTI,


DL-DCCH-Message,


DRB-Identity,


DRB-ToReleaseList,

FreqBandIndicator-r11,


InDeviceCoexIndication-r11,


MasterInformationBlock,

maxBands,

maxFreq,


maxDRB,


maxSCell-r10,


maxSCell-r13,


maxServCell-r10,

maxServCell-r13,


MBMSInterestIndication-r11,


MeasConfig,


MeasGapConfig,

MeasResultForRSSI-r13,


OtherConfig-r9,


PhysCellId,

P-Max,

PowerCoordinationInfo-r12,


SidelinkUEInformation-r12,


SL-CommConfig-r12,


SL-DiscConfig-r12,


RadioResourceConfigDedicated,

RCLWI-Configuration-r13,

RSRP-Range,


RSRQ-Range,

RSRQ-Range-v1250,

RS-SINR-Range-r13,

SCellToAddModList-r10,


SCellToAddModListExt-r13,

SCG-ConfigPartSCG-r12,


SecurityAlgorithmConfig,


SCellIndex-r10,


SCellIndex-r13,

SCellToReleaseList-r10,


SCellToReleaseListExt-r13,

ServCellIndex-r10,

ServCellIndex-r13,


ShortMAC-I,

MeasResultSSTD-r13,

MeasResultSSTD-v1340,

SystemInformationBlockType1,


SystemInformationBlockType1-v890-IEs,


SystemInformationBlockType2,


UEAssistanceInformation-r11,


UECapabilityInformation,


UE-CapabilityRAT-ContainerList,


UE-RadioPagingInfo-r12,

WLANConnectionStatusReport-r13,

WLAN-OffloadConfig-r12
FROM EUTRA-RRC-Definitions;

-- ASN1STOP

--------------------------------------------The next change -----------------------------------------------------------------
10.2.2
Message definitions

–
SCG-ConfigInfo
This message is used by MeNB to request the SeNB to perform certain actions e.g. to establish, modify or release an SCG, and it may include additional information e.g. to assist the SeNB with assigning the SCG configuration.

Direction: Master eNB to secondary eNB
SCG-ConfigInfo message

-- ASN1START

SCG-ConfigInfo-r12 ::=




SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




scg-ConfigInfo-r12




SCG-ConfigInfo-r12-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

SCG-ConfigInfo-r12-IEs ::=


SEQUENCE {


radioResourceConfigDedMCG-r12
RadioResourceConfigDedicated

OPTIONAL,

sCellToAddModListMCG-r12

SCellToAddModList-r10



OPTIONAL,


measGapConfig-r12



MeasGapConfig





OPTIONAL,

powerCoordinationInfo-r12

PowerCoordinationInfo-r12


OPTIONAL,

scg-RadioConfig-r12



SCG-ConfigPartSCG-r12



OPTIONAL,

eutra-CapabilityInfo-r12

OCTET STRING (CONTAINING UECapabilityInformation)
OPTIONAL,


scg-ConfigRestrictInfo-r12

SCG-ConfigRestrictInfo-r12


OPTIONAL,


mbmsInterestIndication-r12

OCTET STRING (CONTAINING











MBMSInterestIndication-r11)

OPTIONAL,


measResultServCellListSCG-r12
MeasResultServCellListSCG-r12

OPTIONAL,


drb-ToAddModListSCG-r12


DRB-InfoListSCG-r12




OPTIONAL,

drb-ToReleaseListSCG-r12

DRB-ToReleaseList




OPTIONAL,


sCellToAddModListSCG-r12

SCellToAddModListSCG-r12


OPTIONAL,


sCellToReleaseListSCG-r12

SCellToReleaseList-r10



OPTIONAL,

p-Max-r12






P-Max







OPTIONAL,

nonCriticalExtension


SCG-ConfigInfo-v1310-IEs


OPTIONAL

}
SCG-ConfigInfo-v1310-IEs ::=

SEQUENCE {

measResultSSTD-r13



MeasResultSSTD-r13




OPTIONAL,
sCellToAddModListMCG-Ext-r13

SCellToAddModListExt-r13


OPTIONAL,


measResultServCellListSCG-Ext-r13
MeasResultServCellListSCG-Ext-r13
OPTIONAL,


sCellToAddModListSCG-Ext-r13

SCellToAddModListSCG-Ext-r13


OPTIONAL,


sCellToReleaseListSCG-Ext-r13
SCellToReleaseListExt-r13


OPTIONAL,

nonCriticalExtension


SCG-ConfigInfo-v1330-IEs 


OPTIONAL

}
SCG-ConfigInfo-v1330-IEs ::=

SEQUENCE {

measResultListRSSI-SCG-r13

MeasResultListRSSI-SCG-r13


OPTIONAL,


nonCriticalExtension


SCG-ConfigInfo-v1340-IEs


OPTIONAL

}
SCG-ConfigInfo-v1340-IEs ::=

SEQUENCE {

measResultSSTD-v1340


MeasResultSSTD-v1340



OPTIONAL,


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}
DRB-InfoListSCG-r12 ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-InfoSCG-r12
DRB-InfoSCG-r12 ::=



SEQUENCE {


eps-BearerIdentity-r12


INTEGER (0..15)



OPTIONAL,
-- Cond DRB-Setup


drb-Identity-r12



DRB-Identity,


drb-Type-r12




ENUMERATED {split, scg}

OPTIONAL,
-- Cond DRB-Setup

...
}

SCellToAddModListSCG-r12 ::=
SEQUENCE (SIZE (1..maxSCell-r10)) OF Cell-ToAddMod-r12
SCellToAddModListSCG-Ext-r13 ::=
SEQUENCE (SIZE (1..maxSCell-r13)) OF Cell-ToAddMod-r12
Cell-ToAddMod-r12 ::=



SEQUENCE {


sCellIndex-r12





SCellIndex-r10,


cellIdentification-r12



SEQUENCE {



physCellId-r12





PhysCellId,



dl-CarrierFreq-r12




ARFCN-ValueEUTRA-r9

}















OPTIONAL,
-- Cond SCellAdd


measResultCellToAdd-r12



SEQUENCE {



rsrpResult-r12





RSRP-Range,



rsrqResult-r12





RSRQ-Range


}















OPTIONAL,
-- Cond SCellAdd2

...,


[[

sCellIndex-r13




SCellIndex-r13



OPTIONAL,



measResultCellToAdd-v1310


SEQUENCE {



rs-sinr-Result-r13




RS-SINR-Range-r13



}














OPTIONAL
-- Cond SCellAdd2

]]
}

MeasResultServCellListSCG-r12 ::=
SEQUENCE (SIZE (1..maxServCell-r10)) OF MeasResultServCellSCG-r12
MeasResultServCellListSCG-Ext-r13 ::=
SEQUENCE (SIZE (1..maxServCell-r13)) OF MeasResultServCellSCG-r12
MeasResultServCellSCG-r12 ::=


SEQUENCE {


servCellId-r12





ServCellIndex-r10,


measResultSCell-r12




SEQUENCE {



rsrpResultSCell-r12




RSRP-Range,



rsrqResultSCell-r12




RSRQ-Range


},

...,


[[

servCellId-r13





ServCellIndex-r13

OPTIONAL,



measResultSCell-v1310



SEQUENCE {



rs-sinr-ResultSCell-r13



RS-SINR-Range-r13



}














OPTIONAL


]]
}

MeasResultListRSSI-SCG-r13 ::=
SEQUENCE (SIZE (1..maxServCell-r13)) OF MeasResultRSSI-SCG-r13
MeasResultRSSI-SCG-r13 ::=


SEQUENCE {


servCellId-r13





ServCellIndex-r13,


measResultForRSSI-r13



MeasResultForRSSI-r13

}

SCG-ConfigRestrictInfo-r12 ::=

SEQUENCE {


maxSCH-TB-BitsDL-r12



INTEGER (1..100),


maxSCH-TB-BitsUL-r12



INTEGER (1..100)

}
-- ASN1STOP

	SCG-ConfigInfo field descriptions

	drb-ToAddModListSCG

Includes DRBs the SeNB is requested to establish or modify (DRB type change).

	drb-ToReleaseListSCG

Includes DRBs the SeNB is requested to release.

	maxSCH-TB-BitsXL

Indicates the maximum DL-SCH/UL-SCH TB bits that may be scheduled in a TTI. Specified as a percentage of the value defined for the applicable UE category.

	measGapConfig

Includes the current measurement gap configuration.

	measResultListRSSI-SCG
Includes RSSI measurement results of SCG (serving) cells

	measResultSSTD
Includes measurement results of UE SFN and Subframe Timing Difference between the PCell and the PSCell. If measResultSSTD-v1340 is present, the subframeBoundaryOffsetResult-r13 in measResultSSTD-r13 shall be ignored.

	measResultServCellListSCG

Includes measurement results of SCG (serving) cells.

	radioResourceConfigDedMCG

Includes the current dedicated MCG radio resource configuration.

	sCellIndex

If sCellIndex-r13 is present, sCellIndex-r12 shall be ignored.

	sCellToAddModListMCG, sCellToAddModListMCG-Ext
Includes the current MCG SCell configuration. Field sCellToAddModListMCG is used to add the first 4 SCells with sCellIndex-r10 while sCellToAddModListMCG-Ext is used to add the rest.

	sCellToAddModListSCG, sCellToAddModListSCG-Ext
Includes SCG cells the SeNB is requested to establish. Measurement results may be provided for these cells. Field sCellToAddModListSCG is used to add the first 4 SCells with sCellIndex-r12 while sCellToAddModListSCG-Ext is used to add the rest.

	sCellToReleaseListSCG, sCellToReleaseListSCG-Ext
Includes SCG cells the SeNB is requested to release.

	scg-RadioConfig

Includes the current dedicated SCG configuration.

	scg-ConfigRestrictInfo

Includes fields for which MeNB explictly indicates the restriction to be observed by SeNB.

	servCellId

If servCellId-r13 is present, servCellId-r12 shall be ignored.

	p-Max

Cell specific value i.e. as broadcast by PCell.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present in case DRB establishment is requested; otherwise the field is not present.

	SCellAdd
	The field is mandatory present in case SCG cell establishment is requested; otherwise the field is not present.

	SCellAdd2
	The field is optional present in case SCG cell establishment is requested; otherwise the field is not present.


--------------------------------------------The end of change -----------------------------------------------------------------
