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1. Introduction
For NR, a “new state” controlled by RAN is studied to aim at [1]:

· Minimising signalling, power consumption and resource costs in CN and RAN making it possible to maximise the number of UEs utilising the new state;
· Enabling to start data transfer with low delay to meet the control plane latency requirement as defined in TR 38.913 [2];
· Allowing low activity to achieve comparable power efficiency to that of RRC_IDLE in LTE.
While the UE is in the new state, the attributes of UE, RAN and CN are characterized as follow [1]:

· The connection between CN and RAN is maintained in terms of both control and user planes.
· The UE is reachable by a RAN initiated notification procedure for which the relevant parameters are configured by RAN itself.
· RAN is tracking the UE location on the level of a “RAN-based notification area” and is aware whenever the UE moves from one “RAN-based notification area” to another.
In RAN2#95bis meeting [3], we also discussed the data transmission in “new state” and had the following agreements.

Agreements for how progress the study:

1: 
For any solution to send uplink packet, the latency, signalling overhead and UE power consumption, UE mobility shall be evaluated.

1a
We need to discuss and determine the use case for data transmission

1b
Determine the latency requirements from the RAN TR that apply for the "new state".

2
2 potential approaches for further evaluation (in addition to baseline move to connected and then transmit data)

b) Transmit data together with initial RRC message for transition to connected

c) Transmit data in "new state"

Furthermore, the design principles for the new state were also agreed in the following.

Agreements

1
Modelling will be concluded when functionality is understood (maybe in WI phase). For the scope of the study we will refer to RRC_INACTIVE.

2: 
A UE and at least 1 gNB should keep the AS context information in the RRC_INACTIVE state.

3: 
Limit number of radio network identifiers

4:
In the RRC_INACTIVE state, a UE location can be known at the RAN based area level where that area may be a single cell or more than one cell. Area is determined by the network.

According to the agreements, the baseline solution, which moves to Connected and then transmit data, shall be developed to fulfil the NR requirements (including both Control Plane Latency requirement and User Plane Latency requirement). Therefore, the state transition procedure between Connected and Inactive shall be introduced. Considering the design purpose of the “new state” (i.e., RRC_INACTIVE), we believe that the state transition procedure shall consider the UE behaviour more to minimise signalling, power consumption and resource costs in CN and RAN. In this contribution, we provide our views for the overall state transition procedure.
2. Discussion
Considering the state transition between the Inactive state and the Connected state, there is a question about whether and when a UE is worthy to be configured to enter the Inactive state. For a UE in the Inactive state, multiple nodes may need to keep the corresponding UE identity as well as its AS context and/or configurations in a period according to the RAN-based notification area arranged for the UE. The anchor node would also need to maintain the CP and UP connections between RAN and Core. Therefore, to command a UE to the Inactive state does not come for free from NW point of view. For example, if a UE targeting on URLLC service with full power, the NW would be better to keep it in the Connected state. For a UE targeting on infrequency small data transmission or background traffic (such as sending keep-alive messages), the NW may want to transit it to the Inactive state as quick as possible for more power saving. Since there are different cases of a UE with various power condition, targeting service type, mobility state, or even UE categories, the decision made by the NW would result in different consequences. If the NW commands a UE to enter the new state aggressively, the UE may end up to perform more random access procedures for UL data transmission which would result in more signalling overhead (due to the preparation of sending a UE back to the Inactive state), power consumption, and transmission latency. On the contrary, if the NW commands a UE to the Inactive state conservatively, the benefit of power saving in the new state may be limited. Therefore, to help the NW to make the prompt decision, we suggest that a UE may provide some assistance information for NW to trigger the state transition. As shown in Figure 1, the UE may provide some assistance information to the gNB. The assistance information may contain the preference indication for entering the Inactive state, power condition, or targeting service type. However, the gNB would make the final decision to send the inactive command or not. Whether the gNB would notify the NextGen Core that the UE is in RRC_Inactive is still FFS here.
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Figure 1. State transition from Connected to Inactive
Proposal 1: From Connected to Inactive, a UE may provide assistance information for NW to trigger the state transition.
When there is a UL data arrival, the UE in Inactive state shall first resume the RRC connection and then transmit the UL data. The problem here is that whether the UE could be in Inactive state again fast to save power, if there is only small UL data transmission. During the RRC connection resume procedure, if the UE could provide the small data indication (i.e., small data indication is set to true), the NW could assume that the UE transits back to the Inactive state autonomously after transmitting the small UL data. The signaling of additional UE assistance information and the inactive command could be saved. The overall procedure is as shown in Figure 2.
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Figure 2. State transition from Inactive to Connected (with small data indication = true)
Another usage of small data indication is for the gNB to determine whether the connections between RAN and Core is worthy to be switched. Considering that a UE in Inactive state has UL data to transmit, there are three cases:

Case 1: 1f the UE connects to the anchor node (based on its own selection in the RAN-based notification area) to transmit UL data, no path update procedure to switch the CP and UP connection is required.
Case 2: If the UE connects to the other node (which is involved in the RAN-based notification area of the UE) to transmit only small UL data (by considering the packet size and the corresponding service characteristics), the path update procedure to switch the CP and UP connection is wasteful. This node could forward the UL data to the anchor node via the backhaul between nodes. 
Case 3: If the UE connects to the other node (which is involved in the RAN notification area of the UE) to transmit large data (by considering the packet size and the corresponding service characteristics), the path update procedure to switch the CP and UP connection may be necessary. This node could still forward the UL data to the anchor node via the backhaul between nodes before the completeness of the path update procedure. If the path update procedure doesn’t be performed in this case, the backhaul between the two nodes may limit the data transmission rate if the UP connection between RAN and Core is not switched from the anchor node to the candidate node. Undoubtedly, if the path update procedure is required for sure, it is better to perform this procedure as fast as possible. The overall procedure is as shown in Figure 3.
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Figure 3. State transition from Inactive to Connected (with small data indication = false)
Therefore, we suggest that a UE may provide a small data indication for determining the necessity of path update procedure and also facilitating the fast state transition back to Inactive.
Proposal 2: From Inactive to Connected, a UE may provide a small data indication for determining the necessity of path update procedure and also facilitating the fast state transition back to Inactive.
3. Conclusions
In this contribution, we give the following proposals related to the state transition between Connected and Inactive in NR.
Proposal 1: From Connected to Inactive, a UE may provide assistance information for NW to trigger the state transition.
Proposal 2: From Inactive to Connected, a UE may provide a small data indication for determining the necessity of path update procedure and also facilitating the fast state transition back to Inactive.
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