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1. Overall Description:

RAN2 would like to thank RAN4 for the efforts of evaluating the mobility enhancement solutions. From RAN2 specification, the inter-frequency MBB (Make-before-Break) is not prohibited. 
For capability bits required to indicate the support of inter-frequency MBB, RAN2 discussed the following options:

· Option 1: one extra capability bit for inter-frequency MBB

· Option 2: Reuse interFreqNeedForGaps capability indication. For inter-frequency handover /SCG change, the MBB solution is only supported while the interFreqNeedForGaps indication of the band of the target frequency is set to FALSE for the serving band or band combination. No extra capability bit is required. 
· Option 3: capability bit per band combination

From RAN2 point of view, for inter-frequency handover /SCG change, the MBB solution can be supported while the interFreqNeedForGaps indication of the band of the target frequency is set to FALSE for the serving band or band combination. No extra capability bit is required to indicate the inter-frequency MBB support. The agreement from RAN2 can be revisited after RAN4 evaluation.
2. Actions:

To RAN4 Group. 
ACTION:

RAN2 respectfully asks RAN4 to take the following actions:

1. To evaluate if supporting inter-frequency MBB is feasible.
2. If the inter-frequency MBB is feasible, RAN4 is kindly asked to design the related UE requirements if needed.
3. To evaluate the above Options for the capability bits required to indicate the support of inter-frequency MBB.
3. Date of Next RAN2 Meetings:
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