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Beginning of changes
6.7.3.2
NB-IoT Radio resource control information elements

<cut>
–
PhysicalConfigDedicated-NB
The IE PhysicalConfigDedicated-NB is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated-NB information element
-- ASN1START
PhysicalConfigDedicated-NB-r13 ::=
SEQUENCE {


carrierConfigDedicated-r13


CarrierConfigDedicated-NB-r13

OPTIONAL,
-- Need ON


npdcch-ConfigDedicated-r13


NPDCCH-ConfigDedicated-NB-r13

OPTIONAL,
-- Need ON

npusch-ConfigDedicated-r13


NPUSCH-ConfigDedicated-NB-r13

OPTIONAL,
-- Need ON


uplinkPowerControlDedicated-r13

UplinkPowerControlDedicated-NB-r13 
OPTIONAL,
-- Need ON


...,

[[
maxTBS-Config-r14



ENUMERATED {true}
OPTIONAL, 
-- Need OR



twoHARQ-ProcessesConfig-r14

ENUMERATED {true}
OPTIONAL
-- Need OR


]]
}

-- ASN1STOP
	PhysicalConfigDedicated-NB field descriptions

	carrierConfigDedicated

Non-anchor carrier used for all unicast transmissions.

	maxTBS-Config

Activation of increased maximum PDSCH/PUSCH TBS of 2536bits, see TS 36.212 [22] and TS 36.213 [23].

	npdcch-ConfigDedicated

NPDCCH configuration.

	npusch-ConfigDedicated

UL unicast configuration.

	twoHARQ-ProcessesConfig

Activation of two HARQ processes, see TS 36.212 [22] and TS 36.213 [23].

	uplink-PowerControlDedicated
UL power control parameter


End of changes

