Page 1



3GPP TSG-RAN2 Meeting #97
R2-1701045
Athens, Greece, 13-17 February 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.306
	CR
	1408
	rev
	-
	Current version:
	14.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Introduction of authorization of coverage enhancements

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R2

	
	

	Work item code:
	NB_IOTenh-Core, LTE_feMTC-Core
	
	Date:
	2017-02-02

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Introduction of authorization of coverage enhancements

	
	

	Summary of change:
	A REL-14 UE supporting NB-IoT shall also support authorization of the use of coverage enhancements. 
A REL-14 UE supporting ce-ModeA or ce-ModeB shall also support authorization of the use of coverage enhancements. 

	
	

	Consequences if not approved:
	Network cannot control the network resource usage of individual UEs that support coverage enhancements.

	
	

	Clauses affected:
	4.1C, 4.3.29

	
	

	
	Y
	N
	
	

	Other specs
	x
	
	 Other core specifications

	TS/TR 36.304 CR  0347
TS/TR 36.331 CR  2573

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<Start of modified section>
4.1C
ue-Category-NB
The field ue-Category-NB defines a combined uplink and downlink capability in NB-IoT. The parameters set by the UE Category are defined in subclause 4.2. Tables 4.1C-1 and 4.1C-2 define the downlink and, respectively, uplink physical layer parameter values for each UE Category. A UE that supports any ue-Category-NB shall also support authorization of coverage enhancements as specified in TS 36.304 [14].
Table 4.1C-1: Downlink physical layer parameter values set by the field ue-Category-NB
	UE Category
	Maximum number of DL-SCH transport block bits received within a TTI
	Maximum number of bits of a DL-SCH transport block received within a TTI
	Total number of soft channel bits

	Category NB1
	680
	680
	2112


Table 4.1C-2: Uplink physical layer parameter values set by the field ue-Category-NB

	UE Category
	Maximum number of UL-SCH transport block bits transmitted within a TTI
	Maximum number of bits of an UL-SCH transport block transmitted within a TTI

	Category NB1
	1000
	1000


Table 4.1C-3: Total layer 2 buffer sizes set by the field ue-Category-NB
	UE Category
	Total layer 2 buffer size [bytes]

	Category NB1
	4000


Table 4.1C-5: Half-duplex FDD operation type set by the field ue-Category-NB for a half-duplex FDD capable UE

	UE Category
	Half-duplex FDD operation type

	Category NB1
	Type B


<End of modified section>
<Start of modified section>
4.3.29
CE parameters

4.3.29.1
ce-ModeA-r13

This field defines whether the UE supports operation in coverage enhancement mode A, as specified in TS 36.211 [17], TS 36.213 [22] and TS 36.331 [5], and PRACH CE levels 0 and 1 at Random Access, as specified in TS 36.321 [4]. It is mandatory for UEs of DL category M1 and UL category M1. A UE indicating support of ce-ModeA-r13 shall also support authorization of coverage enhancements as specified in TS 36.304 [14].
4.3.29.2
ce-ModeB-r13

This field defines whether the UE supports operation in coverage enhancement mode B, as specified in TS 36.211 [17], TS 36.213 [22] and TS 36.331 [5], and PRACH CE levels 2 and 3 at Random Access, as specified in TS 36.321 [4].  A UE indicating support of ce-ModeB-r13 shall also indicate support of ce-ModeA-r13. A UE indicating support of ce-ModeB-r13 shall also support authorization of coverage enhancements as specified in TS 36.304 [14].
4.3.29.3
intraFreqA3-CE-ModeA-r13
This field defines whether the UE when operating in CE Mode A supports eventA3 for intra-frequency neighbouring cells in normal coverage and CE Mode A, as specified in TS 36.331 [5] and TS 36.133 [16]. It is mandatory for UEs of this release if ce-ModeA-r13 is supported.

4.3.29.4
intraFreqA3-CE-ModeB-r13
This field defines whether the UE when operating in CE Mode B supports eventA3 for intra-frequency neighbouring cells in normal coverage, CE Mode A and CE Mode B, as specified in TS 36.331 [5] and TS 36.133 [16]. It is mandatory for UEs of this release if ce-ModeB-r13 is supported.

4.3.29.5
intraFreqHO-CE-ModeA-r13
This field defines whether the UE when operating in CE Mode A supports intra-frequency handover to target cell in normal coverage and CE Mode A, as specified in TS 36.331 [5] and TS 36.133 [16]. It is mandatory for UEs of this release if ce-ModeA-r13 is supported.

4.3.29.6
intraFreqHO-CE-ModeB-r13
This field defines whether the UE when operating in CE Mode B supports intra-frequency handover to target cell in normal coverage, CE Mode A or CE Mode B, as specified in TS 36.331 [5] and TS 36.133 [16]. It is mandatory for UEs of this release if ce-ModeB-r13 is supported.

4.3.29.7
ue-CE-NeedULGaps-r13
This field defines whether the UE needs UL gaps during continuous uplink transmission in half-duplex FDD as specified in TS 36.331 [5] and TS 36.211 [17].

<End of modified section>
