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5.3.10.4
MAC main reconfiguration

Except for NB-IoT, the UE shall:

1>
if the procedure is triggered to perform SCG MAC main reconfiguration:

2>
if SCG MAC is not part of the current UE configuration (i.e. SCG establishment):

3>
create an SCG MAC entity;
2>
reconfigure the SCG MAC main configuration as specified in the following i.e. assuming it concerns the SCG MAC whenever MAC main configuration is referenced and that it is based on the received mac-MainConfigSCG instead of mac-MainConfig:
1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig other than stag-ToReleaseList and stag-ToAddModList;

1>
if the received mac-MainConfig includes the stag-ToReleaseList:

2>
for each STAG-Id value included in the stag-ToReleaseList that is part of the current UE configuration:

3>
release the STAG indicated by STAG-Id;

1>
if the received mac-MainConfig includes the stag-ToAddModList:

2>
for each stag-Id value included in stag-ToAddModList that is not part of the current UE configuration (STAG addition):

3>
add the STAG, corresponding to the stag-Id, in accordance with the received timeAlignmentTimerSTAG;

2>
for each stag-Id value included in stag-ToAddModList that is part of the current UE configuration (STAG modification):

3>
reconfigure the STAG, corresponding to the stag-Id, in accordance with the received timeAlignmentTimerSTAG;
For NB-IoT, the UE shall:

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig-NB;
	Start of next changes


5.3.10.6
Physical channel reconfiguration

Except for NB-IoT, the UE shall:

1>
if the antennaInfo-r10 is included in the received physicalConfigDedicated and the previous version of this field that was received by the UE was antennaInfo (without suffix i.e. the version defined in REL-8):

2>
apply the default antenna configuration as specified in 9.2.4;

1>
if the cqi-ReportConfig-r10 is included in the received physicalConfigDedicated and the previous version of this field that was received by the UE was cqi-ReportConfig (without suffix i.e. the version defined in REL-8):

2>
apply the default CQI reporting configuration as specified in 9.2.4;

NOTE:
Application of the default configuration involves release of all extensions introduced in REL-9 and later.

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to explicitValue:

2>
if the configured transmissionMode is tm1, tm2, tm5, tm6 or tm7; or

2>
if the configured transmissionMode is tm8 and pmi-RI-Report is not present; or

2>
if the configured transmissionMode is tm9 and pmi-RI-Report is not present; or

2>
if the configured transmissionMode is tm9 and pmi-RI-Report is present and antennaPortsCount within csi-RS is set to an1:

3>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to defaultValue:

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

For NB-IoT, the UE shall:

1>
if the carrierConfigDedicated-NB is not included in the received physicalConfigDedicated-NB:

2>
if the UE is configured with a carrier configuration previously received in carrierConfigDedicated-NB:
3>
use the carrier configuration received in carrierConfigDedicated-NB;
2>
else:

3>
use the carrier configuration received for the anchor carrier in the system information;
1>
else:
2>
use the carrier configuration received in carrierConfigDedicated-NB;
2>
start to use the new carrier immediately after the last transport block carrying the RRC message has been acknowledged by the MAC layer, and any subsequent RRC response message sent for the current RRC procedure is therefore sent on the new carrier;

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated-NB.
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