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1. Discussion
In RAN2#96 meeting, we proposed support of delta signaling in the UE [1]. However, there was no time to discuss it. During email discussion “[96#04][LTE/eLWA] RRC running CR (Intel)”, some companies proposed to capture support of delta signalling in the RRC running CR without agreement. This is totally against the principle that the RRC running CR should only capture the agreements made during an online meeting. In the end, it is compromised to capture support of delta signalling in the RRC running CR with a note below.
Editor’s note: The exact signalling details how the LWA configuration is handled (i.e. use of delta signalling) during handover are FFS.
To stick to the principle, support of delta signaling in handover should be confirmed and agreed during the online meeting. 
Proposal 1: UE supports delta signaling in handover. The editor’s note is removed from the RRC running CR.
Bsedies, the source eNB transfers LWA configuration to the target eNB in handover preparation. The delta signaling can be applied not only in handover but also in RRC connection reestablishment. Therefore we propose:
Proposal 2: UE supports delta signaling in RRC connection reestablishment.

2. Conclusion 
RAN2 is kindly asked to discuss and agree the proposals.
Proposal 1: UE supports delta signaling in handover. The editor’s note is removed from the RRC running CR.
Proposal 2: UE supports delta signaling in RRC connection reestablishment.
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