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1. Introduction
Up to the last RAN2 meeting, RAN2 made some agreements and working assumption on U-plane aspect. 
	- MAC sub-headers are interleaved with MAC SDUs.
- MAC CEs are not placed in the middle of the MAC PDU but at the beginning or at the end (placement can be decided later)
- Working assumption on no RLC concatenation taken at RAN2#96 is confirmed


From SI output perspective, it will be beneficial to capture the U-plane L2 data flow for the overall picture in the TR. In this paper, we provide the draft TP on U-plane data flow for TR 36.804. 
2. TP on U-plane data flow
The change from R2-1702019 is highlighted in yellow
Proposal: To capture following TP for TR38.804
	5.4
Layer 2
Editor’s note: layer 2 sublayers are shown as examples and necessity of the individual sublayers is still to be concluded. Order/placement/grouping of functions in U-plane protocol layers are described in this sub-clause, which is something like section 6 in TS 36.300.

Figure 5.4-x below depicts the general layer 2 data flow. MAC CEs are not placed in the middle of the MAC PDU. It is FFS whether MAC CEs are placed either at the beginning or at the end of the MAC PDU. The detailed PDU format can be discussed further. It is FFS whether the header of the new AS layer PDU may not be present in some cases. 
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Figure 5.4-x: General layer2 data flow
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