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1. Overall Description:

RAN1 had discussion regarding wider bandwidth operations and reached the following agreements. 
At RAN1#88 meeting

Agreements:
· From RAN1 specification perspective, maximum channel bandwidth per NR carrier is 400 MHz in Rel-15

· Note:  final decision on the value  is up to RAN4

· From RAN1 specification perspective, at least for single numerology case, candidates of the maximum number of subcarriers per NR carrier is 3300 or 6600  in Rel-15

· FFS: For mixed numerology case, the above applies to the lowest subcarrier spacing

· Note: final value for a given channel BW is up to RAN4 decision

· From RAN1 specification perspective, the maximum number of NR carriers for CA and DC is 16

· Note that 32 is considered from RAN2 specification perspective

· The number of NR CCs in any aggregation is independently configured for downlink and uplink 

· NR channel designs should consider potential future extension of the above parameters in later releases, allowing Rel-15 UE to have access to NR network on the same frequency band in later releases

2. Actions:
To RAN WG4:

RAN1 respectfully asks RAN4 to consider the above agreements in their discussion.
3. Date of Next RAN WG1 Meetings:

TSG RAN1 #88bis

3 – 7 April 2017


Spokane, US

TSG RAN1 #89


15 – 19 May 2017

Hangzhou, China

