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	Reason for change:
	1.    In 36.213 subclause 14.1.1.6, how to use IE SL-ThresPSSCH-RSRP-List-r14 is descriped:
3)
The parameter 
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 is set to the value indicated by the i-th SL-ThresPSSCH-RSRP field in SL-ThresPSSCH-RSRP-List-r14 where 
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Where a and b are the PPPP of transmission and reception packet respectively, the range is 0-7. 
It is clear the number of SL-ThresPSSCH-RSRP-r14 configured by eNB should be 64.
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	1.     Delete”1..” in size of SL-ThresPSSCH-RSRP-List-r14.  

	
	

	Consequences if not approved:
	1.    If eNB configures the size of SL-ThresPSSCH-RSRP-List-r14 less than 64, UE can’t exclude resources based on the configured PSSCH RSRP threshold for some PPPP pair. 
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6.3.4
6.3.8
Sidelink information elements

Text skipped
–
SL-ThresPSSCH-RSRP
IE SL-ThresPSSCH-RSRP indicates a threshold used for sensing based UE autonomous resource selection (see TS 36.213 [23]). A resource is excluded if it is indicated or reserved by a decoded SCI and PSSCH RSRP in the associated data resource is above the threshold defined by IE SL-ThresPSSCH-RSRP. 
SL-ThresPSSCH-RSRP information element

-- ASN1START
SL-ThresPSSCH-RSRP-List-r14 ::=
SEQUENCE (SIZE (64)) OF SL-ThresPSSCH-RSRP-r14

SL-ThresPSSCH-RSRP-r14 ::=

INTEGER (0..66)

-- ASN1STOP

	SL-ThresPSSCH-RSRP field descriptions

	SL-ThresPSSCH-RSRP
Value 0 corresponds to minus infinity dBm, value 1 corresponds to -128dBm, value 2 corresponds to -126dBm, value n corresponds to (-128 + (n-1)*2) dBm and so on, value 66 corresponds to infinity dBm.
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