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Next Modified Subclause
4.3
Services

4.3.1
Services provided to upper layers

The following services are provided by LWAAP to upper layers (i.e. PDCP):

-
transfer of user plane data;

4.3.2
Services expected from lower layers

The following services are expected by LWAAP from lower layers:

-
transfer of user plane data;

4.4
Functions

The following functions are supported by the LWAAP sublayer:

-
transfer of user plane data;

-
identification of the LWA bearer to which the LWAAP SDU belongs;
-
enabling or disabling data handling for LWA bearer.
Next Modified Subclause
5
Procedures
5.1
Data transfer procedures
5.1.1
DL data transfer procedures
When receiving an LWAAP data PDU from lower layers, the LWAAP entity in the UE shall:

-
identify the upper layer entity to which the LWAAP SDU is destined based on the DRB ID included in the LWAAP header;
-
if the DRB ID belongs to LWA bearer for which DL data transfer procedures are enabled:
-
reassemble the LWAAP SDU from the LWAAP data PDU by removing the LWAAP header from the LWAAP data PDU;
-
deliver the reassembled LWAAP SDU to the upper layer entity identified by the DRB ID.
-
else:

-
discard the LWAAP data PDU.
5.2
Handling of unknown, unforeseen and erroneous protocol data

When an LWAAP entity receives an LWAAP PDU that contains reserved or invalid values, the LWAAP entity shall:

-
discard the received PDU.
