3GPP TSG RAN WG2#97bis
R2-1702464

Spokane, USA, 3 - 7 April, 2017

3GPP TSG RAN WG1 Meeting #88                                           
R1-1704074
Athens, Greece 13th - 17th February 2017

Title:
LS on UE capabilities for MBMS
Release:
Rel-14
Work Item:
NB_IOTenh, LTE_feMTC
Source:
RAN1
To:
SA2, RAN2
Cc:
CT3

Contact Person:


Name:

Alberto Rico
E-mail Address:
albertor@qti.qualcomm.com
1. Overall Description:

RAN1 has the following observations regarding MBMS support for eMTC and NB-IoT.
In Rel-14 the following UE categories/capabilities are defined and supported for SC-PTM transmission:

· BL/CE UE (“eMTC UE”) with 1.4 MHz and 1000 bits max TBS

· BL/CE UE (“eMTC UE”) with 5 MHz and 4008 bits max TBS

· NB-IoT UE with 680 bits max TBS

· NB-IoT UE with 2536 bits max TBS

From RAN1 perspective, it is beneficial if the eNB has information regarding the maximum TBS/bandwidth and also potentially target coverage level to be used for a given MBMS service.

2. Actions:

To SA2, RAN2:
RAN1 respectfully asks SA2 and RAN2 to take the above agreements into account.
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