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5.10.8.2
Selection and reselection of synchronisation reference

The UE shall:

1>
if triggered by V2X sidelink communication, and in coverage on the frequency for V2X sidelink communication; or

1>
if triggered by V2X sidelink communication, and out of coverage on the frequency for V2X sidelink communication, and the frequency used to transmit V2X sidelink communication is included in v2x-InterFreqInfoList in RRCConnectionReconfiguration or in v2x-InterFreqInfoList within SystemInformationBlockType21 of the serving cell/ PCell:

2>
if typeTxSync is configured for the concern frequency and set to enb:
3>
select the cell which provides typeTxSync as the synchronization reference source;
2>
else if typeTxSync for the concerned frequency is not configured or is set to gnss, and GNSS is reliable in accordance with TS 36.101 [42] and TS 36.133 [16]:
3>
select GNSS as the synchronization reference source;
2>
else (i.e., there is no GNSS which is reliable in accordance with TS 36.101 [42] and TS 36.133 [16]):
3>
search SLSSID=0 on the concerned frequency to detect candidate SLSS, in accordance with TS 36.133 [16];
3>
when evaluating the detected SLSS, apply layer 3 filtering as specified in 5.5.3.2 using the preconfigured filterCoefficient as defined in 9.3, before using the S-RSRP measurement results;
3>
if the S-RSRP of the the SyncRef UE identified by the detected SLSS exceeds the minimum requirement defined in TS 36.133 [16] :

4>
select the SyncRef UE;

3>
else (i.e., no SLSSID=0 detected):

4>
select serving cell (RRC_IDLE) or PCell (RRC_CONNECTED) as the synchronization reference source;
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