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6.3.2
Radio resource control information elements
<Cut until modified section>

–
CSI-Process
The IE CSI-Process is the CSI process configuration that E-UTRAN may configure on a serving frequency.

CSI-Process information elements
-- ASN1START

CSI-Process-r11 ::=

SEQUENCE {


csi-ProcessId-r11


CSI-ProcessId-r11,


csi-RS-ConfigNZPId-r11

CSI-RS-ConfigNZPId-r11,


csi-IM-ConfigId-r11


CSI-IM-ConfigId-r11,


p-C-AndCBSRList-r11


P-C-AndCBSR-Pair-r13a,


cqi-ReportBothProc-r11

CQI-ReportBothProc-r11




OPTIONAL,

-- Need OR


cqi-ReportPeriodicProcId-r11
INTEGER (0..maxCQI-ProcExt-r11)

OPTIONAL,

-- Need OR


cqi-ReportAperiodicProc-r11
CQI-ReportAperiodicProc-r11



OPTIONAL,

-- Need OR


...,


[[
alternativeCodebookEnabledFor4TXProc-r12
ENUMERATED {true}
OPTIONAL,
-- Need ON


csi-IM-ConfigIdList-r12

CHOICE {




release





NULL,




setup





SEQUENCE (SIZE (1..2)) OF CSI-IM-ConfigId-r12


}















OPTIONAL,
-- Need ON


cqi-ReportAperiodicProc2-r12
CHOICE {




release





NULL,




setup





CQI-ReportAperiodicProc-r11



}















OPTIONAL
-- Need ON


]],


[[
cqi-ReportAperiodicProc-v1310
CHOICE {




release






NULL,




setup






CQI-ReportAperiodicProc-v1310



}















OPTIONAL,

-- Need ON



cqi-ReportAperiodicProc2-v1310
CHOICE {




release






NULL,




setup






CQI-ReportAperiodicProc-v1310



}















OPTIONAL,

-- Need ON



eMIMO-Type-r13




CSI-RS-ConfigEMIMO-r13


OPTIONAL

-- Need ON


]],


[[
eMIMO-Type-v14xy



CSI-RS-ConfigEMIMO-v14xy

OPTIONAL,

-- Need ON



eMIMO-Type2-r14




CSI-RS-ConfigEMIMO2-r14

OPTIONAL,

-- Need ON



eMIMO-Hybrid-r14



CSI-RS-ConfigEMIMO-Hybrid-r14

OPTIONAL,
-- Need ON



advancedCodebookEnabled-r14

BOOLEAN






OPTIONAL

-- Need ON


]]

}

-- ASN1STOP

	CSI-Process field descriptions

	advancedCodebookEnabled
Indicates whether the UE should use the advanced code book defined in TS 36.213 [23]. EUTRAN does not configure the field when the UE is configured with eMIMO-Type is set to beamformed, when the UE is configured with eMIMO-Hybrid or when the UE is configured with semiOpenLoop.

	alternativeCodebookEnabledFor4TXProc

Indicates whether code book in TS 36.213 [23] Table 7.2.4-0A to Table 7.2.4-0D is being used for deriving CSI feedback and reporting for a CSI process. EUTRAN may configure the field only if the number of CSI-RS ports for non-zero power transmission CSI-RS configuration is 4.

	cqi-ReportAperiodicProc
If csi-MeasSubframeSets-r12 is configured for the same frequency as the CSI process, cqi-ReportAperiodicProc
applies for CSI subframe set 1. If csi-MeasSubframeSet1-r10 or csi-MeasSubframeSet2-r10 are configured for the same frequency as the CSI process, cqi-ReportAperiodicProc applies for CSI subframe set 1 or CSI subframe set 2. Otherwise, cqi-ReportAperiodicProc applies for all subframes. E-UTRAN configures cqi-ReportAperiodicProc-v1310 only if cqi-ReportAperiodicProc-r11 is configured

	cqi-ReportAperiodicProc2
cqi-ReportAperiodicProc2 is configured only if csi-MeasSubframeSets-r12 is configured for the same frequency as the CSI process. cqi-ReportAperiodicProc2 is for CSI subframe set 2. E-UTRAN shall set cqi-ReportModeAperiodic-r11 in cqi-ReportAperiodicProc2 the same as in cqi-ReportAperiodicProc. E-UTRAN configures cqi-ReportAperiodicProc2-v1310 only if cqi-ReportAperiodicProc2-r12 is configured.

	cqi-ReportBothProc

Includes CQI configuration parameters applicable for both aperiodic and periodic CSI reporting, for which CSI process specific values may be configured. E-UTRAN configures the field if and only if cqi-ReportPeriodicProcId is included and/ or if cqi-ReportAperiodicProc is included.

	cqi-ReportPeriodicProcId

Refers to a periodic CQI reporting configuration that is configured for the same frequency as the CSI process. Value 0 refers to the set of parameters defined by the REL-10 CQI reporting configuration fields, while the other values refer to the additional configurations E-UTRAN assigns by CQI-ReportPeriodicProcExt-r11 (and as covered by CQI-ReportPeriodicProcExtId).

	csi-IM-ConfigId

Refers to a CSI-IM configuration that is configured for the same frequency as the CSI process.

	csi-IM-ConfigIdList 
 Refers to one or two CSI-IM configurations that are configured for the same frequency as the CSI process. csi-IM-ConfigIdList can include 2 entries only if csi-MeasSubframeSets-r12 is configured for the same frequency as the CSI process. UE shall ignore csi-IM-ConfigId-r11 if csi-IM-ConfigIdList-r12 is configured.

	csi-RS-ConfigNZPId

Refers to a CSI RS configuration using non-zero power transmission that is configured for the same frequency as the CSI process.

	eMIMO- Hybrid
Parameter: eMIMO-Hybrid, see TS 36.213 [23], TS 36.211 [21]. E-UTRAN always configures eMIMO- Hybrid.and eMIMO-Type2 together.

	eMIMO-Type

Parameter: eMIMO-Type, see TS 36.213 [23], TS 36.211 [21]. If eMIMO-Type is set to nonPrecoded, the codebooks used for deriving CSI feedback are in TS 36.213 [23, Table 7.2.4-10 to Table 7.2.4-17]. Choice values nonPrecoded and beamformed correspond to ‘CLASS A‘ and ‘CLASS B’ respectively, see TS 36.212 [22] and TS 36.213 [23].

	eMIMO-Type2
Parameter: eMIMO-Type2, see TS 36.213 [23], TS 36.211 [21]..

	p-C-AndCBSRList

The UE shall ignore p-C-AndCBSRList-r11 if configured with eMIMO-Type unless it is set to beamformed, alternativeCodebookEnabledBeamformed is set to FALSE and csi-RS-ConfigNZPIdListExt is not configured,


–
CSI-ProcessId
The IE CSI-ProcessId is used to identify a CSI process that is configured by the IE CSI-Process. The identity is unique within the scope of a carrier frequency.

CSI-ProcessId information elements
-- ASN1START

CSI-ProcessId-r11 ::=

INTEGER (1..maxCSI-Proc-r11)

-- ASN1STOP

–
CSI-RS-Config
The IE CSI-RS-Config is used to specify the CSI (Channel-State Information) reference signal configuration.

CSI-RS-Config information elements

-- ASN1START

CSI-RS-Config-r10 ::=

SEQUENCE {


csi-RS-r10




CHOICE {



release





NULL,



setup





SEQUENCE {




antennaPortsCount-r10


ENUMERATED {an1, an2, an4, an8},




resourceConfig-r10



INTEGER (0..31),




subframeConfig-r10



INTEGER (0..154),




p-C-r10






INTEGER (-8..15)



}


}















OPTIONAL,


-- Need ON


zeroTxPowerCSI-RS-r10

ZeroTxPowerCSI-RS-Conf-r12


OPTIONAL


-- Need ON

}

CSI-RS-Config-v1250 ::=

SEQUENCE {


zeroTxPowerCSI-RS2-r12

ZeroTxPowerCSI-RS-Conf-r12


OPTIONAL,


-- Need ON

ds-ZeroTxPowerCSI-RS-r12

CHOICE {



release






NULL,



setup






SEQUENCE {




zeroTxPowerCSI-RS-List-r12

SEQUENCE (SIZE (1..maxDS-ZTP-CSI-RS-r12)) OF ZeroTxPowerCSI-RS-r12


}


}















OPTIONAL



-- Need ON

}

CSI-RS-Config-v1310 ::=

SEQUENCE {


eMIMO-Type-r13



CSI-RS-ConfigEMIMO-r13


OPTIONAL
-- Need ON

}

CSI-RS-Config-v14xy ::=

SEQUENCE {


eMIMO-Type-v14xy



CSI-RS-ConfigEMIMO-v14xy


OPTIONAL,
-- Need ON


eMIMO-Type2-r14




CSI-RS-ConfigEMIMO2-r14



OPTIONAL,
-- Need ON


eMIMO-Hybrid-r14



CSI-RS-ConfigEMIMO-Hybrid-r14

OPTIONAL,
-- Need ON


advancedCodebookEnabled-r14

BOOLEAN







OPTIONAL
-- Need ON

}

ZeroTxPowerCSI-RS-Conf-r12 ::=
CHOICE {



release






NULL,



setup






ZeroTxPowerCSI-RS-r12 

}

ZeroTxPowerCSI-RS-r12 ::=
SEQUENCE {


zeroTxPowerResourceConfigList-r12

BIT STRING (SIZE (16)),


zeroTxPowerSubframeConfig-r12


INTEGER (0..154)

}
-- ASN1STOP

	CSI-RS-Config field descriptions

	ace-For4Tx-PerResourceConfigList

The field indicates the alternativeCodeBookEnabledFor4TX-r12 per CSI-RS resource. E-UTRAN configures the field only if csi-RS-ConfigNZPIdListExt is configured.

	antennaPortsCount

Parameter represents the number of antenna ports used for transmission of CSI reference signals where value an1 corresponds to 1 antenna port, an2 to 2 antenna ports and so on, see TS 36.211 [21, 6.10.5].

	ds-ZeroTxPowerCSI-RS
Parameter for additional zeroTxPowerCSI-RS for a serving cell, concerning the CSI-RS included in discovery signals.

	p-C

Parameter: 
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, see TS 36.213 [23, 7.2.5]. The UE shall ignore p-C-r10 if configured with eMIMO-Type unless it is set to beamformed, alternativeCodebookEnabledBeamformed is set to FALSE and csi-RS-ConfigNZPIdListExt is not configured.

	resourceConfig

Parameter: CSI reference signal configuration, see TS 36.211 [21, table 6.10.5.2-1 and 6.10.5.2-2].

	subframeConfig

Parameter: 
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, see TS 36.211 [21, table 6.10.5.3-1].

	zeroTxPowerCSI-RS2

Parameter for additional zeroTxPowerCSI-RS for a serving cell. E-UTRAN configures the field only if csi-MeasSubframeSets-r12 and TM 1 – 9 are configured for the serving cell.

	zeroTxPowerResourceConfigList

Parameter: ZeroPowerCSI-RS, see TS 36.213 [23, 7.2.7].

	zeroTxPowerSubframeConfig

Parameter: 
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