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1
Overall description
RAN2 thanks RAN1 for their LS on UE capabilities for MBMS and RAN2 would like to provide the following feedback. 
· For SC-PTM eNB may use the physical layer configurations (e.g. TBS, bandwidth, number of repetitions) supported in Release 14.
· If a specific SC-PTM service is not transmitted with worst coverage level then some UEs may waste power attempting to receive SC-PTM service despite able to receive ST-PTM SIBs.
· UE that does not support the physical layer parameters signalled by eNB will not be able to receive the SC-PTM service. To conserve power UE may have implementation to skip specific SC-PTM service.

· RAN2 specification does not define how eNB selects TBS, number of repetitions or bandwidth to use for SC-PTM service. 
RAN2 considers from UE power consumption point of view, it would be useful for CN to inform eNB of any limitations regarding TBS, bandwidth or coverage level for delivery of each SC-PTM service.
2
Actions
To 3GPP RAN1/SA2
ACTION: 
RAN2 respectfully asks RAN1 and SA2 to take account of the above information. 
3
Dates of next TSG RAN WG2 meetings
TSG RAN WG2 Meeting #98
15-19 May 2017, Hangzhou, China

TSG RAN WG2 Meeting #99
21-25 August 2017, Berlin, Germany
