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	Reason for change:
	According to current RRC specification the UE includes the Time Domain Multiplexing (TDM) based assistance information whenever it sends an IDC indication to the eNB. However in some scenarios, e.g. like in some LAA/WLAN sharing scenarios, TDM based assistance information is not helpful or applicable. Therefore it should be clarified that the UE is not mandated to include such information.
Impact Analysis

Impacted functionality:

In-device coexistance
Inter-operability:

No inter-operability issues are foreseen.

	
	

	Summary of change:
	It is clarified that the UE only includes the Time Domain Multiplexing (TDM) based assistance information when applicable.
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	Clauses affected:
	5.6.9.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Beginning of changes
5.6.9.3
Actions related to transmission of InDeviceCoexIndication message

The UE shall set the contents of the InDeviceCoexIndication message as follows:

1>
if there is at least one E-UTRA carrier frequency, for which a measurement object is configured, that is affected by IDC problems:

2>
include the field affectedCarrierFreqList with an entry for each affected E-UTRA carrier frequency for which a measurement object is configured;

2>
for each E-UTRA carrier frequency included in the field affectedCarrierFreqList, include interferenceDirection and set it accordingly;
2>
if applicable, include Time Domain Multiplexing (TDM) based assistance information:

3>
if the UE has DRX related assistance information that could be used to resolve the IDC problems:

4>
include drx-CycleLength, drx-Offset and drx-ActiveTime;

3>
else (the UE has desired subframe reservation patterns related assistance information that could be used to resolve the IDC problems):

4>
include idc-SubframePatternList;

3>
use the MCG as timing reference if TDM based assistance information regarding the SCG is included;
1>
if the UE is configured to provide UL CA information and there is a supported UL CA combination comprising of carrier frequencies for which a measurement object is configured, that is affected by IDC problems:

2>
include victimSystemType in ul-CA-AssistanceInfo;

2>
if the UE sets victimSystemType to wlan or Bluetooth:
3>
include affectedCarrierFreqCombList in ul-CA-AssistanceInfo with an entry for each supported UL CA combination comprising of carrier frequencies for which a measurement object is configured, that is affected by IDC problems;
2>
else:
3>
optionally include affectedCarrierFreqCombList in ul-CA-AssistanceInfo with an entry for each supported UL CA combination comprising of carrier frequencies for which a measurement object is configured, that is affected by IDC problems;
NOTE 1:
When sending an InDeviceCoexIndication message to inform E-UTRAN the IDC problems, the UE includes all assistance information (rather than providing e.g. the changed part(s) of the assistance information).
NOTE 2:
Upon not anymore experiencing a particular IDC problem that the UE previously reported, the UE provides an IDC indication with the modified contents of the InDeviceCoexIndication message (e.g. by an empty message).
The UE shall submit the InDeviceCoexIndication message to lower layers for transmission.
End of changes

