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1    Discussion	
During first round discussion on LAA/WiFi sharing issue during R2#97bis meeting, LAA/WiFi sharing issue is acknowledged, and more discussion is needed whether to address by extending/simplifying IDC or a new mechanism. Corresponding chairman note is as below:
R2-1702572	Report of email discussion [97#57][LTE/LAA] LAA/WiFi sharing 	Apple Europe Limited	discussion
-	Apple think most companies want to use a new scheme independent of IDC.
-	Ericsson think the start should be IDC and see what can be removed to make it simpler.
-	BlackBerry think we want a feature dependent on LAA configuration and not dependent on LAA configuration.
-	Qualcomm think the current IDC framework doesn't have the flexibility.
-	LG think IDC framework can be used with very small addition.
-	Nokia think we can extend the IDC framework for this case and this is most in line with what we have done before.
-	Intel would support an IDC approach but with simplification.
=>	RAN2 aim to address the LAA/WiFi sharing case. More discussion needed whether to address by extending/simplifying IDC or a new mechanism.
=>	Discuss offline to progress on the solution to address the problem (Apple, offline discussion 3)
3    Proposals
Proposal 1: Extending/simplifying IDC indication is used to address LAA/WiFi sharing issues.
Proposal 2: UE is allowed to report LAA TxRx sharing problem if LAA Scell is configured. 
Proposal 3: New IDC indication for LAA Tx/Rx sharing has no dependency on legacy R11 IDC feature, i.e., LAA Tx/Rx sharing solution does not require the implementation of legacy R11 IDC on both UE and network.
Proposal 4: No new UE capability signalling is required, UE configured with LAA Scell may autonomously support IDC signalling for LAA Tx/Rx sharing.
Proposal 5: UE may suspend/resume transmission and reception on the corresponding LAA SCell as listed in affectedCarrierFreqList upon submitting the IDC message to eNB.
Proposal 6: Spec change for LAA Tx/Rx sharing solution is from Rel-13 and onwards.
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