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1. Overall Description:

RAN1 thanks RAN2 for the LS in R1-1701559 (R2-169110) on reduced power class for eNB-IoT.
RAN1 discussed the following aspect in the RAN2 decision.
· UE with reduced power class shall correct the RSRP threshold (signalled in the NPRACH configuration) with (P-23) (P = power of the reduced power class UE)
It is RAN1’s view that the correction value to the RSRP threshold should reflect the possible restriction to the UE’s maximum transmit power configured as PEMAX,c by network, to avoid pessimistic setting of initial CE level for the reduced power class NB-IoT UE.
Accordingly, RAN1 would like to inform the following agreement made on the correction of the RSRP threshold for the reduced power class NB-IoT UE.
Agreements:

· RAN1 recommends to RAN2 to modify the current RAN2 decision regarding RSRP threshold offset as follows.

· UE with reduced power class shall correct the RSRP threshold (signalled in the NPRACH configuration) with (P-23) min{0, (P-min(23, PEMAX,c))} (P = power of the reduced power class UE)

· PEMAX,c is the RRC IE P-Max

2. Actions:

To RAN2

Action: RAN1 respectfully asks RAN2 to reflect the above RAN1 agreement in the related work. 
3. Date of Next TSG RAN WG1 Meetings:

TSG RAN1#88bis


3 - 7 April 2017


Spokane, US
TSG RAN1#89



15 - 19 May 2017

Hangzhou, CN

