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Introduction
[bookmark: _Ref178064866]This contribution addresses some possible enhancements to the Random Access procedure in NR. It discusses aspects such as back-off when no RAR is received or a RAR with back-off indication is received after the preamble transmission. It further discusses methods to enhance the preamble and Message 3 reception when the random access is done for high priority data. 
Discussion
Enhancements for Random Access Procedure
One situation when the Random Access procedure can be enhanced compared to LTE is when the UE does not receive a RAR (msg 2) after the preamble transmission. In legacy LTE the UE will do power ramping and retransmit the preamble. This may lead to so-called RACH storms where the UEs in the system transmit a huge number of preambles causing interference and RACH collisions. The reason why the UE does the random access and the reason why it does not receive the RAR may be different and call for different solutions. That is, a common back-off mechanism will not be sufficient. Below we discuss two examples when RAR is not detected by the UE and possible solutions.
One example is when the RAR is not sent since the preamble was not detected by gNB. Failure to detect the preamble may happen for various reasons such as collisions between different preambles, high interference or that the UL is blocked. This will cause power ramping and PRACH retransmission. The problem could be alleviated if the UE's retransmissions could be configured in a more detailed way. It would be advantageous if the re-transmissions could be done with varying frequency depending on UE type or priority of data, i.e. the reason for the RA. This could be achieved by considering configurable back-off periods, where UEs with low priority data do a longer back-off than UEs with high priority data.
Another closely related aspect is when the UE detects a RAR requiring back-off after the preamble transmission. That is, there has been a preamble collision between two or more UEs. This will typically happen in case of high load when the gNB needs to reduce the load from RA. In LTE the back-off orders all UEs transmitting a preamble on the PRACH resource to back-off a random time before retransmitting a preamble. This mechanism is rather crude and cannot distinguish between UEs with high priority or time critical data or if the UE has already performed a number of unsuccessful preamble transmissions. We believe that for example a UE which experiences preamble collision on its third attempt should get a shorter back-off than a UE on its first attempt. Also a UE with high priority data should have a shorter back-off than a UE with low-priority data. Allowing a more detailed back-off scheme would increase the possibilities for efficient resource management, but mechanisms in LTE such as Access Class Barring should also be considered.
[bookmark: _Toc478042152][bookmark: _Toc478042153][bookmark: _Toc478042154][bookmark: _Toc478129753][bookmark: _Toc477952510][bookmark: _Toc478042155][bookmark: _Toc478151625]When performing random access back-off as a result from receiving a RAR with back-off, a UE with high-priority data shall apply a shorter back-off than a UE with low-priority data.
[bookmark: _Toc478129754][bookmark: _Toc478151626]When performing random access back-off as a result from receiving a RAR with back-off, a UE which has transmitted several preambles shall apply a shorter back-off than a UE which has transmitted fewer preambles.
Another reason why the RAR is not detected can be due to bad DL synchronization in the UE. In this case the preambles are detected by the gNB which sends the RAR, but the RAR is not detected by the UE. Also this case will cause power ramping and retransmission. In this case the UE should obtain DL synch. Since the lack of DL synch is not known by the UE, use of a DL synch procedure when the UE does not receive the RAR should be added to the RA procedure. For example, after n preamble retransmissions without receiving a RAR, the UE obtains new DL synch before commencing with further preamble transmissions.
[bookmark: _Toc477433208][bookmark: _Toc477435349][bookmark: _Toc477436766][bookmark: _Toc477952511][bookmark: _Toc478042156][bookmark: _Toc478129756][bookmark: _Toc478151627]If the UE has retransmitted a preamble n times (including power ramping) without receiving the RAR, it shall regain downlink synchronization. The network may configure the value n.
Another enhancement compared to the LTE random access procedure would be to increase the probability to detect preambles sent by UEs with high priority data. In case several preambles collide, some or all of the preambles will not be detectable by the gNB. In LTE, even if these preambles have been sent by UEs with different latency requirements or priorities they all have the same probability to be detected since all UEs select preambles from the same preamble pool and use the same preamble transmission power configuration parameters. In LTE, PRACH transmission power is selected based on
-	set PREAMBLE_RECEIVED_TARGET_POWER to preambleInitialReceivedTargetPower + DELTA_PREAMBLE + (PREAMBLE_TRANSMISSION_COUNTER – 1) * powerRampingStep;
The PREAMBLE_RECEIVED_TARGET_POWER is used to calculate the transmit power of PRACH and a higher PREAMBLE_RECEIVED_TARGET_POWER means higher transmit power of PRACH.
One way to increase the detection probability of preambles for UEs with delay sensitive or high priority services would be to increase the transmit power for PRACH for these services. For example, powerRampingStep could be increased for these services. This results in that these UEs reach a high enough power quicker. As these UEs may over-shoot the UL power to use it is important that the gNB sets the correct power once the UE has connected.
[bookmark: _Toc477435351][bookmark: _Toc477436768][bookmark: _Toc477952512][bookmark: _Toc478042157][bookmark: _Toc478129757][bookmark: _Toc478151628]A UE with high-priority data shall apply a higher powerRampingStep than a UE with low-priority data. 
A similar problem exists for message 3 transmission in case more than one UE have transmitted the same preamble on the same PRACH radio resource. The RAR will in this case give one grant that is used by the more than one UEs and the gNB may not be able to decode message 3 from any of the UEs due to the collision. A similar approach would be possible where the message 3 is transmitted with a higher power by a UE with delay sensitive and/or high priority service, to increase the probability for correct detection of message 3 from the UE with the delay sensitive and/or high-priority data. This does not imply assume that the UE continues with this higher transmission power once the random access procedure is completed.
[bookmark: _Toc477435352][bookmark: _Toc477436769][bookmark: _Toc477952513][bookmark: _Toc478042158][bookmark: _Toc478129758][bookmark: _Toc478151629]A UE with high-priority data shall apply a higher transmission power for message 3 than a UE with low-priority data. 

Conclusion
Based on the discussion in section 2 we propose the following:
[bookmark: _GoBack]Proposal 1	When performing random access back-off as a result from receiving a RAR with back-off, a UE with high-priority data shall apply a shorter back-off than a UE with low-priority data.
Proposal 2	When performing random access back-off as a result from receiving a RAR with back-off, a UE which has transmitted several preambles shall apply a shorter back-off than a UE which has transmitted fewer preambles.
Proposal 3	If the UE has retransmitted a preamble n times (including power ramping) without receiving the RAR, it shall regain downlink synchronization. The network may configure the value n.
Proposal 4	A UE with high-priority data shall apply a higher powerRampingStep than a UE with low-priority data.
Proposal 5	A UE with high-priority data shall apply a higher transmission power for message 3 than a UE with low-priority data.
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