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[bookmark: _Toc470095288][bookmark: _Toc470095480]5.5.3	Performing measurements
[bookmark: _Toc470095289]5.5.3.1	General
For all measurements, except for UE Rx–Tx time difference measurements, RSSI, UL PDCP Packet Delay per QCI measurement, channel occupancy measurements, CBR measurement, and except for WLAN measurements of Band, Carrier Info, Available Admission Capacity, Backhaul Bandwidth, Channel Utilization, and Station Count, the UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting.
The UE shall:
1>	whenever the UE has a measConfig, perform RSRP and RSRQ measurements for each serving cell as follows:
2>	for the PCell, apply the time domain measurement resource restriction in accordance with measSubframePatternPCell, if configured;
2>	if the UE supports CRS based discovery signals measurement:
3>	for each SCell in deactivated state, apply the discovery signals measurement timing configuration in accordance with measDS-Config, if configured within the measObject corresponding to the frequency of the SCell;
1> if the UE has a measConfig with rs-sinr-Config configured, perform RS-SINR (as indicated in the associated reportConfig) measurements as follows:
2>	perform the corresponding measurements on the frequency indicated in the associated measObject using available idle periods or using autonomous gaps as necessary;
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the purpose for the associated reportConfig is set to reportCGI:
3>	if si-RequestForHO is configured for the associated reportConfig:
4>	perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using autonomous gaps as necessary;
3>	else:
4>	perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using available idle periods or using autonomous gaps as necessary;
NOTE 1:	If autonomous gaps are used to perform measurements, the UE is allowed to temporarily abort communication with all serving cell(s), i.e. create autonomous gaps to perform the corresponding measurements within the limits specified in TS 36.133 [16]. Otherwise, the UE only supports the measurements with the purpose set to reportCGI only if E-UTRAN has provided sufficient idle periods.
3>	try to acquire the global cell identity of the cell indicated by the cellForWhichToReportCGI in the associated measObject by acquiring the relevant system information from the concerned cell;
3>	if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:
4>	try to acquire the CSG identity, if the CSG identity is broadcast in the concerned cell;
4>	try to acquire the trackingAreaCode in the concerned cell;
4>	try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;
4>	if the includeMultiBandInfo is configured:
5>	try to acquire the freqBandIndicator in the SystemInformationBlockType1of the concerned cell;
5>	try to acquire the list of additional frequency band indicators, as included in the multiBandInfoList, if multiple frequency band indicators are included in the SystemInformationBlockType1of the concerned cell;
5>	try to acquire the freqBandIndicatorPriority, if the freqBandIndicatorPriority is included in the SystemInformationBlockType1of the concerned cell;
NOTE 2:	The 'primary' PLMN is part of the global cell identity.
3>	if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:
4>	try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;
4>	try to acquire the CSG identity, if the CSG identity is broadcast in the concerned cell;
3>	if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a GERAN cell:
4>	try to acquire the RAC in the concerned cell;
3>	if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is typeHRPD:
4>	try to acquire the Sector ID in the concerned cell;
3>	if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is type1XRTT:
4>	try to acquire the BASE ID, SID and NID in the concerned cell;
2>	if the ul-DelayConfig is configured for the associated reportConfig:
3>	ignore the measObject;
3>	configure the PDCP layer to perform UL PDCP Packet Delay per QCI measurement;
2>	else:
3>	if a measurement gap configuration is setup; or
3>	if the UE does not require measurement gaps to perform the concerned measurements:
4>	if s-Measure is not configured; or
4>	if s-Measure is configured and the PCell RSRP, after layer 3 filtering, is lower than this value; or
4>	if measDS-Config is configured in the associated measObject:
5>	if the UE supports CSI-RS based discovery signals measurement; and
5>	if the eventId in the associated reportConfig is set to eventC1 or eventC2, or if reportStrongestCSI-RSs is included in the associated reportConfig:
6>	perform the corresponding measurements of CSI-RS resources on the frequency indicated in the concerned measObject, applying the discovery signals measurement timing configuration in accordance with measDS-Config in the concerned measObject;
6>	if reportCRS-Meas is included in the associated reportConfig, perform the corresponding measurements of neighbouring cells on the frequencies indicated in the concerned measObject as follows:
7>	for neighbouring cells on the primary frequency, apply the time domain measurement resource restriction in accordance with measSubframePatternConfigNeigh, if configured in the concerned measObject;
7>	apply the discovery signals measurement timing configuration in accordance with measDS-Config in the concerned measObject;
5>	else:
6>	perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject as follows:
7>	for neighbouring cells on the primary frequency, apply the time domain measurement resource restriction in accordance with measSubframePatternConfigNeigh, if configured in the concerned measObject; 
7>	if the UE supports CRS based discovery signals measurement, apply the discovery signals measurement timing configuration in accordance with measDS-Config, if configured in the concerned measObject;
4>	if the ue-RxTxTimeDiffPeriodical is configured in the associated reportConfig:
5>	perform the UE Rx–Tx time difference measurements on the PCell;
4>	if the reportSSTD-Meas is set to true in the associated reportConfig:
5>	perform SSTD measurements between the PCell and the PSCell;
4>	if the measRSSI-ReportConfig is configured in the associated reportConfig:
5>	perform the RSSI and channel occupancy measurements on the frequency indicated in the associated measObject;
2>	perform the evaluation of reporting criteria as specified in 5.5.4;
The UE capable of CBR measurement when configured to transmit V2X sidelink communication shall:
1> if in coverage on the frequency used for V2X sidelink communication transmission as defined in TS 36.304 [4, 11.4]; or
1> if the concerned frequency is included in v2x-InterFreqInfoList in RRCConnectionReconfiguration or in v2x-InterFreqInfoList within SystemInformationBlockType21:
2> if the UE is in RRC_IDLE:
3>	if the concerned frequency is the camped frequency:
4>	perform CBR measurement on the pools in v2x-CommTxPoolNormalCommon , p2x-CommTxPoolNormalCommon and v2x-CommTxPoolExceptional in SystemInformationBlockType21;
3>	else if the concerned frequency is included in v2x-InterFreqInfoList within SystemInformationBlockType21:
4>	perform CBR measurement on pools in v2x-CommTxPoolNormal, p2x-CommTxPoolNormal and v2x-CommTxPoolExceptional in v2x-InterFreqInfoList for the concerned frequency in SystemInformationBlockType21;
3>	else if the concerned frequency broadcasts SystemInformationBlockType21:
4>	perform CBR measurement on pools in v2x-CommTxPoolNormalCommon, p2x-CommTxPoolNormalCommon and v2x-CommTxPoolExceptional in SystemInformationBlockType21;
2> if the UE is in RRC_CONNECTED:
3>	if the concerned frequency is the PCell’s frequency:
4>	perform CBR measurement on the pools in v2x-CommTxPoolNormalDedicated in RRCConnectionReconfiguration, v2x-CommTxPoolNormalCommon,  p2x-CommTxPoolNormalCommon and v2x-CommTxPoolExceptional in SystemInformationBlockType21;
3>	else if the concerned frequency is included in v2x-InterFreqInfoList within RRCConnectionReconfiguration:
4>	perform CBR measurement on pools in v2x-CommTxPoolNormal, p2x-CommTxPoolNormal and v2x-CommTxPoolExceptional in v2x-InterFreqInfoList for the concerned frequency in RRCConnectionReconfiguration;
3>	else if the concerned frequency broadcasts SystemInformationBlockType21:
4>	perform CBR measurement on pools in v2x-CommTxPoolNormalCommon, p2x-CommTxPoolNormalCommon and v2x-CommTxPoolExceptional in SystemInformationBlockType21;
1> else:
2> perform CBR measurement on the transmission pools in SL-V2X-Preconfiguration for the concerned frequency;
NOTE 3:	The s-Measure defines when the UE is required to perform measurements. The UE is however allowed to perform measurements also when the PCell RSRP exceeds s-Measure, e.g., to measure cells broadcasting a CSG identity following use of the autonomous search function as defined in TS 36.304 [4].
NOTE 4:	The UE may not perform the WLAN measurements it is configured with e.g. due to connection to another WLAN based on user preferences as specified in TS 23.402 [75] or due to turning off WLAN.
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5.10.13.1	Transmission of V2X sidelink communication
A UE capable of V2X sidelink communication that is configured by upper layers to transmit V2X sidelink communication and has related data to be transmitted shall:
1>	if the conditions for sidelink operation as defined in 5.10.1d are met:
2>	if in coverage on the frequency used for V2X sidelink communication as defined in TS 36.304 [4, 11.4]; or
2>	if the frequency used to transmit V2X sidelink communication is included in v2x-InterFreqInfoList in RRCConnectionReconfiguration or in v2x-InterFreqInfoList within SystemInformationBlockType21:
3>	if the UE is in RRC_CONNECTED and uses the PCell or the frequency included in v2x-InterFreqInfoList in RRCConnectionReconfiguration for V2X sidelink communication:
4>	if the UE is configured, by the current PCell with commTxResources set to scheduled:
5>	if T310 or T311 is running; and if the PCell at which the UE detected physical layer problems or radio link failure broadcasts SystemInformationBlockType21 including v2x-CommTxPoolExceptional in sl-V2X-ConfigCommon, or v2x-CommTxPoolExceptional is included in v2x-InterFreqInfoList for the concerned frequency in SystemInformationBlockType21 or RRCConnectionReconfiguration; or
5>	if T301 is running and the cell on which the UE initiated connection re-establishment broadcasts SystemInformationBlockType21 including v2x-CommTxPoolExceptional in sl-V2X-ConfigCommon, or v2x-CommTxPoolExceptional is included in v2x-InterFreqInfoList for the concerned frequency in SystemInformationBlockType21;
5>	if T304 is running and the UE is configured with v2x-CommTxPoolExceptional included in mobilityControlInfoV2X in RRCConnectionReconfiguration or in v2x-InterFreqInfoList for the concerned frequency in RRCConnectionReconfiguration:
6>	configure lower layers to transmit the sidelink control information and the corresponding data based on random selection using the pool of resources indicated by v2x-CommTxPoolExceptional as defined in TS 36.321 [6];
5>	else:
6>	configure lower layers to request E-UTRAN to assign transmission resources for V2X sidelink communication;
4>	else if the UE is configured with v2x-commTxPoolNormalDedicated or v2x-CommTxPoolNormal in the entry of v2x-InterFreqInfoList for the concerned frequency in sl-V2X-ConfigDedicated in RRCConnectionReconfiguration and the UE is configured to transmit non-P2X related V2X sidelink communication:
5>	if a result of sensing on the resources configured in v2x-CommTxPoolNormalDedicated or v2x-CommTxPoolNormal in the entry of v2x-InterFreqInfoList for the concerned frequency in RRCConnectionReconfiguration is not available in accordance with TS 36.213 [23]: 
6>	if v2x-CommTxPoolExceptional is included in mobilityControlInfoV2X in RRCConnectionReconfiguration (i.e., handover case); or
6>	if v2x-CommTxPoolExceptional is included in the entry of v2x-InterFreqInfoList for the concerned frequency in RRCConnectionReconfiguration; or
6>	if the PCell broadcasts SystemInformationBlockType21 including v2x-CommTxPoolExceptional in sl-V2X-ConfigCommon:
7>	configure lower layers to transmit the sidelink control information and the corresponding data based on random selection using the pool of resources indicated by v2x-CommTxPoolExceptional as defined in TS 36.321 [6];
5>	else:
6>	configure lower layers to transmit the sidelink control information and the corresponding data based on sensing (as defined in TS 36.321 [6] and TS 36.213 [23]) using one of the resource pools indicated by v2x-commTxPoolNormalDedicated or v2x-CommTxPoolNormal in the entry of v2x-InterFreqInfoList for the concerned frequency, which is selected according to 5.10.13.2;
4>	else if the UE is configured with v2x-commTxPoolNormalDedicated in sl-P2X-ConfigDedicated or p2x-CommTxPoolNormal in v2x-InterFreqInfoList in RRCConnectionReconfiguration and the UE is configured to transmit P2X related V2X sidelink communication:
5>	select a resource pool according to 5.10.13.2;
5>	transmit P2X related V2X sidelink communication according to 5.10.13.1a;
3>	else:
4>	if the cell chosen for V2X sidelink communication transmission broadcasts SystemInformationBlockType21:
5>	if the UE is configured to transmit non-P2X related V2X sidelink communication, and if SystemInformationBlockType21 includes v2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormal in v2x-InterFreqInfoList for the concerned frequency in sl-V2X-ConfigCommon and :
6>	if a result of sensing on the resources configured in v2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormal in v2x-InterFreqInfoList for the concerned frequency is available in accordance with TS 36.213 [23]:
67>	configure lower layers to transmit the sidelink control information and the corresponding data based on sensing (as defined in TS 36.321 [6] and TS 36.213 [23]) using one of the resource pools indicated by v2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormal in v2x-InterFreqInfoList for the concerned frequency, which is selected according to 5.10.13.2;
6>	else if a result of sensing on the resources configured in v2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormal in v2x-InterFreqInfoList for the concerned frequency is not available in accordance with TS 36.213 [23], and SystemInformationBlockType21 includes v2x-CommTxPoolExceptional in sl-V2X-ConfigCommon or in the entry of v2x-InterFreqInfoList for the concerned frequency; 
7>	configure lower layers to transmit the sidelink control information and the corresponding data based on random selection using the pool of resources indicated by v2x-CommTxPoolExceptional as defined in TS 36.321 [6];
5>	if the UE is configured to transmit P2X related V2X sidelink communication, and if SystemInformationBlockType21 includes p2x-CommTxPoolNormalCommon or p2x-CommTxPoolNormal in v2x-InterFreqInfoList for the concerned frequency in sl-V2X-ConfigCommon:
6>	select a resource pool from p2x-CommTxPoolNormalCommon or p2x-CommTxPoolNormal in v2x-InterFreqInfoList for the concerned frequency according to 5.10.13.2 by ignoring zoneConfig in SystemInformationBlockType21;
6>	transmit P2X related V2X sidelink communication according to 5.10.13.1a;
5>	else if SystemInformationBlockType21 includes v2x-CommTxPoolExceptional in sl-V2X-ConfigCommon:
6>	from the moment the UE initiates connection establishment until receiving an RRCConnectionReconfiguration including sl-V2X-ConfigDedicated or sl-P2X-ConfigDedicated, until receiving an RRCConnectionRelease or an RRCConnectionReject or until a result of sensing on the resources configured in v2x-CommTxPoolNormalCommon, if configured, becomes available in accordance with TS 36.213 [23];
7>	configure lower layers to transmit the sidelink control information and the corresponding data based on random selection (as defined in TS 36.321 [6]) using the pool of resources indicated in v2x-CommTxPoolExceptional;
2>	else:
3>	configure lower layers to transmit the sidelink control information and the corresponding data based on sensing (as defined in TS 36.321 [6] and TS 36.213 [23]) using one of the resource pools indicated by v2x-CommTxPoolList in SL-V2X-Preconfiguration in case of non-P2X related V2X sidelink communication, which is selected according to 5.10.13.2, or using one of the resource pools indicated by p2x-CommTxPoolList in SL-V2X-Preconfiguration in case of P2X related V2X sidelink communication, which is selected according to 5.10.13.2, and in accordance with the timing of the selected reference as defined in 5.10.8;
The UE capable of non-P2X related V2X sidelink communication that is configured by upper layers to transmit V2X sidelink communication shall perform sensing on all pools of resources which may be used for transmission of the sidelink control information and the corresponding data. The pools of resources are indicated by SL-V2X-Preconfiguration, v2x-CommTxPoolNormalCommon, or v2x-commTxPoolNormalDedicated in sl-V2X-ConfigDedicated, as configured above.
NOTE 1:	If there are multiple frequencies for which normal or exceptional pools are configured, it is up to UE implementation which frequency is selected for V2X sidelink communication transmission in normal or exceptional cases.
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[bookmark: _Toc469403930]–	SL-CommResourcePool
The IE SL-CommResourcePool specifies the configuration information for an individual pool of resources for sidelink communication. The IE covers the configuration of both the sidelink control information and the data.
SL-CommResourcePool information element
-- ASN1START

SL-CommTxPoolList-r12 ::=		SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommResourcePool-r12

SL-CommTxPoolListExt-r13 ::=	SEQUENCE (SIZE (1..maxSL-TxPool-v1310)) OF SL-CommResourcePool-r12

SL-CommTxPoolListV2X-r14 ::=		SEQUENCE (SIZE (1..maxSL-V2X-TxPool-r14)) OF SL-CommResourcePoolV2X-r14

SL-CommRxPoolList-r12 ::=		SEQUENCE (SIZE (1..maxSL-RxPool-r12)) OF SL-CommResourcePool-r12

SL-CommRxPoolListV2X-r14 ::=		SEQUENCE (SIZE (1..maxSL-V2X-RxPool-r14)) OF SL-CommResourcePoolV2X-r14

SL-CommResourcePool-r12 ::=		SEQUENCE {
	sc-CP-Len-r12						SL-CP-Len-r12,
	sc-Period-r12						SL-PeriodComm-r12,
	sc-TF-ResourceConfig-r12			SL-TF-ResourceConfig-r12,
	data-CP-Len-r12						SL-CP-Len-r12,
	dataHoppingConfig-r12				SL-HoppingConfigComm-r12,
	ue-SelectedResourceConfig-r12			SEQUENCE {
		data-TF-ResourceConfig-r12				SL-TF-ResourceConfig-r12,
		trpt-Subset-r12						SL-TRPT-Subset-r12 	OPTIONAL	-- Need OP
	}																OPTIONAL, 	-- Need OR
	rxParametersNCell-r12				SEQUENCE {
		tdd-Config-r12					TDD-Config					OPTIONAL, 	-- Need OP
		syncConfigIndex-r12			INTEGER (0..15)
	} 																OPTIONAL, 	-- Need OR
	txParameters-r12					SEQUENCE {
		sc-TxParameters-r12				SL-TxParameters-r12,
		dataTxParameters-r12			SL-TxParameters-r12
	} 																OPTIONAL, 	-- Cond Tx
	...,
	[[	priorityList-r13				SL-PriorityList-r13			OPTIONAL 	-- Cond Tx
	]]

}

SL-CommResourcePoolV2X-r14 ::=		SEQUENCE {
	sl-OffsetIndicator-r14				SL-OffsetIndicator-r12		OPTIONAL, 	-- Need OR
	sl-Subframe-r14						SubframeBitmapSL-r14,
	adjacencyPSCCH-PSSCH-r14			BOOLEAN,
	sizeSubchannel-r14					ENUMERATED {
										n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n25, n30,
										n48, n50, n72, n75, n96, n100, spare13, spare12, spare11,
										spare10, spare9, spare8, spare7, spare6, spare5, spare4, 
										spare3, spare2, spare1},
	numSubchannel-r14					ENUMERATED {n1, n3, n5, n8, n10, n15, n20, spare1},
	startRB-Subchannel-r14				INTEGER (0..99),
	startRB-PSCCH-Pool-r14				INTEGER (0..99)				OPTIONAL, 	-- Need OR
	rxParametersNCell-r14				SEQUENCE {
		tdd-Config-r14					TDD-Config					OPTIONAL, 	-- Need OP
		syncConfigIndex-r14				INTEGER (0..15)
	} 																OPTIONAL, 	-- Need OR
	dataTxParameters-r14				SL-TxParameters-r12			OPTIONAL, 	-- Cond Tx
	zoneID-r14							INTEGER (0..7) 				OPTIONAL, 	-- Need OR
	cbr-MeasConfig-r14					SL-CBR-MeasConfig-r14		OPTIONAL,	-- Need OR
	poolReportId-r14					SL-V2X-TxPoolReportIdentity-r14		OPTIONAL,	-- Need OR
	cbr-pssch-TxConfigList-r14			SL-CBR-PSSCH-TxConfigList-r14	OPTIONAL,	-- Need OR
	resourceSelectionConfigP2X-r14		SL-P2X-ResourceSelectionConfig-r14	OPTIONAL,	-- Cond P2X
	syncAllowed-r14						SL-SyncAllowed-r14				OPTIONAL,	-- Need OR
	restrictResourceReservationPeriod-r14	SL-RestrictResourceReservationPeriodList-r14	OPTIONAL,	-- Need OR
	...
}

SL-TRPT-Subset-r12 ::=			BIT STRING (SIZE (3..5))

SL-V2X-TxPoolReportIdentity-r14::=		INTEGER (1..maxSL-PoolToMeasure-r14)

-- ASN1STOP

	SL-CommResourcePool field descriptions

	adjacencyPSCCH-PSSCH
Indicates whether a UE shall always transmit PSCCH and PSSCH in adjacent RBs (indicated by TRUE) or in non-adjacent RBs (indicated by FALSE) (see TS 36.213 [23]). 

	cbr-MeasConfig
Indicates parameter for CBR measurement. 

	cbr-pssch-TxConfigList
Indicates the mapping of CBR ranges, PPPPs, PSSCH transmission parameters and CR_limit. 

	numSubchannel
indicates the number of subchannels in the corresponding resource pool (see TS 36.213 [23]).

	poolReportId 
The identity of the transmission resource pool used for CBR measurement reporting, which is corresponding to the poolIdentity reported in measResultListCBR. This field is only present in the transmission pools configured in RRCConnectionReconfiguration or v2x-CommTxPoolNormalCommon or p2x-CommTxPoolNormalCommon or v2x-CommTxPoolExceptional. Otherwise, the field is absent.

	resourceSelectionConfigP2X
indicates the allowed resource selection mechanism(s), i.e. partial sensing and/or random selection, for P2X related V2X sidelink communication.

	restrictResourceReservationPeriod
If configured, the field should overwrite restrictResourceReservationPeriod configured in v2x-ResourceSelectionConfig for transmission on this pool. 

	sc-Period
Indicates the period over which resources are allocated in a cell for SC and over which scheduled and UE selected data transmissions occur, see PSCCH period in TS 36.213 [23]. Value in number of subframes. Value sf40 corresponds to 40 subframes, sf80 corresponds to 80 subframes and so on. E-UTRAN configures values sf40, sf80, sf160 and sf320 for FDD and for TDD config 1 to 5, values sf70, sf140 and sf280 for TDD config 0, and finally values sf60, sf120 and sf240 for TDD config 6.

	sizeSubchannel
Indicates the number of PRBs of each subchannel in the corresponding resource pool (see TS 36.213 [23]). The value n5 denotes 5 PRBs; n6 denotes 6 PRBs and so on. E-UTRAN configures values n5, n6, n10, n15, n20, n25, n50, n75 and n100 in the case of adjacencyPSCCH-PSSCH set to TRUE; otherwise,  E-UTRAN configures values n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n30, n48, n72 and n96 in the case of adjacencyPSCCH-PSSCH set to FALSE,

	sl-OffsetIndicator
Indicates the offset of the first subframe of a resource pool, i.e., the starting subframe of the repeating bitmap sl-Subframe, within a SFN cycle. If absent, the resource pool starts from first subframe of SFN=0.

	sl-Subframe
Indicates the bitmap of the resource pool, which is is defined by repeating the bitmap within a SFN cycle (see TS 36.213 [23]).

	startRB-PSCCH-Pool
Indicates the lowest RB index of the PSCCH pool (see TS 36.213 [23]). This field is absent when a pool is (pre)configured such that a UE always transmits SC and data in adjacent RBs in the same subframe.

	startRB-Subchannel
Indicates the lowest RB index of the subchannel with the lowest index (see TS 36.213 [23]).

	syncAllowed
Indicates the allowed synchronization reference(s) which is (are) allowed to use the configured resource pool. 

	syncConfigIndex
Indicates the synchronisation configuration that is associated with a reception pool, by means of an index to the corresponding entry of commSyncConfig in SystemInformationBlockType18 for sidelink communication, or by means of an index to the corresponding entry of v2x-SyncConfig in SystemInformationBlockType21 for V2X sidelink communication.

	tdd-Config
TDD configuration associated with the reception pool of the cell indicated by syncConfigIndex. Absence of the field indicates the same duplex mode as the cell providing this field and the same UL/DL configuration as indicated by subframeAssignment in SystemInformationBlockType1 in case of TDD. 

	trpt-Subset
Indicates the subset of T-RPT available (see TS 36.213 [23, 14.1.1.1.1]). Consists of a bitmap which is used to indicate the set of available ‘k’ values to be used for sidelink communication (see TS 36.213 [23, 14.1.1.3]). If T-RPT subset configuration is not signaled/ preconfigured then UE assumes the whole T-RPT set is available.

	zoneID
Indicates the zone ID for which the UE shall use this resource pool as described in 5.10.13.2. The field is absent in v2x-CommTxPoolExceptional, p2x-CommTxPoolNormalCommon and v2x-CommRxPool in SIB21 or in mobilityControlInfoV2X. 
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