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–
RACH-ConfigCommon-NB
The IE RACH-ConfigCommon-NB is used to specify the generic random access parameters.

RACH-ConfigCommon-NB information element
-- ASN1START

RACH-ConfigCommon-NB-r13 ::=

SEQUENCE {


preambleTransMax-CE-r13



PreambleTransMax,


powerRampingParameters-r13


PowerRampingParameters,


rach-InfoList-r13




RACH-InfoList-NB-r13,


connEstFailOffset-r13



INTEGER (0..15)




OPTIONAL,
-- Need OP


...

}

RACH-InfoList-NB-r13 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF RACH-Info-NB-r13

RACH-Info-NB-r13
::=

SEQUENCE {


ra-ResponseWindowSize-r13


ENUMERATED {












pp2, pp3, pp4, pp5, pp6, pp7, pp8, pp10},


mac-ContentionResolutionTimer-r13
ENUMERATED {












pp1, pp2, pp3, pp4, pp8, pp16, pp32, pp64}

}

-- ASN1STOP

	RACH-ConfigCommon-NB field descriptions

	connEstFailOffset

Parameter “Qoffsettemp” in TS 36.304 [4]. If the field is set to 15 the value of infinity shall be used for “Qoffsettemp”.


