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1   Introduction
This contribution is to summarize the offline discussion 31. 

=>
Offline discussion to progress the list of what procedures and functions need to be supported in RRC, and identify which are needed for NSA and which are needed for SA.    
2   Discussion 
Table 1: Common/specific RRC functions and procedures for NSA/SA (difference from LTE is highlighted)
	
	NSA NR
	SA NR

	Specific functionalities and procedures
	-
RRC connection control:
-
in case of LTE NR-DC, including :

- Establishment/release of SCG SRB;

- SCG split bearer handling;
- security for SCG SRB;


	-
Broadcast of system information:
-
Including NAS common information;
-
Information applicable for UEs in RRC_IDLE/ RRC_CONNECTED

-
Including PWS notification
-
RRC connection control

-
Paging(including RAN/CN initiated paging);
-
Initial security activation

-
Establishment/ suspension / resumption /release of RRC connection 

-
RRC connection mobility

-
In case of NR-NR DC, cell management including e.g. master node related handling, e.g. bearer type management, SCG management, etc.

-
Recovery from radio link failure;

-  FFS:
QoS control including QoS flow based management;
-  FFS:  Slicing related handling
-
Inter-RAT mobility, only to E-UTRA
-
Other functions including e.g. transfer of dedicated NAS information, transfer of UE radio access capability information
-
  Support of self-configuration and self-optimisation (e.g. ANR)

	Common functionalities and procedures
	-
Broadcast of system information:

-
Including SFN broadcasting;
-
RRC connection control
- In case of Intra/Inter RAT DC, IE level for cell management including 
- change of PSCell, addition/ modification/ release of SCG cell(s) and addition/modification/release of SCG TAG(s).
- DC bearer handling, e.g. SCG part bearer except SCG split bearer and SCG SRB;
- Security handling for SCG part DRBs;
-
Radio configuration control including e.g. assignment/modification of ARQ/HARQ/DRX
-

In case of CA, cell management including e.g. change of PCell, addition/ modification/ release of SCell(s) and addition/modification/release of STAG(s);

-
Measurement configuration and reporting

-
Establishment/ modification/ release of measurements

-
Setup and release of measurement gaps;

-
Measurement reporting;

-
Generic protocol error handling;




Proposal 1: It is proposed to agree the common/specific RRC functions and procedures for NSA/SA listed in Table 1.  
3   Conclusion
Proposal 1: It is proposed to agree the common/specific RRC functions and procedures for NSA/SA listed in Table 1.
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