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	Reason for change:
	In NB-IoT default configuration, while in SRB1 (also SRB1bis) logicalChannelSR-Prohibit is set to TRUE (see TS 36.331 section 9.2.1.1), logicalChannelSR-ProhibitTimer value is not provided in default MAC main configuration (see TS 36.331 section 9.2.2). If the network wants the logical channel SR prohibit functionality to take effect, it needs to signal MAC-MainConfig in RRC Connection Setup message setting up the logicalChannelSR-ProhibitTimer value.

	
	

	Summary of change:
	1. Clarification in the field description of logicalChannelSR-Prohibit, stating that the behaviour of the UE is unspecified, if logicalChannelSR-Prohibit is enabled  but logicalChannelSR-ProhibitTimer is not configured.
Impact analysis
Impacted functionality: 

Logical channel SR prohibit functionality in NB-IoT.
Inter-operability:
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.
If the UE is implemented according to this CR while the network is not, there is inter-operability issue that network and UE may have different understanding about the logical channel SR prohibit functionality.
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	Other comments:
	


–
LogicalChannelConfig-NB
The IE LogicalChannelConfig-NB is used to configure the logical channel parameters.

LogicalChannelConfig-NB information element
-- ASN1START

LogicalChannelConfig-NB-r13 ::=

SEQUENCE {


priority-r13





INTEGER (1..16)


OPTIONAL,

-- Cond UL


logicalChannelSR-Prohibit-r13

BOOLEAN




OPTIONAL,

-- Need ON


...

}

-- ASN1STOP

	LogicalChannelConfig-NB field descriptions

	logicalChannelSR-Prohibit

Value TRUE indicates that the logicalChannelSR-ProhibitTimer is enabled for the logical channel. E-UTRAN only (optionally) configures the field (i.e. indicates value TRUE) if logicalChannelSR-ProhibitTimer is configured. If E-UTRAN configures logicalChannelSR-Prohibit (i.e. indicates value TRUE), E-UTRAN also configures logicalChannelSR-ProhibitTimer. See TS 36.321 [6].

	priority

Logical channel priority in TS 36.321 [6]. Value is an integer.


