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First change

6.3.2
Radio resource control information elements

<< omitted text>>
–
PRACH-Config
The IE PRACH-ConfigSIB and IE PRACH-Config are used to specify the PRACH configuration in the system information and in the mobility control information, respectively.

PRACH-Config information elements

-- ASN1START

PRACH-ConfigSIB ::=



SEQUENCE {


rootSequenceIndex




INTEGER (0..837),


prach-ConfigInfo




PRACH-ConfigInfo

}

PRACH-ConfigSIB-v1310 ::=


SEQUENCE {


rsrp-ThresholdsPrachInfoList-r13

RSRP-ThresholdsPrachInfoList-r13,


mpdcch-startSF-CSS-RA-r13


CHOICE {



fdd-r13







ENUMERATED {v1, v1dot5, v2, v2dot5, v4, v5, v8, 













v10},

 

tdd-r13







ENUMERATED {v1, v2, v4, v5, v8, v10, v20, spare}


} 

















OPTIONAL,
-- Cond MP


prach-HoppingOffset-r13



INTEGER (0..94)





OPTIONAL,
-- Need OR


prach-ParametersListCE-r13


PRACH-ParametersListCE-r13

}

PRACH-Config ::=




SEQUENCE {


rootSequenceIndex




INTEGER (0..837),


prach-ConfigInfo




PRACH-ConfigInfo




OPTIONAL
-- Need ON

}

PRACH-Config-v1310 ::=



SEQUENCE {


rsrp-ThresholdsPrachInfoList-r13

RSRP-ThresholdsPrachInfoList-r13

OPTIONAL,
-- Cond HO


mpdcch-startSF-CSS-RA-r13


CHOICE {



fdd-r13







ENUMERATED {v1, v1dot5, v2, v2dot5, v4, v5, v8, 













v10},

 

tdd-r13







ENUMERATED {v1, v2, v4, v5, v8, v10, v20, spare}


} 

















OPTIONAL,
-- Cond MP


prach-HoppingOffset-r13



INTEGER (0..94)





OPTIONAL,
-- Need OR


prach-ParametersListCE-r13


PRACH-ParametersListCE-r13


OPTIONAL,
-- Cond MP


initial-CE-level-r13




INTEGER (0..3) 

OPTIONAL
-- Need OR

}

PRACH-Config-v14xy ::=



SEQUENCE {


rootSequenceIndexHighSpeed-r14



INTEGER (0..837),


zeroCorrelationZoneConfigHighSpeed-r14

INTEGER (0..12),


prach-ConfigIndexHighSpeed-r14



INTEGER (0..63),


prach-FreqOffsetHighSpeed-r14



INTEGER (0..94)

}

PRACH-ConfigSCell-r10 ::=



SEQUENCE {


prach-ConfigIndex-r10




INTEGER (0..63)

}

PRACH-ConfigInfo ::=



SEQUENCE {


prach-ConfigIndex




INTEGER (0..63),


highSpeedFlag





BOOLEAN,


zeroCorrelationZoneConfig


INTEGER (0..15),


prach-FreqOffset




INTEGER (0..94)

}

PRACH-ParametersListCE-r13 ::=
SEQUENCE (SIZE(1..maxCE-Level-r13)) OF PRACH-ParametersCE-r13

PRACH-ParametersCE-r13 ::=


SEQUENCE {


prach-ConfigIndex-r13




INTEGER (0..63),


prach-FreqOffset-r13





INTEGER (0..94), 


prach-StartingSubframe-r13



ENUMERATED {sf2, sf4, sf8, sf16, sf32, sf64, sf128,















sf256}



OPTIONAL,
-- Need OP


maxNumPreambleAttemptCE-r13









ENUMERATED {n3, n4, n5, n6, n7, n8, n10}
OPTIONAL,
-- Need OP


numRepetitionPerPreambleAttempt-r13

ENUMERATED {n1,n2,n4,n8,n16,n32,n64,n128},


mpdcch-NarrowbandsToMonitor-r13


SEQUENCE (SIZE(1..2)) OF 














INTEGER (1..maxAvailNarrowBands-r13),


mpdcch-NumRepetition-RA-r13



ENUMERATED {r1, r2, r4, r8, r16,















r32, r64, r128, r256},


prach-HoppingConfig-r13




ENUMERATED {on,off}

}

RSRP-ThresholdsPrachInfoList-r13 ::= SEQUENCE (SIZE(1..3)) OF RSRP-Range

-- ASN1STOP

	PRACH-Config field descriptions

	initial-CE-level 

Indicates initial PRACH CE level at random access, see TS 36.321 [6]. If not configured, UE selects PRACH CE level based on measured RSRP level, see TS 36.321 [6].

	highSpeedFlag

Parameter: High-speed-flag, see TS 36.211 [21, 5.7.2]. TRUE corresponds to Restricted set and FALSE to Unrestricted set.

	maxNumPreambleAttemptCE 

Maximum number of preamble transmission attempts per CE level. See TS 36.321 [6].

	mpdcch-NarrowbandsToMonitor

Narrowbands to monitor for MPDCCH for RAR, see TS 36.213 [23, 6.2]. Field values (1..maxAvailNarrowBands-r13) correspond to narrowband indices (0..[maxAvailNarrowBands-r13-1]) as specified in TS 36.211 [21].

	mpdcch-NumRepetition-RA

Maximum number of repetitions for MPDCCH common search space (CSS) for RAR, Msg3 and Msg4, see TS 36.211 [21].

	mpdcch-startSF-CSS-RA 

Starting subframe configuration for MPDCCH common search space (CSS), including RAR, Msg3 retransmission, PDSCH with contention resolution and PDSCH with RRCConnectionSetup, see TS 36.211 [21] and TS 36.213 [23]. Value v1 corresponds to 1, value v1dot5 corresponds to 1.5, and so on.

	numRepetitionPerPreambleAttempt

Number of PRACH repetitions per attempt for each CE level, See TS 36.211 [21].

	prach-ConfigIndex

Parameter: prach-ConfigurationIndex, see TS 36.211 [21, 5.7.1].

	prach-ConfigIndexHighSpeed
Parameter: prach-ConfigurationIndexHighSpeed, see TS 36.211 [21, 5.7.1]. If this field is present, the UE that supports PRACH restricted set type B shall ignore prach-ConfigIndex.

	prach-FreqOffset

Parameter: prach-FrequencyOffset, see TS 36.211 [21, 5.7.1]. For TDD the value range is dependent on the value of prach-ConfigIndex.

	prach-FreqOffsetHighSpeed
Parameter: prach-FrequencyOffsetHighSpeed, see TS 36.211 [21, 5.7.1]. For TDD the value range is dependent on the value of prach-ConfigIndexHighSpeed. If this field is present, the UE that supports PRACH restricted set type B shall ignore prach-FreqOffset.

	prach-HoppingConfig

Coverage level specific frequency hopping configuration for PRACH. 

	prach-HoppingOffset

Parameter: PRACH frequency hopping offset, expressed as a number of resource blocks, see TS 36.211 [21, 5.7.1]

	prach-ParametersListCE

Configures PRACH parameters for each CE level. The first entry in the list is the PRACH parameters of CE level 0, the second entry in the list is the PRACH parameters of CE level 1, and so on.

	prach-StartingSubframe
PRACH starting subframe periodicity, expressed in number of subframes available for preamble transmission (PRACH opportunities), see TS 36.211 [21]. Value sf2 corresponds to 2 subframes, sf4 corresponds to 4 subframes and so on. EUTRAN configures the PRACH starting subframe periodicity larger than or equal to the Number of PRACH repetitions per attempt for each CE level (numRepetitionPerPreambleAttempt).

	rootSequenceIndex

Parameter: RACH_ROOT_SEQUENCE, see TS 36.211 [21, 5.7.1].

	rootSequenceIndexHighSpeed

The field indicates starting logical root sequence index used to derive the 64 random access preambles based on restricted set type B in high speed scenario, see TS 36.211 [21, 5.7.2]. If this field is present, the UE that supports PRACH restricted set type B shall generate random access preambles based on restricted set type B and ignore rootSequenceIndex.

	rsrp-ThresholdsPrachInfoList
The criterion for BL UEs and UEs in CE to select PRACH resource set. Up to 3 RSRP threshold values are signalled to determine the CE level for PRACH, see TS 36.213 [23]. The first element corresponds to RSRP threshold 1, the second element corresponds to RSRP threshold 2 and so on, see TS 36.321 [6]. The UE shall ignore this field if only one CE level, i.e. CE level 0, is configured in prach-ParametersListCE.

	zeroCorrelationZoneConfig

Parameter: NCS configuration, see TS 36.211 [21, 5.7.2: table 5.7.2-2] for preamble format 0..3 and TS 36.211 [21, 5.7.2: table 5.7.2-3] for preamble format 4.

	zeroCorrelationZoneConfigHighSpeed

The field indicates NCS configuration for the restricted set type B in high speed scenario, see TS 36.211 [21, 5.7.2]. If this field is present, the UE that supports PRACH restricted set type B shall generate random access preambles based on restricted set type B and ignore zeroCorrelationZoneConfig.


	Conditional presence
	Explanation

	HO
	The field is mandatory present if initial-CE-level-r13 is absent; otherwise it is optional, need OR.

	MP
	The field is mandatory present.


Second change

–
RadioResourceConfigCommon
The IE RadioResourceConfigCommonSIB and IE RadioResourceConfigCommon are used to specify common radio resource configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static physical layer parameters.

RadioResourceConfigCommon information element

-- ASN1START

RadioResourceConfigCommonSIB ::=
SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon,


bcch-Config 





BCCH-Config,


pcch-Config 





PCCH-Config,


prach-Config





PRACH-ConfigSIB,


pdsch-ConfigCommon




PDSCH-ConfigCommon,


pusch-ConfigCommon




PUSCH-ConfigCommon,


pucch-ConfigCommon




PUCCH-ConfigCommon,


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon,


uplinkPowerControlCommon


UplinkPowerControlCommon,


ul-CyclicPrefixLength



UL-CyclicPrefixLength,


...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need OR


]],


[[
rach-ConfigCommon-v1250


RACH-ConfigCommon-v1250



OPTIONAL
-- Need OR


]],


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270


OPTIONAL
-- Need OR


]],


[[
bcch-Config-v1310



BCCH-Config-v1310




OPTIONAL,
-- Need OR



pcch-Config-v1310



PCCH-Config-v1310




OPTIONAL,
-- Need OR



freqHoppingParameters-r13

FreqHoppingParameters-r13


OPTIONAL,
-- Need OR



pdsch-ConfigCommon-v1310

PDSCH-ConfigCommon-v1310


OPTIONAL,
-- Need OR



pusch-ConfigCommon-v1310

PUSCH-ConfigCommon-v1310


OPTIONAL,
-- Need OR



prach-ConfigCommon-v1310

PRACH-ConfigSIB-v1310



OPTIONAL,
-- Need OR



pucch-ConfigCommon-v1310

PUCCH-ConfigCommon-v1310


OPTIONAL
-- Need OR


]],


[[
highSpeedConfig-r14



HighSpeedConfig-r14




OPTIONAL,
-- Need OR



prach-Config-v14xy



PRACH-Config-v14xy




OPTIONAL,
-- Need OR



pucch-ConfigCommon-v14xy

PUCCH-ConfigCommon-v14xy


OPTIONAL
-- Need OR


]]

}

RadioResourceConfigCommon ::=

SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon




OPTIONAL,
-- Need ON


prach-Config





PRACH-Config,


pdsch-ConfigCommon




PDSCH-ConfigCommon




OPTIONAL,
-- Need ON


pusch-ConfigCommon




PUSCH-ConfigCommon,


phich-Config





PHICH-Config





OPTIONAL,
-- Need ON


pucch-ConfigCommon




PUCCH-ConfigCommon




OPTIONAL,
-- Need ON


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon


OPTIONAL,
-- Need ON


uplinkPowerControlCommon


UplinkPowerControlCommon


OPTIONAL,
-- Need ON


antennaInfoCommon




AntennaInfoCommon




OPTIONAL,
-- Need ON


p-Max







P-Max







OPTIONAL,
-- Need OP


tdd-Config






TDD-Config






OPTIONAL,
-- Cond TDD


ul-CyclicPrefixLength



UL-CyclicPrefixLength,


...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need ON


]],


[[
tdd-Config-v1130



TDD-Config-v1130




OPTIONAL
-- Cond TDD3


]],


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270


OPTIONAL
-- Need OR


]],


[[




prach-Config-v1310



PRACH-Config-v1310




OPTIONAL,
-- Need ON



freqHoppingParameters-r13

FreqHoppingParameters-r13


OPTIONAL,
-- Need ON



pdsch-ConfigCommon-v1310

PDSCH-ConfigCommon-v1310


OPTIONAL,
-- Need ON



pucch-ConfigCommon-v1310

PUCCH-ConfigCommon-v1310


OPTIONAL,
-- Need ON



pusch-ConfigCommon-v1310

PUSCH-ConfigCommon-v1310


OPTIONAL,
-- Need ON



uplinkPowerControlCommon-v1310
UplinkPowerControlCommon-v1310

OPTIONAL
-- Need ON


]],


[[
highSpeedConfig-r14



HighSpeedConfig-r14




OPTIONAL,
-- Need OR



prach-Config-v14xy



PRACH-Config-v14xy




OPTIONAL,
-- Need OR



pucch-ConfigCommon-v14xy

PUCCH-ConfigCommon-v14xy


OPTIONAL,
-- Need OR


tdd-Config-v14xy



TDD-Config-v14xy




OPTIONAL
-- Cond TDD3


]]

}

RadioResourceConfigCommonPSCell-r12 ::=
SEQUENCE {


basicFields-r12





RadioResourceConfigCommonSCell-r10,


pucch-ConfigCommon-r12



PUCCH-ConfigCommon,


rach-ConfigCommon-r12



RACH-ConfigCommon,


uplinkPowerControlCommonPSCell-r12
UplinkPowerControlCommonPSCell-r12,


...,


[[
uplinkPowerControlCommonPSCell-v1310










UplinkPowerControlCommon-v1310

OPTIONAL
-- Need ON


]]

}

RadioResourceConfigCommonSCell-r10 ::=
SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



-- 1: Cell characteristics



dl-Bandwidth-r10





ENUMERATED {n6, n15, n25, n50, n75, n100},



-- 2: Physical configuration, general



antennaInfoCommon-r10




AntennaInfoCommon,



mbsfn-SubframeConfigList-r10


MBSFN-SubframeConfigList
OPTIONAL,
-- Need OR



-- 3: Physical configuration, control



phich-Config-r10





PHICH-Config,



-- 4: Physical configuration, physical channels



pdsch-ConfigCommon-r10




PDSCH-ConfigCommon,



tdd-Config-r10






TDD-Config




OPTIONAL
-- Cond TDDSCell


},


-- UL configuration


ul-Configuration-r10



SEQUENCE {



ul-FreqInfo-r10





SEQUENCE {




ul-CarrierFreq-r10




ARFCN-ValueEUTRA


OPTIONAL,
-- Need OP




ul-Bandwidth-r10




ENUMERATED {n6, n15,














n25, n50, n75, n100}
OPTIONAL,
-- Need OP




additionalSpectrumEmissionSCell-r10

AdditionalSpectrumEmission



},



p-Max-r10






P-Max






OPTIONAL,
-- Need OP



uplinkPowerControlCommonSCell-r10

UplinkPowerControlCommonSCell-r10,



-- A special version of IE UplinkPowerControlCommon may be introduced



-- 3: Physical configuration, control



soundingRS-UL-ConfigCommon-r10

SoundingRS-UL-ConfigCommon,



ul-CyclicPrefixLength-r10


UL-CyclicPrefixLength,



-- 4: Physical configuration, physical channels



prach-ConfigSCell-r10




PRACH-ConfigSCell-r10

OPTIONAL,
-- Cond TDD-OR-NoR11



pusch-ConfigCommon-r10



PUSCH-ConfigCommon


}

















OPTIONAL,
-- Need OR


...,


[[
ul-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0


OPTIONAL
-- Need OP


]],


[[
rach-ConfigCommonSCell-r11


RACH-ConfigCommonSCell-r11

OPTIONAL,
-- Cond ULSCell



prach-ConfigSCell-r11



PRACH-Config




OPTIONAL,
-- Cond UL



tdd-Config-v1130




TDD-Config-v1130



OPTIONAL,
-- Cond TDD2



uplinkPowerControlCommonSCell-v1130









UplinkPowerControlCommonSCell-v1130


OPTIONAL
-- Cond UL


]],


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270


OPTIONAL
-- Need OR


]],


[[
pucch-ConfigCommon-r13



PUCCH-ConfigCommon

OPTIONAL,
-- Cond UL



uplinkPowerControlCommonSCell-v1310









UplinkPowerControlCommonSCell-v1310
OPTIONAL
-- Cond UL


]],


[[
highSpeedConfigSCell-r14

HighSpeedConfigSCell-r14


OPTIONAL,
-- Need OR



prach-Config-v14xy



PRACH-Config-v14xy




OPTIONAL,
-- Cond UL


ul-Configuration-r14



SEQUENCE {



ul-FreqInfo-r14





SEQUENCE {




ul-CarrierFreq-r14




ARFCN-ValueEUTRA-r9


OPTIONAL,
-- Need OP




ul-Bandwidth-r14




ENUMERATED {n6, n15,














n25, n50, n75, n100}
OPTIONAL,
-- Need OP




additionalSpectrumEmissionSCell-r14

AdditionalSpectrumEmission



},



p-Max-r14






P-Max






OPTIONAL,
-- Need OP



soundingRS-UL-ConfigCommon-r14

SoundingRS-UL-ConfigCommon,



ul-CyclicPrefixLength-r14


UL-CyclicPrefixLength,



prach-ConfigSCell-r14




PRACH-ConfigSCell-r10

OPTIONAL,
-- Cond TDD-OR-NoR11




uplinkPowerControlCommonPUSCH-LessCell-v14xy











UplinkPowerControlCommonPUSCH-LessCell-v14xy
OPTIONAL
-- Need OR
}
















OPTIONAL,
-- Cond ULSRS


harq-ReferenceConfig-r14




ENUMERATED {sa2,sa4,sa5} 
OPTIONAL,

-- Need OR


soundingRS-FlexibleTiming-r14    


ENUMERATED {true}


OPTIONAL

-- Need OR


]]


}

BCCH-Config ::=





SEQUENCE {


modificationPeriodCoeff



ENUMERATED {n2, n4, n8, n16}

}

BCCH-Config-v1310 ::=



SEQUENCE {


modificationPeriodCoeff-v1310

ENUMERATED {n64}

}

FreqHoppingParameters-r13 ::=

SEQUENCE {


mpdcch-pdsch-HoppingNB-r13


ENUMERATED {nb2, nb4}



OPTIONAL,
-- Cond HO 


interval-DLHoppingConfigCommonModeA-r13
CHOICE {



interval-FDD-r13





ENUMERATED {int1, int2, int4, int8},



interval-TDD-r13





ENUMERATED {int1, int5, int10, int20}


} 

















OPTIONAL,
-- Cond HO 


interval-DLHoppingConfigCommonModeB-r13
CHOICE {



interval-FDD-r13





ENUMERATED {int2, int4, int8, int16},



interval-TDD-r13





ENUMERATED { int5, int10, int20, int40}


} 























OPTIONAL,
-- Cond HO 


interval-ULHoppingConfigCommonModeA-r13
CHOICE {



interval-FDD-r13





ENUMERATED {int1, int2, int4, int8},



interval-TDD-r13





ENUMERATED {int1, int5, int10, int20}


} 

















OPTIONAL,
-- Cond MP-A


interval-ULHoppingConfigCommonModeB-r13
CHOICE {



interval-FDD-r13





ENUMERATED {int2, int4, int8, int16},



interval-TDD-r13





ENUMERATED { int5, int10, int20, int40}


} 

















OPTIONAL,
-- Cond MP-B


mpdcch-pdsch-HoppingOffset-r13



INTEGER (1..maxAvailNarrowBands-r13)




















OPTIONAL
-- Cond HO 

}

PCCH-Config ::=





SEQUENCE {


defaultPagingCycle




ENUMERATED {












rf32, rf64, rf128, rf256},


nB








ENUMERATED {












fourT, twoT, oneT, halfT, quarterT, oneEighthT,












oneSixteenthT, oneThirtySecondT}

}

PCCH-Config-v1310 ::=



SEQUENCE {


paging-narrowBands-r13



INTEGER (1..maxAvailNarrowBands-r13),


mpdcch-NumRepetition-Paging-r13

ENUMERATED {r1, r2, r4, r8, r16, r32, r64, r128, r256},


nB-v1310






ENUMERATED {one64thT, one128thT, one256thT}




















OPTIONAL
-- Need OR

}

UL-CyclicPrefixLength ::=


ENUMERATED {len1, len2}

HighSpeedConfig-r14 ::=


SEQUENCE {


highSpeedEnhancedMeasFlag-r14


ENUMERATED {true}



OPTIONAL,
-- Need OR


highSpeedEnhancedDemodulationFlag-r14
ENUMERATED {true}



OPTIONAL
-- Need OR

}
HighSpeedConfigSCell-r14 ::=

SEQUENCE {


highSpeedEnhancedDemodulationFlag-r14
ENUMERATED {true}



OPTIONAL
-- Need OR

}

-- ASN1STOP

	RadioResourceConfigCommon field descriptions

	additionalSpectrumEmissionSCell

The UE requirements related to additionalSpectrumEmissionSCell are defined in TS 36.101 [42]. E-UTRAN configures the same value in additionalSpectrumEmissionSCell for all SCell(s) of the same band with UL configured. The additionalSpectrumEmissionSCell is applicable for all serving cells (including PCell) of the same band with UL configured.

	defaultPagingCycle

Default paging cycle, used to derive ‘T’ in TS 36.304 [4]. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	harq-ReferenceConfig
Indicates UL/ DL configuration used as the DL HARQ reference configuration for this serving cell. Value sa2 corresponds to Configuration2, sa4 to Configuration4 etc, as specified in TS 36.211 [21, table 4.2-2]. E-UTRAN configures the same value for all serving cells residing on same frequency band.

	highSpeedEnhancedMeasFlag

If the field is present, the UE that supports measurement enhancements shall apply the high speed measurement enhancements as specified in TS 36.133 [16].

	highSpeedEnhancedDemodulationFlag

If the field is present, the UE that supports enhanced demodulation in SFN scenario shall apply the advanced receiver in SFN scenario as specified in TS 36.101 [6].

	interval-DLHoppingConfigCommonModeX

Number of consecutive absolute subframes over which MPDCCH or PDSCH for CE mode X stays at the same narrowband before hopping to another narrowband. For interval-FDD, int1 corresponds to 1 subframe, int2 corresponds to 2 subframes, and so on. For interval-TDD, int1 corresponds to 1 subframe, int5 corresponds to 5 subframes, and so on.

	interval-ULHoppingConfigCommonModeX

Number of consecutive absolute subframes over which PUCCH or PUSCH for CE mode X stays at the same narrowband before hopping to another narrowband. For interval-FDD, int1 corresponds to 1 subframe, int2 corresponds to 2 subframes, and so on. For interval-TDD, int1 corresponds to 1 subframe, int5 corresponds to 5 subframes, and so on.

	modificationPeriodCoeff

Actual modification period, expressed in number of radio frames= modificationPeriodCoeff * defaultPagingCycle. n2 corresponds to value 2, n4 corresponds to value 4, n8 corresponds to value 8, n16 corresponds to value 16, and n64 correponds to value 64.

	mpdcch-NumRepetition-Paging

Maximum number of repetitions for MPDCCH common search space (CSS) for paging, see TS 36.211 [21].

	mpdcch-pdsch-HoppingOffset

Parameter: [image: image1.png]DL
S3mp



, see TS 36.211 [21, 6.4.1].

	mpdcch-pdsch-HoppingNB
The number of narrowbands for MPDCCH/PDSCH frequency hopping. Value nb2 corresponds to 2 narrowbands and value nb4 corresponds to 4 narrowbands.

	nB

Parameter: nB is used as one of parameters to derive the Paging Frame and Paging Occasion according to TS 36.304 [4]. Value in multiples of 'T' as defined in TS 36.304 [4]. A value of fourT corresponds to 4 * T, a value of twoT corresponds to 2 * T and so on. In case nB-v1310 is signalled, the UE shall ignore nB (i.e. without suffix). EUTRAN configures nB-v1310 only in the BR version of SI message.

	paging-narrowBands
Number of narrowbands used for paging, see TS 36.304 [4], TS 36.212 [22] and TS 36.213 [23].

	p-Max

Pmax to be used in the target cell. If absent the UE applies the maximum power according to the UE capability.

	prach-ConfigSCell
Indicates a PRACH configuration for an SCell. The field is not applicable for an LAA SCell in this release.

	rach-ConfigCommonSCell
Indicates a RACH configuration for an SCell. The field is not applicable for an LAA SCell in this release.

	soundingRS-FlexibleTiming
indicate the SRS flexible timing (if configured) for aperiodic SRS triggered by DL grant. If the SRS transmission is collided with ACK/NACK, postpone once to the next configured SRS transmission opportunity.

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-CyclicPrefixLength

Parameter: Uplink cyclic prefix length see TS 36.211 [21, 5.2.1] where len1 corresponds to normal cyclic prefix and len2 corresponds to extended cyclic prefix.


	Conditional presence
	Explanation

	MP-A
	The field is mandatory present for CE mode A. Otherwise the field is optional, Need OR.

	MP-B
	The field is mandatory present for CE mode B. Otherwise the field is optional, Need OR.

	TDD
	The field is optional for TDD, Need ON; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD2
	If tdd-Config-r10 is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD3
	If tdd-Config is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD-OR-NoR11
	If prach-ConfigSCell-r11 is absent, the field is optional for TDD, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDDSCell
	This field is mandatory present for TDD; it is not present for FDD and LAA SCell, and the UE shall delete any existing value for this field.

	UL
	If the SCell is part of the STAG or concerns the PSCell and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	ULSCell
	For the PSCell (IE is included in RadioResourceConfigCommonPSCell) the field is absent. Otherwise, if the SCell is part of the STAG and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	ULSRS
	If ul-Configuration-r10 is absent, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	HO
	For HO (IE is included in RadioResourceConfigCommon), the field is optional, need OR, otherwise (IE is included in RadioResourceConfigCommonSIB) the field is not present, and the UE shall take no action. 


