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	Reason for change:
	For NB-IoT most DRX cycle parameters lead to irregularly spaced wake-up patterns. This can lead to potential mis-match between UE and eNB. The main issue is that SFN is not exactly devided by Long DRX cycle length.

	
	

	Summary of change:
	UE capability indication to indicate that the UE supports the new set of alternative long DRX cycle values is added.

	
	

	Consequences if not approved:
	UE cannot indicate whether it supports alternative long DRX cycle values.
Impacted functionality:

NB-IoT Connected mode DRX

Interoperability

No interoperability issue is foreseen.
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4.3.19
MAC parameters

4.3.19.1
longDRX-Command-r12
This field defines whether the UE supports Long DRX Command MAC Control Element as specified in TS 36.321 [4]. It is mandatory for UEs of this release of the specification.
4.3.19.2
logicalChannelSR-ProhibitTimer-r12
This field defines whether the UE supports the logicalChannelSR-ProhibitTimer as specified in TS 36.321 [4]. It is mandatory for UEs of any ue-Category-NB to support this feature.

4.3.19.3
extendedMAC-LengthField-r13
This field defines whether the UE supports 16 bit length of MAC L field as specified in TS 36.321 [4].

4.3.19.4
extendedLongDRX-r13
This field defines whether the UE supports the longDRX-Cycle values of 5120 and 10240 subframes as specified in TS 36.321 [4].

4.3.19.x
altLongDRX-r13
This field defines whether the UE supports the alternative longDRX-Cycle values of 1280, 2560, 5120 and 10240 subframes as specified in TS 36.321 [4].
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