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5.2.2.4
System information acquisition by the UE

The UE shall:

1>
apply the specified BCCH configuration defined in 9.1.1.1 or BR-BCCH configuration defined in 9.1.1.8;

1>
if the procedure is triggered by a system information change notification:

2>
if the UE uses an idle DRX cycle longer than the modification period:

3>
start acquiring the required system information, as defined in 5.2.2.3, from the next eDRX acquisition period boundary;

2>
else

3>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;

NOTE 1:
The UE continues using the previously received system information until the new system information has been acquired.

1>
if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:

2>
acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_IDLE, as defined in 5.2.2.3;

1>
following successful handover completion to a PCell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:

2>
acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_CONNECTED, as defined in 5.2.2.3;

2>
upon acquiring the concerned system information:

3>
discard the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any;

1>
following a request from CDMA2000 upper layers:

2>
acquire SystemInformationBlockType8, as defined in 5.2.3;

1>
neither initiate the RRC connection establishment/resume procedure nor initiate transmission of the RRCConnectionReestablishmentRequest message until the UE has a valid version of the MasterInformationBlock (MasterInformationBlock-NB in NB-IoT) and SystemInformationBlockType1 (SystemInformationBlockType1-NB in NB-IoT) messages as well as SystemInformationBlockType2 (SystemInformationBlockType2-NB in NB-IoT), and for NB-IoT, SystemInformationBlockType22-NB (depending on support of multi-carrier paging/NPRACH);

1>
not initiate the RRC connection establishment/resume procedure subject to EAB until the UE has a valid version of SystemInformationBlockType14, if broadcast;

1>
if the UE is ETWS capable:

2>
upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>

discard any previously buffered warningMessageSegment;

3>
clear, if any, the current values of messageIdentifier and serialNumber for SystemInformationBlockType11;
2>
when the UE acquires SystemInformationBlockType1 following ETWS indication, upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>
if schedulingInfoList indicates that SystemInformationBlockType10 is present:

4>
if the UE is in CE:

5>
start acquiring SystemInformationBlockType10;

4>
else

5>
start acquiring SystemInformationBlockType10 immediately;

3>
if schedulingInfoList indicates that SystemInformationBlockType11 is present:

4>
start acquiring SystemInformationBlockType11 immediately;

NOTE 2:
UEs shall start acquiring SystemInformationBlockType10 and SystemInformationBlockType11 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

1>
if the UE is CMAS capable:

2>
upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:

3>
discard any previously buffered warningMessageSegment;

3>
clear, if any, stored values of messageIdentifier and serialNumber for SystemInformationBlockType12 associated with the discarded warningMessageSegment;

2>
when the UE acquires SystemInformationBlockType1 following CMAS indication, upon entering a cell during RRC_IDLE, following successful handover and upon connection re-establishment:

3>
if schedulingInfoList indicates that SystemInformationBlockType12 is present:

4>
acquire SystemInformationBlockType12;

NOTE 3:
UEs shall start acquiring SystemInformationBlockType12 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

1>
if the UE is interested to receive MBMS services:

2>
if the UE is capable of MBMS reception as specified in 5.8:

3>
if schedulingInfoList indicates that SystemInformationBlockType13 is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType13;

3>
if SystemInformationBlockType13 is present in SystemInformationBlockType1-MBMS and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType13;

2>
if the UE is capable of SC-PTM reception as specified in 5.8a:

3>
if schedulingInfoList indicates that SystemInformationBlockType20 (SystemInformationBlockType20-NB in NB-IoT) is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType20 (SystemInformationBlockType20-NB in NB-IoT);

2>
if the UE is capable of MBMS Service Continuity:

3>
if schedulingInfoList indicates that SystemInformationBlockType15 (SystemInformationBlockType15-NB in NB-IoT) is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType15 (SystemInformationBlockType15-NB in NB-IoT);

1>
if the UE is EAB capable:

2>
when the UE does not have stored a valid version of SystemInformationBlockType14 upon entering RRC_IDLE, or when the UE acquires SystemInformationBlockType1 following EAB parameters change notification, or upon entering a cell during RRC_IDLE, or before establishing an RRC connection if using eDRX with DRX cycle longer than the modification period:

3>
if schedulingInfoList indicates that SystemInformationBlockType14 is present:

4>
start acquiring SystemInformationBlockType14 immediately;

3>
else:

4>
discard SystemInformationBlockType14, if previously received;

NOTE 4:
EAB capable UEs start acquiring SystemInformationBlockType14 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

NOTE 5:
EAB capable UEs maintain an up to date SystemInformationBlockType14 in RRC_IDLE.

1>
if the UE is capable of sidelink communication and is configured by upper layers to receive or transmit sidelink communication:

2>
if the cell used for sidelink communication meets the S-criteria as defined in TS 36.304 [4]; and

2>
if schedulingInfoList indicates that SystemInformationBlockType18 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType18;

1>
if the UE is capable of sidelink discovery and is configured by upper layers to receive or transmit sidelink discovery announcements on the primary frequency:

2>
if schedulingInfoList of the serving cell/ PCell indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType19;

1>
if the UE is capable of sidelink discovery and, for each of the one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 and for which the UE is configured by upper layers to receive sidelink discovery announcements on:

2>
if SystemInformationBlockType19 of the serving cell/ PCell does not provide the corresponding reception resources; and
2>
if schedulingInfoList of the cell on the concerned frequency indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType19;

1>
if the UE is capable of sidelink discovery and, for each of the one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 and for which the UE is configured by upper layers to transmit sidelink discovery announcements on:

2>
if SysemInformationBlockType19 of the serving cell/ PCell includes discTxResourcesInterFreq which is set to acquireSI-FromCarrier; and
2>
if schedulingInfoList of the cell on the concerned frequency indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType19;

1>
if the UE is a NB-IoT UE and if ab-Enabled included in MasterInformationBlock-NB is set to TRUE:

2>
not initiate the RRC connection establishment/resume procedure for all access causes except mobile terminating calls until the UE has acquired the SystemInformationBlockType14-NB;

1>
if the UE is capable of V2X sidelink communication and is configured by upper layers to receive or transmit V2X sidelink communication on a frequency:

2> if the concerned frequency is primary frequency; or if SysemInformationBlockType21 of the serving cell/ PCell does not provide transmission or reception resource pool for V2X sidelink communication for the concerned frequency; and
2> 
if the cell used for V2X sidelink communication meets the S-criteria as defined in TS 36.304 [4]; and

2>
if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType21 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType21;

The UE may apply the received SIBs immediately, i.e. the UE does not need to delay using a SIB until all SI messages have been received. The UE may delay applying the received SIBs until completing lower layer procedures associated with a received or a UE originated RRC message, e.g. an ongoing random access procedure.

NOTE 6:
While attempting to acquire a particular SIB, if the UE detects from schedulingInfoList that it is no longer present, the UE should stop trying to acquire the particular SIB.
	Start of changes


5.2.2.28
Actions upon reception of SystemInformationBlockType21
Upon receiving SystemInformationBlockType21, the UE shall:

1>
if SystemInformationBlockType21 message includes sl-V2X-ConfigCommon:

2>
if configured to receive V2X sidelink communication:

3>
use the resource pool indicated by v2x-CommRxPool in sl-V2X-ConfigCommon for V2X sidelink communication monitoring, as specified in 5.10.12;

2>
if configured to transmit V2X sidelink communication:

3>
use the resource pool indicated by v2x-CommTxPoolNormalCommon, p2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormal, p2x-CommTxPoolNormal or by v2x-CommTxPoolExceptional for V2X sidelink communication transmission, as specified in 5.10.13;

3>
perform CBR measurement on the transmission resource pool(s) indicated by v2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormal and v2x-CommTxPoolExceptional for V2X sidelink communication transmission, as specified in 5.5.3;

	Start of next changes


5.3.10.15a
V2X sidelink Communication dedicated configuration

The UE shall:

1>
if the RRCConnectionReconfiguration message includes the sl-V2X-ConfigDedicated:

2>
if commTxResources is included and set to setup:

3>
use the resources indicated by commTxResources for V2X sidelink communication transmission, as specified in 5.10.13;

3>
perform CBR measurement on the transmission resource pool indicated in commTxResources for V2X sidelink communication transmission, as specified in 5.5.3;

2>
else if commTxResources is included and set to release:

3>
release the resources allocated for V2X sidelink communication transmission previously configured by commTxResources;

2>
if v2x-InterFreqInfoList is included:

3>
use the synchronization configuration and resource configuration parameters for V2X sidelink communication on frequencies included in v2x-InterFreqInfoList, as specified in 5.10.13;
3>
perform CBR measurement on the transmission resource pool indicated in v2x-InterFreqInfoList for V2X sidelink communication transmission, as specified in 5.5.3;
1>
if the RRCConnectionReconfiguration message includes the mobilityControlInfoV2X:
2>
if v2x-CommRxPool is included:

3>
use the resources indicated by v2x-CommRxPool for V2X sidelink communication reception, as specified in 5.10.12;
2>
if v2x-CommTxPoolExceptional is included:
3>
use the resources indicated by v2x-CommTxPoolExceptional for V2X sidelink communication transmission, as specified in 5.10.13;
3>
perform CBR measurement on the transmission resource pool indicated by v2x-CommTxPoolExceptional for V2X sidelink communication transmission, as specified in 5.5.3;
	Start of next changes


5.5.2.5
Measurement object addition/ modification

The UE shall:

1>
for each measObjectId included in the received measObjectToAddModList:

2>
if an entry with the matching measObjectId exists in the measObjectList within the VarMeasConfig, for this entry:

3>
reconfigure the entry with the value received for this measObject, except for the fields cellsToAddModList, blackCellsToAddModList, whiteCellsToAddModList, altTTT-CellsToAddModList, cellsToRemoveList, blackCellsToRemoveList, whiteCellsToRemoveList, altTTT-CellsToRemoveList, measSubframePatternConfigNeigh, measDS-Config, wlan-ToAddModList, wlan-ToRemoveList, tx-ResourcePoolToRemoveList and tx-ResourcePoolToAddList;

3>
if the received measObject includes the cellsToRemoveList:

4>
for each cellIndex included in the cellsToRemoveList:

5>
remove the entry with the matching cellIndex from the cellsToAddModList;

3>
if the received measObject includes the cellsToAddModList:

4>
for each cellIndex value included in the cellsToAddModList:

5>
if an entry with the matching cellIndex exists in the cellsToAddModList:

6>
replace the entry with the value received for this cellIndex;

5>
else:

6>
add a new entry for the received cellIndex to the cellsToAddModList;

3>
if the received measObject includes the blackCellsToRemoveList:

4>
for each cellIndex included in the blackCellsToRemoveList:

5>
remove the entry with the matching cellIndex from the blackCellsToAddModList;

NOTE 1:
For each cellIndex included in the blackCellsToRemoveList that concerns overlapping ranges of cells, a cell is removed from the black list of cells only if all cell indexes containing it are removed.

3>
if the received measObject includes the blackCellsToAddModList:

4>
for each cellIndex included in the blackCellsToAddModList:

5>
if an entry with the matching cellIndex is included in the blackCellsToAddModList:

6>
replace the entry with the value received for this cellIndex;

5>
else:

6>
add a new entry for the received cellIndex to the blackCellsToAddModList;

3>
if the received measObject includes the whiteCellsToRemoveList:

4>
for each cellIndex included in the whiteCellsToRemoveList:

5>
remove the entry with the matching cellIndex from the whiteCellsToAddModList;

NOTE 2:
For each cellIndex included in the whiteCellsToRemoveList that concerns overlapping ranges of cells, a cell is removed from the white list of cells only if all cell indexes containing it are removed.

3>
if the received measObject includes the whiteCellsToAddModList:

4>
for each cellIndex included in the whiteCellsToAddModList:

5>
if an entry with the matching cellIndex is included in the whiteCellsToAddModList:

6>
replace the entry with the value received for this cellIndex;

5>
else:

6>
add a new entry for the received cellIndex to the whiteCellsToAddModList;

3>
if the received measObject includes the altTTT-CellsToRemoveList:

4>
for each cellIndex included in the altTTT-CellsToRemoveList:

5>
remove the entry with the matching cellIndex from the altTTT-CellsToAddModList;

NOTE 3:
For each cellIndex included in the altTTT-CellsToRemoveList that concerns overlapping ranges of cells, a cell is removed from the list of cells only if all cell indexes containing it are removed.

3>
if the received measObject includes the altTTT-CellsToAddModList:

4>
for each cellIndex value included in the altTTT-CellsToAddModList:

5>
if an entry with the matching cellIndex exists in the altTTT-CellsToAddModList:

6>
replace the entry with the value received for this cellIndex;

5>
else:

6>
add a new entry for the received cellIndex to the altTTT-CellsToAddModList;

3>
if the received measObject includes measSubframePatternConfigNeigh:

4>
set measSubframePatternConfigNeigh within the VarMeasConfig to the value of the received field

3>
if the received measObject includes measDS-Config:
4>
if measDS-Config is set to setup:

5>
if the received measDS-Config includes the measCSI-RS-ToRemoveList:

6>
for each measCSI-RS-Id included in the measCSI-RS-ToRemoveList:

7>
remove the entry with the matching measCSI-RS-Id from the measCSI-RS-ToAddModList;

5>
if the received measDS-Config includes the measCSI-RS-ToAddModList, for each measCSI-RS-Id value included in the measCSI-RS-ToAddModList:

6>
if an entry with the matching measCSI-RS-Id exists in the measCSI-RS-ToAddModList:

7>
replace the entry with the value received for this measCSI-RS-Id;

6>
else:

7>
add a new entry for the received measCSI-RS-Id to the measCSI-RS-ToAddModList;
5>
set other fields of the measDS-Config within the VarMeasConfig to the value of the received fields;

5>
perform the discovery signals measurement timing configuration procedure as specified in 5.5.2.10;
4>
else:

5>
release the discovery signals measurement configuration;
3>
for each measId associated with this measObjectId in the measIdList within the VarMeasConfig, if any:

4>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

4>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

3>
if the received measObject includes the wlan-ToRemoveList:

4>
for each WLAN-Identifiers included in the wlan-ToRemoveList:

5>
remove the entry with the matching WLAN-Identifiers from the wlan-ToAddModList;

NOTE 3a:
Matching of WLAN-Identifiers requires that all WLAN identifier fields should be same.

3>
if the received measObject includes the wlan-ToAddModList:

4>
for each WLAN-Identifiers included in the wlan-ToAddModList:

5>
add a new entry for the received WLAN-Identifiers to the wlan-ToAddModList;

3>
if the received measObject includes the tx-ResourcePoolToRemoveList:

4>
for each transmission resource pool indicated by tx-ResourcePoolToRemoveList:

5>
remove the entry with the matching identity of the transmission resource pool from the tx-ResourcePoolToAddList;

3>
if the received measObject includes the tx-ResourcePoolToAddList:

4>
for each transmission resource pool indicated by tx-ResourcePoolToAddList:

5>
add a new entry for the received identity of the transmission resource pool to the tx-ResourcePoolToAddList;

2>
else:

3>
add a new entry for the received measObject to the measObjectList within VarMeasConfig;

NOTE 4:
UE does not need to retain cellForWhichToReportCGI in the measObject after reporting cgi-Info.

	Start of next changes


5.5.3
Performing measurements

5.5.3.1
General

For all measurements, except for UE Rx–Tx time difference measurements, RSSI, UL PDCP Packet Delay per QCI measurement, channel occupancy measurements, CBR measurement, and except for WLAN measurements of Band, Carrier Info, Available Admission Capacity, Backhaul Bandwidth, Channel Utilization, and Station Count, the UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting.

The UE shall:

1>
whenever the UE has a measConfig, perform RSRP and RSRQ measurements for each serving cell as follows:

2>
for the PCell, apply the time domain measurement resource restriction in accordance with measSubframePatternPCell, if configured;
2>
if the UE supports CRS based discovery signals measurement:

3>
for each SCell in deactivated state, apply the discovery signals measurement timing configuration in accordance with measDS-Config, if configured within the measObject corresponding to the frequency of the SCell;
1> if the UE has a measConfig with rs-sinr-Config configured, perform RS-SINR (as indicated in the associated reportConfig) measurements as follows:
2>
perform the corresponding measurements on the frequency indicated in the associated measObject using available idle periods or using autonomous gaps as necessary;

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the purpose for the associated reportConfig is set to reportCGI:

3>
if si-RequestForHO is configured for the associated reportConfig:

4>
perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using autonomous gaps as necessary;

3>
else:

4>
perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using available idle periods or using autonomous gaps as necessary;

NOTE 1:
If autonomous gaps are used to perform measurements, the UE is allowed to temporarily abort communication with all serving cell(s), i.e. create autonomous gaps to perform the corresponding measurements within the limits specified in TS 36.133 [16]. Otherwise, the UE only supports the measurements with the purpose set to reportCGI only if E-UTRAN has provided sufficient idle periods.

3>
try to acquire the global cell identity of the cell indicated by the cellForWhichToReportCGI in the associated measObject by acquiring the relevant system information from the concerned cell;

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

4>
try to acquire the CSG identity, if the CSG identity is broadcast in the concerned cell;

4>
try to acquire the trackingAreaCode in the concerned cell;

4>
try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;

4>
if the includeMultiBandInfo is configured:

5>
try to acquire the freqBandIndicator in the SystemInformationBlockType1of the concerned cell;
5>
try to acquire the list of additional frequency band indicators, as included in the multiBandInfoList, if multiple frequency band indicators are included in the SystemInformationBlockType1of the concerned cell;
5>
try to acquire the freqBandIndicatorPriority, if the freqBandIndicatorPriority is included in the SystemInformationBlockType1of the concerned cell;
NOTE 2:
The 'primary' PLMN is part of the global cell identity.

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

4>
try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;

4>
try to acquire the CSG identity, if the CSG identity is broadcast in the concerned cell;

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a GERAN cell:

4>
try to acquire the RAC in the concerned cell;

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is typeHRPD:

4>
try to acquire the Sector ID in the concerned cell;

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is type1XRTT:

4>
try to acquire the BASE ID, SID and NID in the concerned cell;

2>
if the ul-DelayConfig is configured for the associated reportConfig:

3>
ignore the measObject;

3>
configure the PDCP layer to perform UL PDCP Packet Delay per QCI measurement;

2>
else:

3>
if a measurement gap configuration is setup; or

3>
if the UE does not require measurement gaps to perform the concerned measurements:

4>
if s-Measure is not configured; or

4>
if s-Measure is configured and the PCell RSRP, after layer 3 filtering, is lower than this value; or
4>
if measDS-Config is configured in the associated measObject:
5>
if the UE supports CSI-RS based discovery signals measurement; and
5>
if the eventId in the associated reportConfig is set to eventC1 or eventC2, or if reportStrongestCSI-RSs is included in the associated reportConfig:

6>
perform the corresponding measurements of CSI-RS resources on the frequency indicated in the concerned measObject, applying the discovery signals measurement timing configuration in accordance with measDS-Config in the concerned measObject;
6>
if reportCRS-Meas is included in the associated reportConfig, perform the corresponding measurements of neighbouring cells on the frequencies indicated in the concerned measObject as follows:

7>
for neighbouring cells on the primary frequency, apply the time domain measurement resource restriction in accordance with measSubframePatternConfigNeigh, if configured in the concerned measObject;
7>
apply the discovery signals measurement timing configuration in accordance with measDS-Config in the concerned measObject;

5>
else:

6>
perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject as follows:

7>
for neighbouring cells on the primary frequency, apply the time domain measurement resource restriction in accordance with measSubframePatternConfigNeigh, if configured in the concerned measObject; 

7>
if the UE supports CRS based discovery signals measurement, apply the discovery signals measurement timing configuration in accordance with measDS-Config, if configured in the concerned measObject;
4>
if the ue-RxTxTimeDiffPeriodical is configured in the associated reportConfig:

5>
perform the UE Rx–Tx time difference measurements on the PCell;
4>
if the reportSSTD-Meas is set to true in the associated reportConfig:

5>
perform SSTD measurements between the PCell and the PSCell;
4>
if the measRSSI-ReportConfig is configured in the associated reportConfig:

5>
perform the RSSI and channel occupancy measurements on the frequency indicated in the associated measObject;

2>
perform the evaluation of reporting criteria as specified in 5.5.4;
The UE capable of CBR measurement when configured to transmit non-P2X related V2X sidelink communication shall:

1> if in coverage on the frequency used for V2X sidelink communication transmission as defined in TS 36.304 [4, 11.4]; or
1> if the concerned frequency is included in v2x-InterFreqInfoList in RRCConnectionReconfiguration or in v2x-InterFreqInfoList within SystemInformationBlockType21:
2>
if the UE is in RRC_IDLE:
3>
if the concerned frequency is the camped frequency:
4>
perform CBR measurement on the pools in v2x-CommTxPoolNormalCommon and v2x-CommTxPoolExceptional if included in SystemInformationBlockType21;
3>
else if v2x-CommTxPoolNormal or v2x-CommTxPoolExceptional is included in v2x-InterFreqInfoList for the concerned frequency within SystemInformationBlockType21:
4>
perform CBR measurement on pools in v2x-CommTxPoolNormal and v2x-CommTxPoolExceptional in v2x-InterFreqInfoList for the concerned frequency in SystemInformationBlockType21;
3>
else if the concerned frequency broadcasts SystemInformationBlockType21:
4>
perform CBR measurement on pools in v2x-CommTxPoolNormalCommon and v2x-CommTxPoolExceptional if included in SystemInformationBlockType21 broadcasted on the concerned frequency;
2>
if the UE is in RRC_CONNECTED:

3>
if tx-ResourcePoolToAddList is included in VarMeasConfig:

4>
perform CBR measurements on each resource pool indicated in tx-ResourcePoolToAddList;
3>
if the concerned frequency is the PCell’s frequency:
4>
perform CBR measurement on the pools in v2x-CommTxPoolNormalDedicated or v2x-SchedulingPool if included in RRCConnectionReconfiguration, v2x-CommTxPoolExceptional if included in SystemInformationBlockType21 and v2x-CommTxPoolExceptional if included in mobilityControlInfoV2X;
3>
else if v2x-CommTxPoolNormal, v2x-SchedulingPool or v2x-CommTxPoolExceptional is included in v2x-InterFreqInfoList for the concerned frequency within RRCConnectionReconfiguration:
4>
perform CBR measurement on pools in v2x-CommTxPoolNormal, v2x-SchedulingPool, and v2x-CommTxPoolExceptional if included in v2x-InterFreqInfoList for the concerned frequency in RRCConnectionReconfiguration;
3>
else if the concerned frequency broadcasts SystemInformationBlockType21:
4>
perform CBR measurement on pools in v2x-CommTxPoolNormalCommon and v2x-CommTxPoolExceptional if included in SystemInformationBlockType21;
1>
else:

2>
perform CBR measurement on pools in v2x-CommTxPoolList in SL-V2X-Preconfiguration for the concerned frequency;
NOTE 3:
The s-Measure defines when the UE is required to perform measurements. The UE is however allowed to perform measurements also when the PCell RSRP exceeds s-Measure, e.g., to measure cells broadcasting a CSG identity following use of the autonomous search function as defined in TS 36.304 [4].

NOTE 4:
The UE may not perform the WLAN measurements it is configured with e.g. due to connection to another WLAN based on user preferences as specified in TS 23.402 [75] or due to turning off WLAN.
	Start of next changes


5.5.4.1
General

If security has been activated successfully, the UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:



2>
if the corresponding reportConfig includes a purpose set to reportStrongestCellsForSON:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to reportCGI:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to reportLocation:

3>
consider only the PCell to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
if the ue-RxTxTimeDiffPeriodical is configured in the corresponding reportConfig:

5>
consider only the PCell to be applicable;
4>
else if the reportSSTD-Meas is set to true in the corresponding reportConfig:

5>
consider the PSCell to be applicable;

4>
else if the eventA1 or eventA2 is configured in the corresponding reportConfig:

5>
consider only the serving cell to be applicable;
4>
else if eventC1 or eventC2 is configured in the corresponding reportConfig; or if reportStrongestCSI-RSs is included in the corresponding reportConfig:
5>
consider a CSI-RS resource on the associated frequency to be applicable when the concerned CSI-RS resource is included in the measCSI-RS-ToAddModList defined within the VarMeasConfig for this measId;
4>
else if measRSSI-ReportConfig is configured in the corresponding reportConfig:
5>
consider the resource indicated by the rmtc-Config on the associated frequency to be applicable;
4>
else if tx-ResourcePoolToAddList is configured in the measObject:
5>
consider the transmission resource pools indicated by the tx-ResourcePoolToAddList defined within the VarMeasConfig for this measId to be applicable;
4>
else:

5>
if useWhiteCellList is set to TRUE:

6>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is included in the whiteCellsToAddModList defined within the VarMeasConfig for this measId;

5>
else:

6>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

5>
for events involving a serving cell on one frequency and neighbours on another frequency, consider the serving cell on the other frequency as a neighbouring cell;

4>
if the corresponding reportConfig includes alternativeTimeToTrigger and if the UE supports alternativeTimeToTrigger:

5>
use the value of alternativeTimeToTrigger as the time to trigger instead of the value of timeToTrigger in the corresponding reportConfig for cells included in the altTTT-CellsToAddModList of the corresponding measObject;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

NOTE 0:
The UE may also consider a neighbouring cell on the associated UTRA frequency to be applicable when the concerned cell is included in the csg-allowedReportingCells within the VarMeasConfig for this measId, if configured in the corresponding measObjectUTRA (i.e. the cell is included in the range of physical cell identities for which reporting is allowed).

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns WLAN:

4>
consider a WLAN on the associated set of frequencies, as indicated by carrierFreq or on all WLAN frequencies when carrierFreq is not present, to be applicable if the WLAN matches all WLAN identifiers of at least one entry within wlan-Id-List for this measId;
2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4>
if T312 is not running:

5>
start timer T312 with the value configured in the corresponding measObject;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4>
if T312 is not running:

5>
start timer T312 with the value configured in the corresponding measObject;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4>
if T312 is not running:

5>
start timer T312 with the value configured in the corresponding measObject;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration or if a6-ReportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;

3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable CSI-RS resources for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (i.e. a first CSI-RS resource triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable CSI-RS resources not included in the csi-RS-TriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (i.e. a subsequent CSI-RS resource triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more of the CSI-RS resources included in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;

3>
if c1-ReportOnLeave is set to TRUE for the corresponding reporting configuration or if c2-ReportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;

3>
if the csi-RS-TriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;
2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable transmission resource pools for all measurements taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first transmission resource pool triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include  the concerned transmission resource pool(s) in the poolsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable transmission resource pools not included in the poolsTriggeredList for all measurements taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent transmission resource pool triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned transmission resource pool(s) in the poolsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more applicable transmission resource pools included in the poolsTriggeredList defined within the VarMeasReportList for this measId for all measurements taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned transmission resource pool(s) in the poolsTriggeredList defined within the VarMeasReportList for this measId;

3>
if the poolsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if measRSSI-ReportConfig is included and if a (first) measurement result is available:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure as specified in 5.5.5 immediately when RSSI sample values are reported by the physical layer after the first L1 measurement duration;

2>
else if the purpose is included and set to reportStrongestCells, reportStrongestCellsForSON, reportLocation or sidelink and if a (first) measurement result is available:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>
if the purpose is set to reportStrongestCells and reportStrongestCSI-RSs is not included:

4>
if the triggerType is set to periodical and the corresponding reportConfig includes the ul-DelayConfig:

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after a first measurement result is provided by lower layers;

4>
else if the corresponding measurement object concerns WLAN:

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the PCell and for the applicable WLAN(s);
4>
else if the reportAmount exceeds 1:

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the PCell;

4>
else (i.e. the reportAmount is equal to 1):

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the PCell and for the strongest cell among the applicable cells, or becomes available for the pair of PCell and the PSCell in case of SSTD measurements;

3>
else if the purpose is set to reportLocation:

4>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after both the quantity to be reported for the PCell and the location information become available;

3>
else if the purpose is set to sidelink:

4>
initiate the measurement reporting procedure as specified in 5.5.5 immediately after both the quantity to be reported for the PCell and the CBR measurement result become available;
3>
else:
4>
initiate the measurement reporting procedure, as specified in 5.5.5, when it has determined the strongest cells on the associated frequency;





2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to reportCGI and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to event or to periodical while the corresponding measurement is not performed due to the PCell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].
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5.5.4.14
Event V1 (The channel busy ratio is above a threshold)
The UE shall:

1>
consider the entering condition for this event to be satisfied when condition V1-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition V1-2, as specified below, is fulfilled;

Inequality V1-1 (Entering condition)
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Inequality V1-2 (Leaving condition)
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The variables in the formula are defined as follows:

Ms is the measurement result of channel busy ratio of the transmission resource pool, not taking into account any offsets.

Thresh is the threshold parameter for this event (i.e. v1-Threshold as defined within ReportConfigEUTRA).

Ms is expressed in decimal from 0 to 1 in steps of 0.01.

Thresh is expressed in the same unit as Ms.

5.5.4.15
Event V2 (The channel busy ratio is below a threshold)
The UE shall:

1>
consider the entering condition for this event to be satisfied when condition V2-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition V2-2, as specified below, is fulfilled;

Inequality V2-1 (Entering condition)
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Inequality V2-2 (Leaving condition)
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The variables in the formula are defined as follows:

Ms is the measurement result of channel busy ratio of the transmission resource pool, not taking into account any offsets.

Thresh is the threshold parameter for this event (i.e. v2-Threshold as defined within ReportConfigEUTRA).

Ms is expressed in decimal from 0 to 1 in steps of 0.01.

Thresh is expressed in the same unit as Ms.
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5.5.5
Measurement reporting
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Figure 5.5.5-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN. The UE shall initiate this procedure only after successful security activation.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultPCell to include the quantities of the PCell;

1>
set the measResultServFreqList to include for each SCell that is configured, if any, within measResultSCell the quantities of the concerned SCell, if available according to performance requirements in [16], except if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation;

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:

2>
for each serving frequency for which measObjectId is referenced in the measIdList, other than the frequency corresponding with the measId that triggered the measurement reporting:
3>
set the measResultServFreqList to include within measResultBestNeighCell the physCellId and the quantities of the best non-serving cell, based on RSRP, on the concerned serving frequency;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to event:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE 1:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;

3>
if the triggerType is set to event; or the purpose is set to reportStrongestCells or to reportStrongestCellsForSON:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
if the measObject associated with this measId concerns UTRA FDD and if ReportConfigInterRAT includes the reportQuantityUTRA-FDD:

6>
set the measResult to include the quantities indicated by the reportQuantityUTRA-FDD in order of decreasing measQuantityUTRA-FDD within the quantityConfig, i.e. the best cell is included first;
5>
if the measObject associated with this measId concerns UTRA FDD and if ReportConfigInterRAT does not include the reportQuantityUTRA-FDD; or

5>
if the measObject associated with this measId concerns UTRA TDD, GERAN or CDMA2000:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of either decreasing quantity for UTRA and GERAN or increasing quantity for CDMA2000 pilotStrength, i.e. the best cell is included first;

3>
else if the purpose is set to reportCGI:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>

if the includeMultiBandInfo is configured:

6>
include the freqBandIndicator;

6>

if the cell broadcasts the multiBandInfoList, include the multiBandInfoList;
6>
if the cell broadcasts the freqBandIndicatorPriority, include the freqBandIndicatorPriority;

5>
if the cell broadcasts a CSG identity:

6>
include the csg-Identity;

6>
include the csg-MemberStatus and set it to member if the cell is a CSG member cell;

5>
if the si-RequestForHO is configured within the reportConfig associated with this measId:

6>
include the cgi-Info containing all the fields other than the plmn-IdentityList that have been successfully acquired;

6>
include, within the cgi-Info, the field plmn-IdentityList in accordance with the following:

7>
if the cell is a CSG member cell, determine the subset of the PLMN identities, starting from the second entry of PLMN identities in the broadcast information, that meet the following conditions:

a)
equal to the RPLMN or an EPLMN; and

b)
the CSG whitelist of the UE includes an entry comprising of the concerned PLMN identity and the CSG identity broadcast by the cell;

7>
if the subset of PLMN identities determined according to the previous includes at least one PLMN identity, include the plmn-IdentityList and set it to include this subset of the PLMN identities;

7>
if the cell is a CSG member cell, include the primaryPLMN-Suitable if the primary PLMN meets conditions a) and b) specified above;

5>
else:

6>
include the cgi-Info containing all the fields that have been successfully acquired and in accordance with the following:

7>
include in the plmn-IdentityList the list of identities starting from the second entry of PLMN Identities in the broadcast information;

1>
for the cells included according to the previous (i.e. covering the PCell, the SCells, the best non-serving cells on serving frequencies as well as neighbouring EUTRA cells) include results according to the extended RSRQ if corresponding results are available according to the associated performance requirements defined in 36.133 [16];

1>
if there is at least one applicable CSI-RS resource to report:

2>
set the measResultCSI-RS-List to include the best CSI-RS resources up to maxReportCells in accordance with the following:
3>
if the triggerType is set to event:
4>
include the CSI-RS resources included in the csi-RS-TriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable CSI-RS resources for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE 2:
The reliability of the report (i.e. the certainty it contains the strongest CSI-RS resources on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].
3>
for each CSI-RS resource that is included in the measResultCSI-RS-List:

4>
include the measCSI-RS-Id;
4>
include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follow:

5>
set the csi-RSRP-Result to include the quantity indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantityCSI-RS, i.e. the best CSI-RS resource is included first;
4>
if reportCRS-Meas is included within the associated reportConfig, and the cell indicated by physCellId of this CSI-RS resource is not a serving cell:
5>
set the measResultNeighCells to include the cell indicated by physCellId of this CSI-RS resource, and include the physCellId;

5>
set the rsrpResult to include the RSRP of the concerned cell, if available according to performance requirements in [16];

5>
set the rsrqResult to include the RSRQ of the concerned cell, if available according to performance requirements in [16];

1>
if the ue-RxTxTimeDiffPeriodical is configured within the corresponding reportConfig for this measId;

2>
set the ue-RxTxTimeDiffResult to the measurement result provided by lower layers;

2>
set the currentSFN;
1>
if the measRSSI-ReportConfig is configured within the corresponding reportConfig for this measId:
2>
set the rssi-Result to the average of sample value(s) provided by lower layers in the reportInterval;

2>
set the channelOccupancy to the rounded percentage of sample values which are beyond to the channelOccupancyThreshold within all the sample values in the reportInterval;

1>
if uplink PDCP delay results are available:

2>
set the ul-PDCP-DelayResultList to include the uplink PDCP delay results available;

1>
if the includeLocationInfo is configured in the corresponding reportConfig for this measId or if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation; and detailed location information that has not been reported is available, set the content of the locationInfo as follows:
2>
include the locationCoordinates;

2>
if available, include the gnss-TOD-msec, except if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation;

1>
if the reportSSTD-Meas is set to true within the corresponding reportConfig for this measId:

2>
set the measResultSSTD to the measurement results provided by lower layers;

1>
if there is at least one applicable transmission resource pool to report:

2>
set the measResultListCBR to include the CBR measurement results in accordance with the following:
3>
if the triggerType is set to event:
4>
include the transmission resource pools included in the poolsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable transmission resource pools for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

3>
for each transmission resource pool to be reported:

4>
set the poolIdentity to the poolReportId of this transmission resource pool;

4> if adjacencyPSCCH-PSSCH is set to TRUE for this transmission resource pool:
5>
set the cbr-PSSCH to the CBR measurement result on PSSCH and PSCCH of this transmission resource pool provided by lower layers;

4>
else:

5> set the cbr-PSSCH to the CBR measurement result on PSSCH of this transmission resource pool provided by lower layers if available;
5> set the cbr-PSCCH to the CBR measurement result on PSCCH of this transmission resource pool provided by lower layers if available;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to periodical:

3>
remove the entry within the VarMeasReportList for this measId;

3>
remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE's CDMA2000 upper layer's HRPD preRegistrationStatus;

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to FALSE;

1>
if the measured results are for WLAN:

2>
set the measResultListWLAN to include the quantities within the quantityConfigWLAN for up to maxReportCells WLAN(s), determined according to the following:
3>
include WLAN the UE is connected to, if any;

3>
if reportAnyWLAN is set to TRUE:

4>
consider WLAN with any WLAN identifiers to be applicable for measurement reporting;

3>
else:

4>
consider only WLANs which do not match all WLAN identifiers of any entry within wlan-MobilitySet in VarWLAN-MobilityConfig to be applicable for measurement reporting;

3>
include applicable WLAN in order of decreasing WLAN RSSI, i.e. the best WLAN is included first;

2>
for each included WLAN:

3>
set wlan-Identifiers to include all WLAN identifiers that can be acquired for the WLAN measured;

3>
set connectedWLAN to TRUE if the UE is connected to the WLAN measured;

3>
if reportQuantityWLAN exists within the ReportConfigInterRAT within the VarMeasConfig for this measId:

4>
if bandRequestWLAN is set to TRUE:

5>
set bandWLAN to include WLAN band of the WLAN measured;

4>
if carrierInfoRequestWLAN is set to TRUE:

5>
set carrierInfoWLAN to include WLAN carrier information of the WLAN measured if it can be acquired;

4>
if availableAdmissionCapacityRequestWLAN is set to TRUE:

5>
set the measResult to include avaiableAdmissionCapacityWLAN if it can be acquired;

4>
if backhaulDL-BandwidthRequestWLAN is set to TRUE:

5>
set the measResult to include backhaulDL-BandwidthWLAN if it can be acquired;

4>
if backhaulUL-BandwidthRequestWLAN is set to TRUE:

5>
set the measResult to include backhaulUL-BandwidthWLAN if it can be acquired;

4>
if channelUtilizationRequestWLAN is set to TRUE:

5>
set the measResult to include channelUtilizationWLAN if it can be acquired;

4>

if stationCountRequestWLAN is set to TRUE:

5>
set the measResult to include stationCountWLAN if it can be acquired;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

	Start of next changes


5.6.10.3
Actions related to transmission of UEAssistanceInformation message

If configured to provide power preference indications, the UE shall set the contents of the UEAssistanceInformation message for power preference indications:

1>
if configured to provide power preference indication and if the UE prefers a configuration primarily optimised for power saving:

2>
set powerPrefIndication to lowPowerConsumption;

1>
else if configured to provide power preference indication:

2>
start or restart timer T340 with the timer value set to the powerPrefIndicationTimer;

2>
set powerPrefIndication to normal;

If configured to provide SPS assistance information, the UE shall set the contents of the UEAssistanceInformation message for SPS assistance information:

1>
if configured to provide SPS assistance information:

2>
if there is any traffic for V2X sidelink communication which needs to report SPS assistance information:

3>
include trafficPatternInfoListSL in the UEAssistanceInformation message;

2>
if there is any traffic for uplink communication which needs to report SPS assistance information:

3>
include trafficPatternInfoListUL in the UEAssistanceInformation message;

The UE shall set the contents of the UEAssistanceInformation message for bandwidth preference indications:

1>
start timer T341 with the timer value set to the bw-PreferenceIndicationTimer;

1>
set bw-Preference to its preferred configuration;
The UE shall submit the UEAssistanceInformation message to lower layers for transmission.

NOTE 1:
It is up to UE implementation when and how to trigger SPS assistance information.

NOTE 2:
It is up to UE implementation to set the content of trafficPatternInfoListSL and trafficPatternInfoListUL.

NOTE 3:
Traffic patterns for different Destination Layer 2 IDs are provided in different entries in trafficPatternInfoListSL.
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5.10.2
Sidelink UE information

5.10.2.1
General


[image: image6.emf] 

Sidelink UEInform ation  

UE   EUTRAN  

SIB 18/  SIB 19 / SIB21   acquisition  


Figure 5.10.2-1: Sidelink UE information

The purpose of this procedure is to inform E-UTRAN that the UE is interested or no longer interested to receive sidelink communication or discovery, to receive V2X sidelink communication, as well as to request assignment or release of transmission resources for sidelink communication or discovery announcements or V2X sidelink communication or sidelink discovery gaps, to report parameters related to sidelink discovery from system information of inter-frequency/PLMN cells and to report the synchronization reference used by the UE for V2X sidelink communication.
5.10.2.2
Initiation

A UE capable of sidelink communication or V2X sidelink communication or sidelink discovery that is in RRC_CONNECTED may initiate the procedure to indicate it is (interested in) receiving sidelink communication or V2X sidelink communication or sidelink discovery in several cases including upon successful connection establishment, upon change of interest, upon change to a PCell broadcasting SystemInformationBlockType18 or SystemInformationBlockType19 or SystemInformationBlockType21 including sl-V2X-ConfigCommon. A UE capable of sidelink communication or V2X sidelink communication or sidelink discovery may initiate the procedure to request assignment of dedicated resources for the concerned sidelink communication transmission or discovery announcements or V2X sidelink communication transmission or to request sidelink discovery gaps for sidelink discovery transmission or sidelink discovery reception and a UE capable of inter-frequency/PLMN sidelink discovery parameter reporting may initiate the procedure to report parameters related to sidelink discovery from system information of inter-frequency/PLMN cells.

NOTE 1:
A UE in RRC_IDLE that is configured to transmit sidelink communication / V2X sidelink communication / sidelink discovery announcements, while SystemInformationBlockType18/ SystemInformationBlockType19/ SystemInformationBlockType21 including sl-V2X-ConfigCommon does not include the resources for transmission (in normal conditions), initiates connection establishment in accordance with 5.3.3.1a.

Upon initiating the procedure, the UE shall:

1>
if SystemInformationBlockType18 is broadcast by the PCell:

2>
ensure having a valid version of SystemInformationBlockType18 for the PCell;

2>
if configured by upper layers to receive sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18; or

NOTE 2:
After handover/ re-establishment from a source PCell not broadcasting SystemInformationBlockType18 the UE repeats the same interest information that it provided previously as such a source PCell may not forward the interest information.

3>
if the last transmission of the SidelinkUEInformation message did not include commRxInterestedFreq; or if the frequency configured by upper layers to receive sidelink communication on has changed since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the sidelink communication reception frequency of interest in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commRxInterestedFreq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is no longer interested in sidelink communication reception in accordance with 5.10.2.3;

2>
if configured by upper layers to transmit non-relay related one-to-many sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18; or

3>
if the last transmission of the SidelinkUEInformation message did not include commTxResourceReq; or if the information carried by the commTxResourceReq has changed since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the non-relay related one-to-many sidelink communication transmission resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commTxResourceReq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires non-relay related one-to-many sidelink communication transmission resources in accordance with 5.10.2.3;

2>
if configured by upper layer to transmit relay related one-to-many sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18, connected to a PCell not broadcasting SystemInformationBlockType19 or broadcasting SystemInformationBlockType19 not including discConfigRelay; or
3>
if the last transmission of SidelinkUEInformation message did not include commTxResourceReqRelay; or if the information carried by the commTxResourceReqRelay has changed since the last transmission of the SidelinkUEInformation message:

4>
if the UE is acting as sidelink relay UE:

5>
initiate transmission of the SidelinkUEInformation message to indicate the relay related one-to-many sidelink communication transmission resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commTxResourceReqRelay:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires relay related one-to-many sidelink communication transmission resources in accordance with 5.10.2.3;
2>
if configured by upper layers to transmit non-relay related one-to-one sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18 or connected to a PCell broadcasting SystemInformationBlockType18 not including commTxResourceUC-ReqAllowed; or

3>
if the last transmission of the SidelinkUEInformation message did not include commTxResourceReqUC; or if the information carried by the commTxResourceReqUC has changed since the last transmission of the SidelinkUEInformation message:

4>
if commTxResourceUC-ReqAllowed is included in SystemInformationBlockType18:

5>
initiate transmission of the SidelinkUEInformation message to indicate the non-relay related one-to-one sidelink communication transmission resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commTxResourceReqUC:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires non-relay related one-to-one sidelink communication transmission resources in accordance with 5.10.2.3;

2>
if configured by upper layers to transmit relay related one-to-one sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18, connected to a PCell not broadcasting SystemInformationBlockType19 or broadcasting SystemInformationBlockType19 not including discConfigRelay; or

3>
if the last transmission of the SidelinkUEInformation message did not include commTxResourceReqRelayUC; or if the information carried by the commTxResourceReqRelayUC has changed since the last transmission of the SidelinkUEInformation message:

4>
if the UE is acting as sidelink relay UE; or:

4>
if the UE has a selected sidelink relay UE; and if SystemInformationBlockType19 is broadcast by the PCell and includes discConfigRelay; and if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met;
5>
initiate transmission of the SidelinkUEInformation message to indicate the relay related one-to-one sidelink communication transmission resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commTxResourceReqRelayUC:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires relay related one-to-one sidelink communication transmission resources in accordance with 5.10.2.3;

1>
if SystemInformationBlockType19 is broadcast by the PCell:

2>
ensure having a valid version of SystemInformationBlockType19 for the PCell;

2>
if configured by upper layers to receive sidelink discovery announcements on a serving frequency or on one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 of the PCell:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19; or

3>
if the last transmission of the SidelinkUEInformation message did not include discRxInterest:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is interested in sidelink discovery reception in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discRxInterest:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is no longer interested in sidelink discovery reception in accordance with 5.10.2.3;

2>
if the UE is configured by upper layers to transmit non-PS related sidelink discovery announcements on the primary frequency or on one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 of the PCell, with discTxResourcesInterFreq included within discResourcesNonPS and not set to noTxOnCarrier:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19 or connected to a PCell broadcasting SystemInformationBlockType19 not including discTxResourcesInterFreq within discResourcesNonPS or discTxResourcesInterFreq did not include all frequencies for which the UE will request resources; or

3>
if the last transmission of the SidelinkUEInformation message did not include discTxResourceReq; or if the non-PS related sidelink discovery announcement resources required by the UE have changed (i.e. resulting in a change of discTxResourceReq) since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the non-PS related sidelink discovery announcement resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discTxResourceReq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires non-PS related sidelink discovery announcement resources in accordance with 5.10.2.3;

2>
if configured by upper layers to transmit PS related sidelink discovery announcements on the primary frequency or, in case of non-relay PS related sidelink discovery announcements, on a frequency included in discInterFreqList, if included in SystemInformationBlockType19, with discTxResourcesInterFreq included within discResourcesPS and not set to noTxOnCarrier:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19, connected to a PCell broadcasting SystemInformationBlockType19 not including discConfigPS, or in case of non-relay PS related transmission: (connected to a PCell broadcasting SystemInformationBlockType19 not including discTxResourcesInterFreq within discResourcesPS or for which discTxResourcesInterFreq did not include all frequencies for which the UE will request resources), or in case of relay related PS sidelink discovery announcements: (connected to a PCell broadcasting SystemInformationBlockType19 not including discConfigRelay) sidelink; or

3>
if the last transmission of the SidelinkUEInformation message did not include discTxResourceReqPS; or if the PS related sidelink discovery announcement resources required by the UE have changed (i.e. resulting in a change of discTxResourceReqPS) since the last transmission of the SidelinkUEInformation message:

4>
if configured by upper layers to transmit non-relay PS related sidelink discovery announcements; or

4>
if the UE is acting as sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if the sidelink relay UE threshold conditions as specified in 5.10.10.4 are met; or

4>
if the UE is selecting a sidelink relay UE / has a selected sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met:

5>
initiate transmission of the SidelinkUEInformation message to indicate the PS related sidelink discovery announcement resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discTxResourceReqPS:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires PS related sidelink discovery announcement resources in accordance with 5.10.2.3;

2>
if configured by upper layers to monitor or transmit sidelink discovery announcements; and if the UE requires sidelink discovery gaps, to perform such actions:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19 or connected to a PCell broadcasting SystemInformationBlockType19 not including gapRequestsAllowedCommon while at the same time the UE was not configured with gapRequestsAllowedDedicated; or

3>
if the last transmission of the SidelinkUEInformation message did not include the gaps required to monitor or transmit the sidelink discovery announcements (i.e. UE requiring gaps to monitor discovery announcements while discRxGapReq was not included or UE requiring gaps to transmit discovery announcements while discTxGapReq was not included); or if the sidelink discovery gaps required by the UE have changed (i.e. resulting in a change of discRxGapReq or discTxGapReq) since the last transmission of the SidelinkUEInformation message:

4>
if the UE is configured with gapRequestsAllowedDedicated set to true; or

4>
if the UE is not configured with gapRequestsAllowedDedicated and gapRequestsAllowedCommon is included in SystemInformationBlockType19:

5>
initiate transmission of the SidelinkUEInformation message to indicate the sidelink discovery gaps required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discTxGapReq or discRxGapReq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires sidelink discovery gaps in accordance with 5.10.2.3;

2>
if the UE acquired the relevant parameters from the system information of one or more cells on a carrier included in the discSysInfoToReportConfig and T370 is running:

3>
if the UE has configured lower layers to transmit or monitor the sidelink discovery announcements on those cells:

4>
initiate transmission of the SidelinkUEInformation message to report the acquired system information parameters and stop T370;

1>
if SystemInformationBlockType21 including sl-V2X-ConfigCommon is broadcast by the PCell:

2>
ensure having a valid version of SystemInformationBlockType21 for the PCell;

2>
if configured by upper layers to receive V2X sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType21 including sl-V2X-ConfigCommon; or

3>
if the last transmission of the SidelinkUEInformation message did not include v2x-CommRxInterestedFreqList; or if the frequency(ies) configured by upper layers to receive V2X sidelink communication on has changed since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the V2X sidelink communication reception frequency(ies) of interest in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included v2x-CommRxInterestedFreqList:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is no longer interested in V2X sidelink communication reception in accordance with 5.10.2.3;

2>
if configured by upper layers to transmit V2X sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType21 including sl-V2X-ConfigCommon; or

3>
if the last transmission of the SidelinkUEInformation message did not include v2x-CommTxResourceReq; or if the information carried by the v2x-CommTxResourceReq has changed since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the V2X sidelink communication transmission resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included v2x-CommTxResourceReq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires V2X sidelink communication transmission resources in accordance with 5.10.2.3;

5.10.2.3
Actions related to transmission of SidelinkUEInformation message

The UE shall set the contents of the SidelinkUEInformation message as follows:

1>
if the UE initiates the procedure to indicate it is (no more) interested to receive sidelink communication or discovery or receive V2X sidelink communication or to request (configuration/ release) of sidelink communication or V2X sidelink communication or sidelink discovery transmission resources (i.e. UE includes all concerned information, irrespective of what triggered the procedure):

2>
if SystemInformationBlockType18 is broadcast by the PCell:

3>
if configured by upper layers to receive sidelink communication:

4>
include commRxInterestedFreq and set it to the sidelink communication frequency;

3>
if configured by upper layers to transmit non-relay related one-to-many sidelink communication:

4>
include commTxResourceReq and set its fields as follows:

5>
set carrierFreq to indicate the sidelink communication frequency i.e. the same value as indicated in commRxInterestedFreq if included;

5>
set destinationInfoList to include the non-relay related one-to-many sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;

3>
if configured by upper layers to transmit non-relay related one-to-one sidelink communication; and

3>
if commTxResourceUC-ReqAllowed is included in SystemInformationBlockType18:

4>
include commTxResourceReqUC and set its fields as follows:

5>
set carrierFreq to indicate the one-to-one sidelink communication frequency i.e. the same value as indicated in commRxInterestedFreq if included;

5>
set destinationInfoList to include the non-relay related one-to-one sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;

3>
if configured by upper layers to transmit relay related one-to-one sidelink communication; and

3>
if SystemInformationBlockType19 is broadcast by the PCell including discConfigRelay; and

3>
if the UE is acting as sidelink relay UE; or if the UE has a selected sidelink relay UE; and if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met:

4>
include commTxResourceReqRelayUC and set its fields as follows:

5>
set destinationInfoList to include the one-to-one sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;

4>
include ue-Type and set it to relayUE if the UE is acting as sidelink relay UE and to remoteUE otherwise;

3>
if configured by upper layers to transmit relay related one-to-many sidelink communication; and

3>
if SystemInformationBlockType19 is broadcast by the PCell including discConfigRelay; and

3>
if the UE is acting as sidelink relay UE:

4>
include commTxResourceReqRelay and set its fields as follows:

5>
set destinationInfoList to include the one-to-many sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;
4>
include ue-Type and set it to relayUE;
2>
if SystemInformationBlockType19 is broadcast by the PCell:

3>
if configured by upper layers to receive sidelink discovery announcements on a serving frequency or one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19:

4>
include discRxInterest;

3>
if the UE is configured by upper layers to transmit non-PS related sidelink discovery announcements:

4>
for each frequency on which the UE is configured to transmit non-PS related sidelink discovery announcements that concerns the primary frequency or that is included in discInterFreqList with discTxResourcesInterFreq included within discResourcesNonPS and not set to noTxOnCarrier:

5>
for the first frequency, include discTxResourceReq and set it to indicate the number of discovery messages for sidelink discovery announcement(s) for which it requests E-UTRAN to assign dedicated resources as well as the concerned frequency, if different from the primary;

5>
for any additional frequency, include discTxResourceReqAddFreq and set it to indicate the number of discovery messages for sidelink discovery announcement(s) for which it requests E-UTRAN to assign dedicated resources as well as the concerned frequency;

3>
if configured by upper layers to transmit PS related sidelink discovery announcements; and

3>
if the frequency on which the UE is configured to transmit PS related sidelink discovery announcements either concerns the primary frequency or, in case of non-relay PS related sidelink discovery announcements, is included in discInterFreqList with discTxResources InterFreq included within discResourcesPS and not set to noTxOnCarrier:

4>
if configured by upper layers to transmit non-relay PS related sidelink discovery announcements and SystemInformationBlockType19 includes discConfigPS; or

4>
if the UE is acting as sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if the sidelink relay UE threshold conditions as specified in 5.10.10.4 are met; or

4>
if the UE is selecting a sidelink relay UE / has a selected sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met:

5>
include discTxResourceReqPS and set it to indicate the number of discovery messages for PS related sidelink discovery announcement(s) for which it requests E-UTRAN to assign dedicated resources as well as the concerned frequency, if different from the primary;

2>
if SystemInformationBlockType21 is broadcast by the PCell and SystemInformationBlockType21 includes sl-V2X-ConfigCommon:

3>
if configured by upper layers to receive V2X sidelink communication:

4>
include v2x-CommRxInterestedFreqList and set it to the frequency(ies) for V2X sidelink communication reception;

3>
if configured by upper layers to transmit V2X sidelink communication:

4>
if configured by upper layers to transmit P2X related V2X sidelink communication:

5>
include p2x-CommTxType set to true;

4>
include v2x-CommTxResourceReq and set its fields as follows for each frequency on which the UE is configured for V2X sidelink communication transmission:

5>
set carrierFreqCommTx to indicate the frequency for V2X sidelink communication transmission;

5>
set v2x-TypeTxSync to the current synchronization reference type used on the associated carrierFreqCommTx for V2X sidelink communication transmission;

5>
set v2x-DestinationInfoList to include the V2X sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;
1>
else if the UE initiates the procedure to request sidelink discovery transmission and/ or reception gaps:

2>
if the UE is configured with gapRequestsAllowedDedicated set to true; or

2>
if the UE is not configured with gapRequestsAllowedDedicated and gapRequestsAllowedCommon is included in SystemInformationBlockType19:

3>
if the UE requires sidelink discovery gaps to monitor the sidelink discovery announcements the UE is configured to monitor by upper layers:

4>
include discRxGapReq and set it to indicate, for each frequency that either concerns the primary frequency or is included in discInterFreqList on which the UE is configured to monitor sidelink discovery announcements and for which it requires sidelink discovery gaps to do so, the gap pattern(s) as well as the concerned frequency, if different from the primary;

3>
if the UE requires sidelink discovery gaps to transmit the sidelink discovery announcements the UE is configured to transmit by upper layers:

4>
include discTxGapReq and set it to indicate, for each frequency that either concerns the primary or is included in discInterFreqList on which the UE is configured to transmit sidelink discovery announcements and for which it requires sidelink discovery gaps to do so, the gap pattern(s) as well as the concerned frequency, if different from the primary;

1>
else if the UE initiates the procedure to report the system information parameters related to sidelink discovery of carriers other than the primary:

2>
include discSysInfoReportFreqList and set it to report the system information parameter acquired from the cells on those carriers;
The UE shall submit the SidelinkUEInformation message to lower layers for transmission.
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5.10.7
Sidelink synchronisation information transmission
5.10.7.1
General
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Figure 5.10.7.1-1: Synchronisation information transmission for sidelink communication or V2X sidelink communication, in (partial) coverage
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Figure 5.10.7.1-2: Synchronisation information transmission for sidelink communication or V2X sidelink communication / sidelink discovery, out of coverage
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Figure 5.10.7.1-3: Synchronisation information transmission for sidelink discovery, in (partial) coverage

The purpose of this procedure is to provide synchronisation information to a UE. For sidelink discovery, the synchronisation information concerns a Sidelink Synchronisation Signal (SLSS) and, in case of PS related discovery, also timing information and some additional configuration parameters (i.e. the MasterInformationBlock-SL message), while for sidelink communication or V2X sidelink communication it concerns an SLSS and the MasterInformationBlock-SL or MasterInformationBlock-SL-V2X message. A UE transmits synchronisation information either when E-UTRAN configures it to do so by dedicated signalling (i.e. network based), or when not configured by dedicated signalling (i.e. UE based) and E-UTRAN broadcasts (in coverage) or pre-configures a threshold (out of coverage).

The synchronisation information transmitted by the UE may be derived from information/ signals received from E-UTRAN (in coverage) or received from a UE acting as synchronisation reference for the transmitting UE or received from GNSS. In the remainder, the UE acting as synchronisation reference is referred to as SyncRef UE.
5.10.7.2
Initiation
A UE capable of SLSS transmission shall, when transmitting sidelink discovery announcements in accordance with 5.10.6 and when the following conditions are met:

1>
if in coverage on the frequency used for sidelink discovery, as defined in TS 36.304 [4, 11.4]:

2>
if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on; or

2>
if networkControlledSyncTx is not configured; and syncTxThreshIC is included in SystemInformationBlockType19; and the RSRP measurement of the reference cell, selected as defined in 5.10.6b, is below the value of syncTxThreshIC:

3>
if the sidelink discovery announcements are not PS related; or if syncTxPeriodic is not included:

4>
transmit SLSS on the frequency used for sidelink discovery in accordance with 5.10.7.3 and TS 36.211 [21];

3>
else:

4>
transmit SLSS on the frequency used for sidelink discovery in accordance with 5.10.7.3 and TS 36.211 [21];

4>
transmit the MasterInformationBlock-SL message on the frequency used for sidelink discovery, in the same subframe as SLSS, and in accordance with 5.10.7.4;

1>
else (i.e. out of coverage, PS):

2>
if syncTxThreshOoC is included in the preconfigured sidelink parameters (i.e. SL-Preconfiguration defined in 9.3); and the UE has not selected SyncRef UE or the S-RSRP measurement result of the selected SyncRef UE is below the value of syncTxThreshOoC:

3>
transmit SLSS on the frequency used for sidelink discovery in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message on the frequency used for sidelink discovery, in the same subframe as SLSS, and in accordance with 5.10.7.4;

A UE capable of sidelink communication that is configured by upper layers to transmit sidelink communication shall, irrespective of whether or not it has data to transmit:

1>
if the conditions for sidelink communication operation as defined in 5.10.1a are met:

2>
if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on:

3>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.10.7.4;

A UE shall, when transmitting sidelink communication in accordance with 5.10.4 and when the following conditions are met:

1>
if in coverage on the frequency used for sidelink communication, as defined in TS 36.304 [4, 11.4]:

2>
if the UE is in RRC_CONNECTED; and networkControlledSyncTx is not configured; and syncTxThreshIC is included in SystemInformationBlockType18; and the RSRP measurement of the cell chosen for sidelink communication transmission is below the value of syncTxThreshIC; or

2>
if the UE is in RRC_IDLE; and syncTxThreshIC is included in SystemInformationBlockType18; and the RSRP measurement of the cell chosen for sidelink communication transmission is below the value of syncTxThreshIC:

3>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.10.7.4;

1>
else (i.e. out of coverage):

2>
if syncTxThreshOoC is included in the preconfigured sidelink parameters (i.e. SL-Preconfiguration defined in 9.3); and the UE has no selected SyncRef UE or the S-RSRP measurement result of the selected SyncRef UE is below the value of syncTxThreshOoC:

3>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.10.7.4;

A UE capable of V2X sidelink communication and SLSS/PSBCH transmission shall, when transmitting non-P2X related V2X sidelink communication in accordance with 5.10.13, and if the conditions for V2X sidelink communication operation as defined in 5.10.1d are met and when the following conditions are met:

1>
if in coverage on the frequency used for V2X sidelink communication, as defined in TS 36.304 [4, 11.4]; and has selected GNSS or the cell as synchronization reference as defined in 5.10.13.3; or
1>
if out of coverage on the frequency used for V2X sidelink communication, as defined in TS 36.304 [4, 11.4], and the frequency used to transmit V2X sidelink communication is included in v2x-InterFreqInfoList in RRCConnectionReconfiguration or in v2x-InterFreqInfoList within SystemInformationBlockType21 of the serving cell/ PCell; and has selected GNSS or the cell as synchronization reference as defined in 5.10.13.3:
2>
if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on; or
2>
if networkControlledSyncTx is not configured; and for the concerned frequency syncTxThreshIC is configured; and the RSRP measurement of the reference cell, selected as defined in 5.10.13.3, for V2X sidelink communication transmission is below the value of syncTxThreshIC:
3>
transmit SLSS on the frequency used for V2X sidelink communication in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL-V2X message on the frequency used for V2X sidelink communication, in the same subframe as SLSS, and in accordance with 5.10.7.4;

1>
else:
2>
for the frequency used for V2X sidelink communication, if syncOffsetIndicators is included in SL-V2X-Preconfiguration:

3>
if syncTxThreshOoC is included in SL-V2X-Preconfiguration; and the UE is not directly synchronized to GNSS, and the UE has no selected SyncRef UE or the S-RSRP measurement result of the selected SyncRef UE is below the value of syncTxThreshOoC; or

3>
if the UE selects GNSS as the synchronization reference source:
4>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

4>
transmit the MasterInformationBlock-SL-V2X message, in the same subframe as SLSS, and in accordance with 5.10.7.4;
5.10.7.3
Transmission of SLSS

The UE shall select the SLSSID and the subframe in which to transmit SLSS as follows:

1>
if triggered by sidelink discovery announcement and in coverage on the frequency used for sidelink discovery, as defined in TS 36.304 [4, 11.4]:

2>
select the SLSSID included in the entry of discSyncConfig included in the received SystemInformationBlockType19, that includes txParameters;

2>
use syncOffsetIndicator corresponding to the selected SLSSID;

2>
for each pool used for the transmission of discovery announcements (each corresponding to the selected SLSSID):

3>
if a subframe indicated by syncOffsetIndicator corresponds to the first subframe of the discovery transmission pool;
4>
if discTxGapConfig is configured and includes the concerned subframe; or the subframe is not used for regular uplink transmission:

5>
select the concerned subframe;

3>
else

4>
if discTxGapConfig is configured and includes the concerned subframe; or the subframe is not used for regular uplink transmission:

5>
select the subframe indicated by syncOffsetIndicator that precedes and which, in time domain, is nearest to the first subframe of the discovery transmission pool;

3>
if the sidelink discovery announcements concern PS; and if syncTxPeriodic is included:

4>
additionally select each subframe that periodically occurs 40 subframes after the selected subframe;

1>
if triggered by sidelink communication and in coverage on the frequency used for sidelink communication, as defined in TS 36.304 [4, 11.4]:

2>
select the SLSSID included in the entry of commSyncConfig that is included in the received SystemInformationBlockType18 and includes txParameters;

2>
use syncOffsetIndicator corresponding to the selected SLSSID;

2>
if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on:

3>
select the subframe(s) indicated by syncOffsetIndicator;
2>
else (when transmitting communication):

3>
select the subframe(s) indicated by syncOffsetIndicator within the SC period in which the UE intends to transmit sidelink control information or data;

1>
if triggered by V2X sidelink communication and in coverage on the frequency used for V2X sidelink communication, as defined in TS 36.304 [4, 11.4]; or

1>
if triggered by V2X sidelink communication, and out of coverage on the frequency used for V2X sidelink communication, and the concerned frequency is included in v2x-InterFreqInfoList in RRCConnectionReconfiguration or in v2x-InterFreqInfoList within SystemInformationBlockType21 of the serving cell/ PCell;
2>
if the UE has selected GNSS as synchronization reference in accordance with 5.10.8.2:
3>
select SLSSID 0;

3>
use syncOffsetIndicator included in the entry of v2x-SyncConfig corresponding to the concerned frequency in v2x-InterFreqInfoList, that includes txParameters and gnss-Sync;

3>
select the subframe(s) indicated by syncOffsetIndicator;

2>
if the UE has selected a cell as synchronization reference in accordance with 5.10.8.2:
3>
select the SLSSID included in the entry of v2x-SyncConfig configured for the concerned frequency, that includes txParameters and does not include gnss-Sync;

3>
use syncOffsetIndicator corresponding to the selected SLSSID;

3>
select the subframe(s) indicated by syncOffsetIndicator;

1>
else if triggered by V2X sidelink communication and the UE has GNSS as the synchronization reference:

2>
select SLSSID 0;

2>
if syncOffsetIndicator3 is configured for the frequency used for V2X sidelink communication in SL-V2X-Preconfiguration:
3>
select the subframe indicated by syncOffsetIndicator3;
2>
else:
3>
select the subframe indicated by syncOffsetIndicator1;
1>
else:

2>
select the synchronisation reference UE (i.e. SyncRef UE) as defined in 5.10.8;

2>
if the UE has a selected SyncRef UE and inCoverage in the MasterInformationBlock-SL or MasterInformationBlock-SL-V2X message received from this UE is set to TRUE; or

2>
if the UE has a selected SyncRef UE and inCoverage in the MasterInformationBlock-SL or MasterInformationBlock-SL-V2X message received from this UE is set to FALSE while the SLSS from this UE is part of the set defined for out of coverage, see TS 36.211 [21]:

3>
select the same SLSSID as the SLSSID of the selected SyncRef UE;

3>
select the subframe in which to transmit the SLSS according to the syncOffsetIndicator1 or syncOffsetIndicator2 included in the preconfigured sidelink parameters (i.e. preconfigSync in SL-Preconfiguration or v2x-CommPreconfigSync in SL-V2X-Preconfiguration defined in 9.3) corresponding to the concerned frequency, such that the subframe timing is different from the SLSS of the selected SyncRef UE;

2>
else if the UE has a selected SyncRef UE and the SLSS from this UE was transmitted on the subframe indicated by syncOffsetIndicator3 that is included in the syncOffsetIndicators in SL-V2X-Preconfiguration, and is corresponding to the frequency used for V2X sidelink communication:

3>
select SLSSID 169;

3>
select the subframe indicated by syncOffsetIndicator2;

2>
else if the UE has a selected SyncRef UE:

3>
select the SLSSID from the set defined for out of coverage having an index that is 168 more than the index of the SLSSID of the selected SyncRef UE, see TS 36.211 [21];

3>
select the subframe in which to transmit the SLSS according to syncOffsetIndicator1 or syncOffsetIndicator2 included in the preconfigured sidelink parameters (i.e. preconfigSync in SL-Preconfiguration or v2x-CommPreconfigSync in SL-V2X-Preconfiguration defined in 9.3), such that the subframe timing is different from the SLSS of the selected SyncRef UE;

2>
else (i.e. no SyncRef UE selected):

3>
if triggered by V2X sidelink communication, randomly select, using a uniform distribution, an SLSSID from the set of sequences defined for out of coverage except SLSSID 168 and 169, see TS 36.211 [21];

3>
else, randomly select, using a uniform distribution, an SLSSID from the set of sequences defined for out of coverage, see TS 36.211 [21];

3>
select the subframe in which to transmit the SLSS according to the syncOffsetIndicator1 or syncOffsetIndicator2 (arbitrary selection between these) included in the preconfigured sidelink parameters (i.e. preconfigSync in SL-Preconfiguration or v2x-CommPreconfigSync in SL-V2X-Preconfiguration defined in 9.3);

5.10.7.4
Transmission of MasterInformationBlock-SL or MasterInformationBlock-SL-V2X message

The UE shall set the contents of the MasterInformationBlock-SL or MasterInformationBlock-SL-V2X message as follows:

1>
if in coverage on the frequency used for the sidelink operation that triggered this procedure as defined in TS 36.304 [4, 11.4]:

2>
set inCoverage to TRUE;

2>
set sl-Bandwidth to the value of ul-Bandwidth as included in the received SystemInformationBlockType2 of the cell chosen for the concerned sidelink operation;

2>
if tdd-Config is included in the received SystemInformationBlockType1:

3>
set subframeAssignmentSL to the value representing the same meaning as of subframeAssignment that is included in tdd-Config in the received SystemInformationBlockType1;

2>
else:

3>
set subframeAssignmentSL to none;

2>
if triggered by sidelink communication; and if syncInfoReserved is included in an entry of commSyncConfig from the received SystemInformationBlockType18:
3>
set reserved to the value of syncInfoReserved in the received SystemInformationBlockType18;

2>
if triggered by sidelink discovery; and if syncInfoReserved is included in an entry of discSyncConfig from the received SystemInformationBlockType19:
3>
set reserved to the value of syncInfoReserved in the received SystemInformationBlockType19;

2>
if triggered by V2X sidelink communication; and if syncInfoReserved is included in an entry of v2x-SyncConfig from the received SystemInformationBlockType21:
3>
set reserved to the value of syncInfoReserved in the received SystemInformationBlockType21;

2>
else:

3>
set all bits in reserved to 0;

1>
else if out of coverage on the frequency used for V2X sidelink communication as defined in TS 36.304 [4, 11.4]; and the concerned frequency is included in v2x-InterFreqInfoList in RRCConnectionReconfiguration or in v2x-InterFreqInfoList within SystemInformationBlockType21 of the serving cell/ PCell:
2> set inCoverage to TRUE;

2> set sl-Bandwidth to the value of the corresponding field included in v2x-InterFreqInfoList;
2> set subframeAssignmentSL and reserved to the value of the corresponding field included in the preconfigured sidelink parameters (i.e. v2x-CommPreconfigGeneral in SL-V2X-Preconfiguration defined in 9.3);
1>
else if out of coverage on the frequency used for V2X sidelink communication as defined in TS 36.304 [4, 11.4]; and the UE selects GNSS timing as the synchronization reference source and syncOffsetIndicator3 is not included in SL-V2X-Preconfiguration:
2>
set inCoverage to TRUE;

2>
set sl-Bandwidth, subframeAssignmentSL and reserved to the value of the corresponding field included in the preconfigured sidelink parameters (i.e. v2x-CommPreconfigGeneral in SL-V2X-Preconfiguration defined in 9.3);
1>
else if the UE has a selected SyncRef UE (as defined in 5.10.8):

2>
set inCoverage to FALSE;

2>
set sl-Bandwidth, subframeAssignmentSL and reserved to the value of the corresponding field included in the received MasterInformationBlock-SL or MasterInformationBlock-SL-V2X;

1>
else:

2>
set inCoverage to FALSE;

2>
set sl-Bandwidth, subframeAssignmentSL and reserved to the value of the corresponding field included in the preconfigured sidelink parameters (i.e. preconfigGeneral in SL-Preconfiguration or v2x-CommPreconfigGeneral in SL-V2X-Preconfiguration defined in 9.3);

1>
set directFrameNumber and directSubframeNumber according to the subframe used to transmit the SLSS, as specified in 5.10.7.3;

1>
submit the MasterInformationBlock-SL or MasterInformationBlock-SL-V2X message to lower layers for transmission upon which the procedure ends;
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5.10.8.2
Selection and reselection of synchronisation reference

The UE shall:

1>
if triggered by V2X sidelink communication, and in coverage on the frequency for V2X sidelink communication; or

1>
if triggered by V2X sidelink communication, and out of coverage on the frequency for V2X sidelink communication, and the frequency used to transmit V2X sidelink communication is included in v2x-InterFreqInfoList in RRCConnectionReconfiguration or in v2x-InterFreqInfoList within SystemInformationBlockType21 of the serving cell/ PCell:

2>
if typeTxSync is configured for the concerned frequency and set to enb:

3>
select a cell as the synchronization reference source as defined in 5.10.13.3;
2>
else if typeTxSync for the concerned frequency is not configured or is set to gnss, and GNSS is reliable in accordance with TS 36.101 [42] and TS 36.133 [16]:
3>
select GNSS as the synchronization reference source;
2>
else (i.e., there is no GNSS which is reliable in accordance with TS 36.101 [42] and TS 36.133 [16]):
3>
search SLSSID=0 on the concerned frequency to detect candidate SLSS, in accordance with TS 36.133 [16];
3>
when evaluating the detected SLSS, apply layer 3 filtering as specified in 5.5.3.2 using the preconfigured filterCoefficient as defined in 9.3, before using the S-RSRP measurement results;
3>
if the S-RSRP of the SyncRef UE identified by the detected SLSS exceeds the minimum requirement defined in TS 36.133 [16]:

4>
select the SyncRef UE;

3>
else (i.e., no SLSSID=0 detected):

4>
select a cell as the synchronization reference source as defined in 5.10.13.3;

1>
else, if triggered by V2X sidelink communication, and out of coverage on the frequency for V2X sidelink communication, and for the frequency used for V2X sidelink communication, if syncPriority in SL-V2X-Preconfiguration is set to gnss and GNSS is reliable in accordance with TS 36.101 [42] and TS 36.133 [16]:

2>
select GNSS as the synchronization reference source;
1>
else, for the frequency used for sidelink communication, V2X sidelink communication or sidelink discovery, if out of coverage on that frequency as defined in TS 36.304 [4, 11.4]:

2>
perform a full search (i.e. covering all subframes and all possible SLSSIDs) to detect candidate SLSS, in accordance with TS 36.133 [16]

2>
when evaluating the one or more detected SLSSIDs, apply layer 3 filtering as specified in 5.5.3.2 using the preconfigured filterCoefficient as defined in 9.3, before using the S-RSRP measurement results;

2>
if the UE has selected a SyncRef UE:

3>
if the S-RSRP of the strongest candidate SyncRef UE exceeds the minimum requirement TS 36.133 [16] by syncRefMinHyst and the strongest candidate SyncRef UE belongs to the same priority group as the current SyncRef UE and the S-RSRP of the strongest candidate SyncRef UE exceeds the S-RSRP of the current SyncRef UE by syncRefDiffHyst; or

3>
if the S-RSRP of the candidate SyncRef UE exceeds the minimum requirement TS 36.133 [16] by syncRefMinHyst and the candidate SyncRef UE belongs to a higher priority group than the current SyncRef UE; or

3>
if GNSS becomes reliable in accordance with TS 36.101 [42] and TS 36.133 [16], and GNSS belongs to a higher priority group than the current SyncRef UE; or

3>
if the S-RSRP of the current SyncRef UE is less than the minimum requirement defined in TS 36.133 [16]:

4>
consider no SyncRef UE to be selected;

2>
if the UE has selected GNSS as the synchronization reference for V2X sidelink communication:

3>
if the S-RSRP of the candidate SyncRef UE exceeds the minimum requirement defined in TS 36.133 [16] by syncRefMinHyst and the candidate SyncRef UE belongs to a higher priority group than GNSS; or

3>
if GNSS becomes not reliable in accordance with TS 36.101 [42] and TS 36.133 [16]:

4>
consider GNSS not to be selected;

2>
if the UE has not selected a SyncRef UE and has not selected GNSS as synchronization reference source: 
3>
if not concerning V2X sidelink communication, and if the UE detects one or more SLSSIDs for which the S-RSRP exceeds the minimum requirement defined in TS 36.133 [16] by syncRefMinHyst and for which the UE received the corresponding MasterInformationBlock-SL message (candidate SyncRef UEs), select a SyncRef UE according to the following priority group order:

4>
UEs of which inCoverage, included in the MasterInformationBlock-SL message received from this UE, is set to TRUE, starting with the UE with the highest S-RSRP result (priority group 1);

4>
UEs of which SLSSID is part of the set defined for in coverage, starting with the UE with the highest S-RSRP result (priority group 2);

4>
Other UEs, starting with the UE with the highest S-RSRP result (priority group 3);

3>
for V2X sidelink communication, if the UE detects one or more SLSSIDs for which the S-RSRP exceeds the minimum requirement defined in TS 36.133 [16] by syncRefMinHyst and for which the UE received the corresponding MasterInformationBlock-SL-V2X message (candidate SyncRef UEs), or if the UE detects GNSS that is reliable in accordance with TS 36.101 [42] and TS 36.133 [16], select a synchronization reference according to the following priority group order:

4>
if syncPriority corresponding to the concerned frequency in SL-V2X-Preconfiguration is set to enb:

5>
UEs of which SLSSID is part of the set defined for in coverage, and inCoverage, included in the MasterInformationBlock-SL-V2X message received from this UE, is set to TRUE, starting with the UE with the highest S-RSRP result (priority group 1);

5>
UE of which SLSSID is part of the set defined for in coverage, and inCoverage, included in the MasterInformationBlock-SL-V2X message received from this UE, is set to FALSE, starting with the UE with the highest S-RSRP result (priority group 2);

5>
GNSS that is reliable in accordance with TS 36.101 [42] and TS 36.133 [16] (priority group 3);

5>
UEs of which SLSSID is 0, and inCoverage, included in the MasterInformationBlock-SL-V2X message received from this UE, is set to TRUE, or of which SLSSID is 0 and SLSS is transmitted on subframes indicated by syncOffsetIndicator3, starting with the UE with the highest S-RSRP result (priority group 4);

5>
UEs of which SLSSID is 0 and is not transmitted on subframes indicated by syncOffsetIndicator3, and inCoverage, included in the MasterInformationBlock-SL-V2X message received from this UE, is set to FALSE, starting with the UE with the highest S-RSRP result (priority group 5);

5>
UEs of which SLSSID is 169, and inCoverage, included in the MasterInformationBlock-SL-V2X message received from this UE, is set to FALSE, starting with the UE with the highest S-RSRP result (priority group 5);

5>
Other UEs, starting with the UE with the highest S-RSRP result (priority group 6);

4>
if syncPriority corresponding to the concerned frequency in SL-V2X-Preconfiguration is set to gnss:
5>
GNSS that is reliable in accordance with TS 36.101 [42] and TS 36.133 [16] (priority group 1);

5>
UEs of which SLSSID is part of the set defined for in coverage, and inCoverage, included in the MasterInformationBlock-SL-V2X message received from this UE, is set to TRUE, starting with the UE with the highest S-RSRP result (priority group 2);

5>
UEs of which SLSSID is 0, and inCoverage, included in the MasterInformationBlock-SL-V2X message received from this UE, is set to TRUE, or of which SLSSID is 0 and SLSS is transmitted on subframes indicated by syncOffsetIndicator3, starting with the UE with the highest S-RSRP result (priority group 2);

5>
UE of which SLSSID is part of the set defined for in coverage, and inCoverage, included in the MasterInformationBlock-SL-V2X message received from this UE, is set to FALSE, starting with the UE with the highest S-RSRP result (priority group 3);

5>
UEs of which SLSSID is 0 and is not transmitted on subframes indicated by syncOffsetIndicator3, and inCoverage, included in the MasterInformationBlock-SL-V2X message received from this UE, is set to FALSE, starting with the UE with the highest S-RSRP result (priority group 3);

5>
UEs of which SLSSID is 169, and inCoverage, included in the MasterInformationBlock-SL-V2X message received from this UE, is set to FALSE, starting with the UE with the highest S-RSRP result (priority group 3);

5>
Other UEs, starting with the UE with the highest S-RSRP result (priority group 4);
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5.10.9
Sidelink common control information

5.10.9.1
General

The sidelink common control information is carried by a single message, the MasterInformationBlock-SL (MIB-SL) message for sidelink discovery and sidelink communication or the MasterInformationBlock-SL-V2X (MIB-SL-V2X) message for V2X sidelink communication. The MIB-SL or MIB-SL-V2X includes timing information as well as some configuration parameters and is transmitted via SL-BCH.

The MIB-SL for sidelink discovery and sidelink communication uses a fixed schedule with a periodicity of 40 ms without repetitions. In particular, the MIB-SL is scheduled in subframes indicated by syncOffsetIndicator-r12 i.e. for which (10*DFN + subframe number) mod 40 = syncOffsetIndicator-r12.
The MIB-SL-V2X for V2X sidelink communication uses a fixed schedule with a periodicity of 160 ms without repetitions. In particular, the MIB-SL-V2X is scheduled in subframes indicated by SL-OffsetIndicatorSync i.e. for which (10*DFN + subframe number) mod 160 = SL-OffsetIndicatorSync.

The sidelink common control information may change at any transmission i.e. neither a modification period nor a change notification mechanism is used.

A UE configured to receive or transmit sidelink communication or PS related sidelink discovery shall:

1>
if the UE has a selected SyncRef UE, as specified in 5.10.8.2:

2>
ensure having a valid version of the MasterInformationBlock-SL message of that SyncRefUE;
A UE configured to receive or transmit V2X sidelink communication shall:
1>
if the UE has a selected SyncRef UE, as specified in 5.10.8.2:

2>
ensure having a valid version of the MasterInformationBlock-SL-V2X message of that SyncRefUE;
5.10.9.2
Actions related to reception of MasterInformationBlock-SL/ MasterInformationBlock-SL-V2X message

Upon receiving MasterInformationBlock-SL or MasterInformationBlock-SL-V2X, the UE shall:

1>
apply the values of sl-Bandwidth, subframeAssignmentSL, directFrameNumber and directSubframeNumber included in the received MasterInformationBlock-SL or MasterInformationBlock-SL-V2X message;
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5.10.13
V2X sidelink communication transmission

5.10.13.1
Transmission of V2X sidelink communication

A UE capable of V2X sidelink communication that is configured by upper layers to transmit V2X sidelink communication and has related data to be transmitted shall:

1>
if the conditions for sidelink operation as defined in 5.10.1d are met:

2>
if in coverage on the frequency used for V2X sidelink communication as defined in TS 36.304 [4, 11.4]; or

2>
if the frequency used to transmit V2X sidelink communication is included in v2x-InterFreqInfoList in RRCConnectionReconfiguration or in v2x-InterFreqInfoList within SystemInformationBlockType21:

3>
if the UE is in RRC_CONNECTED and uses the PCell or the frequency included in v2x-InterFreqInfoList in RRCConnectionReconfiguration for V2X sidelink communication:

4>
if the UE is configured, by the current PCell with commTxResources set to scheduled:

5>
if T310 or T311 is running; and if the PCell at which the UE detected physical layer problems or radio link failure broadcasts SystemInformationBlockType21 including v2x-CommTxPoolExceptional in sl-V2X-ConfigCommon, or v2x-CommTxPoolExceptional is included in v2x-InterFreqInfoList for the concerned frequency in SystemInformationBlockType21 or RRCConnectionReconfiguration; or

5>
if T301 is running and the cell on which the UE initiated connection re-establishment broadcasts SystemInformationBlockType21 including v2x-CommTxPoolExceptional in sl-V2X-ConfigCommon, or v2x-CommTxPoolExceptional is included in v2x-InterFreqInfoList for the concerned frequency in SystemInformationBlockType21; or
5>
if T304 is running and the UE is configured with v2x-CommTxPoolExceptional included in mobilityControlInfoV2X in RRCConnectionReconfiguration or in v2x-InterFreqInfoList for the concerned frequency in RRCConnectionReconfiguration:

6>
configure lower layers to transmit the sidelink control information and the corresponding data based on random selection using the pool of resources indicated by v2x-CommTxPoolExceptional as defined in TS 36.321 [6];

5>
else:

6>
configure lower layers to request E-UTRAN to assign transmission resources for V2X sidelink communication;

4>
else if the UE is configured with v2x-commTxPoolNormalDedicated or v2x-CommTxPoolNormal in the entry of v2x-InterFreqInfoList for the concerned frequency in sl-V2X-ConfigDedicated in RRCConnectionReconfiguration and the UE is configured to transmit non-P2X related V2X sidelink communication:
5>
if a result of sensing on the resources configured in v2x-CommTxPoolNormalDedicated or v2x-CommTxPoolNormal in the entry of v2x-InterFreqInfoList for the concerned frequency in RRCConnectionReconfiguration is not available in accordance with TS 36.213 [23]:
6>
if v2x-CommTxPoolExceptional is included in mobilityControlInfoV2X in RRCConnectionReconfiguration (i.e., handover case); or

6>
if v2x-CommTxPoolExceptional is included in the entry of v2x-InterFreqInfoList for the concerned frequency in RRCConnectionReconfiguration; or

6>
if the PCell broadcasts SystemInformationBlockType21 including v2x-CommTxPoolExceptional in sl-V2X-ConfigCommon or v2x-CommTxPoolExceptional in v2x-InterFreqInfoList for the concerned frequency:
7>
configure lower layers to transmit the sidelink control information and the corresponding data based on random selection using the pool of resources indicated by v2x-CommTxPoolExceptional as defined in TS 36.321 [6];

5>
else:
6>
configure lower layers to transmit the sidelink control information and the corresponding data based on sensing (as defined in TS 36.321 [6] and TS 36.213 [23]) using one of the resource pools indicated by v2x-commTxPoolNormalDedicated or v2x-CommTxPoolNormal in the entry of v2x-InterFreqInfoList for the concerned frequency, which is selected according to 5.10.13.2;

4>
else if the UE is configured with v2x-commTxPoolNormalDedicated in sl-V2X-ConfigDedicated or p2x-CommTxPoolNormal in the entry of v2x-InterFreqInfoList for the concerned frequency in RRCConnectionReconfiguration and the UE is configured to transmit P2X related V2X sidelink communication:
5>
select a resource pool according to 5.10.13.2;
5>
transmit P2X related V2X sidelink communication according to 5.10.13.1a;
3>
else:

4>
if the cell chosen for V2X sidelink communication transmission broadcasts SystemInformationBlockType21:

5>
if the UE is configured to transmit non-P2X related V2X sidelink communication, and if SystemInformationBlockType21 includes v2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormal in v2x-InterFreqInfoList for the concerned frequency in sl-V2X-ConfigCommon and a result of sensing on the resources configured in v2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormal in v2x-InterFreqInfoList for the concerned frequency is available in accordance with TS 36.213 [23]:
6>
configure lower layers to transmit the sidelink control information and the corresponding data based on sensing (as defined in TS 36.321 [6] and TS 36.213 [23]) using one of the resource pools indicated by v2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormal in v2x-InterFreqInfoList for the concerned frequency, which is selected according to 5.10.13.2;

5>
if the UE is configured to transmit P2X related V2X sidelink communication, and if SystemInformationBlockType21 includes p2x-CommTxPoolNormalCommon or p2x-CommTxPoolNormal in v2x-InterFreqInfoList for the concerned frequency in sl-V2X-ConfigCommon:
6>
select a resource pool from p2x-CommTxPoolNormalCommon or p2x-CommTxPoolNormal in v2x-InterFreqInfoList for the concerned frequency according to 5.10.13.2, but ignoring zoneConfig in SystemInformationBlockType21;
6>
transmit P2X related V2X sidelink communication according to 5.10.13.1a;
5>
if SystemInformationBlockType21 includes v2x-CommTxPoolExceptional in sl-V2X-ConfigCommon or v2x-CommTxPoolExceptional in v2x-InterFreqInfoList for the concerned frequency:

6>
from the moment the UE initiates connection establishment until receiving an RRCConnectionReconfiguration including sl-V2X-ConfigDedicated, or until receiving an RRCConnectionRelease or an RRCConnectionReject; or
6>
if the UE is in RRC_IDLE and a result of sensing on the resources configured in v2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormal in v2x-InterFreqInfoList for the concerned frequency in Systeminformationblocktype21 is not available in accordance with TS 36.213 [23]:
7>
configure lower layers to transmit the sidelink control information and the corresponding data based on random selection (as defined in TS 36.321 [6]) using the pool of resources indicated in v2x-CommTxPoolExceptional;

2>
else:
3>
configure lower layers to transmit the sidelink control information and the corresponding data based on sensing (as defined in TS 36.321 [6] and TS 36.213 [23]) using one of the resource pools indicated by v2x-CommTxPoolList in SL-V2X-Preconfiguration in case of non-P2X related V2X sidelink communication, which is selected according to 5.10.13.2, or using one of the resource pools indicated by p2x-CommTxPoolList in SL-V2X-Preconfiguration in case of P2X related V2X sidelink communication, which is selected according to 5.10.13.2, and in accordance with the timing of the selected reference as defined in 5.10.8;
The UE capable of non-P2X related V2X sidelink communication that is configured by upper layers to transmit V2X sidelink communication shall perform sensing on all pools of resources which may be used for transmission of the sidelink control information and the corresponding data. The pools of resources are indicated by SL-V2X-Preconfiguration, v2x-CommTxPoolNormalCommon, v2x-commTxPoolNormalDedicated in sl-V2X-ConfigDedicated, or v2x-CommTxPoolNormal in v2x-InterFreqInfoList for the concerned frequency, as configured above.
NOTE 1:
If there are multiple frequencies for which normal or exceptional pools are configured, it is up to UE implementation which frequency is selected for V2X sidelink communication transmission.
5.10.13.2
V2X sidelink communication transmission pool selection

For a frequency used for V2X sidelink communication, if zoneConfig is not ignored as specified in 5.10.13.1, the UE configured by upper layers for V2X sidelink communication shall only use the pool which corresponds to geographical coordinates of the UE, if zoneConfig is included in SystemInformationBlockType21 of the serving cell (RRC_IDLE)/ PCell (RRC_CONNECTED) or in RRCConnectionReconfiguration for the concerned frequency, and the UE is configured to use resource pools provided by RRC signalling for the concerned frequency; or if zoneConfig is included in SL-V2X-Preconfiguration for the concerned frequency, and the UE is configured to use resource pools in SL-V2X-Preconfiguration for the frequency, according to 5.10.13.1. The UE shall only use the pool which is associated with the synchronization reference source selected in accordance with 5.10.8.2.
1>
if the UE is configured to transmit on p2x-CommTxPoolNormalCommon or on p2x-CommTxPoolNormal in v2x-InterFreqInfoList in SystemInformationBlockType21 according to 5.10.13.1; or
1>
if the UE is configured to transmit on p2x-CommTxPoolList-r14 in SL-V2X-Preconfiguration according to 5.10.13.1; or
1>
if zoneConfig is not included in SystemInformationBlockType21 and the UE is configured to transmit on v2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormalDedicated; or

1>
if zoneConfig is included in SystemInformationBlockType21 and the UE is configured to transmit on v2x-CommTxPoolNormalDedicated for P2X related V2X sidelink communication and zoneID is not included in v2x-CommTxPoolNormalDedicated; or
1>
if zoneConfig is not included in the entry of v2x-InterFreqInfoList for the concerned frequency and the UE is configured to transmit on v2x-CommTxPoolNormal in v2x-InterFreqInfoList or p2x-CommTxPoolNormal in v2x-InterFreqInfoList in RRCConnectionReconfiguration; or

1>
if zoneConfig is not included in SL-V2X-Preconfiguration for the concerned frequency and the UE is configured to transmit on v2x-CommTxPoolList in SL-V2X-Preconfiguration for the concerned frequency:

2>
select the first pool associated with the synchronization reference source selected in accordance with 5.10.8.2;

1>
if zoneConfig is included in SystemInformationBlockType21 and the UE is configured to transmit on v2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormalDedicated for non-P2X related V2X sidelink communication; or

1>
if zoneConfig is included in SystemInformationBlockType21 and the UE is configured to transmit on v2x-CommTxPoolNormalDedicated for P2X related V2X sidelink communication and zoneID is included in v2x-CommTxPoolNormalDedicated; or
1>
if zoneConfig is included in the entry of v2x-InterFreqInfoList for the concerned frequency and the UE is configured to transmit on v2x-CommTxPoolNormal in v2x-InterFreqInfoList or p2x-CommTxPoolNormal in v2x-InterFreqInfoList in RRCConnectionReconfiguration; or

1>
if zoneConfig is included in SL-V2X-Preconfiguration for the concerned frequency and the UE is configured to transmit on v2x-CommTxPoolList in SL-V2X-Preconfiguration for the concerned frequency:

2>
select the pool configured with zoneID equal to the zone identity determined below and associated with the synchronization reference source selected in accordance with 5.10.8.2;

The UE shall determine an identity of the zone (i.e. Zone_id) in which it is located using the following formulae, if zoneConfig is included in SystemInformationBlockType21 or in SL-V2X-Preconfiguration:

x1= Floor (x / L) Mod Nx;

y1= Floor (y / W) Mod Ny;

Zone_id = y1 * Nx + x1.

The parameters in the formulae are defined as follows:

L is the value of zoneLength included in zoneConfig in SystemInformationBlockType21 or in SL-V2X-Preconfiguration;

W is the value of zoneWidth included in zoneConfig in SystemInformationBlockType21 or in SL-V2X-Preconfiguration;

Nx is the value of zoneIdLongiMod included in zoneConfig in SystemInformationBlockType21 or in SL-V2X-Preconfiguration;

Ny is the value of zoneIdLatiMod included in zoneConfig in SystemInformationBlockType21 or in SL-V2X-Preconfiguration;

x is the distance in longitude between UE’s current location and geographical coordinates (0, 0) and it is expressed in meters;
y is the distance in latitude between UE’s current location and geographical coordinates (0, 0) and it is expressed in meters.

The UE shall select a pool of resources which includes a zoneID equals to the Zone_id calculated according to above mentioned formulae and indicated by v2x-CommTxPoolNormalDedicated, v2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormal in v2x-InterFreqInfoList or p2x-CommTxPoolNormal in v2x-InterFreqInfoList in RRCConnectionReconfiguration, or v2x-CommTxPoolList according to 5.10.13.1.

NOTE 1:
The UE uses its latest geographical coordinates to perform resource pool selection.

5.10.13.3
V2X sidelink communication transmission reference cell selection

A UE capable of V2X sidelink communication that is configured by upper layers to transmit V2X sidelink communication shall:

1>
for each frequency used to transmit V2X sidelink communication, select a cell to be used as reference for synchronisation and DL measurements in accordance with the following:

2>
if the frequency concerns the primary frequency:

3>
use the PCell (RRC_CONNECTED) or the serving cell (RRC_IDLE) as reference;

2>
else if the frequency concerns a secondary frequency:

3>
use the concerned SCell as reference;

2>
else if the UE is in coverage of the concerned frequency:

3>
use the DL frequency paired with the one used to transmit V2X sidelink communication as reference;

2>
else (i.e., out of coverage on the concerned frequency):

3>
use the PCell (RRC_CONNECTED) or the serving cell (RRC_IDLE) as reference, if needed;
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5.10.14
DFN derivation from GNSS
When the UE selects GNSS as the synchronization reference source, the DFN used for V2X sidelink communication is derived from the current UTC time, by the following formulae:

DFN= Floor (0.1*(Tcurrent –Tref–offsetDFN)) mod 1024

SubframeNumber= Floor (Tcurrent –Tref–offsetDFN) mod 10

Where:

Tcurrent is the current UTC time that obtained from GNSS. This value is expressed in milliseconds;

Tref is the reference UTC time 00:00:00 on Gregorian calendar date 1 January, 1900 (midnight between Thursday, December 31, 1899 and Friday, January 1, 1900). This value is expressed in milliseconds;
OffsetDFN is the value offsetDFN if configured, otherwise it is zero. This value is expressed in milliseconds.
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6.2.2
Message definitions
<unchanged parts are skipped>
–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension



RRCConnectionReconfiguration-v890-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v890-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING RRCConnectionReconfiguration-v8m0-IEs)
OPTIONAL,


nonCriticalExtension



RRCConnectionReconfiguration-v920-IEs
OPTIONAL

}

-- Late non-critical extensions:

RRCConnectionReconfiguration-v8m0-IEs ::= SEQUENCE {


-- Following field is only for pre REL-10 late non-critical extensions

lateNonCriticalExtension


OCTET STRING




OPTIONAL, 


nonCriticalExtension



RRCConnectionReconfiguration-v10i0-IEs

OPTIONAL

}

RRCConnectionReconfiguration-v10i0-IEs ::= SEQUENCE {


antennaInfoDedicatedPCell-v10i0

AntennaInfoDedicated-v10i0


OPTIONAL,
-- Need ON


-- Following field is only for late non-critical extensions from REL-10


nonCriticalExtension



SEQUENCE {}



OPTIONAL

}

-- Regular non-critical extensions:

RRCConnectionReconfiguration-v920-IEs ::= SEQUENCE {


otherConfig-r9





OtherConfig-r9




OPTIONAL,
-- Need ON


fullConfig-r9





ENUMERATED {true}



OPTIONAL,
-- Cond HO-Reestab


nonCriticalExtension



RRCConnectionReconfiguration-v1020-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1020-IEs ::= SEQUENCE {


sCellToReleaseList-r10



SCellToReleaseList-r10


OPTIONAL,
-- Need ON


sCellToAddModList-r10



SCellToAddModList-r10


OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1130-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1130-IEs ::= SEQUENCE {


systemInformationBlockType1Dedicated-r11
OCTET STRING (CONTAINING SystemInformationBlockType1)


















OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1250-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1250-IEs ::= SEQUENCE {


wlan-OffloadInfo-r12



CHOICE {



release 







NULL,



setup








SEQUENCE {




wlan-OffloadConfigDedicated-r12

WLAN-OffloadConfig-r12,




t350-r12







ENUMERATED {min5, min10, min20, min30, min60,













 min120, min180, spare1}
OPTIONAL
-- Need OR



}


}
















OPTIONAL,

-- Need ON


scg-Configuration-r12



SCG-Configuration-r12

OPTIONAL, 
-- Cond nonFullConfig


sl-SyncTxControl-r12



SL-SyncTxControl-r12


OPTIONAL,
-- Need ON


sl-DiscConfig-r12




SL-DiscConfig-r12



OPTIONAL,
-- Need ON


sl-CommConfig-r12




SL-CommConfig-r12



OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1310-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1310-IEs ::= SEQUENCE {


sCellToReleaseListExt-r13


SCellToReleaseListExt-r13

OPTIONAL,
-- Need ON


sCellToAddModListExt-r13


SCellToAddModListExt-r13

OPTIONAL,
-- Need ON


lwa-Configuration-r13



LWA-Configuration-r13


OPTIONAL,
-- Need ON


lwip-Configuration-r13



LWIP-Configuration-r13


OPTIONAL,
-- Need ON


rclwi-Configuration-r13



RCLWI-Configuration-r13


OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v14x0-IEs





OPTIONAL

}

RRCConnectionReconfiguration-v14x0-IEs ::= SEQUENCE {


sl-V2X-ConfigDedicated-r14

SL-V2X-ConfigDedicated-r14


OPTIONAL,
-- Need ON


sCellToAddModListExt-v14xy

SCellToAddModListExt-v14xy


OPTIONAL,
-- Need ON

perCC-GapIndicationRequest-r14
ENUMERATED{true}




OPTIONAL,
-- Need ON


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}

SL-SyncTxControl-r12 ::=


SEQUENCE {


networkControlledSyncTx-r12



ENUMERATED {on, off}

OPTIONAL

-- Need OP

}

PSCellToAddMod-r12 ::=



SEQUENCE {


sCellIndex-r12





SCellIndex-r10,


cellIdentification-r12



SEQUENCE {



physCellId-r12





PhysCellId,



dl-CarrierFreq-r12




ARFCN-ValueEUTRA-r9


}
















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonPSCell-r12

RadioResourceConfigCommonPSCell-r12
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedPSCell-r12
RadioResourceConfigDedicatedPSCell-r12
OPTIONAL,
-- Cond SCellAdd2


...,


[[
antennaInfoDedicatedPSCell-v1280

AntennaInfoDedicated-v10i0
OPTIONAL
-- Need ON


]],


[[
sCellIndex-r13




SCellIndex-r13
OPTIONAL

-- Need ON


]]

}

PowerCoordinationInfo-r12 ::= SEQUENCE {


p-MeNB-r12






INTEGER (1..16),


p-SeNB-r12






INTEGER (1..16),


powerControlMode-r12



INTEGER (1..2)

}

SCellToAddModList-r10 ::=

SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-r10
SCellToAddModListExt-r13 ::=
SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-r13
SCellToAddModListExt-v14xy ::=
SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-v14xy
SCellToAddMod-r10 ::=


SEQUENCE {


sCellIndex-r10





SCellIndex-r10,


cellIdentification-r10



SEQUENCE {



physCellId-r10





PhysCellId,



dl-CarrierFreq-r10




ARFCN-ValueEUTRA


}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r10

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r10
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2


...,


[[
dl-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0
OPTIONAL
-- Cond EARFCN-max


]],


[[
antennaInfoDedicatedSCell-v10i0

AntennaInfoDedicated-v10i0
OPTIONAL
-- Need ON


]],


[[
srs-SwitchFromServCellIndex-r14

INTEGER (0.. 31) OPTIONAL
-- Need ON

]]

}

SCellToAddModExt-r13 ::=


SEQUENCE {


sCellIndex-r13





SCellIndex-r13,


cellIdentification-r13



SEQUENCE {



physCellId-r13





PhysCellId,



dl-CarrierFreq-r13




ARFCN-ValueEUTRA-r9


}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r13

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r13
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2


antennaInfoDedicatedSCell-r13


AntennaInfoDedicated-v10i0

OPTIONAL
-- Need ON

}

SCellToAddModExt-v14xy ::=


SEQUENCE {


srs-SwitchFromServCellIndex-r14


INTEGER (0.. 31) OPTIONAL
-- Need ON
}
SCellToReleaseList-r10 ::=


SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellIndex-r10

SCellToReleaseListExt-r13 ::=


SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellIndex-r13

SCG-Configuration-r12 ::=


CHOICE {


release







NULL,


setup







SEQUENCE {



scg-ConfigPartMCG-r12



SEQUENCE {




scg-Counter-r12





INTEGER (0.. 65535)


OPTIONAL,
-- Need ON




powerCoordinationInfo-r12


PowerCoordinationInfo-r12
OPTIONAL,
-- Need ON




...



}















OPTIONAL,
-- Need ON



scg-ConfigPartSCG-r12



SCG-ConfigPartSCG-r12 

OPTIONAL
-- Need ON


}

}

SCG-ConfigPartSCG-r12 ::=


SEQUENCE {


radioResourceConfigDedicatedSCG-r12
RadioResourceConfigDedicatedSCG-r12
OPTIONAL,
-- Need ON


sCellToReleaseListSCG-r12


SCellToReleaseList-r10

OPTIONAL,
-- Need ON


pSCellToAddMod-r12




PSCellToAddMod-r12


OPTIONAL,
-- Need ON


sCellToAddModListSCG-r12


SCellToAddModList-r10

OPTIONAL,
-- Need ON


mobilityControlInfoSCG-r12


MobilityControlInfoSCG-r12
OPTIONAL,
-- Need ON


...,


[[


sCellToReleaseListSCG-Ext-r13


SCellToReleaseListExt-r13

OPTIONAL,
-- Need ON


sCellToAddModListSCG-Ext-r13



SCellToAddModListExt-r13
OPTIONAL
-- Need ON


]]

}

SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig

OPTIONAL,
-- Cond fullConfig




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	fullConfig

Indicates the full configuration option is applicable for the RRC Connection Reconfiguration message.

	keyChangeIndicator

true is used only in an intra-cell handover when a KeNB key is derived from a KASME key taken into use through the latest successful NAS SMC procedure, as described in TS 33.401 [32] for KeNB re-keying. false is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].

	lwa-Configuration

This field is used to provide parameters for LWA configuration. E-UTRAN does not simultaneously configure LWA with DC, LWIP or RCLWI for a UE.

	lwip-Configuration

This field is used to provide parameters for LWIP configuration. E-UTRAN does not simultaneously configure LWIP with DC, LWA or RCLWI for a UE.

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.

	networkControlledSyncTx

This field indicates whether the UE shall transmit synchronisation information (i.e. become synchronisation source). Value On indicates the UE to transmit synchronisation information while value Off indicates the UE to not transmit such information.

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]

	perCC-GapIndicationRequest

Indicates that UE shall include perCC-ListGapIndication in the RRCConnectionReconfigurationComplete message.

	p-MeNB

Indicates the guaranteed power for the MeNB, as specified in TS 36.213 [23]. The value N corresponds to N-1 in TS 36.213 [23].

	powerControlMode

Indicates the power control mode used in DC. Value 1 corresponds to DC power control mode 1 and value 2 indicates DC power control mode 2, as specified in TS 36.213 [23].

	p-SeNB

Indicates the guaranteed power for the SeNB as specified in TS 36.213 [23, Table 5.1.4.2-1]. The value N corresponds to N-1 in TS 36.213 [23].

	rclwi-Configuration

WLAN traffic steering command as specified in 5.6.16.2. E-UTRAN does not simultaneously configure RCLWI with DC, LWA or LWIP for a UE.

	sCellIndex

In case of DC, the SCellIndex is unique within the scope of the UE i.e. an SCG cell can not use the same value as used for an MCG cell. For pSCellToAddMod, if sCellIndex-r13 is present the UE shall ignore sCellIndex-r12. sCellIndex-r13 in sCellToAddModListExt-r13 shall not have same values as sCellIndex-r10 in sCellToAddModList-r10.

	sCellToAddModList, sCellToAddModListExt

Indicates the SCell to be added or modified. Field sCellToAddModList is used to add the first 4 SCells with sCellIndex-r10 while sCellToAddModListExt is used to add the rest. If E-UTRAN includes SCellToAddModListExt-v14xy it includes the same number of entries, and listed in the same order, as in SCellToAddModListExt-r13.

	sCellToAddModListSCG, sCellToAddModListSCG-Ext

Indicates the SCG cell to be added or modified. The field is used for SCG cells other than the PSCell (which is added/ modified by field pSCellToAddMod). Field sCellToAddModListSCG is used to add the first 4 SCells with sCellIndex-r10 while sCellToAddModListSCG-Ext is used to add the rest.

	sCellToReleaseListSCG, sCellToReleaseListSCG-Ext
Indicates the SCG cell to be released. The field is also used to release the PSCell e.g. upon change of PSCell, upon system information change for the PSCell.

	scg-Counter

A counter used upon initial configuration of SCG security as well as upon refresh of S-KeNB. E-UTRAN includes the field upon SCG change when one or more SCG DRBs are configured. Otherwise E-UTRAN does not include the field.

	sl-V2X-ConfigDedicated

Indicates sidelink configuration for non-P2X related V2X sidelink communication as well as P2X related V2X sidelink communication.

	


	srs-SwitchFromServCellIndex-r14

Indicates the serving cell whose UL transmission is interrupted during SRS transmission on a PUSCH-less cell. During SRS transmission on a PUSCH-less cell, the UE may temporarily suspend the UL transmission on a serving cell with PUSCH in the same CG to allow the PUSCH-less cell to transmit SRS. The PUSCH-less cell  is always a TDD cell but the serving cell with PUSCH may be either a FDD or TDD cell.

	systemInformationBlockType1Dedicated

This field is used to transfer SystemInformationBlockType1 or SystemInformationBlockType1-BR to the UE.

	t350
Timer T350 as described in section 7.3. Value minN corresponds to N minutes.


	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if dl-CarrierFreq-r10 is included and set to maxEARFCN. Otherwise the field is not present.

	fullConfig
	This field is mandatory present for handover within E-UTRA when the fullConfig is included; otherwise it is optionally present, Need OP. 

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	HO-Reestab
	This field is optionally present, need ON, in case of handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment; otherwise the field is not present.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or for reconfigurations when fullConfig is included; otherwise the field is optionally present, need ON.

	nonFullConfig
	The field is not present when the fullConfig is included or in case of handover to E-UTRA; otherwise it is optional present, need ON.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is not present.

	SCellAdd2
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need ON.


	Start of next changes


–
SidelinkUEInformation
The SidelinkUEInformation message is used for the indication of sidelink information to the eNB.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

SidelinkUEInformation message
-- ASN1START

SidelinkUEInformation-r12 ::=

SEQUENCE {


criticalExtensions



CHOICE {



c1







CHOICE {




sidelinkUEInformation-r12

SidelinkUEInformation-r12-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

SidelinkUEInformation-r12-IEs ::=
SEQUENCE {


commRxInterestedFreq-r12

ARFCN-ValueEUTRA-r9


OPTIONAL,


commTxResourceReq-r12


SL-CommTxResourceReq-r12
OPTIONAL,


discRxInterest-r12



ENUMERATED {true}


OPTIONAL,


discTxResourceReq-r12


INTEGER (1..63)



OPTIONAL,


lateNonCriticalExtension

OCTET STRING



OPTIONAL,


nonCriticalExtension


SidelinkUEInformation-v1310-IEs
OPTIONAL

}

SidelinkUEInformation-v1310-IEs ::=
SEQUENCE {


commTxResourceReqUC-r13

SL-CommTxResourceReq-r12
OPTIONAL,


commTxResourceInfoReqRelay-r13

SEQUENCE {



commTxResourceReqRelay-r13

SL-CommTxResourceReq-r12

OPTIONAL,



commTxResourceReqRelayUC-r13
SL-CommTxResourceReq-r12

OPTIONAL,


ue-Type-r13





ENUMERATED {relayUE, remoteUE}


}














OPTIONAL,


discTxResourceReq-v1310


SEQUENCE {



carrierFreqDiscTx-r13


INTEGER (1..maxFreq)

OPTIONAL,



discTxResourceReqAddFreq-r13
SL-DiscTxResourceReqPerFreqList-r13
OPTIONAL


}














OPTIONAL,


discTxResourceReqPS-r13


SL-DiscTxResourceReq-r13
OPTIONAL,


discRxGapReq-r13




SL-GapRequest-r13


OPTIONAL,


discTxGapReq-r13




SL-GapRequest-r13


OPTIONAL,


discSysInfoReportFreqList-r13

SL-DiscSysInfoReportFreqList-r13
OPTIONAL,


nonCriticalExtension


SidelinkUEInformation-v14x0-IEs




OPTIONAL

}

SidelinkUEInformation-v14x0-IEs ::=
SEQUENCE {


v2x-CommRxInterestedFreqList-r14

SL-V2X-CommFreqList-r14



OPTIONAL,

p2x-CommTxType-r14




ENUMERATED {true}




OPTIONAL,

v2x-CommTxResourceReq-r14


SL-V2X-CommTxFreqList-r14


OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

SL-CommTxResourceReq-r12 ::=

SEQUENCE {


carrierFreq-r12




ARFCN-ValueEUTRA-r9


OPTIONAL,


destinationInfoList-r12


SL-DestinationInfoList-r12

}






SL-DiscTxResourceReqPerFreqList-r13 ::=
SEQUENCE (SIZE (1..maxFreq)) OF SL-DiscTxResourceReq-r13

SL-DiscTxResourceReq-r13 ::=

SEQUENCE {


carrierFreqDiscTx-r13


INTEGER (1..maxFreq)


OPTIONAL,


discTxResourceReq-r13


INTEGER (1..63)

}

SL-DestinationInfoList-r12 ::=
SEQUENCE (SIZE (1..maxSL-Dest-r12)) OF SL-DestinationIdentity-r12

SL-DestinationIdentity-r12 ::=
BIT STRING (SIZE (24))

SL-DiscSysInfoReportFreqList-r13 ::=
SEQUENCE (SIZE (1.. maxSL-DiscSysInfoReportFreq-r13)) OF SL-DiscSysInfoReport-r13

SL-V2X-CommFreqList-r14 ::=
SEQUENCE (SIZE (1..maxFreqV2X-r14)) OF INTEGER (0..maxFreqV2X-1-r14)
SL-V2X-CommTxFreqList-r14 ::=
SEQUENCE (SIZE (1..maxFreqV2X-r14)) OF SL-V2X-CommTxResourceReq-r14
SL-V2X-CommTxResourceReq-r14 ::=

SEQUENCE {


carrierFreqCommTx-r14


INTEGER (0.. maxFreqV2X-1-r14)


OPTIONAL,


v2x-TypeTxSync-r14



SL-TypeTxSync-r14



OPTIONAL,


v2x-DestinationInfoList-r14

SL-DestinationInfoList-r12

OPTIONAL

}
SL-TypeTxSyncList-r14 ::=
SEQUENCE (SIZE (1..maxFreqV2X-r14)) OF SL-TypeTxSync-r14

-- ASN1STOP

	SidelinkUEInformation field descriptions

	carrierFreqCommTx
Indicates the index of the frequency on which the UE is interested to transmit V2X sidelink communication. The value 1 corresponds to the frequency of first entry in v2x-InterFreqInfoList broadcast in SIB21, the value 2 corresponds to the frequency of second entry in v2x-InterFreqInfoList broadcast in SIB21 and so on. The value 0 corresponds the PCell’s frequency.

	carrierFreqDiscTx

Indicates the frequency by the index of the entry in field discInterFreqList within SystemInformationBlockType19. Value 1 corresponds to the first entry in discInterFreqList within SystemInformationBlockType19, value 2 corresponds to the second entry in this list and so on.

	commRxInterestedFreq

Indicates the frequency on which the UE is interested to receive sidelink communication.

	commTxResourceReq

Indicates the frequency on which the UE is interested to transmit non-relay related sidelink communication as well as the one-to-many sidelink communication transmission destination(s) for which the UE requests E-UTRAN to assign dedicated resources. NOTE 1.

	commTxResourceReqRelay
Indicates the relay related one-to-many sidelink communication transmission destination(s) for which the sidelink relay UE requests E-UTRAN to assign dedicated resources.

	commTxResourceReqRelayUC
Indicates the relay related one-to-one sidelink communication transmission destination(s) for which the sidelink relay UE or sidelink remote UE requests E-UTRAN to assign dedicated resources i.e. either contains the unicast destination identity of the sidelink relay UE or of the sidelink remote UE.

	commTxResourceReqUC

Indicates the frequency on which the UE is interested to transmit non-relay related one-to-one sidelink communication as well as the sidelink communication transmission destination(s) for which the UE requests E-UTRAN to assign dedicated resources. NOTE 1.

	destinationInfoList

Indicates the destination(s) for relay or non-relay related one-to-one or one-to-many sidelink communication. For one-to-one sidelink communication the destination is identified by the ProSe UE ID for unicast communication, while for one-to-many the destination it is identified by the ProSe Layer-2 Group ID as specified in TS 23.303 [68].

	discRxInterest

Indicates that the UE is interested to monitor sidelink discovery announcements.

	discSysInfoReportFreqList

Indicates, for one or more frequencies, a list of sidelink discovery related parameters acquired from system Information of cells on configured inter-frequency carriers.

	discTxResourceReq

Indicates the number of separate discovery message(s) the UE wants to transmit every discovery period. This field concerns the resources the UE requires every discovery period for transmitting sidelink discovery announcement(s).

	discTxResourceReqAddFreq

Indicates, for any frequencies in addition to the one covered by discTxResourceReq, the number of separate discovery message(s) the UE wants to transmit every discovery period. This field concerns the resources the UE requires every discovery period for transmitting sidelink discovery announcement(s).

	discTxResourceReqPS

Indicates the number of separate PS related discovery message(s) the UE wants to transmit every discovery period. This field concerns the resources the UE requires every discovery period for transmitting PS related sidelink discovery announcement(s).

	p2x-CommTxType
Indicates that the requested transmission resource pool is for P2X related V2X sidelink communication.

	v2x-CommRxInterestedFreqList
Indicates the index(es) of the frequency(ies) on which the UE is interested to receive V2X sidelink communication. The value 1 corresponds to the frequency of first entry in v2x-InterFreqInfoList broadcast in SIB21, the value 2 corresponds to the frequency of second entry in v2x-InterFreqInfoList broadcast in SIB21 and so on. The value 0 corresponds the PCell’s frequency.

	


	v2x-DestinationInfoList
Indicates the destination(s) for V2X sidelink communication.

	v2x-TypeTxSync
Indicates the synchronization reference used by the UE.


NOTE 1:
When configuring commTxResourceReq, commTxResourceReqUC, commTxResourceReqRelay and commTxResourceReqRelayUC, E-UTRAN configures at most maxSL-Dest-r12 destinations in total (i.e. as included in the four fields together).

	Start of next changes


–
UEAssistanceInformation
The UEAssistanceInformation message is used for the indication of UE assistance information to the eNB.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

UEAssistanceInformation message
-- ASN1START

UEAssistanceInformation-r11 ::=



SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




ueAssistanceInformation-r11


UEAssistanceInformation-r11-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UEAssistanceInformation-r11-IEs ::=

SEQUENCE {


powerPrefIndication-r11



ENUMERATED
{normal, lowPowerConsumption}
OPTIONAL,


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



UEAssistanceInformation-v14xy-IEs


OPTIONAL

}

UEAssistanceInformation-v14xy-IEs ::= 

SEQUENCE
{


bw-Preference-r14



BW-Preference-r14




OPTIONAL,


sps-AssistanceInformation-r14

SEQUENCE {


trafficPatternInfoListSL-r14

TrafficPatternInfoList-r14

OPTIONAL,



trafficPatternInfoListUL-r14

TrafficPatternInfoList-r14

OPTIONAL

}



OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

BW-Preference-r14 ::= SEQUENCE {


dl-Preference-r14

ENUMERATED
{mhz1dot4, mhz5, mhz20, spare1}


OPTIONAL,


ul-Preference-r14

ENUMERATED
{mhz1dot4, mhz5, spare2, spare1}

OPTIONAL

}





TrafficPatternInfoList-r14 ::= SEQUENCE (SIZE (1..maxTrafficPattern-r14)) OF TrafficPatternInfo-r14

TrafficPatternInfo-r14 ::=
SEQUENCE {

trafficPeriodicity-r14



ENUMERATED {












sf20, sf50, sf100, sf200, sf300, sf400, sf500,












sf600, sf700, sf800, sf900, sf1000











},


timingOffset-r14




INTEGER (0..10239),


priorityInfoSL-r14




SL-Priority-r13






OPTIONAL,

logicalChannelIdentityUL-r14

INTEGER (3..10)





OPTIONAL,

messageSize-r14





BIT STRING (SIZE (6))
}
-- ASN1STOP

	UEAssistanceInformation field descriptions

	dl-Preference

Indicates UE’s preference on configuration of maximum PDSCH bandwidth. The value mhz1dot4 corresponds to CE mode usage in 1.4MHz bandwidth, mhz5 corresponds to CE mode usage in 5MHz bandwidth, and mhz20 corresponds to CE mode usage in 20MHz bandwidth or normal coverage.

	logicalChannelIdentityUL
Indicates the logical channel identity associated with the reported traffic pattern in the uplink logical channel.

	messageSize
Indicates the maximum TB size based on the observed traffic pattern. The value refers to the index of TS 36.321 [6, table 6.1.3.1-1].

	powerPrefIndication

Value lowPowerConsumption indicates the UE prefers a configuration that is primarily optimised for power saving. Otherwise the value is set to normal.

	priorityInfoSL
Indicates the traffic priority (i.e., PPPP) associated with the reported traffic pattern for V2X sidelink communication.

	sps-AssistanceInformation
Indicates the UE assistance information to assist E-UTRAN to configure SPS.

	timingOffset

This field indicates the estimated timing for a packet arrival in a SL/UL logical channel. Specifically, the value indicates the timing offset with respect to subframe#0 of SFN#0 in milliseconds.

	


	trafficPatternInfoListSL

This field provides the traffic characteristics of sidelink logical channel(s) that are setup for V2X sidelink communication.

	trafficPatternInfoListUL 

This field provides the traffic characteristics of uplink logical channel(s).

	trafficPeriodicity

This field indicates the estimated data arrival periodicity in a SL/UL logical channel. Value sf20 corresponds to 20 ms, sf50 corresponds to 50 ms and so on.

	ul-Preference

Indicates UE’s preference on configuration of maximum PUSCH bandwidth. The value mhz1dot4 corresponds to CE mode usage in 1.4MHz bandwidth, and mhz5 corresponds to CE mode usage in 5MHz bandwidth.


	Start of next changes


–
SystemInformationBlockType13

The IE SystemInformationBlockType13 contains the information required to acquire the MBMS control information associated with one or more MBSFN areas.

SystemInformationBlockType13 information element
-- ASN1START

SystemInformationBlockType13-r9 ::=
SEQUENCE {


mbsfn-AreaInfoList-r9



MBSFN-AreaInfoList-r9,


notificationConfig-r9



MBMS-NotificationConfig-r9,


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


...,


[[


 notificationConfig-v14xy


MBMS-NotificationConfig-v14xy

OPTIONAL


]]

}

-- ASN1STOP

	SystemInformationBlockType13 field descriptions

	notificationConfig

Indicates the MBMS notification related configuration parameters. The UE shall ignore this field when dl-Bandwidth included in MasterInformationBlock is set to n6.


	Start of next changes


–
SystemInformationBlockType20
The IE SystemInformationBlockType20 contains the information required to acquire the control information associated transmission of MBMS using SC-PTM.

SystemInformationBlockType20 information element
-- ASN1START

SystemInformationBlockType20-r13 ::=
SEQUENCE {


sc-mcch-RepetionPeriod-r13

ENUMERATED {rf2, rf4, rf8, rf16, rf32, rf64, rf128, rf256},


sc-mcch-Offset-r13



INTEGER (0..10),


sc-mcch-FirstSubframe-r13

INTEGER (0..9),

sc-mcch-duration-r13 


INTEGER (2..9)
OPTIONAL,

sc-mcch-ModificationPeriod-r13
ENUMERATED {rf2, rf4, rf8, rf16, rf32, rf64, rf128, rf256,











 rf512, rf1024, r2048, rf4096, rf8192, rf16384, rf32768, 











 rf65536},


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


...,


[[
sc-mcch-RepetitionPeriod-v14xy

ENUMERATED {rf1, spare1}

OPTIONAL,
-- Need OR



sc-mcch-ModificationPeriod-v14xy

ENUMERATED {rf1, spare1}

OPTIONAL,
-- Need OR



mpdcch-SC-MCCH-Config-r14

MPDCCH-SC-MCCH-Config-r14



OPTIONAL,



sc-mcch-CarrierFreq-r14


ARFCN-ValueEUTRA-r9,



sc-mcch-Offset-BR-r14


INTEGER (0..10),



sc-mcch-SchedulingInfo-r14

SC-MCCH-SchedulingInfo-r14



OPTIONAL,
-- Need OP



sc-mcch-RepetionPeriod-BR-r14

ENUMERATED {rf32, rf128, rf512, rf1024,













rf2048, rf4096, rf8192, rf16384}
OPTIONAL,



sc-mcch-ModificationPeriod-BR-r14
ENUMERATED { rf32, rf128, rf256, rf512, rf1024, 













rf2048, rf4096, rf8192, rf16384, rf32768, 













rf65536, rf131072, rf262144, rf524288, 













rf1048576, spare1}


OPTIONAL,



pdsch-maxNumRepetitionCEmodeA-SC-MTCH-r14
ENUMERATED { r16, r32 }

OPTIONAL,
-- Need OR



pdsch-maxNumRepetitionCEmodeB-SC-MTCH-r14
ENUMERATED {












r192, r256, r384, r512, r768, r1024, 












r1536, r2048}




OPTIONAL
-- Need OR


]]

}

MPDCCH-SC-MCCH-Config-r14 ::=
SEQUENCE {


mpdcch-Narrowband-SC-MCCH-r14



INTEGER (1.. maxAvailNarrowBands-r13)
OPTIONAL,


mpdcch-NumRepetition-SC-MCCH-r14


ENUMERATED {r1, r2, r4, r8, r16, 
















r32, r64, r128, r256}

OPTIONAL,


mpdcch-StartSF-SC-MCCH-r14

CHOICE {




fdd-r14







ENUMERATED {v1, v1dot5, v2, v2dot5, v4,

















v5, v8, v10},




tdd-r14







ENUMERATED {v1, v2, v4, v5, v8, v10,

















v20}


},


mpdcch-PDSCH-HoppingConfig-SC-MCCH-r14

ENUMERATED {off, ce-ModeA, ce-ModeB}

}

SC-MCCH-SchedulingInfo-r14::=
SEQUENCE
{


sc-mcch-onDurationTimerSCPTM-r14 

ENUMERATED {psf10, psf20, psf100, psf300, 













psf500, psf1000, psf1200, psf1600}

OPTIONAL,


sc-mcch-InactivityTimerSCPTM-r14

ENUMERATED {psf0, psf1, psf2, psf4, psf8, psf16, 













psf32, psf64, psf128, psf256, ps512, 













psf1024, psf2048, psf4096, psf8192, psf16384},


schedulingPeriodStartOffsetSCPTM-r14
CHOICE {



sf10








INTEGER(0..9),



sf20








INTEGER(0..19),



sf32








INTEGER(0..31),



sf40








INTEGER(0..39),



sf64








INTEGER(0..63),



sf80








INTEGER(0..79),



sf128








INTEGER(0..127),



sf160








INTEGER(0..159),



sf256








INTEGER(0..255),



sf320








INTEGER(0..319),



sf512








INTEGER(0..511),



sf640








INTEGER(0..639),



sf1024








INTEGER(0..1023),



sf2048








INTEGER(0..2047),



sf4096








INTEGER(0..4095),



sf8192








INTEGER(0..8191)


},


...

}

-- ASN1STOP

	SystemInformationBlockType20 field descriptions

	mpdcch-Narrowband-SC-MCCH

Narrowband for MPDCCH for SC-MCCH, see TS 36.213 [23].

	mpdcch-NumRepetitions-SC-MCCH

The maximum number of MPDCCH repetitions the UE needs to monitor for SC-MCCH, see TS 36.213 [23].

	mpdcch-StartSF-SC-MCCH

Starting subframes configuration of the MPDCCH search space for SC-MCCH, see TS 36.213 [23].

	mpdcch-PDSCH-HoppingConfig-SC-MCCH

Frequency hopping configuration for MPDCCH/PDSCH for SC-MCCH, see TS 36.213 [23].

	pdsch-maxNumRepetitionCEmodeA-SC-MTCH 

Maximum value to indicate the set of PDSCH repetition numbers for SC-MTCH CE mode A, see TS 36.213 [23].

	pdsch-maxNumRepetitionCEmodeB-SC-MTCH 

Maximum value to indicate the set of PDSCH repetition numbers for SC-MTCH CE mode B, see TS 36.213 [23].

	sc-mcch-CarrierFreq

Downlink carrier used for all multicast SC-MCCH transmissions.

	sc-mcch-InactivityTimerSCPTM
Timer for listening to SC-MCCH scheduling in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf0 corresponds to 0 PDCCH sub-frame, psf1 corresponds to 1 PDCCH sub-frames and so on.

	sc-mcch-ModificationPeriod

Defines periodically appearing boundaries, i.e. radio frames for which SFN mod sc-mcch-ModificationPeriod = 0. The contents of different transmissions of SC-MCCH information can only be different if there is at least one such boundary in-between them. Value rf2 corresponds to 2 radio frames, value rf4 corresponds to 4 radio frames and so on. In case sc-mcch-ModificationPeriod-v14x0 is configured, the UE shall ignore the configuration of sc-mcch-ModificationPeriod-r13.

	sc-mcch-ModificationPeriod-BR

Defines periodically appearing boundaries for BL UE or UE in CE, i.e. radio frames for which (H-SFN*1024 + SFN) mod sc-mcch-ModificationPeriod-BR = 0. The contents of different transmissions of SC-MCCH information can only be different if there is at least one such boundary in-between them. Value rf32 corresponds to 32 radio frames, value rf128 corresponds to 128 radio frames and so on.

	sc-mcch-duration
Indicates, starting from the subframe indicated by sc-mcch-FirstSubframe, the duration in subframes during which SC-MCCH may be scheduled in PDCCH sub-frames, see TS 36.321 [6]. Absence of this IE means that SC-MCCH is only scheduled in the subframe indicated by sc-mcch-FirstSubframe.

	sc-mcch-onDurationTimerSCPTM

Indicates the duration in subframes during which SC-MCCH may be scheduled in MPDCCH sub-frames, see TS 36.321 [6].

	schedulingPeriodStartOffsetSCPTM
SC-MCCH-SchedulingCycle and SC-MCCH-SchedulingOffset in TS 36.321 [6]. The value of SC-MCCH-SchedulingCycle is in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. The value of SC-MCCH-SchedulingOffset is in number of sub-frames.

	sc-mcch-Offset

Indicates, together with the sc-mcch-RepetitionPeriod, the radio frames in which SC-MCCH is scheduled i.e. SC-MCCH is scheduled in radio frames for which: SFN mod sc-mcch-RepetitionPeriod = sc-mcch-Offset.

	sc-mcch-Offset-BR

Indicates, together with the sc-mcch-RepetitionPeriod-BR, the boundary of the repetition period for BL UE or UE in CE: (H-SFN*1024 + SFN) mod sc-mcch-RepetitionPeriod-BR = sc-mcch-Offset-BR.

	sc-mcch-FirstSubframe

Indicates the first subframe in which SC-MCCH is scheduled

	sc-mcch-RepetitionPeriod

Defines the interval between transmissions of SC-MCCH information, in radio frames. Value rf2 corresponds to 2 radio frames, rf4 corresponds to 4 radio frames and so on. In case sc-mcch-RepetitionPeriod-v14x0 is configured, the UE shall ignore the configuration of sc-mcch-RepetitionPeriod-r13.

	sc-mcch-RepetitionPeriod-BR

Defines the interval between transmissions of SC-MCCH information for BL UE or UE in CE, in radio frames. Value rf32 corresponds to 32 radio frames, rf128 corresponds to 128 radio frames and so on.


–
SystemInformationBlockType21

The IE SystemInformationBlockType21 contains V2X sidelink communication configuration.
SystemInformationBlockType21 information element
-- ASN1START

SystemInformationBlockType21-r14 ::= SEQUENCE {


sl-V2X-ConfigCommon-r14


SL-V2X-ConfigCommon-r14


OPTIONAL,
-- Need OR

lateNonCriticalExtension

OCTET STRING




OPTIONAL,

...

}

SL-V2X-ConfigCommon-r14 ::=

SEQUENCE {

v2x-CommRxPool-r14




SL-CommRxPoolListV2X-r14


OPTIONAL,
-- Need OR


v2x-CommTxPoolNormalCommon-r14

SL-CommTxPoolListV2X-r14


OPTIONAL,
-- Need OR


p2x-CommTxPoolNormalCommon-r14

SL-CommTxPoolListV2X-r14


OPTIONAL,
-- Need OR


v2x-CommTxPoolExceptional-r14

SL-CommResourcePoolV2X-r14

OPTIONAL,
-- Need OR


v2x-SyncConfig-r14




SL-SyncConfigListV2X-r14


OPTIONAL,
-- Need OR


v2x-InterFreqInfoList-r14


SL-InterFreqInfoListV2X-r14

OPTIONAL,
-- Need OR

v2x-ResourceSelectionConfig-r14

SL-CommTxPoolSensingConfig-r14
OPTIONAL,
-- Need OR


zoneConfig-r14





SL-ZoneConfig-r14



OPTIONAL,
-- Need OR


typeTxSync-r14





SL-TypeTxSync-r14,


OPTIONAL,   -- Need OR

thresSL-TxPrioritization-r14


SL-Priority-r13




OPTIONAL,
-- Need OR

anchorCarrierFreqList-r14


SL-V2X-AnchorCarrierFreqList-r14

OPTIONAL,    --Need OR

offsetDFN-r14





INTEGER (0..1000)



OPTIONAL

-- Need OR
}

-- ASN1STOP

	SystemInformationBlockType21 field descriptions

	anchorCarrierFreqList

Indicates carrier frequencies which may include inter-carrier resource configuration for V2X sidelink communication.

	offsetDFN

Indicates the timing offset for the UE to determine DFN timing if gnss is configured in typeTxSync for the PCell. Value 0 corresponds to 0 milliseconds, value 1 corresponds to 0.001 milliseconds, value 2 corresponds to 0.002 milliseconds, and so on.

	p2x-CommTxPoolNormalCommon
Indicates the resources by which the UE is allowed to transmit P2X related V2X sidelink communication. zoneID is not configured in the pools in this field.

	thresSL-TxPrioritization
Indicates the threshold used to determine whether SL V2X transmission is prioritized over uplink transmission if they overlap in time (see TS 36.321 [6]). This value shall overwrite thresSL-TxPrioritization configured in SL-V2X-Preconfiguration if any.

	typeTxSync
Indicates the prioritized synchronization type (i.e. eNB or GNSS) for performing V2X sidelink communication on the carrier frequency on which this field is broadcast.

	v2x-CommRxPool 

Indicates the resources by which the UE is allowed to receive V2X sidelink communication while in RRC_IDLE and in RRC_CONNECTED.

	v2x-CommTxPoolExceptional

Indicates the resources by which the UE is allowed to transmit V2X sidelink communication in exceptional conditions, as specified in 5.10.13.

	v2x-CommTxPoolNormalCommon

Indicates the resources by which the UE is allowed to transmit V2X sidelink communication when in RRC_IDLE or when in RRC_CONNECTED while transmitting V2X sidelink communication via a frequency other than the primary. E-UTRAN configures one resource pool per zone.

	v2x-InterFreqInfoList

Indicates synchronization and resource allocation configurations of neighboring frequencies for V2X sidelink communication.

	v2x-ResourceSelectionConfig
Indicates V2X sidelink communication configurations used for UE autonomous resource selection.

	v2x-SyncConfig
Indicates the configuration by which the UE is allowed to receive and transmit synchronisation information for V2X sidelink communication. E-UTRAN configures v2x-SyncConfig including txParameters when configuring UEs to transmit synchronisation information.

	zoneConfig

Indicates zone configurations used for V2X sidelink communication in 5.10.13.2.


	Start of next changes


–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.

RadioResourceConfigDedicated information element

-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModList




SRB-ToAddModList


OPTIONAL, 

-- Cond HO-Conn


drb-ToAddModList




DRB-ToAddModList


OPTIONAL, 

-- Cond HO-toEUTRA


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- Need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfig,




defaultValue




NULL


}

OPTIONAL,















-- Cond HO-toEUTRA2


sps-Config






SPS-Config 




OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Need ON


...,


[[
rlf-TimersAndConstants-r9

RLF-TimersAndConstants-r9


OPTIONAL
-- Need ON


]],


[[
measSubframePatternPCell-r10
MeasSubframePatternPCell-r10

OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-Info-r11


NeighCellsCRS-Info-r11



OPTIONAL
-- Need ON


]],


[[
naics-Info-r12



NAICS-AssistanceInfo-r12


OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-Info-r13


NeighCellsCRS-Info-r13



OPTIONAL,
-- Cond CRSIM



rlf-TimersAndConstants-r13

RLF-TimersAndConstants-r13


OPTIONAL
-- Need ON


]],


[[
sps-Config-v14xy



SPS-Config-v14xy




OPTIONAL
-- Cond SPS

]]
}

RadioResourceConfigDedicatedPSCell-r12 ::=

SEQUENCE {


-- UE specific configuration extensions applicable for an PSCell


physicalConfigDedicatedPSCell-r12

PhysicalConfigDedicated

OPTIONAL,
-- Need ON


sps-Config-r12






SPS-Config




OPTIONAL,
-- Need ON


naics-Info-r12






NAICS-AssistanceInfo-r12
OPTIONAL,
-- Need ON

...,


[[
neighCellsCRS-InfoPSCell-r13

NeighCellsCRS-Info-r13

OPTIONAL
-- Need ON


]],


[[
sps-Config-v14xy



SPS-Config-v14xy



OPTIONAL
-- Cond SPS2

]]

}

RadioResourceConfigDedicatedSCG-r12 ::=

SEQUENCE {


drb-ToAddModListSCG-r12



DRB-ToAddModListSCG-r12


OPTIONAL, 
-- Need ON


mac-MainConfigSCG-r12



MAC-MainConfig




OPTIONAL,
-- Need ON


rlf-TimersAndConstantsSCG-r12

RLF-TimersAndConstantsSCG-r12
OPTIONAL,
-- Need ON


...

}

RadioResourceConfigDedicatedSCell-r10 ::=
SEQUENCE {


-- UE specific configuration extensions applicable for an SCell


physicalConfigDedicatedSCell-r10

PhysicalConfigDedicatedSCell-r10
OPTIONAL,
-- Need ON


...,


[[
mac-MainConfigSCell-r11


MAC-MainConfigSCell-r11


OPTIONAL
-- Cond SCellAdd


]],


[[
naics-Info-r12



NAICS-AssistanceInfo-r12

OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-InfoSCell-r13


NeighCellsCRS-Info-r13

OPTIONAL
-- Need ON


]]

}

SRB-ToAddModList ::=



SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddMod ::=
SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Config






CHOICE {



explicitValue





RLC-Config,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


logicalChannelConfig



CHOICE {



explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


...

}

DRB-ToAddModList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddModListSCG-r12 ::=

SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddModSCG-r12

DRB-ToAddMod ::=
SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





DRB-Identity,


pdcp-Config






PDCP-Config



OPTIONAL,

-- Cond PDCP


rlc-Config






RLC-Config



OPTIONAL,

-- Cond SetupM


logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-SetupM


logicalChannelConfig



LogicalChannelConfig
OPTIONAL,

-- Cond SetupM


...,


[[
drb-TypeChange-r12




ENUMERATED {toMCG}

OPTIONAL,

-- Need OP



rlc-Config-v1250




RLC-Config-v1250

OPTIONAL

-- Need ON


]],


[[
rlc-Config-v1310




RLC-Config-v1310

OPTIONAL,

-- Need ON



drb-TypeLWA-r13





BOOLEAN




OPTIONAL,

-- Need ON



drb-TypeLWIP-r13




ENUMERATED {lwip, lwip-DL-only,












 lwip-UL-only, eutran}

OPTIONAL

-- Need ON


]],


[[
rlc-Config-v14xy




RLC-Config-v14xy

OPTIONAL,

-- Need ON



lwip-UL-Aggregation-r14



BOOLEAN




OPTIONAL,

-- Cond LWIP



lwip-DL-Aggregation-r14



BOOLEAN




OPTIONAL,

-- Cond LWIP



lwa-WLAN-AC-r14


ENUMERATED {ac-bk, ac-be, ac-vi, ac-vo}
OPTIONAL
-- Need OP


]]

}

DRB-ToAddModSCG-r12 ::=
SEQUENCE {


drb-Identity-r12




DRB-Identity,


drb-Type-r12





CHOICE {



split-r12






NULL,



scg-r12







SEQUENCE {




eps-BearerIdentity-r12



INTEGER (0..15)
OPTIONAL,
-- Cond DRB-Setup




pdcp-Config-r12





PDCP-Config

OPTIONAL
-- Cond PDCP-S



}


}














OPTIONAL,
-- Cond SetupS2


rlc-ConfigSCG-r12




RLC-Config



OPTIONAL,
-- Cond SetupS


rlc-Config-v1250





RLC-Config-v1250


OPTIONAL,
-- Need ON


logicalChannelIdentitySCG-r12

INTEGER (3..10)


OPTIONAL,
-- Cond DRB-SetupS


logicalChannelConfigSCG-r12


LogicalChannelConfig
OPTIONAL,
-- Cond SetupS


...,


[[
rlc-Config-v14xy




RLC-Config-v14xy

OPTIONAL

-- Need ON


]]
}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity

MeasSubframePatternPCell-r10 ::=

CHOICE {


release







NULL,


setup






MeasSubframePattern-r10

}

NeighCellsCRS-Info-r11 ::=

CHOICE {


release






NULL,


setup






CRS-AssistanceInfoList-r11

}

CRS-AssistanceInfoList-r11 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r11

CRS-AssistanceInfo-r11 ::= SEQUENCE {


physCellId-r11





PhysCellId,


antennaPortsCount-r11



ENUMERATED {an1, an2, an4, spare1},


mbsfn-SubframeConfigList-r11

MBSFN-SubframeConfigList,


...

}

NeighCellsCRS-Info-r13 ::=

CHOICE {


release






NULL,


setup






CRS-AssistanceInfoList-r13

}

CRS-AssistanceInfoList-r13 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r13

CRS-AssistanceInfo-r13 ::= SEQUENCE {


physCellId-r13





PhysCellId,


antennaPortsCount-r13



ENUMERATED {an1, an2, an4, spare1},


mbsfn-SubframeConfigList-r13

MBSFN-SubframeConfigList
OPTIONAL,
-- Need ON


...

}

NAICS-AssistanceInfo-r12 ::=

CHOICE {


release






NULL,


setup






SEQUENCE {



neighCellsToReleaseList-r12

NeighCellsToReleaseList-r12


OPTIONAL
,
-- Need ON



neighCellsToAddModList-r12

NeighCellsToAddModList-r12


OPTIONAL,
-- Need ON



servCellp-a-r12




P-a
 






OPTIONAL
-- Need ON


}

}

NeighCellsToReleaseList-r12 ::=
SEQUENCE (SIZE (1..maxNeighCell-r12)) OF PhysCellId

NeighCellsToAddModList-r12 ::=
SEQUENCE (SIZE (1..maxNeighCell-r12)) OF NeighCellsInfo-r12

NeighCellsInfo-r12
::=

SEQUENCE {


physCellId-r12




PhysCellId,


p-b-r12





INTEGER (0..3),


crs-PortsCount-r12



ENUMERATED {n1, n2, n4, spare},


mbsfn-SubframeConfig-r12

MBSFN-SubframeConfigList



OPTIONAL,
-- Need ON

p-aList-r12




SEQUENCE (SIZE (1..maxP-a-PerNeighCell-r12)) OF P-a,


transmissionModeList-r12

BIT STRING (SIZE(8)),


resAllocGranularity-r12


INTEGER (1..4),


...
}
P-a ::= ENUMERATED {
dB-6, dB-4dot77, dB-3, dB-1dot77,










dB0, dB1, dB2, dB3}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	crs-PortsCount

Parameter represents the number of antenna ports for cell-specific reference signal used by the signaled neighboring cell where n1 corresponds to 1 antenna port, n2 to 2 antenna ports etc. see TS 36.211 [21, 6.10.1].

	drb-Identity

In case of DC, the DRB identity is unique within the scope of the UE i.e. an SCG DRB can not use the same value as used for an MCG or split DRB. For a split DRB the same identity is used for the MCG- and SCG parts of the configuration.

	drb-ToAddModListSCG

When an SCG is configured, E-UTRAN configures at least one SCG or split DRB.

	drb-Type

This field indicates whether the DRB is split or SCG DRB. E-UTRAN does not configure split and SCG DRBs simultaneously for the UE.

	drb-TypeChange

Indicates that a split/SCG DRB is reconfigured to an MCG DRB (i.e. E-UTRAN only signals the field in case the DRB type changes).

	drb-TypeLWA

Indicates whether a DRB is (re)configured as an LWA DRB or an LWA DRB is reconfigured not to use WLAN resources. NOTE 1

	drb-TypeLWIP

Indicates whether a DRB is (re)configured to use LWIP Tunnel in UL and DL (value lwip), DL only (value lwip-DL-only), UL only (value lwip-UL-only) or not to use LWIP Tunnel (value eutran).

	logicalChannelConfig

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1 or for SRB2 as specified in 9.2.1.2.

	logicalChannelIdentity

The logical channel identity for both UL and DL.

	lwa-WLAN-AC

For LWA bearers, indicates the corresponding WLAN access category for uplink. AC-BK (value ac-bk) corresponds to Background access category, AC-BE (value ac-be) corresponds to Best Effort access category,  AC-VI (value ac-vi) corresponds to Video access category and AC-VO (value ac-vo) corresponds to Voice access category as defined by IEEE 802.11-2012 [67]. This field is included only when ul-LWA-DRB-ViaWLAN is set to TRUE or ul-LWA-DataSplitThreshold is configured. If lwa-WLAN-AC is not configured, it is left up to UE to decide which IEEE 802.11 AC value to use when performing transmissions of packets for this DRB over WLAN in the uplink.

	lwip-DL-Aggregation, lwip-UL-Aggregation

Indicates whether LWIP is configured to utilize LWIP aggregation in DL or UL.

	mac-MainConfig

Although the ASN.1 includes a choice that is used to indicate whether the mac-MainConfig is signalled explicitly or set to the default MAC main configuration as specified in 9.2.2, EUTRAN does not apply "defaultValue".

	mbsfn-SubframeConfig

Defines the MBSFN subframe configuration used by the signaled neighboring cell. If absent, UE assumes no MBSFN configuration for the neighboring cell.

	measSubframePatternPCell
Time domain measurement resource restriction pattern for the PCell measurements (RSRP, RSRQ and the radio link monitoring).

	neighCellsCRS-Info, neighCellsCRS-InfoSCell, neighCellsCRS-InfoPSCell

This field contains assistance information used by the UE to mitigate interference from CRS while performing RRM/RLM/CSI measurement or data demodulation or DL control channel demodulation. When the received CRS assistance information is for a cell with CRS non-colliding with that of the CRS of the cell to measure, the UE may use the CRS assistance information to mitigate CRS interference. When the received CRS assistance information is for a cell with CRS colliding with that of the CRS of the cell to measure, the UE may use the CRS assistance information to mitigate CRS interference RRM/RLM (as specified in TS 36.133 [16]) and for CSI (as specified in TS 36.101 [42]) on the subframes indicated by measSubframePatternPCell, measSubframePatternConfigNeigh, csi-MeasSubframeSet1 if configured, and the CSI subframe set 1 if csi-MeasSubframeSets-r12 is configured. The UE may use CRS assistance information to mitigate CRS interference from the cells in the CRS-AssistanceInfoList for the demodulation purpose or DL control channel demodulation as specified in TS 36.101 [42]. EUTRAN does not configure neighCellsCRS-Info-r11 or neighCellsCRS-Info-r13 if eimta-MainConfigPCell-r12 is configured.

	neighCellsToAddModList

This field contains assistance information used by the UE to cancel and suppress interference of a neighbouring cell. If this field is present for a neighbouring cell, the UE assumes that the transmission parameters listed in the sub-fields are used by the neighbouring cell. If this field is present for a neighbouring cell, the UE assumes the neighbour cell is subframe and SFN synchronized to the serving cell, has the same system bandwidth, UL/DL and special subframe configuration, and cyclic prefix length as the serving cell.

	p-aList

Indicates the restricted subset of power offset for QPSK, 16QAM, and 64QAM PDSCH transmissions for the neighbouring cell by using the parameter
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, see TS 36.213 [23, 5.2]. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	p-b

Parameter: 
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, indicates the cell-specific ratio used by the signaled neighboring cell, see TS 36.213 [23, Table 5.2-1].

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	resAllocGranularity
Indicates the resource allocation and precoding granularity in PRB pair level of the signaled neighboring cell, see TS 36.213 [23, 7.1.6].

	rlc-Config

For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. RLC AM is the only applicable RLC mode for SRB1 and SRB2. E-UTRAN does not reconfigure the RLC mode of DRBs except when a full configuration option is used, and may reconfigure the RLC SN field size and the AM RLC LI field size only upon handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment or upon SCG Change for SCG and split DRBs.

	servCellp-a

Indicates the power offset for QPSK C-RNTI based PDSCH transmissions used by the serving cell, see TS 36.213 [23, 5.2]. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	sps-Config

The default SPS configuration is specified in 9.2.3. Except for handover or releasing SPS for MCG, E-UTRAN does not reconfigure sps-Config for MCG when there is a configured downlink assignment or a configured uplink grant for MCG (see TS 36.321 [6]). Except for SCG change or releasing SPS for SCG, E-UTRAN does not reconfigure sps-Config for SCG when there is a configured downlink assignment or a configured uplink grant for SCG (see TS 36.321 [6]).

	srb-Identity

Value 1 is applicable for SRB1 only.

Value 2 is applicable for SRB2 only.

	transmissionModeList

Indicates a subset of transmission mode 1, 2, 3, 4, 6, 8, 9, 10, for the signaled neighboring cell for which NeighCellsInfo applies. When TM10 is signaled, other signaled transmission parameters in NeighCellsInfo are not applicable to up to 8 layer transmission scheme of TM10. E-UTRAN may indicate TM9 when TM10 with QCL type A and DMRS scrambling with [image: image14.wmf]cell
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 in TS 36.211 [21, 6.10.3.1] is used in the signalled neighbour cell and TM9 or TM10 with QCL type A and DMRS scrambling with [image: image15.wmf]cell
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 in TS 36.211 [21, 6.10.3.1] is used in the serving cell. UE behaviour with NAICS when TM10 is used is only defined when QCL type A and DMRS scrambling with [image: image16.wmf]cell
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 in TS 36.211 [21, 6.10.3.1] is used for the serving cell and all signalled neighbour cells. The first/ leftmost bit is for transmission mode 1, the second bit is for transmission mode 2, and so on.


NOTE 1:
It is up to eNB to ensure that the field indicating LWA bearer type is set to FALSE when LWA bearer is no longer used (e.g. during handover or re-establishment where LWA configuration is released).

	Conditional presence
	Explanation

	CRSIM
	The field is optionally present, need ON, if neighCellsCRS-Info-r11 is not present; otherwise it is not present.

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up; otherwise it is not present.

	DRB-SetupM
	The field is mandatory present upon setup of MCG or split DRB; The field is optionally present, Need ON, upon change from SCG to MCG DRB; otherwise it is not present.

	DRB-SetupS
	The field is mandatory present upon setup of SCG or split DRB, or upon change from MCG to split DRB; The field is optionally present, Need ON, upon change from MCG to SCG DRB; otherwise it is not present.

	HO-Conn
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message or in case of RRC connection establishment (excluding RRConnectionResume); otherwise the field is optionally present, need ON. Upon connection establishment/ re-establishment only SRB1 is applicable (excluding RRConnectionResume).

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; In case of RRC connection establishment (excluding RRConnectionResume); and RRC connection re-establishment the field is not present; otherwise the field is optionally present, need ON.

	HO-toEUTRA2
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; otherwise the field is optionally present, need ON.

	LWIP
	The field is optionally present, Need ON, if drbTypeLWIP-r13 is not set to eutran; otherwise it is not present and the UE shall delete any existing value for this field.

	PDCP
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon reconfiguration of the corresponding split DRB or LWA DRB, upon the corresponding DRB type change from split to MCG bearer, upon the corresponding DRB type change from MCG to split bearer or LWA bearer, upon the corresponding DRB type change from LWA to LTE only bearer, upon handover within E-UTRA and upon the first reconfiguration after re-establishment but in all these cases only when fullConfig is not included in the RRCConnectionReconfiguration message; otherwise it is not present.

	PDCP-S
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon SCG change; otherwise it is not present.

	RLC-Setup
	This field is optionally present if the corresponding DRB is being setup, need ON; otherwise it is not present.

	SCellAdd
	The field is optionally present, need ON, upon SCell addition; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.

	SetupM
	The field is mandatory present upon setup of an MCG or split DRB; otherwise the field is optionally present, need ON.

	SetupS
	The field is mandatory present upon setup of an SCG or split DRB, as well as upon change from MCG to split DRB; otherwise the field is optionally present, need ON.

	SetupS2
	The field is mandatory present upon setup of an SCG or split DRB, as well as upon change from MCG to split or SCG DRB. For an SCG DRB the field is optionally present, need ON. Otherwise the field is not present.

	SPS
	The field is optionally present, need ON, if sps-Config (without suffix) is not configured; otherwise it is not present.

	SPS2
	The field is optionally present, need ON, if sps-Config-r12 is not configured; otherwise it is not present.


	Start of next changes


–
SPS-Config
The IE SPS-Config is used to specify the semi-persistent scheduling configuration.

SPS-Config information element

-- ASN1START

SPS-Config ::=
SEQUENCE {


semiPersistSchedC-RNTI


C-RNTI




OPTIONAL,


-- Need OR


sps-ConfigDL




SPS-ConfigDL


OPTIONAL,


-- Need ON


sps-ConfigUL




SPS-ConfigUL


OPTIONAL


-- Need ON

}

SPS-Config-v14xy ::=
SEQUENCE {


ul-SPS-V-RNTI-r14




C-RNTI




OPTIONAL,


-- Need OR


sl-SPS-V-RNTI-r14




C-RNTI




OPTIONAL,


-- Need OR


sps-ConfigUL-ToAddModList-r14

SPS-ConfigUL-ToAddModList-r14
OPTIONAL, 
-- Need ON


sps-ConfigUL-ToReleaseList-r14

SPS-ConfigUL-ToReleaseList-r14
OPTIONAL, 
-- Need ON


sps-ConfigSL-ToAddModList-r14

SPS-ConfigSL-ToAddModList-r14
OPTIONAL, 
-- Need ON


sps-ConfigSL-ToReleaseList-r14

SPS-ConfigSL-ToReleaseList-r14
OPTIONAL 
-- Need ON
}

SPS-ConfigUL-ToAddModList-r14 ::= SEQUENCE (SIZE (1..maxConfigSPS-r14)) OF SPS-ConfigUL

SPS-ConfigUL-ToReleaseList-r14 ::= SEQUENCE (SIZE (1..maxConfigSPS-r14)) OF SPS-ConfigIndex-r14

SPS-ConfigSL-ToAddModList-r14 ::= SEQUENCE (SIZE (1..maxConfigSPS-r14)) OF SPS-ConfigSL-r14

SPS-ConfigSL-ToReleaseList-r14 ::= SEQUENCE (SIZE (1..maxConfigSPS-r14)) OF SPS-ConfigIndex-r14

SPS-ConfigDL ::=
CHOICE{


release






NULL,


setup






SEQUENCE {



semiPersistSchedIntervalDL


ENUMERATED {













sf10, sf20, sf32, sf40, sf64, sf80,













sf128, sf160, sf320, sf640, spare6,













spare5, spare4, spare3, spare2,













spare1},



numberOfConfSPS-Processes


INTEGER (1..8),



n1PUCCH-AN-PersistentList


N1PUCCH-AN-PersistentList,



...,



[[
twoAntennaPortActivated-r10

CHOICE {





release






NULL,





setup






SEQUENCE {






n1PUCCH-AN-PersistentListP1-r10
N1PUCCH-AN-PersistentList





}




}















OPTIONAL
-- Need ON



]]


}

}

SPS-ConfigUL ::=
CHOICE {


release






NULL,


setup






SEQUENCE {



semiPersistSchedIntervalUL


ENUMERATED {













sf10, sf20, sf32, sf40, sf64, sf80,













sf128, sf160, sf320, sf640, sf1-v14xy,













sf2-v14xy, sf3-v14xy, sf4-v14xy, sf5-v14xy,













spare1},



implicitReleaseAfter



ENUMERATED {e2, e3, e4, e8},



p0-Persistent





SEQUENCE {




p0-NominalPUSCH-Persistent


INTEGER (-126..24),




p0-UE-PUSCH-Persistent



INTEGER (-8..7)



}

OPTIONAL,











-- Need OP



twoIntervalsConfig




ENUMERATED {true}


OPTIONAL,
-- Cond TDD



...,



[[
p0-PersistentSubframeSet2-r12

CHOICE {





release







NULL,





setup







SEQUENCE {






p0-NominalPUSCH-PersistentSubframeSet2-r12


INTEGER (-126..24),






p0-UE-PUSCH-PersistentSubframeSet2-r12



INTEGER (-8..7)





}




} 














OPTIONAL
-- Need ON



]],



[[
numberOfConfUlSPS-Processes-r13


INTEGER (1..8)

OPTIONAL
-- Need OR



]],


[[
fixedRV-NonAdaptive-r14




ENUMERATED {true}

OPTIONAL,
-- Need OR




sps-ConfigIndex-r14





SPS-ConfigIndex-r14

OPTIONAL,
-- Need OR




semiPersistSchedIntervalUL-v14xy

ENUMERATED {












sf50, sf100, sf200, sf300, sf400, sf500,












sf600, sf700, sf800, sf900, sf1000, spare5,












spare4, spare3, spare2, spare1}
OPTIONAL
-- Need OR


]]

}

}
SPS-ConfigSL-r14 ::=
SEQUENCE {


sps-ConfigIndex-r14



SPS-ConfigIndex-r14,


semiPersistSchedIntervalSL-r14
ENUMERATED {











sf20, sf50, sf100, sf200, sf300, sf400,










sf500, sf600, sf700, sf800, sf900, sf1000,











spare4, spare3, spare2, spare1}
}

SPS-ConfigIndex-r14 ::=


INTEGER (1..maxConfigSPS-r14)

N1PUCCH-AN-PersistentList ::=

SEQUENCE (SIZE (1..4)) OF INTEGER (0..2047)

-- ASN1STOP

	SPS-Config field descriptions

	fixedRV-NonAdaptive
If this field is present and skipUplinkTxSPS is configured, non-adaptive retransmissions on configured uplink grant uses redundancy version 0, otherwise the redundancy version for each retransmission is updated based on the sequence of redundancy versions as described in TS 36.321 [6].

	implicitReleaseAfter

Number of empty transmissions before implicit release, see TS 36.321 [6, 5.10.2]. Value e2 corresponds to 2 transmissions, e3 corresponds to 3 transmissions and so on. If skipUplinkTxSPS is configured, the UE shall ignore this field.

	n1PUCCH-AN-PersistentList, n1PUCCH-AN-PersistentListP1

List of parameter: 
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 for antenna port P0 and for antenna port P1 respectively, see TS 36.213 [23, 10.1]. Field n1-PUCCH-AN-PersistentListP1 is applicable only if the twoAntennaPortActivatedPUCCH-Format1a1b in PUCCH-ConfigDedicated-v1020 is set to true. Otherwise the field is not configured.

	numberOfConfSPS-Processes

The number of configured HARQ processes for downlink Semi-Persistent Scheduling, see TS 36.321 [6].

	numberOfConfUlSPS-Processes

The number of configured HARQ processes for uplink Semi-Persistent Scheduling, see TS 36.321 [6]. E-UTRAN always configures this field for asynchronous UL HARQ. Otherwise it does not configure this field.

	p0-NominalPUSCH-Persistent
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[image: image18.wmf])

0

(

 PUSCH

O_NOMINAL_

P

. See TS 36.213 [23, 5.1.1.1], unit dBm step 1. This field is applicable for persistent scheduling, only. If choice setup is used and p0-Persistent is absent, apply the value of p0-NominalPUSCH for p0-NominalPUSCH-Persistent. If uplink power control subframe sets are configured by tpc-SubframeSet, this field applies for uplink power control subframe set 1.

	p0-NominalPUSCH-PersistentSubframeSet2
Parameter: 
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. See TS 36.213 [23, 5.1.1.1], unit dBm step 1. This field is applicable for persistent scheduling, only. If p0-PersistentSubframeSet2-r12 is not configured, apply the value of p0-NominalPUSCH-SubframeSet2-r12 for p0-NominalPUSCH-PersistentSubframeSet2. E-UTRAN configures this field only if uplink power control subframe sets are configured by tpc-SubframeSet, in which case this field applies for uplink power control subframe set 2.

	p0-UE-PUSCH-Persistent

Parameter: 
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. See TS 36.213 [23, 5.1.1.1], unit dB. This field is applicable for persistent scheduling, only. If choice setup is used and p0-Persistent is absent, apply the value of p0-UE-PUSCH for p0-UE-PUSCH-Persistent. If uplink power control subframe sets are configured by tpc-SubframeSet, this field applies for uplink power control subframe set 1.

	p0-UE-PUSCH-PersistentSubframeSet2

Parameter: 
[image: image21.wmf])

0

(

O_UE_PUSCH

P

. See TS 36.213 [23, 5.1.1.1], unit dB. This field is applicable for persistent scheduling, only. If p0-PersistentSubframeSet2-r12 is not configured, apply the value of p0-UE-PUSCH-SubframeSet2 for p0-UE-PUSCH-PersistentSubframeSet2. E-UTRAN configures this field only if uplink power control subframe sets are configured by tpc-SubframeSet, in which case this field applies for uplink power control subframe set 2.

	semiPersistSchedC-RNTI

Semi-persistent Scheduling C-RNTI, see TS 36.321 [6].

	semiPersistSchedIntervalDL

Semi-persistent scheduling interval in downlink, see TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. For TDD, the UE shall round this parameter down to the nearest integer (of 10 sub-frames), e.g. sf10 corresponds to 10 sub-frames, sf32 corresponds to 30 sub-frames, sf128 corresponds to 120 sub-frames.

	semiPersistSchedIntervalSL

Semi-persistent scheduling interval in sidelink, see TS 36.321 [6]. Value in number of sub-frames. Value sf20 corresponds to 20 sub-frames, sf50 corresponds to 50 sub-frames and so on.

	semiPersistSchedIntervalUL

Semi-persistent scheduling interval in uplink, see TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. For TDD, when the configured Semi-persistent scheduling interval is greater than or equal to 10 sub-frames, the UE shall round this parameter down to the nearest integer (of 10 sub-frames), e.g. sf10 corresponds to 10 sub-frames, sf32 corresponds to 30 sub-frames, sf128 corresponds to 120 sub-frames.

	


	sl-SPS-V-RNTI

SL Semi-Persistent Scheduling V-RNTI for V2X sidelink communication, see TS 36.321 [6].

	sps-ConfigIndex

Indicates the index of one of multiple SL/UL SPS configurations.

	sps-ConfigSL-ToAddModList
Indicates the SL SPS configurations to be added or modified, identified by SPS-ConfigIndex.

	sps-ConfigSL-ToReleaseList
Indicates the SL SPS configurations to be released, identified by SPS-ConfigIndex.

	sps-ConfigUL-ToAddModList
Indicates the UL SPS configurations to be added or modified, identified by SPS-ConfigIndex.

	sps-ConfigUL-ToReleaseList
Indicates the UL SPS configurations to be released, identified by SPS-ConfigIndex.

	twoIntervalsConfig

Trigger of two-intervals-Semi-Persistent Scheduling in uplink. See TS 36.321 [6, 5.10]. If this field is present and the configured Semi-persistent scheduling interval greater than or equal to 10 sub-frames, two-intervals-SPS is enabled for uplink. Otherwise, two-intervals-SPS is disabled.

	ul-SPS-V-RNTI

UL Semi-Persistent Scheduling V-RNTI for UEs capable of multiple uplink SPS configurations and which support V2X communication, see TS 36.321 [6].

	



	Conditional presence
	Explanation

	TDD
	This field is optional present for TDD, need OR; it is not present for FDD and the UE shall delete any existing value for this field.


	Start of next changes


–
TDD-Config

The IE TDD-Config is used to specify the TDD specific physical channel configuration.
TDD-Config information element

-- ASN1START

TDD-Config ::=





SEQUENCE {


subframeAssignment




ENUMERATED {












sa0, sa1, sa2, sa3, sa4, sa5, sa6},


specialSubframePatterns



ENUMERATED {












ssp0, ssp1, ssp2, ssp3, ssp4,ssp5, ssp6, ssp7,












ssp8}

}

TDD-Config-v1130 ::=



SEQUENCE {

specialSubframePatterns-v1130

ENUMERATED {ssp7,ssp9}
}
TDD-Config-v14xy ::=



SEQUENCE {


specialSubframePatterns-v14xy

ENUMERATED {ssp10}

}
TDD-ConfigSL-r12 ::=

SEQUENCE {


subframeAssignmentSL-r12



ENUMERATED {












none, sa0, sa1, sa2, sa3, sa4, sa5, sa6}

}

-- ASN1STOP

	TDD-Config field descriptions

	specialSubframePatterns

Indicates Configuration as in TS 36.211 [21, table 4.2-1] where ssp0 points to Configuration 0, ssp1 to Configuration 1 etc. Value ssp7 points to Configuration 7 for extended cyclic prefix, value ssp9 points to Configuration 9 for normal cyclic prefix and value ssp10 points to Configration 10 for normal cyclic prefix. E-UTRAN signals ssp7 only when setting specialSubframePatterns (without suffix i.e. the version defined in REL-8) to ssp4. E-UTRAN signals value ssp9 only when setting specialSubframePatterns (without suffix) to ssp5. E-UTRAN signals value ssp10 only when setting specialSubframePatterns (without suffix) to ssp0 or ssp5. If specialSubframePatterns-v1130 or specialSubframePatterns-v14xy is present, the UE shall ignore specialSubframePatterns (without suffix). If both specialSubframePatterns-v1130 and specialSubframePatterns-v14xy are present, the UE shall ignore specialSubframePatterns-v1130.

	subframeAssignment

Indicates DL/UL subframe configuration where sa0 points to Configuration 0, sa1 to Configuration 1 etc. as specified in TS 36.211 [21, table 4.2-2]. E-UTRAN configures the same value for serving cells residing on same frequency band.

	subframeAssignmentSL

Indicates UL/ DL subframe configuration where sa0 points to Configuration 0, sa1 to Configuration 1 etc. as specified in TS 36.211 [21, table 4.2-2]. The value none means that no TDD specific physical channel configuration is applicable (i.e. the carrier on which MasterInformationBlock-SL is transmitted is an FDD UL carrier or the carrier on which MasterInformationBlock-SL-V2X is transmitted is a carrier for V2X sidelink communication).


	Start of next changes


–
MobilityControlInfo
The IE MobilityControlInfo includes parameters relevant for network controlled mobility to/within E‑UTRA.

MobilityControlInfo information element

-- ASN1START

MobilityControlInfo ::=

SEQUENCE {


targetPhysCellId




PhysCellId,


carrierFreq






CarrierFreqEUTRA




OPTIONAL,
-- Cond HO-toEUTRA2


carrierBandwidth




CarrierBandwidthEUTRA



OPTIONAL,
-- Cond HO-toEUTRA


additionalSpectrumEmission


AdditionalSpectrumEmission


OPTIONAL,
-- Cond HO-toEUTRA


t304







ENUMERATED {












ms50, ms100, ms150, ms200, ms500, ms1000,












ms2000, ms10000-v1310},


newUE-Identity





C-RNTI,


radioResourceConfigCommon


RadioResourceConfigCommon,


rach-ConfigDedicated



RACH-ConfigDedicated



OPTIONAL,
-- Need OP


...,


[[
carrierFreq-v9e0



CarrierFreqEUTRA-v9e0



OPTIONAL
-- Need ON


]],


[[
drb-ContinueROHC-r11


ENUMERATED {true}




OPTIONAL
-- Cond HO


]],


[[
mobilityControlInfoV2X-r14
MobilityControlInfoV2X-r14



OPTIONAL,
-- Need ON


mobilityControlInfo-eLWA-r14
MobilityControlInfo-eLWA-r14

OPTIONAL,
-- Need ON



makeBeforeBreak-r14



ENUMERATED {true}




OPTIONAL,
-- Need OR



rach-Skip-r14




RACH-Skip-r14 





OPTIONAL
-- Need OR


]]

}

MobilityControlInfo-eLWA-r14 ::=

SEQUENCE {



handoverWithoutWT-Change-r14



BOOLEAN 



OPTIONAL,
-- Need ON



keep-LWA-Config-r14






BOOLEAN 



OPTIONAL,
-- Need ON



...

}

MobilityControlInfoSCG-r12 ::=

SEQUENCE {


t307-r12






ENUMERATED {












ms50, ms100, ms150, ms200, ms500, ms1000,












ms2000, spare1},


ue-IdentitySCG-r12




C-RNTI






OPTIONAL,
-- Cond SCGEst,


rach-ConfigDedicated-r12


RACH-ConfigDedicated


OPTIONAL,
-- Need OP


cipheringAlgorithmSCG-r12

CipheringAlgorithm-r12

OPTIONAL,
-- Need ON


...,


[[
makeBeforeBreakSCG-r14


ENUMERATED {true}



OPTIONAL,
-- Need OR



rach-SkipSCG-r14



RACH-Skip-r14 




OPTIONAL
-- Need OR


]]

}

MobilityControlInfoV2X-r14 ::=
SEQUENCE {

v2x-CommTxPoolExceptional-r14

SL-CommResourcePoolV2X-r14

OPTIONAL,

-- Need OR


v2x-CommRxPool-r14




SL-CommRxPoolListV2X-r14

OPTIONAL,

-- Need OR

v2x-CommSyncConfig-r14



SL-SyncConfigListV2X-r14

OPTIONAL

-- Need OR
}
CarrierBandwidthEUTRA ::=


SEQUENCE {


dl-Bandwidth





ENUMERATED {













n6, n15, n25, n50, n75, n100, spare10,













spare9, spare8, spare7, spare6, spare5,













spare4, spare3, spare2, spare1},


ul-Bandwidth





ENUMERATED {













n6, n15, n25, n50, n75, n100, spare10,













spare9, spare8, spare7, spare6, spare5,













spare4, spare3, spare2, spare1}
OPTIONAL -- Need OP

}

CarrierFreqEUTRA ::=



SEQUENCE {


dl-CarrierFreq





ARFCN-ValueEUTRA,


ul-CarrierFreq





ARFCN-ValueEUTRA



OPTIONAL
-- Cond FDD

}

CarrierFreqEUTRA-v9e0 ::=


SEQUENCE {


dl-CarrierFreq-v9e0




ARFCN-ValueEUTRA-r9,


ul-CarrierFreq-v9e0




ARFCN-ValueEUTRA-r9


OPTIONAL
-- Cond FDD

}

RACH-Skip-r14 ::=




SEQUENCE {


targetTA-r14




CHOICE {



ta0-r14






NULL,



ptag-r14





NULL,



pstag-r14





NULL,



mcg-STAG-r14 




STAG-Id-r11,



scg-STAG-r14 




STAG-Id-r11


},


ul-ConfigInfo-r14



SEQUENCE {



numberOfConfUL-Processes-r14


INTEGER (1..8),



ul-SchedInterval-r14


ENUMERATED {sf2, sf5, sf10},



ul-StartSubframe-r14


INTEGER (0..9),



ul-Grant-r14




BIT STRING (SIZE (16))


}















OPTIONAL
-- Need OR

}

-- ASN1STOP

	MobilityControlInfo field descriptions

	additionalSpectrumEmission

For a UE with no SCells configured for UL in the same band as the PCell, the UE shall apply the value for the PCell instead of the corresponding value from SystemInformationBlockType2 or SystemInformationBlockType1. For a UE with SCell(s) configured for UL in the same band as the PCell, the UE shall, in case all SCells configured for UL in that band are released after handover completion, apply the value for the PCell instead of the corresponding value from SystemInformationBlockType2 or SystemInformationBlockType1. The UE requirements related to IE AdditionalSpectrumEmission are defined in TS 36.101 [42, table 6.2.4-1].

	carrierBandwidth

Provides the parameters Downlink bandwidth, and Uplink bandwidth, see TS 36.101 [42].

	carrierFreq

Provides the EARFCN to be used by the UE in the target cell.

	cipheringAlgorithmSCG

Indicates the ciphering algorithm to be used for SCG DRBs. E-UTRAN includes the field upon SCG change when one or more SCG DRBs are configured. Otherwise E-UTRAN does not include the field.

	dl-Bandwidth

Parameter: Downlink bandwidth, see TS 36.101 [42].

	drb-ContinueROHC

This field indicates whether to continue or reset, for this handover, the header compression protocol context for the RLC UM bearers configured with the header compression protocol. Presence of the field indicates that the header compression protocol context continues while absence indicates that the header compression protocol context is reset. E-UTRAN includes the field only in case of a handover within the same eNB.

	handoverWithoutWT-Change

Indicates whether UE performs handover where LWA configuration is retained with the same WT and uses LWA end-marker for PDCP key change indication as defined in [8].

	keep-LWA-Config

Indicates whether UE retains the LWA configuration during handover.

	makeBeforeBreak

Indicates whether the UE shall continue uplink transmission/ downlink reception with the source cell(s) before performing the first transmission through PRACH to the target PCell, or through PUSCH to the target PCell while rach-Skip is configured.

	makeBeforeBreakSCG

Indicates whether the UE shall continue uplink transmission/ downlink reception with the source cell(s) before performing the first transmission through PRACH to the target PSCell, or through PUSCH to the target PSCell while rach-SkipSCG is configured.

	mobilityControlInfoV2X

Indicates the sidelink configurations of the target cell for V2X sidelink communication during handover.

	numberOfConfUL-Processes

The number of configured HARQ processes for preallocated uplink grant, see TS 36.321 [6, 5.x].

	rach-ConfigDedicated

The dedicated random access parameters. If absent the UE applies contention based random access as specified in TS 36.321 [6].

	rach-Skip
This field indicates whether random access procedure for the target PCell is skipped.

	rach-SkipSCG

This field indicates whether random access procedure for the target PSCell is skipped.

	t304

Timer T304 as described in section 7.3. ms50 corresponds with 50 ms, ms100 corresponds with 100 ms and so on. EUTRAN includes extended value ms10000-v1310 only when UE supports CE.

	t307

Timer T307 as described in section 7.3. ms50 corresponds with 50 ms, ms100 corresponds with 100 ms and so on.

	targetTA

This field refers to the timing adjustment indication, see TS 36.213 [23], indicating the NTA value which the UE shall use for the target PTAG of handover or the target PSTAG of SCG change. ta0 corresponds to NTA=0. ptag correponds to the latest NTA value of the source PTAG. pstag correponds to the latest NTA value of the source PSTAG. mcg-STAG correponds to the latest NTA value of a MCG STAG indicated by the STAG-Id. scg-STAG correponds to the latest NTA value of a SCG STAG indicated by the STAG-Id.

	ul-Bandwidth

Parameter: Uplink bandwidth, see TS 36.101 [42, table 5.6-1]. For TDD, the parameter is absent and it is equal to downlink bandwidth. If absent for FDD, apply the same value as applies for the downlink bandwidth.

	ul-Grant
Indicates the resources of the target PCell/PSCell to be used for the uplink transmission of PUSCH [23, 8.8].

	ul-SchedInterval
Indicates the scheduling interval in uplink, see TS 36.321 [6, 5.x]. Value in number of sub-frames. Value sf2 corresponds to 2 sub-frames, sf5 corresponds to 5 sub-frames and so on.

	ul-SubframeStart
Indicates the subframe in which the UE may initiate the uplink transmission, see TS 36.321 [6, 5.x]. Value 0 corresponds to subframe number 0, 1 correponds to subframe number 1 and so on. The subframe indicating a valid uplink grant according to the calculation of UL grant configured by ul-SubframeStart and ul-SchedInterval, see TS 36.321 [6, 5.x], is the same across all radio frames.

	v2x-CommRxPool

Indicates reception pools for receiving V2X sidelink communication during handover. 

	v2x-CommSyncConfig
Indicates synchronization configurations for performing V2X sidelink communication during handover.

	v2x-CommTxPoolExceptional
Indicates the transmission resources by which the UE is allowed to transmit V2X sidelink communication during handover.


	Conditional presence
	Explanation

	FDD
	The field is mandatory with default value (the default duplex distance defined for the concerned band, as specified in TS 36.101 [42]) in case of “FDD”; otherwise the field is not present.

	HO
	This field is optionally present, need OP, in case of handover within E-UTRA when the fullConfig is not included; otherwise the field is not present.

	HO-toEUTRA
	The field is mandatory present in case of inter-RAT handover to E-UTRA; otherwise the field is optionally present, need ON.

	HO-toEUTRA2
	The field is absent if carrierFreq-v9e0 is present. Otherwise it is mandatory present in case of inter-RAT handover to E-UTRA and optionally present, need ON, in all other cases.

	SCGEst
	This field is mandatory present in case of SCG establishment; otherwise the field is optionally present, need ON.


	Start of next changes


–
MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA cells.

MeasObjectEUTRA information element

-- ASN1START

MeasObjectEUTRA ::=




SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


allowedMeasBandwidth



AllowedMeasBandwidth,


presenceAntennaPort1



PresenceAntennaPort1,


neighCellConfig





NeighCellConfig,


offsetFreq






Q-OffsetRange



DEFAULT dB0,


-- Cell list


cellsToRemoveList




CellIndexList



OPTIONAL,

-- Need ON


cellsToAddModList




CellsToAddModList


OPTIONAL,

-- Need ON


-- Black list


blackCellsToRemoveList



CellIndexList



OPTIONAL,

-- Need ON


blackCellsToAddModList



BlackCellsToAddModList

OPTIONAL,

-- Need ON


cellForWhichToReportCGI



PhysCellId




OPTIONAL,

-- Need ON


...,


[[measCycleSCell-r10



MeasCycleSCell-r10

OPTIONAL,

-- Need ON



measSubframePatternConfigNeigh-r10
MeasSubframePatternConfigNeigh-r10
OPTIONAL






-- Need ON


]],


[[widebandRSRQ-Meas-r11



BOOLEAN
OPTIONAL

-- Cond WB-RSRQ


]],


[[
altTTT-CellsToRemoveList-r12
CellIndexList



OPTIONAL,

-- Need ON



altTTT-CellsToAddModList-r12
AltTTT-CellsToAddModList-r12
OPTIONAL,

-- Need ON



t312-r12





CHOICE {




release






NULL,




setup






ENUMERATED {ms0, ms50, ms100, ms200,












 ms300, ms400, ms500, ms1000}



}













OPTIONAL,

-- Need ON


reducedMeasPerformance-r12

BOOLEAN 




OPTIONAL,
 
-- Need ON



measDS-Config-r12



MeasDS-Config-r12


OPTIONAL

-- Need ON


]],


[[




whiteCellsToRemoveList-r13

CellIndexList



OPTIONAL,

-- Need ON



whiteCellsToAddModList-r13

WhiteCellsToAddModList-r13
OPTIONAL,

-- Need ON



rmtc-Config-r13



RMTC-Config-r13


OPTIONAL,

-- Need ON



carrierFreq-r13




ARFCN-ValueEUTRA-v9e0

OPTIONAL


-- Need ON


]] ,

[[




tx-ResourcePoolToRemoveList-r14
Tx-ResourcePoolMeasList-r14

OPTIONAL,
-- Need ON



tx-ResourcePoolToAddList-r14

Tx-ResourcePoolMeasList-r14

OPTIONAL

-- Need ON


]]

}

MeasObjectEUTRA-v9e0 ::=


SEQUENCE {


carrierFreq-v9e0




ARFCN-ValueEUTRA-v9e0

}

CellsToAddModList ::=



SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddMod

CellsToAddMod ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellId






PhysCellId,


cellIndividualOffset



Q-OffsetRange

}

BlackCellsToAddModList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF BlackCellsToAddMod

BlackCellsToAddMod ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellIdRange





PhysCellIdRange

}

MeasCycleSCell-r10 ::=



ENUMERATED {sf160, sf256, sf320, sf512,














sf640, sf1024, sf1280, spare1}

MeasSubframePatternConfigNeigh-r10 ::=
CHOICE {


release








NULL,


setup








SEQUENCE {



measSubframePatternNeigh-r10


MeasSubframePattern-r10,



measSubframeCellList-r10



MeasSubframeCellList-r10
OPTIONAL
-- Cond always


}

}

MeasSubframeCellList-r10 ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF PhysCellIdRange

AltTTT-CellsToAddModList-r12 ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF AltTTT-CellsToAddMod-r12

AltTTT-CellsToAddMod-r12 ::=
SEQUENCE {


cellIndex-r12






INTEGER (1..maxCellMeas),


physCellIdRange-r12





PhysCellIdRange

}

WhiteCellsToAddModList-r13 ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF WhiteCellsToAddMod-r13

WhiteCellsToAddMod-r13 ::=
SEQUENCE {


cellIndex-r13






INTEGER (1..maxCellMeas),


physCellIdRange-r13





PhysCellIdRange

}

RMTC-Config-r13 ::=
CHOICE {


release







NULL,


setup







SEQUENCE {



rmtc-Period-r13




ENUMERATED {ms40, ms80, ms160, ms320, ms640},



rmtc-SubframeOffset-r13


INTEGER(0..639)




OPTIONAL, 

-- Need ON



measDuration-r13



ENUMERATED {sym1, sym14, sym28, sym42, sym70},



...


}

}

Tx-ResourcePoolMeasList-r14 ::=
SEQUENCE (SIZE (1..maxSL-PoolToMeasure-r14)) OF SL-V2X-TxPoolReportIdentity-r14
-- ASN1STOP

	MeasObjectEUTRA field descriptions

	altTTT-CellsToAddModList

List of cells to add/ modify in the cell list for which the alternative time to trigger specified by alternativeTimeToTrigger in reportConfigEUTRA, if configured, applies.

	altTTT-CellsToRemoveList

List of cells to remove from the list of cells for alternative time to trigger.

	blackCellsToAddModList

List of cells to add/ modify in the black list of cells.

	blackCellsToRemoveList

List of cells to remove from the black list of cells.

	carrierFreq

Identifies E‑UTRA carrier frequency for which this configuration is valid. E-UTRAN does not configure more than one measurement object for the same physical frequency regardless of the E-ARFCN used to indicate this. CarrierFreq-r13 is included only when the extension list measObjectToAddModListExt-r13 is used. If carrierFreq-r13 is present, carrierFreq (i.e., without suffix) shall be set to value maxEARFCN.

	cellIndex

Entry index in the cell list. An entry may concern a range of cells, in which case this value applies to the entire range.

	cellIndividualOffset

Cell individual offset applicable to a specific cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	cellsToAddModList

List of cells to add/ modify in the cell list.

	cellsToRemoveList

List of cells to remove from the cell list.

	measCycleSCell

The parameter is used only when an SCell is configured on the frequency indicated by the measObject and is in deactivated state, see TS 36.133 [16, 8.3.3]. E-UTRAN configures the parameter whenever an SCell is configured on the frequency indicated by the measObject, but the field may also be signalled when an SCell is not configured. Value sf160 corresponds to 160 sub-frames, sf256 corresponds to 256 sub-frames and so on.

	measDS-Config
Parameters applicable to discovery signals measurement on the carrier frequency indicated by carrierFreq.

	measDuration
Number of consecutive symbols for which the Physical Layer reports samples of RSSI, see TS 36.214 [48]. Value sym1 corresponds to one symbol, sym14 corresponds to 14 symbols, and so on.

	measSubframeCellList

List of cells for which measSubframePatternNeigh is applied.

	measSubframePatternNeigh
Time domain measurement resource restriction pattern applicable to neighbour cell RSRP and RSRQ measurements on the carrier frequency indicated by carrierFreq. For cells in measSubframeCellList the UE shall assume that the subframes indicated by measSubframePatternNeigh are non-MBSFN subframes, and have the same special subframe configuration as PCell.

	offsetFreq

Offset value applicable to the carrier frequency. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	physCellId

Physical cell identity of a cell in the cell list.

	physCellIdRange

Physical cell identity or a range of physical cell identities.

	reducedMeasPerformance

If set to TRUE, the EUTRA carrier frequency is configured for reduced measurement performance, otherwise it is configured for normal measurement performance, see TS 36.133 [16].

	rmtc-Config
Parameters applicable to RSSI and channel occupancy measurement on the carrier frequency indicated by carrierFreq.

	rmtc-Period

Indicates the RSSI measurement timing configuration (RMTC) periodicity for this frequency. Value ms40 corresponds to 40 ms periodicity, ms80 corresponds to 80 ms periodicity and so on, see TS 36.214 [48].

	rmtc-SubframeOffset

Indicates the RSSI measurement timing configuration (RMTC) subframe offset for this frequency. The value of rmtc-SubframeOffset should be smaller than the value of rmtc-Period, see TS 36.214 [48]. For inter-frequency measurements, this field is optional present and if it is not configured, the UE chooses a random value as rmtc-SubframeOffset for measDuration which shall be selected to be between 0 and the configured rmtc-Period with equal probability.

	t312

The value of timer T312. Value ms0 represents 0 ms, ms50 represents 50 ms and so on.

	tx-ResourcePoolToAddList

List of transmission pools identities to be added to the list of pools configured for CBR measurements and for which poolReportId is included in SL-V2X-ConfigDedicated or SystemInformationBlockType21.

	tx-ResourcePoolToRemoveList

List of transmission resource pools identities to be removed from the list of pools configured for CBR measurements and for which poolReportId is included in SL-V2X-ConfigDedicated or SystemInformationBlockType21.

	widebandRSRQ-Meas

If this field is set to TRUE, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16].

	whiteCellsToAddModList

List of cells to add/modify in the white list of cells.

	whiteCellsToRemoveList

List of cells to remove from the white list of cells.


	Conditional presence
	Explanation

	always
	The field is mandatory present.

	WB-RSRQ
	The field is optionally present, need ON, if the measurement bandwidth indicated by allowedMeasBandwidth is 50 resource blocks or larger; otherwise it is not present and the UE shall delete any existing value for this field, if configured.


	Start of next changes











	

	


	



–
MeasObjectToAddModList
The IE MeasObjectToAddModList concerns a list of measurement objects to add or modify

MeasObjectToAddModList information element

-- ASN1START

MeasObjectToAddModList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectToAddMod

MeasObjectToAddModListExt-r13 ::=
SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectToAddModExt-r13

MeasObjectToAddModList-v9e0 ::=

SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectToAddMod-v9e0

MeasObjectToAddMod ::=
SEQUENCE {


measObjectId





MeasObjectId,


measObject






CHOICE {



measObjectEUTRA





MeasObjectEUTRA,



measObjectUTRA





MeasObjectUTRA,



measObjectGERAN





MeasObjectGERAN,



measObjectCDMA2000




MeasObjectCDMA2000,



...,



measObjectWLAN-r13




MeasObjectWLAN-r13


}

}

MeasObjectToAddModExt-r13 ::=
SEQUENCE {


measObjectId-r13




MeasObjectId-v1310,


measObject-r13






CHOICE {



measObjectEUTRA-r13





MeasObjectEUTRA,



measObjectUTRA-r13





MeasObjectUTRA,



measObjectGERAN-r13





MeasObjectGERAN,



measObjectCDMA2000-r13




MeasObjectCDMA2000,



...,



measObjectWLAN-v1320




MeasObjectWLAN-r13


}

}

MeasObjectToAddMod-v9e0 ::=
SEQUENCE {


measObjectEUTRA-v9e0



MeasObjectEUTRA-v9e0

OPTIONAL
-- Cond eutra

}

-- ASN1STOP

	Conditional presence
	Explanation

	eutra
	The field is optional present, need OR, if for the corresponding entry in MeasObjectToAddModList or MeasObjectToAddModListExt-r13 field measObject is set to measObjectEUTRA and its sub-field carrierFreq is set to maxEARFCN. Otherwise the field is not present and the UE shall delete any existing value for this field.


	Start of next changes


–
MeasResults
The IE MeasResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.

MeasResults information element

-- ASN1START

MeasResults ::=





SEQUENCE {


measId







MeasId,


measResultPCell




SEQUENCE {



rsrpResult






RSRP-Range,



rsrqResult






RSRQ-Range


},


measResultNeighCells



CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


}

















OPTIONAL,


...,


[[
measResultForECID-r9



MeasResultForECID-r9


OPTIONAL


]],


[[
locationInfo-r10




LocationInfo-r10



OPTIONAL,



measResultServFreqList-r10


MeasResultServFreqList-r10

OPTIONAL


]],


[[
measId-v1250





MeasId-v1250




OPTIONAL,



measResultPCell-v1250



RSRQ-Range-v1250



OPTIONAL,



measResultCSI-RS-List-r12


MeasResultCSI-RS-List-r12

OPTIONAL


]],


[[
measResultForRSSI-r13



MeasResultForRSSI-r13


OPTIONAL,



measResultServFreqListExt-r13

MeasResultServFreqListExt-r13
OPTIONAL,



measResultSSTD-r13




MeasResultSSTD-r13



OPTIONAL,


measResultPCell-v1310



SEQUENCE {



rs-sinr-Result-r13




RS-SINR-Range-r13



}
















OPTIONAL,


ul-PDCP-DelayResultList-r13


UL-PDCP-DelayResultList-r13

OPTIONAL,



measResultListWLAN-r13



MeasResultListWLAN-r13


OPTIONAL


]],


[[ measResultListCBR-r14



MeasResultListCBR-r14


OPTIONAL,



measResultListWLAN-r14



MeasResultListWLAN-r14


OPTIONAL


]]
}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA 

MeasResultEUTRA ::=
SEQUENCE {


physCellId






PhysCellId,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdEUTRA,



trackingAreaCode




TrackingAreaCode,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rsrpResult






RSRP-Range





OPTIONAL,



rsrqResult






RSRQ-Range





OPTIONAL,



...,



[[
additionalSI-Info-r9



AdditionalSI-Info-r9

OPTIONAL



]],



[[
primaryPLMN-Suitable-r12


ENUMERATED {true}


OPTIONAL,




measResult-v1250




RSRQ-Range-v1250


OPTIONAL



]],



[[
rs-sinr-Result-r13




RS-SINR-Range-r13


OPTIONAL,




cgi-Info-v1310





SEQUENCE {









freqBandIndicator-r13



FreqBandIndicator-r11

OPTIONAL,




multiBandInfoList-r13



MultiBandInfoList-r11

OPTIONAL,





freqBandIndicatorPriority-r13

ENUMERATED {true}


OPTIONAL



}















OPTIONAL


]]

}

}

MeasResultServFreqList-r10 ::=
SEQUENCE (SIZE (1..maxServCell-r10)) OF MeasResultServFreq-r10
MeasResultServFreqListExt-r13 ::=
SEQUENCE (SIZE (1..maxServCell-r13)) OF MeasResultServFreq-r13

MeasResultServFreq-r10 ::=


SEQUENCE {


servFreqId-r10





ServCellIndex-r10,


measResultSCell-r10




SEQUENCE {



rsrpResultSCell-r10




RSRP-Range,



rsrqResultSCell-r10




RSRQ-Range


}














OPTIONAL,


measResultBestNeighCell-r10


SEQUENCE {



physCellId-r10





PhysCellId,



rsrpResultNCell-r10




RSRP-Range,



rsrqResultNCell-r10




RSRQ-Range


}














OPTIONAL,


...,


[[
measResultSCell-v1250



RSRQ-Range-v1250
OPTIONAL,



measResultBestNeighCell-v1250

RSRQ-Range-v1250
OPTIONAL


]],


[[
measResultSCell-v1310



SEQUENCE {



rs-sinr-Result-r13




RS-SINR-Range-r13



}

OPTIONAL,



measResultBestNeighCell-v1310

SEQUENCE {



rs-sinr-Result-r13




RS-SINR-Range-r13



}

OPTIONAL


]]
}

MeasResultServFreq-r13 ::=


SEQUENCE {


servFreqId-r13





ServCellIndex-r13,


measResultSCell-r13




SEQUENCE {



rsrpResultSCell-r13




RSRP-Range,



rsrqResultSCell-r13




RSRQ-Range-r13,



rs-sinr-Result-r13




RS-SINR-Range-r13
OPTIONAL

}














OPTIONAL,


measResultBestNeighCell-r13


SEQUENCE {



physCellId-r13





PhysCellId,



rsrpResultNCell-r13




RSRP-Range,



rsrqResultNCell-r13




RSRQ-Range-r13,



rs-sinr-Result-r13




RS-SINR-Range-r13
OPTIONAL

}














OPTIONAL,


...

}

MeasResultCSI-RS-List-r12 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCSI-RS-r12
MeasResultCSI-RS-r12 ::=

SEQUENCE {


measCSI-RS-Id-r12



MeasCSI-RS-Id-r12,

csi-RSRP-Result-r12



CSI-RSRP-Range-r12,


...
}
MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA 

MeasResultUTRA ::=
SEQUENCE {


physCellId






CHOICE {



fdd








PhysCellIdUTRA-FDD,



tdd








PhysCellIdUTRA-TDD


},


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdUTRA,



locationAreaCode




BIT STRING (SIZE (16))


OPTIONAL,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



utra-RSCP






INTEGER (-5..91)



OPTIONAL,



utra-EcN0






INTEGER (0..49)




OPTIONAL,



...,



[[
additionalSI-Info-r9



AdditionalSI-Info-r9



OPTIONAL



]],



[[
primaryPLMN-Suitable-r12


ENUMERATED {true}


OPTIONAL



]]


}

}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN 

MeasResultGERAN ::=
SEQUENCE {


carrierFreq






CarrierFreqGERAN,


physCellId






PhysCellIdGERAN,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdGERAN,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL


}


 














OPTIONAL,


measResult






SEQUENCE {



rssi







INTEGER (0..63),



...


}

}

MeasResultsCDMA2000 ::=



SEQUENCE {


preRegistrationStatusHRPD


BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000

}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCDMA2000

MeasResultCDMA2000 ::=
SEQUENCE {


physCellId






PhysCellIdCDMA2000,


cgi-Info






CellGlobalIdCDMA2000

 

OPTIONAL,


measResult






SEQUENCE {



pilotPnPhase





INTEGER
(0..32767)



OPTIONAL,



pilotStrength





INTEGER (0..63),



...


}

}

MeasResultListWLAN-r13 ::=

SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultWLAN-r13

MeasResultListWLAN-r14 ::=

SEQUENCE (SIZE (1..maxWLAN-Id-Report-r14)) OF MeasResultWLAN-r13

MeasResultWLAN-r13 ::=
SEQUENCE {


wlan-Identifiers-r13




WLAN-Identifiers-r12,


carrierInfoWLAN-r13





WLAN-CarrierInfo-r13
OPTIONAL,


bandWLAN-r13






WLAN-BandIndicator-r13
OPTIONAL,


rssiWLAN-r13






WLAN-RSSI-Range-r13,


availableAdmissionCapacityWLAN-r13

INTEGER (0..31250)

OPTIONAL,


backhaulDL-BandwidthWLAN-r13


WLAN-backhaulRate-r12
OPTIONAL,


backhaulUL-BandwidthWLAN-r13


WLAN-backhaulRate-r12
OPTIONAL,


channelUtilizationWLAN-r13



INTEGER (0..255)

OPTIONAL,


stationCountWLAN-r13




INTEGER (0..65535)

OPTIONAL,


connectedWLAN-r13





ENUMERATED {true}

OPTIONAL,


...

}

MeasResultListCBR-r14 ::=


SEQUENCE (SIZE (1..maxCBR-Report-r14)) OF MeasResultCBR-r14

MeasResultCBR-r14 ::=
SEQUENCE {

poolIdentity-r14

SL-V2X-TxPoolReportIdentity-r14,

cbr-PSSCH-r14


SL-CBR-r14,


cbr-PSCCH-r14


SL-CBR-r14



OPTIONAL

}

MeasResultForECID-r9 ::=

SEQUENCE {


ue-RxTxTimeDiffResult-r9



INTEGER (0..4095),


currentSFN-r9






BIT STRING (SIZE (10))

}

PLMN-IdentityList2 ::=



SEQUENCE (SIZE (1..5)) OF PLMN-Identity

AdditionalSI-Info-r9 ::=


SEQUENCE {


csg-MemberStatus-r9



ENUMERATED {member}



OPTIONAL,


csg-Identity-r9





CSG-Identity





OPTIONAL

}

MeasResultForRSSI-r13 ::=


SEQUENCE {


rssi-Result-r13






RSSI-Range-r13, 


channelOccupancy-r13




INTEGER (0..100),


...

}

UL-PDCP-DelayResultList-r13 ::=

SEQUENCE (SIZE (1..maxQCI-r13)) OF UL-PDCP-DelayResult-r13

UL-PDCP-DelayResult-r13 ::=


SEQUENCE {


qci-Id-r13






ENUMERATED {qci1, qci2, qci3, qci4, spare4, spare3, spare2, spare1},


excessDelay-r13





INTEGER (0..31),


...

}

-- ASN1STOP

	MeasResults field descriptions

	availableAdmissionCapacityWLAN

Indicates the available admission capacity of WLAN as defined in IEEE 802.11-2012 [67].

	backhaulDL-BandwidthWLAN

Indicates the backhaul available downlink bandwidth of WLAN, equal to Downlink Speed times Downlink Load defined in Wi-Fi Alliance Hotspot 2.0 [76].

	backhaulUL-BandwidthWLAN

Indicates the backhaul available uplink bandwidth of WLAN, equal to Uplink Speed times Uplink Load defined in Wi-Fi Alliance Hotspot 2.0 [76].

	bandWLAN

Indicates the WLAN band.

	carrierInfoWLAN

Indicates the WLAN channel information.

	cbr-PSSCH

Indicates the CBR measurement results on the PSSCH of the pool indicated by poolIdentity. If adjacencyPSCCH-PSSCH is set to TRUE for the pool indicated by pooIIdentity, this field indicates the CBR measurement of both the PSSCH and PSCCH resources which are measured together.

	cbr-PSCCH

Indicates the CBR measurement results on the PSCCH of the pool indicated by poolIdentity.  This field is only included if adjacencyPSCCH-PSSCH is set to FALSE for the pool indicated by pooIIdentity.

	channelOccupancy

Indicates the percentage of samples when the RSSI was above the configured channelOccupancyThreshold for the associated reportConfig.

	channelUtilizationWLAN

Indicates WLAN channel utilization as defined in IEEE 802.11-2012 [67].

	connectedWLAN

Indicates whether the UE is connected to the WLAN for which the measurement results are applicable.

	csg-MemberStatus

Indicates whether or not the UE is a member of the CSG of the neighbour cell.

	currentSFN

Indicates the current system frame number when receiving the UE Rx-Tx time difference measurement results from lower layer.

	excessDelay

Indicates excess queueing delay ratio in UL, according to excess delay ratio measurement report mapping table, as defined in TS 36.314 [71, Table 4.2.1.1.1-1]

	locationAreaCode

A fixed length code identifying the location area within a PLMN, as defined in TS 23.003 [27].

	measId

Identifies the measurement identity for which the reporting is being performed. If the measId-v1250 is included, the measId (i.e. without a suffix) is ignored by eNB.

	measResult

Measured result of an E‑UTRA cell;

Measured result of a UTRA cell;

Measured result of a GERAN cell or frequency;
Measured result of a CDMA2000 cell;
Measured result of a WLAN;

Measured result of UE Rx–Tx time difference; 

Measured result of UE SFN, radio frame and subframe timing difference; or

Measured result of RSSI and channel occupancy.

	measResultCSI-RS-List
Measured results of the CSI-RS resources in discovery signals measurement. 

	measResultListCDMA2000

List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	measResultListEUTRA

List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity.

	measResultListGERAN

List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultListUTRA

List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultListWLAN

List of measured results for the maximum number of reported best WLAN outside the WLAN mobility set and connected WLAN, if any, for a WLAN measurement identity.

	measResultPCell

Measured result of the PCell.

	measResultsCDMA2000

Contains the CDMA2000 HRPD pre-registration status and the list of CDMA2000 measurements.

	MeasResultServFreqList

Measured results of the serving frequencies: the measurement result of each SCell, if any, and of the best neighbouring cell on each serving frequency. 

	pilotPnPhase

Indicates the arrival time of a CDMA2000 pilot, measured relative to the UE’s time reference in units of PN chips, see C.S0005 [25]. This information is used in either SRVCC handover or enhanced 1xRTT CS fallback procedure to CDMA2000 1xRTT.

	pilotStrength

CDMA2000 Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA2000 Forward Channel. See C.S0005 [25] for CDMA2000 1xRTT and C.S0024 [26] for CDMA2000 HRPD.

	poolIdentity
The identity of the transmission resource pool which is corresponding to the poolReportId configured in a resource pool for V2X sidelink communication.

	plmn-IdentityList
The list of PLMN Identity read from broadcast information when the multiple PLMN Identities are broadcast.

	preRegistrationStatusHRPD

Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. Otherwise set to FALSE. This can be ignored by the eNB for CDMA2000 1xRTT.

	qci-Id

Indicates QCI value for which excessDelay is provided, according to TS 36.314 [71].

	routingAreaCode

The RAC identity read from broadcast information, as defined in TS 23.003 [27].

	rsrpResult

Measured RSRP result of an E‑UTRA cell.

The rsrpResult is only reported if configured by the eNB.

	rsrqResult

Measured RSRQ result of an E‑UTRA cell.

The rsrqResult is only reported if configured by the eNB.

	rssi

GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, TS 45.008 [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.

	rssi-Result

Measured RSSI result in dBm.

	rs-sinr-Result

Measured RS-SINR result of an E‑UTRA cell.

The rs-sinr-Result is only reported if configured by the eNB.

	rssiWLAN
Measured WLAN RSSI result in dBm.

	stationCountWLAN

Indicates the total number stations currently associated with this WLAN as defined in IEEE 802.11-2012 [67].

	ue-RxTxTimeDiffResult
UE Rx-Tx time difference measurement result of the PCell, provided by lower layers. If ue-RxTxTimeDiffPeriodicalTDD-r13 is set to TRUE, the measurement mapping is according to EUTRAN TDD UE Rx-Tx time difference report mapping in TS 36.133 [16] and measurement result includes NTAoffset, else the measurement mapping is according to EUTRAN FDD UE Rx-Tx time difference report mapping in TS 36.133 [16].

	utra-EcN0

According to CPICH_Ec/No in TS 25.133 [29] for FDD. Fourteen spare values. The field is not present for TDD.

	utra-RSCP

According to CPICH_RSCP in TS 25.133 [29] for FDD and P-CCPCH_RSCP in TS 25.123 [30] for TDD. Thirty-one spare values.

	wlan-Identifiers

Indicates the WLAN parameters used for identification of the WLAN for which the measurement results are applicable.


	Start of next changes


–
ReportConfigEUTRA
The IE ReportConfigEUTRA specifies criteria for triggering of an E‑UTRA measurement reporting event. The E‑UTRA measurement reporting events concerning CRS are labelled AN with N equal to 1, 2 and so on.

Event A1:
Serving becomes better than absolute threshold;

Event A2:
Serving becomes worse than absolute threshold;

Event A3:
Neighbour becomes amount of offset better than PCell/ PSCell;

Event A4:
Neighbour becomes better than absolute threshold;

Event A5:
PCell/ PSCell becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

Event A6:
Neighbour becomes amount of offset better than SCell.
The E‑UTRA measurement reporting events concerning CSI-RS are labelled CN with N equal to 1 and 2.

Event C1:
CSI-RS resource becomes better than absolute threshold;
Event C2:
CSI-RS resource becomes amount of offset better than reference CSI-RS resource;
The E-UTRA measurement reporting events concerning CBR are labelled VN with N equal to 1 and 2.
Event V1:
CBR becomes larger than absolute threshold;

Event V2:
CBR becomes smaller than absolute threshold. 
ReportConfigEUTRA information element

-- ASN1START

ReportConfigEUTRA ::=



SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventA1







SEQUENCE {






a1-Threshold





ThresholdEUTRA





},





eventA2







SEQUENCE {






a2-Threshold





ThresholdEUTRA





},





eventA3







SEQUENCE {






a3-Offset






INTEGER (-30..30),






reportOnLeave





BOOLEAN





},





eventA4







SEQUENCE {






a4-Threshold





ThresholdEUTRA





},





eventA5







SEQUENCE {






a5-Threshold1





ThresholdEUTRA,






a5-Threshold2





ThresholdEUTRA





},





...,





eventA6-r10






SEQUENCE {






a6-Offset-r10





INTEGER (-30..30),






a6-ReportOnLeave-r10



BOOLEAN





},





eventC1-r12






SEQUENCE {






c1-Threshold-r12




ThresholdEUTRA-v1250,






c1-ReportOnLeave-r12



BOOLEAN




},





eventC2-r12






SEQUENCE {





c2-RefCSI-RS-r12




MeasCSI-RS-Id-r12,






c2-Offset-r12





INTEGER (-30..30),






c2-ReportOnLeave-r12



BOOLEAN




},





eventV1-r14






SEQUENCE {






v1-Threshold-r14




SL-CBR-r14




},





eventV2-r14






SEQUENCE {






v2-Threshold-r14




SL-CBR-r14




}




},




hysteresis






Hysteresis,




timeToTrigger





TimeToTrigger



},



periodical







SEQUENCE {




purpose








ENUMERATED {















reportStrongestCells, reportCGI}



}


},


triggerQuantity





ENUMERATED {rsrp, rsrq},


reportQuantity





ENUMERATED {sameAsTriggerQuantity, both},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





ReportInterval,


reportAmount





ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},


...,


[[
si-RequestForHO-r9




ENUMERATED {setup}

OPTIONAL,
-- Cond reportCGI



ue-RxTxTimeDiffPeriodical-r9

ENUMERATED {setup}

OPTIONAL
-- Need OR

]],

[[
includeLocationInfo-r10

 

ENUMERATED {true}

OPTIONAL,
-- Need OR



reportAddNeighMeas-r10



ENUMERATED {setup}

OPTIONAL
-- Need OR

]],


[[
alternativeTimeToTrigger-r12

CHOICE {




release







NULL,




setup







TimeToTrigger



}












OPTIONAL,
-- Need ON



useT312-r12






BOOLEAN


OPTIONAL,
-- Need ON



usePSCell-r12





BOOLEAN


OPTIONAL, 
-- Need ON



aN-Threshold1-v1250




RSRQ-RangeConfig-r12

OPTIONAL, 
-- Need ON



a5-Threshold2-v1250




RSRQ-RangeConfig-r12

OPTIONAL, 
-- Need ON


reportStrongestCSI-RSs-r12


BOOLEAN


OPTIONAL,
-- Need ON


reportCRS-Meas-r12




BOOLEAN


OPTIONAL,
-- Need ON


triggerQuantityCSI-RS-r12


BOOLEAN


OPTIONAL

-- Need ON

]],


[[
reportSSTD-Meas-r13




BOOLEAN


OPTIONAL,

-- Need ON



rs-sinr-Config-r13




CHOICE {



release







NULL,



setup







SEQUENCE {





triggerQuantity-v1310



ENUMERATED {sinr}

OPTIONAL,
-- Need ON





aN-Threshold1-r13




RS-SINR-Range-r13

OPTIONAL, 
-- Need ON





a5-Threshold2-r13




RS-SINR-Range-r13

OPTIONAL, 
-- Need ON





reportQuantity-v1310



ENUMERATED {rsrpANDsinr, rsrqANDsinr, all}




}



}















OPTIONAL,
-- Need ON



useWhiteCellList-r13



BOOLEAN





OPTIONAL,
-- Need ON



measRSSI-ReportConfig-r13


MeasRSSI-ReportConfig-r13
OPTIONAL,
-- Need ON



includeMultiBandInfo-r13


ENUMERATED {true}


OPTIONAL,
-- Cond reportCGI



ul-DelayConfig-r13




UL-DelayConfig-r13


OPTIONAL
-- Need ON


]],


[[
ue-RxTxTimeDiffPeriodicalTDD-r13
BOOLEAN





OPTIONAL
-- Need ON


]],


[[




purpose-v14xy


ENUMERATED {reportLocation, sidelink, spare2, spare1}

















OPTIONAL
-- Need ON


]]
}

RSRQ-RangeConfig-r12 ::=


CHOICE {


release







NULL,


setup







RSRQ-Range-v1250

}

ThresholdEUTRA ::=




CHOICE{


threshold-RSRP





RSRP-Range,


threshold-RSRQ





RSRQ-Range

}
ThresholdEUTRA-v1250 ::=


CSI-RSRP-Range-r12
MeasRSSI-ReportConfig-r13 ::=
SEQUENCE {


channelOccupancyThreshold-r13


RSSI-Range-r13



OPTIONAL
-- Need OR

}

-- ASN1STOP

	ReportConfigEUTRA field descriptions

	a3-Offset/ a6-Offset/ c2-Offset

Offset value to be used in EUTRA measurement report triggering condition for event a3/ a6/ c2. The actual value is field value * 0.5 dB.

	alternativeTimeToTrigger

Indicates the time to trigger applicable for cells specified in altTTT-CellsToAddModList of the associated measurement object, if configured

	aN-ThresholdM/ cN-ThresholdM

Threshold to be used in EUTRA measurement report triggering condition for event number aN/ cN. If multiple thresholds are defined for event number aN/ cN, the thresholds are differentiated by M. E-UTRAN configures aN-Threshold1 only for events A1, A2, A4, A5 and a5-Threshold2 only for event A5.

	c1-ReportOnLeave/ c2-ReportOnLeave

Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met for a CSI-RS resource in csi-RS-TriggeredList, as specified in 5.5.4.1.

	c2-RefCSI-RS

Identity of the CSI-RS resource from the measCSI-RS-ToAddModList of the associated measObject, to be used as the reference CSI-RS resource in EUTRA measurement report triggering condition for event c2.

	channelOccupancyThreshold
RSSI threshold which is used for channel occupancy evaluation.

	eventId

Choice of E‑UTRA event triggered reporting criteria. EUTRAN may set this field to eventC1 or eventC2 only if measDS-Config is configured in the associated measObject with one or more CSI-RS resources. The eventC1 and eventC2 are not applicable for the eventId if RS-SINR is configured as triggerQuantity or reportQuantity.

	includeMultiBandInfo
If this field is present, the UE shall acquire and include multi band information in the measurement report.

	maxReportCells

Max number of cells, excluding the serving cell, to include in the measurement report concerning CRS, and max number of CSI-RS resources to include in the measurement report concerning CSI-RS.

	measRSSI-ReportConfig
If this field is present, the UE shall perform measurement reporting for RSSI and channel occupancy and ignore the triggerQuantity, reportQuantity and maxReportCells fields. E-UTRAN only sets this field to true when setting triggerType to periodical and purpose to reportStrongestCells.

	reportAmount

Number of measurement reports applicable for triggerType event as well as for triggerType periodical. In case purpose is set to reportCGI or reportSSTD-Meas is set to true, only value 1 applies.

	reportCRS-Meas
Inidicates that UE shall include rsrp, rsrq together with csi-rsrp in the measurement report, if possible.

	reportOnLeave/ a6-ReportOnLeave

Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met for a cell in cellsTriggeredList, as specified in 5.5.4.1.

	reportQuantity
The quantities to be included in the measurement report. The value both means that both the rsrp and rsrq quantities are to be included in the measurement report. The value rsrpANDsinr and rsrqANDsinr mean that both rsrp and rs-sinr quantities, and both rsrq and rs-sinr quantities are to be included respectively in the measurement report. The value all means that rsrp, rsrq and rs-sinr are to be included in the measurement report. In case triggerQuantityCSI-RS is included, only value sameAsTriggerQuantity applies. If reportQuantity-v1310 is configured, the UE only considers this extension (and ignores reportQuantity i.e. without suffix).

	reportSSTD-Meas
If this field is set to true, the UE shall measure SSTD between the PCell and the PSCell as specified in TS 36.214 [48] and ignore the triggerQuantity, reportQuantity and maxReportCells fields. E-UTRAN only sets this field to true when setting triggerType to periodical and purpose to reportStrongestCells.

	reportStrongestCSI-RSs
Indicates that periodical CSI-RS measurement report is performed. EUTRAN configures value TRUE only if measDS-Config is configured in the associated measObject with one or more CSI-RS resources.

	si-RequestForHO

The field applies to the reportCGI functionality, and when the field is included, the UE is allowed to use autonomous gaps in acquiring system information from the neighbour cell, applies a different value for T321, and includes different fields in the measurement report.

	ThresholdEUTRA

For RSRP: RSRP based threshold for event evaluation. The actual value is field value – 140 dBm.

For RSRQ: RSRQ based threshold for event evaluation. The actual value is (field value – 40)/2 dB. 

For RS-SINR: RS-SINR based threshold for event evaluation. The actual value is (field value -46)/2 dB.
For CSI-RSRP: CSI-RSRP based threshold for event evaluation. The actual value is field value – 140 dBm.

EUTRAN configures the same threshold quantity for all the thresholds of an event.

	timeToTrigger

Time during which specific criteria for the event needs to be met in order to trigger a measurement report.

	triggerQuantity

The quantity used to evaluate the triggering condition for the event concerning CRS. EUTRAN sets the value according to the quantity of the ThresholdEUTRA for this event. The values rsrp, rsrq and sinr correspond to Reference Signal Received Power (RSRP), Reference Signal Received Quality (RSRQ) and Reference Signal Signal to Noise and Interference Ratio (RS-SINR), see TS 36.214 [48]. If triggerQuantity-v1310 is configured, the UE only considers this extension (and ignores triggerQuantity i.e. without suffix).

	triggerQuantityCSI-RS
The quantity used to evaluate the triggering condition for the event concerning CSI-RS. The value TRUE corresponds to CSI Reference Signal Received Power (CSI-RSRP), see TS 36.214 [48]. E-UTRAN configures value TRUE if and only if the measurement reporting event concerns CSI-RS.

	ue-RxTxTimeDiffPeriodical
If this field is present, the UE shall perform UE Rx-Tx time difference measurement reporting and ignore the fields triggerQuantity, reportQuantity and maxReportCells. If the field is present, the only applicable values for the corresponding triggerType and purpose are periodical and reportStrongestCells respectively.

	ue-RxTxTimeDiffPeriodicalTDD
If this field is set to TRUE, the UE shall perform UE Rx-Tx time difference measurement reporting according to EUTRAN TDD UE Rx-Tx time difference report mapping in TS 36.133 [16]. If the field is configured, the ue-RxTxTimeDiffPeriodical shall be configured. The field is applicable for TDD only.

	usePSCell

If this field is set to TRUE the UE shall use the PSCell instead of the PCell. E-UTRAN configures value TRUE only for events A3 and A5, see 5.5.4.4 and 5.5.4.6.

	useT312
If value TRUE is configured, the UE shall use the timer T312 with the value t312 as specified in the corresponding measObject. If the corresponding measObject does not include the timer T312 then the timer T312 is considered as not configured. E-UTRAN configures value TRUE only if triggerType is set to event.

	useWhiteCellList
Indicates whether only the cells included in the white-list of the associated measObject are applicable as specified in 5.5.4.1. E-UTRAN does not configure the field for events A1, A2, C1 and C2.

	ul-DelayConfig

If the field is present, E-UTRAN configures UL PDCP Packet Delay per QCI measurement and the UE shall ignore the fields triggerQuantity and maxReportCells. The applicable values for the corresponding triggerType and reportInterval are periodical and (one of the) ms1024, ms2048, ms5120 or ms10240 respectively.The reportInterval indicates the periodicity for performing and reporting of UL PDCP Delay per QCI measurement as specified in TS 36.314 [71].


	Conditional presence
	Explanation

	reportCGI
	The field is optional, need OR, in case purpose is included and set to reportCGI; otherwise the field is not present and the UE shall delete any existing value for this field.


	Start of next changes


–
OtherConfig
The IE OtherConfig contains configuration related to other configuration

OtherConfig information element
-- ASN1START

OtherConfig-r9 ::= SEQUENCE
{


reportProximityConfig-r9


ReportProximityConfig-r9

OPTIONAL,
-- Need ON


...,


[[
idc-Config-r11




IDC-Config-r11




OPTIONAL,
-- Need ON


powerPrefIndicationConfig-r11
PowerPrefIndicationConfig-r11
OPTIONAL,
-- Need ON



obtainLocationConfig-r11

ObtainLocationConfig-r11

OPTIONAL
-- Need ON


]],


[[
bw-Config-r14




BW-Config-r14



OPTIONAL,
-- Need ON



sps-AssistanceInfoReport-r14

BOOLEAN


OPTIONAL, 
-- Need ON


delayBudgetReportingConfig-r14
DelayBudgetReportingConfig-r14
OPTIONAL
-- Need ON


]]

}

DelayBudgetReportingConfig-r14 ::= CHOICE{


release




NULL,


setup




SEQUENCE{




delayBudgetReportingProhibitTimer-r14
ENUMERATED {














s0, s0dot4, s0dot8, s1dot6, s3, s6, s12, s30}






}

}
IDC-Config-r11 ::= 



SEQUENCE {


idc-Indication-r11




ENUMERATED {setup}

OPTIONAL,

-- Need OR


autonomousDenialParameters-r11

SEQUENCE {




autonomousDenialSubframes-r11


ENUMERATED {n2, n5, n10, n15,















n20, n30, spare2, spare1},




autonomousDenialValidity-r11


ENUMERATED {















sf200, sf500, sf1000, sf2000, 















spare4, spare3, spare2, spare1}


}

OPTIONAL, 

-- Need OR


...,


[[
idc-Indication-UL-CA-r11

ENUMERATED {setup}

OPTIONAL

-- Cond idc-Ind


]]

}

ObtainLocationConfig-r11 ::= SEQUENCE {


obtainLocation-r11



ENUMERATED {setup}



OPTIONAL

-- Need OR

}

PowerPrefIndicationConfig-r11 ::= CHOICE{


release




NULL,


setup




SEQUENCE{



powerPrefIndicationTimer-r11

ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, 












s30, s60, s90, s120, s300, s600, spare3, 












spare2, spare1}


}

}

BW-Config-r14 ::= CHOICE {


release




NULL,


setup




SEQUENCE{



bw-PreferenceIndicationTimer-r14
ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, 












s30, s60, s90, s120, s300, s600, spare3, 












spare2, spare1}


}

}

ReportProximityConfig-r9 ::= SEQUENCE {


proximityIndicationEUTRA-r9

ENUMERATED {enabled}


OPTIONAL,

-- Need OR


proximityIndicationUTRA-r9

ENUMERATED {enabled}


OPTIONAL

-- Need OR

}

-- ASN1STOP

	OtherConfig field descriptions

	autonomousDenialSubframes

Indicates the maximum number of the UL subframes for which the UE is allowed to deny any UL transmission. Value n2 corresponds to 2 subframes, n5 to 5 subframes and so on. E-UTRAN does not configure autonomous denial for frequencies on which SCG cells are configured.

	autonomousDenialValidity

Indicates the validity period over which the UL autonomous denial subframes shall be counted. Value sf200 corresponds to 200 subframes, sf500 corresponds to 500 subframes and so on.

	bWPreferenceIndicationTimer

Prohibit timer for bandwidth preference indication reporting. Value in seconds. Value s0 means prohibit timer is set to 0 second, value s0dot5 means prohibit timer is set to 0.5 second, value s1 means prohibit timer is set to 1 second and so on.

	delayBudgetReportingProhibitTimer 

Prohibit timer for delay budget reporting. Value in seconds. Value s0 means prohibit timer is set to 0 second, value s0dot4 means prohibit timer is set to 0.4 second, and so on.

	idc-Indication
The field is used to indicate whether the UE is configured to initiate transmission of the InDeviceCoexIndication message to the network.

	idc-Indication-UL-CA

The field is used to indicate whether the UE is configured to provide IDC indications for UL CA using the InDeviceCoexIndication message.

	obtainLocation

Requests the UE to attempt to have detailed location information available using GNSS. E-UTRAN configures the field only if includeLocationInfo is configured for one or more measurements.

	powerPrefIndicationTimer

Prohibit timer for Power Preference Indication reporting. Value in seconds. Value s0 means prohibit timer is set to 0 second, value s0dot5 means prohibit timer is set to 0.5 second, value s1 means prohibit timer is set to 1 second and so on.

	reportProximityConfig

Indicates, for each of the applicable RATs (EUTRA, UTRA), whether or not proximity indication is enabled for CSG member cell(s) of the concerned RAT. Note.

	sps-AssistanceInfoReport

The field is used to indicate whether the UE is allowed to report SPS-AssistanceInformation.


NOTE:
Enabling/ disabling of proximity indication includes enabling/ disabling of the related functionality e.g. autonomous search in connected mode.

	Conditional presence
	Explanation

	idc-Ind
	The field is optionally present if idc-Indication is present, need OR. Otherwise the field is not present.


	Start of next changes












	

	


	


















	

	


	


	


	













	

	



	Start of next changes


–
SL-CommResourcePool
The IE SL-CommResourcePool and SL-CommResourcePoolV2X specifies the configuration information for an individual pool of resources for sidelink communication and V2X sidelink communication respectively. The IE covers the configuration of both the sidelink control information and the data.

SL-CommResourcePool information element

-- ASN1START

SL-CommTxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommResourcePool-r12

SL-CommTxPoolListExt-r13 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-v1310)) OF SL-CommResourcePool-r12

SL-CommTxPoolListV2X-r14 ::=

SEQUENCE (SIZE (1..maxSL-V2X-TxPool-r14)) OF SL-CommResourcePoolV2X-r14

SL-CommRxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-RxPool-r12)) OF SL-CommResourcePool-r12

SL-CommRxPoolListV2X-r14 ::=

SEQUENCE (SIZE (1..maxSL-V2X-RxPool-r14)) OF SL-CommResourcePoolV2X-r14

SL-CommResourcePool-r12 ::=

SEQUENCE {


sc-CP-Len-r12





SL-CP-Len-r12,


sc-Period-r12





SL-PeriodComm-r12,


sc-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


data-CP-Len-r12





SL-CP-Len-r12,


dataHoppingConfig-r12



SL-HoppingConfigComm-r12,


ue-SelectedResourceConfig-r12


SEQUENCE {



data-TF-ResourceConfig-r12



SL-TF-ResourceConfig-r12,



trpt-Subset-r12





SL-TRPT-Subset-r12 
OPTIONAL
-- Need OP


}















OPTIONAL, 
-- Need OR


rxParametersNCell-r12



SEQUENCE {



tdd-Config-r12




TDD-Config




OPTIONAL, 
-- Need OP



syncConfigIndex-r12


INTEGER (0..15)


} 















OPTIONAL, 
-- Need OR


txParameters-r12




SEQUENCE {



sc-TxParameters-r12



SL-TxParameters-r12,



dataTxParameters-r12


SL-TxParameters-r12


} 















OPTIONAL, 
-- Cond Tx


...,


[[
priorityList-r13



SL-PriorityList-r13


OPTIONAL 
-- Cond Tx


]]

}

SL-CommResourcePoolV2X-r14 ::=

SEQUENCE {


sl-OffsetIndicator-r14



SL-OffsetIndicator-r12

OPTIONAL, 
-- Need OR

sl-Subframe-r14





SubframeBitmapSL-r14,


adjacencyPSCCH-PSSCH-r14


BOOLEAN,

sizeSubchannel-r14




ENUMERATED {











n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n25, n30,










n48, n50, n72, n75, n96, n100, spare13, spare12, spare11,











spare10, spare9, spare8, spare7, spare6, spare5, spare4, 











spare3, spare2, spare1},

numSubchannel-r14




ENUMERATED {n1, n3, n5, n8, n10, n15, n20, spare1},


startRB-Subchannel-r14



INTEGER (0..99),

startRB-PSCCH-Pool-r14



INTEGER (0..99)



OPTIONAL, 
-- Need OR


rxParametersNCell-r14



SEQUENCE {



tdd-Config-r14




TDD-Config




OPTIONAL, 
-- Need OP



syncConfigIndex-r14



INTEGER (0..15)


} 















OPTIONAL, 
-- Need OR


dataTxParameters-r14



SL-TxParameters-r12


OPTIONAL, 
-- Cond Tx


zoneID-r14






INTEGER (0..7) 



OPTIONAL, 
-- Need OR


threshS-RSSI-CBR-r14




INTEGER (0..45)



OPTIONAL,
-- Need OR

poolReportId-r14




SL-V2X-TxPoolReportIdentity-r14

OPTIONAL,
-- Need OR

cbr-pssch-TxConfigList-r14


SL-CBR-PSSCH-TxConfigList-r14
OPTIONAL,
-- Need OR

resourceSelectionConfigP2X-r14

SL-P2X-ResourceSelectionConfig-r14
OPTIONAL,
-- Cond P2X


syncAllowed-r14





SL-SyncAllowed-r14



OPTIONAL,
-- Need OR


restrictResourceReservationPeriod-r14
SL-RestrictResourceReservationPeriodList-r14
OPTIONAL,
-- Need OR


...

}

SL-TRPT-Subset-r12 ::=


BIT STRING (SIZE (3..5))

SL-V2X-TxPoolReportIdentity-r14::=

INTEGER (1..maxSL-PoolToMeasure-r14)
-- ASN1STOP

	SL-CommResourcePool field descriptions

	adjacencyPSCCH-PSSCH
Indicates whether a UE shall always transmit PSCCH and PSSCH in adjacent RBs (indicated by TRUE) or in non-adjacent RBs (indicated by FALSE) (see TS 36.213 [23]). 

	


	cbr-pssch-TxConfigList
Indicates the mapping of CBR ranges, PPPPs, PSSCH transmission parameters and CR_limit.

	numSubchannel
indicates the number of subchannels in the corresponding resource pool (see TS 36.213 [23]).

	poolReportId 

The identity of the transmission resource pool used for CBR measurement reporting, which is corresponding to the poolIdentity reported in measResultListCBR. This field is only present in the transmission pools configured in RRCConnectionReconfiguration and v2x-CommTxPoolExceptional, p2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormal in SystemInformationBlockType21. Otherwise, the field is absent.

	resourceSelectionConfigP2X
Indicates the allowed resource selection mechanism(s), i.e. partial sensing and/or random selection, for P2X related V2X sidelink communication.

	restrictResourceReservationPeriod
If configured, the field restrictResourceReservationPeriod configured in v2x-ResourceSelectionConfig shall be ignored for transmission on this pool.

	sc-Period
Indicates the period over which resources are allocated in a cell for SC and over which scheduled and UE selected data transmissions occur, see PSCCH period in TS 36.213 [23]. Value in number of subframes. Value sf40 corresponds to 40 subframes, sf80 corresponds to 80 subframes and so on. E-UTRAN configures values sf40, sf80, sf160 and sf320 for FDD and for TDD config 1 to 5, values sf70, sf140 and sf280 for TDD config 0, and finally values sf60, sf120 and sf240 for TDD config 6.

	sizeSubchannel
Indicates the number of PRBs of each subchannel in the corresponding resource pool (see TS 36.213 [23]). The value n5 denotes 5 PRBs; n6 denotes 6 PRBs and so on. E-UTRAN configures values n5, n6, n10, n15, n20, n25, n50, n75 and n100 in the case of adjacencyPSCCH-PSSCH set to TRUE; otherwise,  E-UTRAN configures values n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n30, n48, n72 and n96 in the case of adjacencyPSCCH-PSSCH set to FALSE,

	sl-OffsetIndicator
Indicates the offset of the first subframe of a resource pool, i.e., the starting subframe of the repeating bitmap sl-Subframe, within a SFN cycle. If absent, the resource pool starts from first subframe of SFN=0.

	sl-Subframe
Indicates the bitmap of the resource pool, which is defined by repeating the bitmap within a SFN cycle (see TS 36.213 [23]).

	startRB-PSCCH-Pool
Indicates the lowest RB index of the PSCCH pool (see TS 36.213 [23]). This field is absent when a pool is (pre)configured such that a UE always transmits SC and data in adjacent RBs in the same subframe.

	startRB-Subchannel
Indicates the lowest RB index of the subchannel with the lowest index (see TS 36.213 [23]).

	syncAllowed

Indicates the allowed synchronization reference(s) which is (are) allowed to use the configured resource pool.

	syncConfigIndex
Indicates the synchronisation configuration that is associated with a reception pool, by means of an index to the corresponding entry of commSyncConfig in SystemInformationBlockType18 for sidelink communication, or by means of an index to the corresponding entry of v2x-SyncConfig in SystemInformationBlockType21 for V2X sidelink communication.

	tdd-Config

TDD configuration associated with the reception pool of the cell indicated by syncConfigIndex. Absence of the field indicates the same duplex mode as the cell providing this field and the same UL/DL configuration as indicated by subframeAssignment in SystemInformationBlockType1 in case of TDD. 

	threshS-RSSI-CBR

Indicates the S-RSSI threshold for determining the contribution of a sub-channel to the CBR measurement, as specified in TS 36.214 [48]. Value 0 corresponds to -112 dBm, value 1 to -110 dBm, value n to (-112 + n*2) dBm, and so on.

	trpt-Subset

Indicates the subset of T-RPT available (see TS 36.213 [23, 14.1.1.1.1]). Consists of a bitmap which is used to indicate the set of available ‘k’ values to be used for sidelink communication (see TS 36.213 [23, 14.1.1.3]). If T-RPT subset configuration is not signaled/ preconfigured then UE assumes the whole T-RPT set is available.

	zoneID

Indicates the zone ID for which the UE shall use this resource pool as described in 5.10.13.2. The field is absent in v2x-CommTxPoolExceptional, p2x-CommTxPoolNormalCommon and v2x-CommRxPool in SIB21 or in mobilityControlInfoV2X. 


	Conditional presence
	Explanation

	Tx
	The field is mandatory present when included in commTxPoolNormalDedicated, commTxPoolNormalDedicatedExt, commTxPoolNormalCommon, commTxPoolNormalCommonExt, commTxPoolExceptional, sc-CommTxConfig, v2x-CommTxPoolNormalCommon, v2x-CommTxPoolExceptional, v2x-CommTxPoolNormalDedicated, p2x-CommTxPoolNormalCommon or v2x-CommTxPoolNormal and p2x-CommTxPoolNormal in v2x-InterFreqInfoList. Otherwise the field is not present.

	P2X
	The field is mandatory present when included in p2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormalDedicated in sl-V2X-ConfigDedicated or p2x-CommTxPoolNormal in v2x-InterFreqInfoList. Otherwise the field is not present.


	Start of next changes


–
SL-CommTxPoolSensingConfig
The IE SL-CommTxPoolSensingConfig specifies V2X sidelink communication configurations used for UE autonomous resource selection. 

SL-CommTxPoolSensingConfig information element

-- ASN1START

SL-CommTxPoolSensingConfig-r14 ::=

SEQUENCE {

pssch-TxConfigList-r14




SL-PSSCH-TxConfigList-r14,

thresPSSCH-RSRP-List-r14



SL-ThresPSSCH-RSRP-List-r14,

restrictResourceReservationPeriod-r14
SL-RestrictResourceReservationPeriodList-r14
OPTIONAL,
-- Need OR


probResourceKeep-r14



ENUMERATED {v0, v0dot2, v0dot4, v0dot6, v0dot8,














spare3,spare2, spare1},


p2x-SensingConfig-r14




SEQUENCE {


minNumCandidateSF-r14



INTEGER (1..13),



gapCandidateSensing-r14



BIT STRING (SIZE (10))

}

OPTIONAL,
-- Need OR

sl-ReselectAfter-r14



ENUMERATED {n1, n2, n3, n4, n5, n6, n7, n8, n9,













spare7, spare6, spare5, spare4, spare3, spare2,













spare1}



OPTIONAL

-- Need OR
}

-- ASN1STOP

	SL-CommTxPoolSensingConfig field descriptions

	gapCandidateSensing
Indicates which subframe should be sensed when a certain subframe is considered as a candidate resource (see TS 36.213 [23]).

	minNumCandidateSF
Indicates the minimum number of subframes that are included in the possible candidate resources.

	p2x-SensingConfig

Indicates the sensing configuration for P2X related V2X sidelink communication transmission only. 

	probResourceKeep
Indicates the probability with which the UE keeps the current resource when the resource reselection counter reaches zero for sensing based UE autonomous resource selection (see TS 36.321 [6]). 

	pssch-TxConfigList
Indicates PSSCH TX parameters such as MCS, PRB number, retransmission number, associated to different UE absolute speeds and different synchronization reference types for UE autonomous resource selection (see TS 36.213 [23]).

	sl-ReselectAfter

Indicates the number of consecutive skipped transmissions before triggering resource reselection for V2X sidelink communication (see TS 36.321 [6]).

	restrictResourceReservationPeriod
Indicates which values are allowed for the signaling of the resource reservation period in PSCCH. 

	thresPSSCH-RSRP-List 
Indicates a list of 64 thresholds, and the threshold should be selected based on the priority in the decoded SCI and the priority in the SCI to be transmitted (see TS 36.213 [23]). A resource is excluded if it is indicated or reserved by a decoded SCI and PSSCH RSRP in the associated data resource is above a threshold. 


	Start of next changes


–
SL-InterFreqInfoListV2X
The IE SL-InterFreqInfoListV2X indicates synchronization and resource allocation configurations of the neighboring frequency for V2X sidelink communication.

SL-InterFreqInfoListV2X information element

-- ASN1START
SL-InterFreqInfoListV2X-r14 ::=
SEQUENCE (SIZE (0..maxFreqV2X-1-r14)) OF SL-InterFreqInfoV2X-r14

SL-InterFreqInfoV2X-r14 ::= 

SEQUENCE {


plmn-IdentityList-r14



PLMN-IdentityList


OPTIONAL,

-- Need OP

v2x-CommCarrierFreq-r14 


ARFCN-ValueEUTRA-r9,


sl-MaxTxPower-r14




P-Max



OPTIONAL,

-- Need OR

sl-Bandwidth-r14




ENUMERATED {n6, n15, n25, n50, n75, n100}
OPTIONAL,
-- Need OR

v2x-SchedulingPool-r14



SL-CommResourcePoolV2X-r14



OPTIONAL,
-- Need OR


v2x-UE-SelectionConfigList-r14

SL-V2X-UE-SelectionConfigList-r14
OPTIONAL,
-- Need OR

...
}

-- ASN1STOP

	SL-InterFreqInfoListV2X field descriptions

	plmn-IdentityList
Indicates PLMN identities of this frequency for reception of V2X sidelink communication. If this field is not present, the UE considers this frequency for reception of V2X sidelink communication concerns the first PLMN entry in the plmn-IdentityList in SystemInformationBlockType1.

	sl-MaxTxPower
Indicates the maximum transmission power for transmitting V2X sidelink communication on the corresponding frequency.

	v2x-SchedulingPool
Indicates the resource pool for inter-carrier scheduled resource allocation. This field is configured in RRC dedicated signalling only when scheduled is configured in IE SL-V2X-ConfigDedicated.

	v2x-UE-SelectionConfigList

Indicates the resource configuration for inter-carrier UE autonomous resource selection. If there is only one entry in the list without physCellId configured, the configuration is applied to the frequency identified by v2x-CommCarrierFreq (i.e. carrier specific configuration); if the entry of this field includes physCellIdList, the configuration is applied to the cell(s) identified by physCellIdList (i.e. cell specific configuration).


–
SL-V2X-UE-SelectionConfigList
The IE SL-V2X-UE-SelectionConfigList indicates inter-frequency resource configuration per-carrier or per-cell for UE autonomous resource selection. 

SL-V2X-UE-SelectionConfigList information element

-- ASN1START
SL-V2X-UE-SelectionConfigList-r14 ::= 
SEQUENCE (SIZE (1.. maxCellIntra)) OF SL-V2X-InterFreqUE-SelectionConfig-r14

SL-V2X-InterFreqUE-SelectionConfig-r14 ::=

SEQUENCE {


physCellIdList-r14




PhysCellIdList-r13




OPTIONAL,
-- Need OR


typeTxSync-r14





SL-TypeTxSync-r14




OPTIONAL,
-- Need OR

v2x-SyncConfig-r14




SL-SyncConfigListNFreqV2X-r14

OPTIONAL,
-- Need OR


v2x-CommRxPool-r14




SL-CommRxPoolListV2X-r14



OPTIONAL,
-- Need OR


v2x-CommTxPoolNormal-r14



SL-CommTxPoolListV2X-r14



OPTIONAL,
-- Need OR


p2x-CommTxPoolNormal-r14



SL-CommTxPoolListV2X-r14



OPTIONAL,
-- Need OR


v2x-CommTxPoolExceptional-r14

SL-CommResourcePoolV2X-r14


OPTIONAL,
-- Need OR


v2x-ResourceSelectionConfig-r14

SL-CommTxPoolSensingConfig-r14

OPTIONAL,
-- Need OR


zoneConfig-r14





SL-ZoneConfig-r14




OPTIONAL,
-- Need OR

offsetDFN-r14





INTEGER (0..1000) 




OPTIONAL,
-- Need OR

...

}

-- ASN1STOP

	SL-V2X-UE-SelectionConfigList field descriptions

	offsetDFN

Indicates the timing offset for the UE to determine DFN timing when GNSS is used for timing reference. Value 0 corresponds to 0 milliseconds, value 1 corresponds to 0.001 milliseconds, value 2 corresponds to 0.002 milliseconds, and so on.

	p2x-CommTxPoolNormal

Indicates the resources on a carrier frequency by which the UE may transmit P2X related V2X sidelink communication. 

	physCellIdList

If configured, the resource configuration is applicable for the cell(s) identified by this field. Otherwise, the resource configuration is for a given carrier frequency. 

	typeTxSync
Indicates synchronization type (i.e. eNB or GNSS) for performing V2X sidelink communication on a carrier frequency. 

	v2x-CommRxPool 

Indicates the resources on a carrier frequency by which the UE may receive V2X sidelink communication.

	v2x-CommTxPoolExceptional

Indicates the resources on a carrier frequency by which the UE may transmit V2X sidelink communication in exceptional conditions, as specified in 5.10.13.

	v2x-CommTxPoolNormal

Indicates the resources on a carrier frequency by which the UE may transmit V2X sidelink communication. 

	v2x-SyncConfig

Indicates the synchronization configuration used for transmission/reception of SLSS on the given frequency. 


	Start of next changes


–
SL-P2X-ResourceSelectionConfig
The IE SL-P2X-ResourceSelectionConfig includes the configuration of resource selection for P2X related V2X sidelink communication. E-UTRAN configures at least one resource selection mechanism.
SL-P2X-ResourceSelectionConfig information element

-- ASN1START

SL-P2X-ResourceSelectionConfig-r14 ::=


SEQUENCE {


partialSensing-r14



ENUMERATED {true}



OPTIONAL,
-- Need OR

randomSelection-r14



ENUMERATED {true}



OPTIONAL 
-- Need OR

}

-- ASN1STOP
	SL-P2X-ResourceSelectionConfig field descriptions

	partialSensing
Indicates that partial sensing is allowed for UE autonomous resource selection in a resource pool.

	randomSelection
Indicates that random selection is allowed for UE autonomous resource selection in a resource pool.


	Start of next changes











	

	


	



	Start of next changes


–
SL-PSSCH-TxConfigList
The IE SL-PSSCH-TxConfigList indicates PSSCH TX parameters. When lower layers select parameters from the range indicated in IE SL-PSSCH-TxConfigList, the UE considers both configurations in IE SL-PSSCH-TxConfigList and IE SL-CBR-PSSCH-TxConfigList. Only one IE SL-PSSCH-TxConfig is provided per typeTxSync.
SL-PSSCH-TxConfigList information element

-- ASN1START
SL-PSSCH-TxConfigList-r14 ::=
SEQUENCE (SIZE (1..maxPSSCH-TxConfig-r14)) OF SL-PSSCH-TxConfig-r14
SL-PSSCH-TxConfig-r14 ::=

SEQUENCE {


typeTxSync-r14



SL-TypeTxSync-r14

OPTIONAL,
-- Need OR


thresUE-Speed-r14


ENUMERATED {kmph60, kmph80, kmph100, kmph120, 









kmph140, kmph160, kmph180, kmph200},


parametersAboveThres-r14
SL-PSSCH-TxParameters-r14,

parametersBelowThres-r14
SL-PSSCH-TxParameters-r14,


...
}

SL-PSSCH-TxParameters-r14 ::=

SEQUENCE {


minMCS-PSSCH-r14


INTEGER (0..31),


maxMCS-PSSCH-r14


INTEGER (0..31),


minRB-NumberPSSCH-r14

INTEGER (1..100),


maxRB-NumberPSSCH-r14

INTEGER (1..100),


allowedRetxNumberPSSCH-r14
ENUMERATED {n0, n1, both, spare1},


maxTxPower-r14



SL-TxPower-r14



OPTIONAL


-- Cond CBR
}

-- ASN1STOP

	SL-PSSCH-TxConfigList field descriptions

	allowedRetxNumberPSSCH

Indicates the allowed retransmission number for transmissions on PSSCH (see TS 36.213 [23]). The value n0 indicates no retransmission for a transport block allowed; the value n1 indicates that the UE shall perform one retransmission for a transport block; and the value both indicates that the UE may autonomously select no retransmission or one retransmission for a transport block.

	maxTxPower
Indicates the maximum transmission power for transmission on PSSCH and PSCCH (see TS 36.213 [23]).

	minMCS-PSSCH, maxMCS-PSSCH
Indicates the minimum and maximum MCS values used for transmissions on PSSCH (see TS 36.213 [23]).

	minRB-NumberPSSCH, maxRB-NumberPSSCH

Indicates the minimum and maximum number of PRBs which can be used for transmissions on PSSCH (see TS 36.213 [23]).

	thresUE-Speed

Indicates a UE speed threshold. 

	typeTxSync

Indicates the synchronization reference type (see TS 36.213 [23]). For configurations by the eNB, only gnss and enb can be configured; and for pre-configuration, only gnss and ue can be configured. If the field is absent, the configuration is applicable for all synchronization reference types.

	parametersAboveThres

Indicates TX parameters for the UE speed above thresUE-Speed.

	parametersBelowThres

Indicates TX parameters for the UE speed below thresUE-Speed.


	Conditional presence
	Explanation

	CBR
	The field is present in IE SL-CBR-PSSCH-TxConfigList-r14. Otherwise the field is not present. Need OR.


–
SL-RestrictResourceReservationPeriodList
The IE SL-RestrictResourceReservationPeriodList indicates which values are allowed for the signaling of the resource reservation period in PSCCH for V2X sidelink communication, see TS 36.321 [6].

SL-RestrictResourceReservationPeriodList information element

-- ASN1START

SL-RestrictResourceReservationPeriodList-r14 ::=
SEQUENCE (SIZE (1..maxReservationPeriod-r14)) OF SL-RestrictResourceReservationPeriod-r14
SL-RestrictResourceReservationPeriod-r14 ::=

ENUMERATED {v0dot2, v0dot5, v1, v2, v3, v4, v5, v6, v7, v8, v9, v10, spare4,spare3, spare2, spare1}
-- ASN1STOP

	SL- RestrictResourceReservationPeriodList field descriptions

	SL-RestrictResourceReservationPeriod

Value v0dot2 means SL-RestrictResourceReservationPeriod is set to 0.2, value v0dot5 means SL-RestrictResourceReservationPeriod is set to 0.5, value v1 means SL-RestrictResourceReservationPeriod is set to 1, and so on. Value v0dot2 and value v0dot5 are configured in a pool-specific manner only. E-UTRAN should not set value v0dot2 and v0dot5 for transmission pool for P2X related V2X sidelink communication.


	Start of next changes


–
SL-SyncAllowed
The IE SL-SyncAllowed indicates the allowed the synchronization references for a transmission resource pool for V2X sidelink communication. 

SL-SyncAllowed information element

-- ASN1START

SL-SyncAllowed-r14 ::=

SEQUENCE {


gnss-Sync-r14





ENUMERATED {true}



OPTIONAL,
-- Need OR


enb-Sync-r14





ENUMERATED {true}



OPTIONAL,
-- Need OR


ue-Sync-r14






ENUMERATED {true}



OPTIONAL
-- Need OR

}

-- ASN1STOP

	SL-SyncAllowed field descriptions

	enb-Sync

If configured, the (pre-) configured resources can be used if the UE is directly or indirectly synchronized to eNB (i.e. synchronized to a reference UE which is directly synchronized to eNB). 

	gnss-Sync

If configured, the (pre-) configured resources can be used if the UE is directly or indirectly synchronized to GNSS (i.e. synchronized to a reference UE which is directly synchronized to GNSS). 

	ue-Sync

If configured, the (pre-) configured resources can be used if the UE is synchronized to a reference UE which is synchronized to neither GNSS nor eNB directly or indirectly. 


–
SL-SyncConfig
The IE SL-SyncConfig specifies the configuration information concerning reception of synchronisation signals from neighbouring cells as well as concerning the transmission of synchronisation signals for sidelink communication and sidelink discovery.

SL-SyncConfig information element

-- ASN1START

SL-SyncConfigList-r12 ::=

SEQUENCE (SIZE (1..maxSL-SyncConfig-r12)) OF SL-SyncConfig-r12

SL-SyncConfigListV2X-r14 ::=
SEQUENCE (SIZE (1.. maxSL-V2X-SyncConfig-r14)) OF SL-SyncConfig-r12
SL-SyncConfig-r12 ::=




SEQUENCE {


syncCP-Len-r12






SL-CP-Len-r12,


syncOffsetIndicator-r12



SL-OffsetIndicatorSync-r12,


slssid-r12







SLSSID-r12,


txParameters-r12






SEQUENCE {



syncTxParameters-r12




SL-TxParameters-r12,



syncTxThreshIC-r12





RSRP-RangeSL-r12,



syncInfoReserved-r12





BIT STRING (SIZE (19))
OPTIONAL 
-- Need OR


}
















OPTIONAL, 
-- Need OR


rxParamsNCell-r12





SEQUENCE {



physCellId-r12






PhysCellId,



discSyncWindow-r12



ENUMERATED {w1, w2}


}
















OPTIONAL, 
-- Need OR


...,


[[
syncTxPeriodic-r13




ENUMERATED {true}


OPTIONAL
-- Need OR


]],

[[
syncOffsetIndicator-v14xy

SL-OffsetIndicatorSync-v14xy
OPTIONAL,
-- Need OR



gnss-Sync-r14




ENUMERATED {true}



OPTIONAL
-- Need OR


]]
}

SL-SyncConfigListNFreq-r13 ::=

SEQUENCE (SIZE (1..maxSL-SyncConfig-r12)) OF SL-SyncConfigNFreq-r13

SL-SyncConfigListNFreqV2X-r14 ::=

SEQUENCE (SIZE (1..maxSL-V2X-SyncConfig-r14)) OF SL-SyncConfigNFreq-r13

SL-SyncConfigNFreq-r13 ::=


SEQUENCE {


asyncParameters-r13




SEQUENCE {



syncCP-Len-r13





SL-CP-Len-r12,



syncOffsetIndicator-r13



SL-OffsetIndicatorSync-r12,



slssid-r13






SLSSID-r12


}















OPTIONAL,
-- Need OR


txParameters-r13




SEQUENCE {



syncTxParameters-r13



SL-TxParameters-r12,



syncTxThreshIC-r13




RSRP-RangeSL-r12,



syncInfoReserved-r13




BIT STRING (SIZE (19))
OPTIONAL,
-- Need OR



syncTxPeriodic-r13




ENUMERATED {true}

OPTIONAL
-- Need OR


}















OPTIONAL,
-- Need OR


rxParameters-r13




SEQUENCE {



discSyncWindow-r13




ENUMERATED {w1, w2}


}
















OPTIONAL, 
-- Need OR


...,


[[
syncOffsetIndicator-v14xy

SL-OffsetIndicatorSync-v14xy
OPTIONAL,
-- Need OR


gnss-Sync-r14




ENUMERATED {true}



OPTIONAL
-- Need OR


]]
}
-- ASN1STOP

	SL-SyncConfig field descriptions

	discSyncWindow
Indicates the synchronization window over which the UE expects that SLSS or discovery resources indicated by the pool configuration (see TS 36.213 [23, 14.4]). The value w1 denotes 5 milliseconds. The value w2 denotes the length corresponding to normal cyclic prefix divided by 2.

	syncInfoReserved
Reserved for future use.

	syncOffsetIndicator
E-UTRAN should ensure syncOffsetIndicator is set to the same value as syncOffsetIndicator1 or syncOffsetIndicator2 in preconfigSync within SL-Preconfiguration, if configured. If syncOffsetIndicator-v14xy is configured, the UE shall ignore the field syncOffsetIndicator-r12. E-UTRAN should ensure syncOffsetIndicators is set to syncOffsetIndicator1 in v2x-CommPreconfigSync within SL-V2X-Preconfiguration, if syncOffsetIndicator3 is pre-configured in SL-V2X-Preconfiguration or if gnss-Sync is included in the corresponding entry and syncOffsetIndicator3 is not pre-configured in SL-V2X-Preconfiguration for a concerned frequency.

	syncTxPeriodic
Indicates whether in each discovery period in which UE transmits discovery, the UE transmits SLSS once or periodically (i.e. every 40ms). In the latter case (periodic) the UE also transmits the MasterInformationBlock-SL message alongside. E-UTRAN configures this field only for synchronisation configurations applicable for PS discovery.

	syncTxThreshIC
Indicates the threshold used while in coverage. In case the RSRP measurement of the cell chosen for transmission of sidelink communication/ discovery announcements, or of the cell used as reference for DL measurements and synchronization, is below the level indicated by this field, the UE may transmit SLSS (i.e. become synchronisation reference) when performing the corresponding sidelink transmission..

	txParameters
Includes parameters relevant only for transmission. E-UTRAN includes the field in one entry per list, as included in commSyncConfig or discSyncConfig.

	gnss-Sync

if configured, the synchronization configuration is used for SLSS transmission/reception when the UE is synchronized to GNSS, by using slssid=0 and ignoring slssid-r12 configured. If not configured, the synchronization configuration is used for SLSS transmission/reception when the UE is synchronized to eNB, by using the configured slssid-r12.


–
SL-TF-ResourceConfig
The IE SL-TF-ResourceConfig specifies a set of time/ frequency resources used for sidelink.

SL-TF-ResourceConfig information element

-- ASN1START

SL-TF-ResourceConfig-r12 ::=

SEQUENCE
{


prb-Num-r12






INTEGER (1..100),


prb-Start-r12 



 

INTEGER (0..99),


prb-End-r12



 


INTEGER (0..99),


offsetIndicator-r12




SL-OffsetIndicator-r12,


subframeBitmap-r12 




SubframeBitmapSL-r12

}

SubframeBitmapSL-r12 ::=

CHOICE {


bs4-r12








BIT STRING (SIZE (4)),


bs8-r12








BIT STRING (SIZE (8)),


bs12-r12







BIT STRING (SIZE (12)),


bs16-r12







BIT STRING (SIZE (16)),


bs30-r12







BIT STRING (SIZE (30)),


bs40-r12







BIT STRING (SIZE (40)),


bs42-r12







BIT STRING (SIZE (42))

}

SubframeBitmapSL-r14 ::=

CHOICE {


bs10-r14







BIT STRING (SIZE (10)),


bs16-r14







BIT STRING (SIZE (16)),


bs20-r14







BIT STRING (SIZE (20)),


bs30-r14







BIT STRING (SIZE (30)),


bs40-r14







BIT STRING (SIZE (40)),


bs50-r14







BIT STRING (SIZE (50)),


bs60-r14







BIT STRING (SIZE (60)),


bs100-r14







BIT STRING (SIZE (100))

}

-- ASN1STOP

	SL-TF-ResourceConfig field descriptions

	prb-Start, prb-End, prb-Num
Sidelink transmissions on a sub-frame can occur on PRB with index greater than or equal to prb-Start and less than prb-Start + prb-Num, and on PRB with index greater than prb-End - prb-Num and less than or equal to prb-End. Even for neighbouring cells, prb-Start and prb-End are relative to PRB #0 of the cell from which it was obtained. See TS 36.213 [23, 14.1.3, 14.2.3, 14.3.3].

	subframeBitmap

Indicates the subframe bitmap indicating resources used for sidelink. For sidelink communication, E-UTRAN configures value bs40 for FDD and the following values for TDD: value bs42 for configuration0, value bs16 for configuration1, value bs8 for configuration2, value bs12 for configuration3, value bs8 for configuration4, value bs4 for configuration5 and value bs30 for configuration6. For V2X sidelink communication, E-UTRAN configures value bs16, bs20 or bs100 for FDD and the following values for TDD: value bs60 for configuration0, value bs40 for configuration1, value bs20 for configuration2, value bs30 for configuration3, value bs20 for configuration4, value bs10 for configuration5 and value bs50 for configuration6.


–
SL-TxPower
The IE SL-TxPower is used to limit the UE's sidelink transmission power on a carrier frequency. The unit is dBm. Value minusinfinity corresponds to –infinity.
SL-TxPower information element

-- ASN1START

SL-TxPower-r14 ::=

CHOICE {


minusinfinity-r14



NULL,


txPower-r14





INTEGER (-126..31)

}

-- ASN1STOP

–
SL-TypeTxSync
The IE SL-TypeTxSync indicates the synchronization reference type. 

SL-TypeTxSync information element

-- ASN1START

SL-TypeTxSync-r14 ::=

ENUMERATED {gnss, enb, ue}
-- ASN1STOP

–
SL-ThresPSSCH-RSRP-List
IE SL-ThresPSSCH-RSRP-List indicates a threshold used for sensing based UE autonomous resource selection (see TS 36.213 [23]). A resource is excluded if it is indicated or reserved by a decoded SCI and PSSCH RSRP in the associated data resource is above the threshold defined by IE SL-ThresPSSCH-RSRP-List. 
SL-ThresPSSCH-RSRP-List information element

-- ASN1START
SL-ThresPSSCH-RSRP-List-r14 ::=
SEQUENCE (SIZE (64)) OF SL-ThresPSSCH-RSRP-r14

SL-ThresPSSCH-RSRP-r14 ::=

INTEGER (0..66)

-- ASN1STOP

	SL-ThresPSSCH-RSRP-List field descriptions

	SL-ThresPSSCH-RSRP
Value 0 corresponds to minus infinity dBm, value 1 corresponds to -128dBm, value 2 corresponds to -126dBm, value n corresponds to (-128 + (n-1)*2) dBm and so on, value 66 corresponds to infinity dBm.


	Start of next changes


–
SL-V2X-ConfigDedicated
The IE SL-V2X-ConfigDedicated specifies the dedicated configuration information for V2X sidelink communication. 

SL-V2X-ConfigDedicated information element

-- ASN1START

SL-V2X-ConfigDedicated-r14 ::= 



SEQUENCE
{


commTxResources-r14




CHOICE {



release







NULL,



setup







CHOICE {




scheduled-r14




SEQUENCE {





sl-V-RNTI-r14


C-RNTI,





mac-MainConfig-r14



MAC-MainConfigSL-r12,




v2x-SchedulingPool-r14


SL-CommResourcePoolV2X-r14 
OPTIONAL,
-- Need ON




mcs-r14






INTEGER (0..31)



OPTIONAL,
-- Need OR




logicalChGroupInfoList-r14

LogicalChGroupInfoList-r13



},




ue-Selected-r14




SEQUENCE {





-- Pool for normal usage





v2x-CommTxPoolNormalDedicated-r14
SEQUENCE {






poolToReleaseList-r14
SL-TxPoolToReleaseListV2X-r14
OPTIONAL,
-- Need ON






poolToAddModList-r14

SL-TxPoolToAddModListV2X-r14

OPTIONAL,
-- Need ON






v2x-CommTxPoolSensingConfig-r14

SL-CommTxPoolSensingConfig-r14




















OPTIONAL
-- Need ON




}




}



}


}

















OPTIONAL,
-- Need ON


v2x-InterFreqInfoList-r14


SL-InterFreqInfoListV2X-r14


OPTIONAL,
-- Need ON

thresSL-TxPrioritization-r14


SL-Priority-r13 





OPTIONAL,
-- Need OR

typeTxSync-r14





SL-TypeTxSync-r14




OPTIONAL,
-- Need OR

...

}
SL-TxPoolToAddModListV2X-r14 ::=

SEQUENCE (SIZE (1.. maxSL-V2X-TxPool-r14)) OF SL-TxPoolToAddMod-r14

SL-TxPoolToAddMod-r14 ::=   SEQUNCE {


poolIdentity-r14




SL-V2X-TxPoolIdentity-r14,


pool-r14






SL-CommResourcePoolV2X-r14

}

SL-TxPoolToReleaseListV2X-r14 ::=
SEQUENCE (SIZE (1.. maxSL-V2X-TxPool-r14)) OF SL-V2X-TxPoolIdentity-r14
-- ASN1STOP

	SL-V2X-ConfigDedicated field descriptions

	logicalChGroupInfoList
Indicates for each logical channel group the list of associated priorities, used as specified in TS 36.321 [6], in order of increasing logical channel group identity.

	mcs
Indicates the MCS as defined in TS 36.213 [23, 14.2.1]. If not configured, the selection of MCS is up to UE implementation.

	scheduled
Indicates the configuration for the case E-UTRAN schedules the transmission resources based on sidelink specific BSR from the UE.

	sl-V-RNTI
Indicates the RNTI used for DCI dynamically scheduling sidelink resources for V2X sidelink communication.

	thresSL-TxPrioritization
Indicates the threshold used to determine whether SL V2X transmission is prioritized over uplink transmission if they overlap in time (see TS 36.321 [6]). This value shall overwrite thresSL-TxPrioritization configured in SIB21 or SL-V2X-Preconfiguration if any.

	typeTxSync
Indicates the prioritized synchronization type (i.e. eNB or GNSS) for performing V2X sidelink communication on PCell. 

	ue-Selected
Indicates the configuration for the case the UE selects the transmission resources from a pool of resources configured by E-UTRAN. 

	


	


	v2x-InterFreqInfoList

Indicates synchronization and resource allocation configurations of other carrier frequencies than the serving carrier frequency for V2X sidelink communication. For inter-carrier scheduled resource allocation, CIF=1 in DCI-5A corresponds to the first entry in this frequency list, CIF=2 corresponds to the second entry, and so on (see TS 36.213 [23]). CIF=0 in DCI-5A corresponds to the frequency where the DCI is received.

	v2x-SchedulingPool

Indicates a pool of resources when E-UTRAN schedules Tx resources for V2X sidelink communications.


	Start of next changes


6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxACDC-Cat-r13



INTEGER ::=
16
-- Maximum number of ACDC categories (per PLMN)
maxAvailNarrowBands-r13

INTEGER ::=
16
-- Maximum number of narrowbands

maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.

maxBandComb-r11



INTEGER ::=
256
-- Maximum number of additional band combinations.

maxBandComb-r13



INTEGER ::=
384 -- Maximum number of band combinations in Rel-13

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCBR-Level-r14


INTEGER ::= 16
-- Maximum number of CBR levels
maxCBR-Report-r14


INTEGER ::= 72
-- Maximum number of CBR results in a report

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCE-Level-r13



INTEGER ::=
4
-- Maximum number of CE levels

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellHistory-r12


INTEGER ::= 16
-- Maximum number of visited EUTRA cells reported

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance

maxCombIDC-r11



INTEGER ::= 128
-- Maximum number of reported UL CA combinations

maxCSI-IM-r11



INTEGER ::= 3
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-r12



INTEGER ::= 4
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

minCSI-IM-r13



INTEGER ::= 5
-- Minimum number of CSI IM configurations from which












-- REL-13 extension is used

maxCSI-IM-r13



INTEGER ::= 24
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-v1310



INTEGER ::= 20
-- Maximum number of additional CSI-IM configurations












--  (per carrier frequency)

maxCSI-Proc-r11



INTEGER ::= 4
-- Maximum number of CSI processes (per carrier












--  frequency)

maxCSI-RS-NZP-r11


INTEGER ::= 3
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

minCSI-RS-NZP-r13


INTEGER ::= 4
-- Minimum number of CSI RS resource from which












-- REL-13 extension is used

maxCSI-RS-NZP-r13


INTEGER ::= 24
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-NZP-v1310


INTEGER ::= 21
-- Maximum number of additional CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-ZP-r11


INTEGER ::= 4
-- Maximum number of CSI RS resource












--  configurations using zero Tx power(per carrier












--  frequency)

maxCQI-ProcExt-r11


INTEGER ::= 3
-- Maximum number of additional periodic CQI












-- configurations (per carrier frequency)

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells/CSI-RS resources

maxConfigSPS-r14


INTEGER ::= 8
-- Maximum number of simultaneous SPS configurations

maxCSI-RS-Meas-r12


INTEGER ::= 96
-- Maximum number of entries in the CSI-RS list











-- in a measurement object

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers
maxDS-Duration-r12


INTEGER ::= 5
-- Maximum number of subframes in a discovery signals












-- occasion
maxDS-ZTP-CSI-RS-r12

INTEGER ::= 5
-- Maximum number of zero transmission power CSI-RS for











-- a serving cell concerning discovery signals
maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier frequency

maxEARFCN-Plus1



INTEGER ::= 65536
-- Lowest value extended EARFCN range

maxEARFCN2




INTEGER ::= 262143
-- Highest value extended EARFCN range

maxEPDCCH-Set-r11


INTEGER ::= 2
-- Maximum number of EPDCCH sets

maxFBI





INTEGER ::= 64
-- Maximum value of fequency band indicator

maxFBI-Plus1




INTEGER ::= 65
-- Lowest value extended FBI range

maxFBI2





INTEGER ::= 256
-- Highest value extended FBI range

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxFreqIDC-r11



INTEGER ::= 32
-- Maximum number of carrier frequencies that are












-- affected by the IDC problems

maxFreqMBMS-r11



INTEGER ::= 5
-- Maximum number of carrier frequencies for which an 












-- MBMS capable UE may indicate an interest
maxFreqV2X-r14



INTEGER ::= 8
-- Maximum number of carrier frequencies for which V2X 












-- sidelink communication can be configured
maxFreqV2X-1-r14



INTEGER ::= 7
-- Highest index of frequencies
maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLCG-r13




INTEGER ::= 4
-- Maximum number of logical channel groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMBMS-ServiceListPerUE-r13
INTEGER ::= 15
-- Maximum number of services which the UE can











-- include in the MBMS interest indication

maxMeasId




INTEGER ::= 32

maxMeasId-Plus1 


INTEGER ::= 33

maxMeasId-r12



INTEGER ::= 64

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to

maxNS-Pmax-r10



INTEGER ::= 8
-- Maximum number of NS and P-Max values per band

maxNAICS-Entries-r12


INTEGER ::= 8
-- Maximum number of supported NAICS combination(s)

maxNeighCell-r12



INTEGER ::= 8
-- Maximum number of neighbouring cells in NAICS












-- configuration (per carrier frequency)

maxNeighCell-SCPTM-r13

INTEGER ::=
8
-- Maximum number of SCPTM neighbour cells

maxObjectId




INTEGER ::= 32

maxObjectId-Plus1-r13

INTEGER ::= 33
maxObjectId-r13



INTEGER ::= 64
maxP-a-PerNeighCell-r12

INTEGER ::= 3
-- Maximum number of power offsets for a neighbour cell












-- in NAICS configuration

maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPLMN-r11




INTEGER ::=
6
-- Maximum number of PLMNs

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15

maxPSSCH-TxConfig-r14

INTEGER ::= 16
-- Maximum number of PSSCH TX configurations
maxQCI-r13




INTEGER ::= 6
-- Maximum number of QCIs

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxRE-MapQCL-r11


INTEGER ::= 4
-- Maximum number of PDSCH RE Mapping configurations












--  (per carrier frequency)

maxReportConfigId


INTEGER ::= 32

maxReservationPeriod-r14
INTEGER ::= 16
-- Maximum number of resource reservation periodicities












--  for sidelink V2X communications
maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSAI-MBMS-r11



INTEGER ::= 64
-- Maximum number of MBMS service area identities












-- broadcast per carrier frequency

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxSCell-r13



INTEGER ::= 31
-- Highest value of extended number range of SCells

maxSC-MTCH-r13



INTEGER ::= 1023
-- Maximum number of SC-MTCHs in one cell

maxSC-MTCH-BR-r14


INTEGER ::= 128
-- Maximum number of SC-MTCHs in one cell for feMTC

maxSL-CommRxPoolNFreq-r13
INTEGER ::= 32
-- Maximum number of individual sidelink communication












-- Rx resource pools on neighbouring freq

maxSL-CommRxPoolPreconf-v1310
INTEGER ::= 12
-- Maximum number of additional preconfigured













-- sidelink communication Rx resource pool entries

maxSL-TxPool-r12Plus1-r13
INTEGER ::= 5
-- First additional individual sidelink













-- Tx resource pool

maxSL-TxPool-v1310


INTEGER ::= 4
-- Maximum number of additional sidelink













-- Tx resource pool entries

maxSL-TxPool-r13


INTEGER ::= 8
-- Maximum number of individual sidelink













-- Tx resource pools

maxSL-CommTxPoolPreconf-v1310
INTEGER ::= 7
-- Maximum number of additional preconfigured













-- sidelink Tx resource pool entries

maxSL-Dest-r12


INTEGER ::= 16


-- Maximum number of sidelink destinations

maxSL-DiscCells-r13

INTEGER ::= 16


-- Maximum number of cells with similar sidelink













-- configurations

maxSL-DiscPowerClass-r12
INTEGER ::= 3

-- Maximum number of sidelink power classes

maxSL-DiscRxPoolPreconf-r13

INTEGER ::= 16
-- Maximum number of preconfigured sidelink













-- discovery Rx resource pool entries

maxSL-DiscSysInfoReportFreq-r13
INTEGER ::= 8
-- Maximum number of frequencies to include in a













-- SidelinkUEInformation for SI reporting

maxSL-DiscTxPoolPreconf-r13

INTEGER ::= 4
-- Maximum number of preconfigured sidelink













-- discovery Tx resource pool entries

maxSL-GP-r13


INTEGER ::= 8
-- Maximum number of gap patterns that can be requested











-- for a frequency or assigned

maxSL-PoolToMeasure-r14 
INTEGER ::= 72
-- Maximum number of TX resource pools for CBR 












-- measurement and report

maxSL-Prio-r13


INTEGER ::= 8
-- Maximum number of entries in sidelink priority list

maxSL-RxPool-r12


INTEGER ::= 16
-- Maximum number of individual sidelink Rx resource pools

maxSL-SyncConfig-r12

INTEGER ::= 16
-- Maximum number of sidelink Sync configurations

maxSL-TF-IndexPair-r12
INTEGER ::= 64
-- Maximum number of sidelink Time Freq resource index












--  pairs

maxSL-TxPool-r12


INTEGER ::= 4
-- Maximum number of individual sidelink Tx resource pools

maxSL-V2X-RxPool-r14 

INTEGER ::= 16
-- Maximum number of RX resource pools for 













-- V2X sidelink communication

maxSL-V2X-RxPoolPreconf-r14
INTEGER ::= 16

-- Maximum number of RX resource pools for 













-- V2X sidelink communication

maxSL-V2X-TxPool-r14 

INTEGER ::= 8
-- Maximum number of TX resource pools for 













-- V2X sidelink communication

maxSL-V2X-TxPoolPreconf-r14
INTEGER ::= 8

-- Maximum number of TX resource pools for 













-- V2X sidelink communication

maxSL-V2X-SyncConfig-r14 
INTEGER ::= 16
-- Maximum number of sidelink Sync configurations












-- for V2X sidelink communication

maxSTAG-r11




INTEGER ::= 3
-- Maximum number of STAGs

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServCell-r13



INTEGER ::= 32
-- Highest value of extended number range of Serving cells

maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxSubframePatternIDC-r11
INTEGER ::= 8
-- Maximum number of subframe reservation patterns












-- that the UE can simultaneously recommend to the












-- E-UTRAN for use.

maxTrafficPattern-r14

INTEGER ::= 8
-- Maximum number of periodical traffic patterns












-- that the UE can simultaneously report to the












-- E-UTRAN.

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

maxWLAN-Id-r12



INTEGER ::=
16
-- Maximum number of WLAN identifiers

maxWLAN-Bands-r13


INTEGER ::= 8
-- Maximum number of WLAN bands
maxWLAN-Id-r13



INTEGER ::= 32
-- Maximum number of WLAN identifiers

maxWLAN-Channels-r13

INTEGER ::= 16
-- maximum number of WLAN channels used in












-- WLAN-CarrierInfo
maxWLAN-CarrierInfo-r13 
INTEGER ::= 8
-- Maximum number of WLAN Carrier Information
maxWLAN-Id-Report-r14

INTEGER ::= 32
-- Maximum number of WLAN IDs to report

-- ASN1STOP

NOTE: The value of maxDRB aligns with SA2.

–
End of EUTRA-RRC-Definitions

-- ASN1START

END

-- ASN1STOP

	Start of next changes


9.3.2
Pre-configurable parameters

This ASN.1 segment is the start of the E‑UTRA definitions of pre-configured sidelink parameters.

NOTE 1:
Upper layers are assumed to provide a set of pre-configured parameters that are valid at the current UE location if any, see TS 24.334 [69, 10.2].

-- ASN1START

EUTRA-Sidelink-Preconf DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AdditionalSpectrumEmission,


ARFCN-ValueEUTRA-r9,


FilterCoefficient,


maxFreq,

maxSL-TxPool-r12,


maxSL-CommRxPoolPreconf-v1310,


maxSL-CommTxPoolPreconf-v1310,


maxSL-DiscRxPoolPreconf-r13,


maxSL-DiscTxPoolPreconf-r13,


maxSL-V2X-RxPoolPreconf-r14,


maxSL-V2X-TxPoolPreconf-r14,


P-Max,


ReselectionInfoRelay-r13,


SL-CommTxPoolSensingConfig-r14,


SL-CP-Len-r12,


SL-HoppingConfigComm-r12,


SL-OffsetIndicator-r12,


SL-OffsetIndicatorSync-r12,

SL-OffsetIndicatorSync-v14xy,

SL-PeriodComm-r12,


RSRP-RangeSL3-r12,


SL-PriorityList-r13,


SL-TF-ResourceConfig-r12,


SL-TRPT-Subset-r12,


SL-TxParameters-r12,


SL-ZoneConfig-r14,

P0-SL-r12,


TDD-ConfigSL-r12,


SubframeBitmapSL-r14,


SL-CBR-MeasConfig-r14,


SL-CBR-PSSCH-TxConfigList-r14,


SL-P2X-ResourceSelectionConfig-r14,


SL-RestrictResourceReservationPeriodList-r14,


SL-SyncAllowed-r14,

SL-OffsetIndicatorSync-r14
FROM EUTRA-RRC-Definitions;

-- ASN1STOP

–
SL-Preconfiguration
The IE SL-Preconfiguration includes the sidelink pre-configured parameters.

SL-Preconfiguration information elements

-- ASN1START

SL-Preconfiguration-r12 ::=

SEQUENCE {


preconfigGeneral-r12



SL-PreconfigGeneral-r12,


preconfigSync-r12




SL-PreconfigSync-r12,


preconfigComm-r12




SL-PreconfigCommPoolList4-r12,


...,


[[
preconfigComm-v1310



SEQUENCE {




commRxPoolList-r13


SL-PreconfigCommRxPoolList-r13,




commTxPoolList-r13


SL-PreconfigCommTxPoolList-r13

OPTIONAL



}

















OPTIONAL,



preconfigDisc-r13



SEQUENCE {




discRxPoolList-r13



SL-PreconfigDiscRxPoolList-r13,




discTxPoolList-r13



SL-PreconfigDiscTxPoolList-r13

OPTIONAL



}

















OPTIONAL,



preconfigRelay-r13



SL-PreconfigRelay-r13



OPTIONAL


]]

}

SL-PreconfigGeneral-r12 ::=

SEQUENCE {


-- PDCP configuration


rohc-Profiles-r12




SEQUENCE {



profile0x0001-r12





BOOLEAN,



profile0x0002-r12





BOOLEAN,



profile0x0004-r12





BOOLEAN,



profile0x0006-r12





BOOLEAN,



profile0x0101-r12





BOOLEAN,



profile0x0102-r12





BOOLEAN,



profile0x0104-r12





BOOLEAN


},


-- Physical configuration


carrierFreq-r12





ARFCN-ValueEUTRA-r9,


maxTxPower-r12





P-Max,


additionalSpectrumEmission-r12

AdditionalSpectrumEmission,


sl-bandwidth-r12




ENUMERATED {n6, n15, n25, n50, n75, n100},


tdd-ConfigSL-r12




TDD-ConfigSL-r12,


reserved-r12





BIT STRING (SIZE (19)),


...

}

SL-PreconfigSync-r12 ::=
SEQUENCE {


syncCP-Len-r12





SL-CP-Len-r12,


syncOffsetIndicator1-r12


SL-OffsetIndicatorSync-r12,


syncOffsetIndicator2-r12


SL-OffsetIndicatorSync-r12,


syncTxParameters-r12



P0-SL-r12,


syncTxThreshOoC-r12




RSRP-RangeSL3-r12,


filterCoefficient-r12



FilterCoefficient,


syncRefMinHyst-r12




ENUMERATED {dB0, dB3, dB6, dB9, dB12},


syncRefDiffHyst-r12




ENUMERATED {dB0, dB3, dB6, dB9, dB12, dBinf},


...,


[[
syncTxPeriodic-r13




ENUMERATED {true}


OPTIONAL


]]
}















SL-PreconfigCommPoolList4-r12 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-PreconfigCommPool-r12

SL-PreconfigCommRxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-CommRxPoolPreconf-v1310)) OF SL-PreconfigCommPool-r12

SL-PreconfigCommTxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-CommTxPoolPreconf-v1310)) OF SL-PreconfigCommPool-r12

SL-PreconfigCommPool-r12 ::=

SEQUENCE {

-- This IE is same as SL-CommResourcePool with rxParametersNCell absent


sc-CP-Len-r12





SL-CP-Len-r12,


sc-Period-r12





SL-PeriodComm-r12,


sc-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


sc-TxParameters-r12




P0-SL-r12,


data-CP-Len-r12





SL-CP-Len-r12,


data-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


dataHoppingConfig-r12



SL-HoppingConfigComm-r12,


dataTxParameters-r12



P0-SL-r12,


trpt-Subset-r12





SL-TRPT-Subset-r12,


...,


[[
priorityList-r13



SL-PriorityList-r13


OPTIONAL
-- For Tx


]]

}

SL-PreconfigDiscRxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-DiscRxPoolPreconf-r13)) OF SL-PreconfigDiscPool-r13

SL-PreconfigDiscTxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-DiscTxPoolPreconf-r13)) OF SL-PreconfigDiscPool-r13

SL-PreconfigDiscPool-r13 ::=

SEQUENCE {

-- This IE is same as SL-DiscResourcePool with rxParameters absent


cp-Len-r13





SL-CP-Len-r12,


discPeriod-r13



ENUMERATED {rf4, rf6, rf7, rf8, rf12, rf14, rf16, rf24, rf28,











 rf32, rf64, rf128, rf256, rf512, rf1024, spare},


numRetx-r13




INTEGER (0..3),


numRepetition-r13



INTEGER (1..50),


tf-ResourceConfig-r13


SL-TF-ResourceConfig-r12,


txParameters-r13



SEQUENCE {



txParametersGeneral-r13

P0-SL-r12,



txProbability-r13


ENUMERATED {p25, p50, p75, p100}


}















OPTIONAL,


...

}

SL-PreconfigRelay-r13 ::=
SEQUENCE {


reselectionInfoOoC-r13


ReselectionInfoRelay-r13

}

-- ASN1STOP

	SL-Preconfiguration field descriptions

	carrierFreq

Indicates the carrier frequency for out of coverage sidelink communication and sidelink discovery. In case of FDD it is uplink carrier frequency and the corresponding downlink frequency can be determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1].

	commRxPoolList

Indicates a list of reception pools for sidelink communication in addition to the resource pools indicated by preconfigComm.

	commTxPoolList

Indicates a list of transmission pools for sidelink communication in addition to the first resource pool within preconfigComm.

	preconfigComm

Indicates a list of resource pools. The first resource pool in the list is used for both reception and transmission of sidelink communication. The other resource pools, if present, are only used for reception of sidelink communication.

	syncRefDiffHyst

Hysteresis when evaluating a SyncRef UE using relative comparison. Value dB0 corresponds to 0 dB, dB3 to 3 dB and so on, value dBinf corresponds to infinite dB.

	syncRefMinHyst

Hysteresis when evaluating a SyncRef UE using absolute comparison. Value dB0 corresponds to 0 dB, dB3 to 3 dB and so on.


NOTE 1:
The network may configure one or more of the reception only resource pools in preconfigComm to cover reception from in coverage UEs using scheduled resource allocation. For such a resource pool the network should set all bits of subframeBitmap to 1 and offsetIndicator to indicate the subframe immediately following the sidelink control information.

NOTE 2:
The network should ensure that the resources defined by the first entry in preconfigComm (used for transmission by an out of coverage UE) do not overlap with those of the pool(s) covering scheduled transmissions by in coverage UEs. Furthermore, the network should ensure that for none of the entries in preconfigComm the resources defined by sc-TF-ResourceConfig overlap.
–
SL-V2X-Preconfiguration
The IE SL-V2X-Preconfiguration includes the sidelink pre-configured parameters used for V2X sidelink communication.

SL-V2X-Preconfiguration information elements

-- ASN1START

SL-V2X-Preconfiguration-r14 ::=
SEQUENCE {


v2x-PreconfigFreqList-r14

SL-V2X-PreconfigFreqList-r14,

anchorCarrierFreqList-r14

SL-V2X-AnchorCarrierFreqList-r14



OPTIONAL,

...

}
SL-V2X-AnchorCarrierFreqList-r14 ::= SEQUENCE (SIZE (1..maxFreqV2X)) OF ARFCN-ValueEUTRA-r9

SL-V2X-PreconfigFreqList-r14 ::=
SEQUENCE (SIZE (1..maxFreqV2X)) OF SL-V2X-PreconfigFreqInfo-r14
SL-V2X-PreconfigFreqInfo-r14 ::=

SEQUENCE {


v2x-CommPreconfigGeneral-r14

SL-PreconfigGeneral-r12,

v2x-CommPreconfigSync-r14

SL-PreconfigV2X-Sync-r14



OPTIONAL,


v2x-CommRxPoolList-r14


SL-PreconfigV2X-RxPoolList-r14,

v2x-CommTxPoolList-r14


SL-PreconfigV2X-TxPoolList-r14,

p2x-CommTxPoolList-r14


SL-PreconfigV2X-TxPoolList-r14,

v2x-ResourceSelectionConfig-r14
SL-CommTxPoolSensingConfig-r14

OPTIONAL,

zoneConfig-r14




SL-ZoneConfig-r14




OPTIONAL, 


syncPriority-r14




ENUMERATED {gnss, enb},

thresSL-TxPrioritization-r14

SL-Priority-r13





OPTIONAL,

offsetDFN-r14




INTEGER (0..1000) 




OPTIONAL,


...

}

SL-PreconfigV2X-RxPoolList-r14 ::=
SEQUENCE (SIZE (1..maxSL-V2X-RxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14
SL-PreconfigV2X-TxPoolList-r14 ::=
SEQUENCE (SIZE (1..maxSL-V2X-TxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14
SL-V2X-PreconfigCommPool-r14 ::=

SEQUENCE {

-- This IE is same as SL-CommResourcePoolV2X with rxParametersNCell absent


sl-OffsetIndicator-r14



SL-OffsetIndicator-r12

OPTIONAL,


sl-Subframe-r14





SubframeBitmapSL-r14,


adjacencyPSCCH-PSSCH-r14



BOOLEAN,

sizeSubchannel-r14




ENUMERATED {











n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n25, n30,










n48, n50, n72, n75, n96, n100, spare13, spare12, spare11,











spare10, spare9, spare8, spare7, spare6, spare5, spare4, 











spare3, spare2, spare1},

numSubchannel-r14




ENUMERATED {n1, n3, n5, n8, n10, n15, n20, spare1},


startRB-Subchannel-r14



INTEGER (0..99),

startRB-PSCCH-Pool-r14



INTEGER (0..99)



OPTIONAL,

dataTxParameters-r14




P0-SL-r12,


zoneID-r14






INTEGER (0..7) 



OPTIONAL,


threshS-RSSI-CBR-r14




INTEGER (0..45)



OPTIONAL,

cbr-pssch-TxConfigList-r14


SL-CBR-PSSCH-TxConfigList-r14
OPTIONAL,


resourceSelectionConfigP2X-r14

SL-P2X-ResourceSelectionConfig-r14
OPTIONAL,


syncAllowed-r14





SL-SyncAllowed-r14



OPTIONAL,

restrictResourceReservationPeriod-r14
SL-RestrictResourceReservationPeriodList-r14
OPTIONAL,
-- Need OR


...

}
SL-PreconfigV2X-Sync-r14 ::=
SEQUENCE {


syncOffsetIndicators-r14


SL-V2X-SyncOffsetIndicators-r14,


syncTxParameters-r14



P0-SL-r12,


syncTxThreshOoC-r14




RSRP-RangeSL3-r12,


filterCoefficient-r14



FilterCoefficient,


syncRefMinHyst-r14




ENUMERATED {dB0, dB3, dB6, dB9, dB12},


syncRefDiffHyst-r14




ENUMERATED {dB0, dB3, dB6, dB9, dB12, dBinf},


...
}
SL-V2X-SyncOffsetIndicators-r14 ::=
SEQUENCE {

syncOffsetIndicator1-r14


SL-OffsetIndicatorSync-r14,


syncOffsetIndicator2-r14


SL-OffsetIndicatorSync-r14,


syncOffsetIndicator3-r14


SL-OffsetIndicatorSync-r14


OPTIONAL

}

END

-- ASN1STOP

	SL-V2X-Preconfiguration field descriptions

	adjacencyPSCCH-PSSCH
Indicates whether a UE always transmits PSCCH and PSSCH in adjacent RBs (indicated by TRUE) or it may transmit PSCCH and PSSCH in non-adjacent RBs (indicated by FALSE). This parameter appears only when a pool is configured such that a UE transmits PSCCH and the associated PSSCH in the same subframe.

	anchorCarrierFreqList

Indicates carrier frequencies which may include inter-carrier resource configuration for V2X sidelink communication. 

	


	cbr-pssch-TxConfigList
Indicates the mapping between CBR ranges and PSSCH transmission parameters. 

	numSubchannel
Indicates the number of subchannels in the corresponding resource pool.

	offsetDFN

Indicates the timing offset for the UE to determine DFN timing if gnss is configured in typeTxSync. Value 0 corresponds to 0 milliseconds, value 1 corresponds to 0.001 milliseconds, value 2 corresponds to 0.002 milliseconds, and so on.

	resourceSelectionConfigP2X
Indicates the allowed resource selection mechanism(s), i.e. partial sensing and/or random selection, for P2X related V2X sidelink communication.

	restrictResourceReservationPeriod
If configured, the field restrictResourceReservationPeriod configured in v2x-ResourceSelectionConfig shall be ignored for transmission on this pool. 

	sizeSubchannel
Indicates the number of PRBs of each subchannel in the corresponding resource pool. The value n5 denotes 5 PRBs; n6 denotes 6 PRBs and so on. The values n5, n6, n10, n15, n20, n25, n50, n75 and n100 apply in the case of adjacencyPSCCH-PSSCH set to TRUE; the values n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n30, n48, n72 and n96 apply in the case of adjacencyPSCCH-PSSCH set to FALSE,

	sl-OffsetIndicator
Indicates the offset of the first subframe of a resource pool within a SFN cycle. If absent, the resource pool starts from first subframe of SFN=0.

	sl-Subframe
Indicates the bitmap of the resource pool, which is is defined by repeating the bitmap within a SFN cycle (see TS 36.213 [23]).

	startRB-Subchannel
Indicates the lowest RB index of the subchannel with the lowest index.

	startRB-PSCCH-Pool
Indicates the lowest RB index of the PSCCH pool.

	syncAllowed

Indicates the allowed synchronization reference(s) which is (are) allowed to use the pre-configured resource pool. 

	syncPriority

Indicates the synchronization priority order. In case the UE does not detect any cell which configures synchronization configuration on the carrier frequency in anchorCarrierFreqList, if this field is set to gnss, the UE shall prioritize GNSS over the UE directly synchronized to eNB; if this field is set to enb, the UE shall prioritize the UE directly synchronized to eNB over GNSS.

	thresSL-TxPrioritization
Indicates the threshold used to determine whether SL V2X transmission is prioritized over uplink transmission if they overlap in time (see TS 36.321 [6]).. 

	threshS-RSSI-CBR

Indicates the S-RSSI threshold for determining the contribution of a sub-channel to the CBR measurement, as specified in TS 36.214 [48]. Value 0 corresponds to -112 dBm, value 1 to -110 dBm, value n to (-112 + n*2) dBm, and so on.

	v2x-CommRxPoolList
Indicates a list of reception pools for V2X sidelink communication.

	v2x-CommTxPoolList
Indicates a list of transmission pools for V2X sidelink communication.

	v2x-ResourceSelectionConfig
Indicates V2X sidelink communication configurations used for UE autonomous resource selection.

	zoneConfig

Indicates zone configurations used for V2X sidelink communication in 5.10.13.2.

	zoneID
Indicates the zone ID for which the UE shall use this resource pool as described in 5.10.13.2. The field is absent in v2x-CommRxPoolList and p2x-CommTxPoolList in SL-V2X-PreconfigFreqInfo.


	End of changes
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