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	Reason for change:
	In the field description of UE-EUTRA-Capability, there is restriction of “in CE mode A” on ce-srsEnhancement. However, according to RAN1 LS R1-1704117, there is no restriction of “in CE mode A” on ce-srsEnhancement. Therefore, it is not correct in the field description of UE-EUTRA-Capability.
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	Remove the restriction of “in CE mode A” on ce-srsEnhancement in the field description of UE-EUTRA-Capability.
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First change

6.3.6
Other information elements

<Omitted>
	UE-EUTRA-Capability field descriptions
	FDD/ TDD diff

	accessStratumRelease

Set to rel13 in this version of the specification.
	-

	additionalRx-Tx-PerformanceReq

Indicates whether the UE supports the additional Rx and Tx performance requirement for a given band combination as specified in TS 36.101 [42].
	-


<Omitted>
	ce-schedulingEnhancement

Indicates whether the UE supports dynamic HARQ-ACK delay in CE mode A as specified in TS 36.212 [22] and TS 36.213 [23].
	No

	ce-srsEnhancement

Indicates whether the UE supports SRS coverage enhancement in TDD as specified in TS 36.213 [23].
	-

	CA-BandwidthClass

The CA bandwidth class supported by the UE as defined in TS 36.101 [42, Table 5.6A-1]. 
The UE explicitly includes all the supported CA bandwidth class combinations in the band combination signalling. Support for one CA bandwidth class does not implicitly indicate support for another CA bandwidth class.
	-


<Omitted>
	wlan-PeriodicMeas

Indicates whether the UE supports periodic reporting of WLAN measurements.
	-

	wlan-SupportedDataRate

Indicates the maximum WLAN data rate supported by the UE over all LWA bearers. Actual value of supported data rate is field value * 10 Mbps (i.e., value 1 corresponds to 10 Mbps, value 2 corresponds to 20 Mbps and so on). 
	-


<Omitted>
End of change

