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–
RRCConnectionSetupComplete-NB
The RRCConnectionSetupComplete-NB message is used to confirm the successful completion of an RRC connection establishment.

Signalling radio bearer: SRB1bis
RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionSetupComplete-NB message
-- ASN1START
RRCConnectionSetupComplete-NB ::=
SEQUENCE {


rrc-TransactionIdentifier



RRC-TransactionIdentifier,


criticalExtensions





CHOICE{




rrcConnectionSetupComplete-r13

RRCConnectionSetupComplete-NB-r13-IEs,




criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionSetupComplete-NB-r13-IEs ::= SEQUENCE {


selectedPLMN-Identity-r13



INTEGER (1..maxPLMN-r11),

s-TMSI-r13







S-TMSI






OPTIONAL,


registeredMME-r13





RegisteredMME




OPTIONAL,


dedicatedInfoNAS-r13




DedicatedInfoNAS,

attachWithoutPDN-Connectivity-r13

ENUMERATED {true}



OPTIONAL,

up-CIoT-EPS-Optimisation-r13


ENUMERATED {true} 



OPTIONAL,


lateNonCriticalExtension



OCTET STRING




OPTIONAL,


nonCriticalExtension




RRCConnectionSetupComplete-NB-v14xy-IEs
OPTIONAL

}

RRCConnectionSetupComplete-NB-v14xy-IEs ::= SEQUENCE {


gummei-Type-r14







ENUMERATED {native, mapped}
OPTIONAL,

dcn-ID-r14








INTEGER (0..65535)


OPTIONAL,

nonCriticalExtension





SEQUENCE {}




OPTIONAL

}

-- ASN1STOP
	RRCConnectionSetupComplete-NB field descriptions

	attachWithoutPDN-Connectivity

This field is used to indicate that the UE performs an Attach without PDN connectivity procedure, as indicated by the upper layers, TS 24.301 [35]. 

	dcn-ID

The Dedicated Core Network Identity, see TS 23.401 [41].

	gummei-Type

This field is used to indicate whether the GUMMEI included is native (assigned by EPC) or mapped (from 2G/3G identifiers).

	registeredMME

This field is used to transfer the GUMMEI of the MME where the UE is registered, as provided by upper layers.

	selectedPLMN-Identity

Index of the PLMN selected by the UE from the plmn-IdentityList included in SystemInformationBlockType1-NB. 1 if the 1st PLMN is selected from the plmn-IdentityList included in SIB1, 2 if the 2nd PLMN is selected from the plmn-IdentityList included in SIB1 and so on.

	up-CIoT-EPS-Optimisation 

This field is included when the UE supports S1-U data transfer or the User plane CIoT EPS Optimisation, as indicated by the upper layers, see TS 24.301 [35].


