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1. Overall Description:
RAN2 would like to inform SA2 and RAN3 about progress on NR paging in RAN2#98. 

For NR standalone scenario, RAN2 has previously agreed that while the UE in RRC_IDLE monitors 5GC-initiated paging, the UE in RRC_INACTIVE is reachable via RAN-initiated paging and 5GC-initiated paging. Thus, the UE in RRC_INACTIVE monitors paging occasions overlapped for RAN-initiated paging and 5GC-initiated paging. 

On top of that, RAN2#98 recently agreed to use the same paging occasion calculation mechanism for UEs in RRC_INACTIVE and for UEs in RRC_IDLE. To support RAN-initiated paging occasion calculation in gNB, RAN2 expects that NGC will provide gNB with 1) the input derived from CN UE ID used in 5GC-initiated paging occasion and 2) the UE specific CN DRX cycle.

In addition, RAN2 agreed that the UE in RRC_INACTIVE can be configured with a UE specific RAN DRX cycle over a UE-dedicated RRC signalling. If configured, the UE continues to use the UE specific RAN DRX cycle within the same RAN notification area while in RRC_INACTIVE. The UE uses the shortest cycle of the UE specific CN DRX cycle (if configured by upper layers), the cell broadcasted DRX cycle and the UE specific RAN DRX cycle. All the DRX cycle values must be multiples of each other. The UE specific RAN DRX cycle is released when the UE enters RRC_IDLE.
2. Actions:

To SA2 and RAN3 group
ACTION:
RAN2 kindly asks SA2 and RAN3 to take into account RAN2 agreements above and the parameters provided to gNB by NGC.
3. Date of Next TSG-RAN2 Meetings:

TSG-RAN WG2 Meeting NR Ad-hoc
27th – 29th June 2017
Qingdao, China.
TSG-RAN WG2 Meeting #99 
21th – 25th August 2017
Berlin, Germany.

