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	Reason for change:
	Extending the IDC feature to allow the UE (if configured and capable of) to report to the eNB that IDC problems are due to sharing of RF components for LAA and WLAN operation, as well as omitting the TDM assistance information when that information would not help in solving the IDC problems.

	
	

	Summary of change:
	A capability bit for whether the UE is capable of providing above stated indication.
A capability bit for whether the UE is capable of omitting the TDM assistance information.

	
	

	Consequences if not approved:
	The eNB will not know if the IDC problems are due to sharing of RF components for LAA and WLAN operation.
The specification suggests that the UE always includes the Time Domain Multiplexing (TDM) based assistance information in IDC indications.
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Beginning of changes

4.3.15
Other parameters
4.3.15.1
Void

4.3.15.2
inDeviceCoexInd-r11
This parameter defines whether the UE supports in-device coexistence indication as well as autonomous denial functionality as specified in TS 36.331 [5].

4.3.15.3
powerPrefInd-r11
This parameter defines whether the UE supports power preference indication as specified in TS 36.331 [5].

4.3.15.4
ue-Rx-TxTimeDiffMeasurements-r11
This parameter defines whether the UE supports Rx - Tx time difference measurements as specified in TS 36.331 [5] and TS 36.355 [13]. A TDD UE of this release of the specification that supports UE Rx-Tx time difference measurements, shall support to report UE Rx-Tx time difference measurement result including NTAoffset according to EUTRAN TDD Rx-Tx time difference measurement report mapping as specified in TS 36.133 [16].
4.3.15.5
Void
4.3.15.6
Void
4.3.15.7
Void
4.3.15.8
inDeviceCoexInd-UL-CA-r11
This parameter defines whether the UE supports UL CA related in-device coexistence indication as specified in TS 36.331 [5]. A UE that supports UL CA related in-device coexistence indication shall also support in-device coexistence indication.
4.3.15.X
idc-rf-SharingLAA-WLAN-Indication-r13
This parameter defines whether the UE supports indicating in the in-device coexistence indication whether the IDC problems are due to sharing of RF components for LAA and WLAN operation as specified in TS 36.331 [5]. A UE that supports this indication shall also support in-device coexistence indication.
4.3.15.Y
idc-OmitTDM-AssistanceInfo-r13
This parameter defines whether the UE supports omitting the TDM assistance information in the in-device coexistence indication as specified in TS 36.331 [5]. A UE that supports this indication shall also support in-device coexistence indication.
End of changes

