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1 Introduction
In Release 15 the study item on Simplified HS-SCCH for UMTS has been approved [1]. In this contribution the possible RAN2 impacts are discussed. 
2 Discussion
2.1 RAN2 impacts
A stage 2 description of the feature would be needed. It is 25.308 that is potentially impacted and a reference to 25.308 from 25.300 would also be needed according to previous RAN2 agreement. 

In [2] the timing for the Simplified HS-SCCH is discussed. The timing could either be fixed or signalled from higher layers. If RAN1 decides that the timing should be configured in RRC signalling, there will be impacts to 25.331.
A UE capability for the feature may also be needed, and in that case 25.306 and 25.331 would be impacted. 

So in summary the following RAN2 specifications are potentially impacted by Simplified HS-SCCH:

TS 25.300, TS 25.306, TS 25.308 and TS 25.331

2.2 Text Proposal

9.2 Impact on RAN2 specifications
RAN2 specifications, e.g. 3GPP TS 25.300, 3GPP TS 25.306, 3GPP TS 25.308, 3GPP TS 25.331 may be impacted to introduce the signaling enhancements needed for the support of the RAN1 solutions.
Proposal 1: Send an LS to RAN2 with the above text proposal to the TP.

3 Summary
RAN2 is kindly asked to discuss the following proposal:
Proposal 1: Send an LS to RAN2 with the above text proposal to the TP.
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