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<Start of modified section>
4.3.4.64
ce-pdsch-pusch-maxBandwidth-r14

This field indicates support of a maximum PDSCH/PUSCH channel bandwidth larger than 1.4 MHz when the UE is operating in coverage enhancement mode A and B, as specified in TS 36.212 [26] and TS 36.213 [22]. The maximum supported PDSCH channel bandwidth in coverage enhancement mode A and B is indicated by ce-pdsch-pusch-maxBandwidth-r14. The maximum supported PUSCH channel bandwidth is 5 MHz in coverage enhancement mode A and 1.4 MHz in coverage enhancement mode B. This field is not applicable for UEs of Category M1. This field is mandatory for UEs of Category M2. A UE indicating support of ce-pdsch-pusch-maxBandwidth-r14 shall also indicate support of ce-ModeA-r13.
<End of modified section>
<Start of modified section>
4.3.4.68
ce-pdsch-puschEnhancement-r14
This field indicates whether the UE supports new numbers of repetitions for PUSCH and modulation restriction for PDSCH and PUSCH in coverage enhancement mode A, as specified in TS 36.212 [26] and TS 36.213 [22]. A UE indicating support of ce-pdsch-puschEnhancement-r14 shall also indicate support of ce-ModeA-r13.
<End of modified section>
<Start of modified section>
4.3.15.9
bwPrefInd-r14
This parameter defines whether the UE supports maximum PDSCH/PUSCH bandwidth preference indication as specified in TS 36.331 [5]. A UE indicating support of bwPrefInd-r14 shall also indicate support of ce-ModeA-r13.
<End of modified section>
<Start of modified section>
4.3.32.2
pusch-Enhancements-r14
This field defines whether the UE supports the PUSCH enhancement mode as specified in TS 36.211 [17] and TS 36.213 [22].
<End of modified section>
