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	Reason for change:
	When a UE interrupts SC-MTCH reception to acquire SC-MCCH or monitor paging, the SC-MRB will be released. Accordingly, after receiving SC-MCCH or paging , the SC-MRB needs to be established again.



	
	

	Summary of change:
	Introduce two new procedures ‘SC-MRB suspension’ and ‘SC-MRB resumption’ which are used by UEs when interrupting temporarily SC-MTCH reception.

	
	

	Consequences if not approved:
	The SC-MRB will be released/established every time the UE interrupts SC-MTCH reception to receive another channel, which may lead to unecessary data loss.
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	Other comments:
	


	First change


5.8a.3.2
Initiation
The UE applies the SC-MRB establishment procedure to start receiving a session of a MBMS service it has an interest in. The procedure may be initiated e.g. upon start of the MBMS session, upon entering a cell providing via SC-MRB a MBMS service in which the UE has interest, upon becoming interested in the MBMS service, upon removal of UE capability limitations inhibiting reception of the concerned service.

The UE applies the SC-MRB release procedure to stop receiving a session. The procedure may be initiated e.g. upon stop of the MBMS session, upon leaving the cell where a SC-MRB is established, upon losing interest in the MBMS service, when capability limitations start inhibiting reception of the concerned service.
The BL UE, UE in CE or NB-IoT UE applies the SC-MRB suspension procedure when it needs to stop receiving a MBMS service temporarily. The procedure may be initiated e.g. upon monitoring paging, upon acquiring SC-MCCH.
The BL UE, UE in CE or NB-IoT UE applies the SC-MRB resumption procedure to resume a SC-MRB that is suspended. The procedure may be initiated when the UE wants to resume the reception of the corresponding MBMS service, e.g. after having monitored paging or acquired SC-MCCH update.
	Next change


5.8a.3.x
SC-MRB suspension
Upon SC-MRB suspension, the UE shall:

1> suspend SC-MRB;

1> release the related MAC configuration as well as physical layer configuration.
	Next change


5.8a.3.y
SC-MRB resumption
Upon SC-MRB resumption, the UE shall:

1>
resume SC-MRB for the corresponding tmgi and sessionId;
1>
configure the SC-MTCH logical channel applicable for the SC-MRB and instruct MAC to receive DL-SCH on the cell where the SCPTMConfiguration message was received for the MBMS service for which the SC-MRB is resumed and using g-RNTI and sc-mtch-SchedulingInfo (if included) in this message for this MBMS service;

1>
configure the physical layer in accordance with the sc-mtch-InfoList, applicable for the SC-MRB, as included in the SCPTMConfiguration message,
