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	*********First change**********


7.1
RNTI values

RNTI values are presented in Table 7.1-1 and their usage and associated Transport Channels and Logical Channels are presented in Table 7.1-2.

Table 7.1-1: RNTI values.

	Value (hexa-decimal)
	RNTI

	0000
	N/A

	0001-0960
	RA-RNTI, C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, eIMTA-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, SL-RNTI (see note), G-RNTI, SL-V-RNTI, UL Semi-Persistent Scheduling V-RNTI, SL Semi-Persistent Scheduling V-RNTI,  and SRS-TPC-RNTI

	0961-FFF3
	C-RNTI, Semi-Persistent Scheduling C-RNTI, eIMTA-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, SL-RNTI, G-RNTI, SL-V-RNTI, UL Semi-Persistent Scheduling V-RNTI, SL Semi-Persistent Scheduling V-RNTI, and SRS-TPC-RNTI

	
	

	FFF4-FFF8
	Reserved for future use

	FFF9
	SI-RNTI

	FFFA
	SC-N-RNTI

	FFFB
	SC-RNTI

	FFFC
	CC-RNTI

	FFFD
	M-RNTI

	FFFE
	P-RNTI

	FFFF
	SI-RNTI


NOTE:
A MAC entity uses the same C-RNTI on all Serving Cells.
NOTE:
Both SI-RNTI values may be used for MBMS-dedicated carrier.

