Page 1



3GPP TSG-RAN WG2 Meeting #98 
R2-1705573
Hangzhou, China, 15th-19th May 2017
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.331
	CR
	2907
	rev
	-
	Current version:
	14.2.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	RAR message reception for eMTC UEs - Option 1

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_MTCe2_L1-Core
	
	Date:
	2017-05-05

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The maximum number of repetitions that can be configured for RAR message transmission, i.e. MPDCCH and PDSCH, is limited due to the maximum configurable size of the RA response window for eMTC UEs. It is not possible for an eMTC UE in CE Mode B to receive the number of repetitions required to decode MPDCCH, which schedules the RAR message, and the RAR message in PDSCH within the duration of RA response window for a set of configurable values.

	
	

	Summary of change:
	The following statement is captured in the description of field element pdsch-maxNumRepetitionCEmodeB: “E-UTRAN does not configure this field element in this version of the specification.

A new field element, i.e. pdsch-maxNumRepetitionCEmodeB-v14xy, is introduced to configure eMTC UEs in CE Mode B in Rel-14.
A new field element, i.e. ra-ResponseWindowSize-v14xy, is introduced in RACH-ConfigCommon information element with extended values to configure eMTC UEs in CE Mode B in Rel-14.
Impact Analysis

Impacted functionality

RAR message reception
Inter-operability

1. If the network is implemented according to the CR and the UE is not, there is no inter-operability issue. 
2. If the UE is implemented according to the CR and the network is not, an eMTC UE in CE Mode B may not be able to decode the RAR message within the duration of RA response window.


	
	

	Consequences if not approved:
	An eMTC UE in CE Mode B may not be able to decode the RAR message within the duration of RA response window.


	
	

	Clauses affected:
	6.3.2

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS/TR ... CR ...  TS 36.321

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


6.3.2
Radio resource control information elements

<Cut>
–
PDSCH-Config

The IE PDSCH-ConfigCommon and the IE PDSCH-ConfigDedicated are used to specify the common and the UE specific PDSCH configuration respectively.

PDSCH-Config information element

-- ASN1START

PDSCH-ConfigCommon ::=

SEQUENCE {


referenceSignalPower



INTEGER (-60..50),


p-b








INTEGER (0..3)

}

PDSCH-ConfigCommon-v1310 ::=
SEQUENCE {


pdsch-maxNumRepetitionCEmodeA-r13
ENUMERATED { 












r16, r32 }




OPTIONAL,
-- Need OR


pdsch-maxNumRepetitionCEmodeB-r13
ENUMERATED {












r192, r256, r384, r512, r768, r1024, 












r1536, r2048}




OPTIONAL
-- Need OR

}
PDSCH-ConfigCommon-v14xy ::=
SEQUENCE {


pdsch-maxNumRepetitionCEmodeB-v14xy
ENUMERATED {












r192, r256, r384, r512, r768, r1024, 












r1536, r2048}




OPTIONAL
-- Need OR

}

PDSCH-ConfigDedicated::=

SEQUENCE {


p-a








ENUMERATED {












dB-6, dB-4dot77, dB-3, dB-1dot77,












dB0, dB1, dB2, dB3}

}

PDSCH-ConfigDedicated-v1130 ::=

SEQUENCE {


dmrs-ConfigPDSCH-r11



DMRS-Config-r11




OPTIONAL,
-- Need ON


qcl-Operation





ENUMERATED {typeA, typeB}


OPTIONAL,
-- Need OR


re-MappingQCLConfigToReleaseList-r11
RE-MappingQCLConfigToReleaseList-r11
OPTIONAL,
-- Need ON


re-MappingQCLConfigToAddModList-r11

RE-MappingQCLConfigToAddModList-r11

OPTIONAL
-- Need ON

}

PDSCH-ConfigDedicated-v1280 ::=

SEQUENCE {


tbsIndexAlt-r12





ENUMERATED {a26, a33}



OPTIONAL
-- Need OR

}

PDSCH-ConfigDedicated-v1310 ::=

SEQUENCE {


dmrs-ConfigPDSCH-v1310



DMRS-Config-v1310




OPTIONAL
-- Need ON

}

PDSCH-ConfigDedicated-v14xy ::=

SEQUENCE {


ce-pdsch-maxBandwidth-config-r14

ENUMERATED {bw5, bw20}
OPTIONAL,
-- Need OP


ce-pdsch-tenProcesses-config-r14

ENUMERATED {on}
OPTIONAL,
-- Need OR


ce-HarqAckBundling-config-r14


ENUMERATED {on} OPTIONAL,
-- Need OR


ce-schedulingEnhancement-config-r14

ENUMERATED {range1, range2} OPTIONAL
-- Need OR

}

RE-MappingQCLConfigToAddModList-r11 ::=

SEQUENCE (SIZE (1..maxRE-MapQCL-r11)) OF PDSCH-RE-MappingQCL-Config-r11

RE-MappingQCLConfigToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxRE-MapQCL-r11)) OF PDSCH-RE-MappingQCL-ConfigId-r11

PDSCH-RE-MappingQCL-Config-r11 ::=

SEQUENCE {


pdsch-RE-MappingQCL-ConfigId-r11
PDSCH-RE-MappingQCL-ConfigId-r11,


optionalSetOfFields-r11



SEQUENCE {



crs-PortsCount-r11




ENUMERATED {n1, n2, n4, spare1},



crs-FreqShift-r11




INTEGER (0..5),



mbsfn-SubframeConfigList-r11

CHOICE {




release







NULL,




setup







SEQUENCE {





subframeConfigList




MBSFN-SubframeConfigList




}



}
















OPTIONAL,
-- Need ON



pdsch-Start-r11





ENUMERATED {reserved, n1, n2, n3, n4, assigned}


}

















OPTIONAL,
-- Need OP


csi-RS-ConfigZPId-r11



CSI-RS-ConfigZPId-r11,


qcl-CSI-RS-ConfigNZPId-r11


CSI-RS-ConfigNZPId-r11



OPTIONAL,
-- Need OR


...

}

-- ASN1STOP

	PDSCH-Config field descriptions

	ce-HarqAckBundling-config

Activation of PDSCH HARQ-ACK bundling in half duplex FDD in CE mode A, see TS 36.212 [22] and TS 36.213 [23].

	ce-pdsch-maxBandwidth-config 

Maximum PDSCH channel bandwidth in CE mode A and B, see TS 36.212 [22] and TS 36.213 [23]. Value bw5 corresponds to 5 MHz, and value bw20 corresponds to 20 MHz. If this field is not configured, the maximum PDSCH channel bandwidth in CE mode A and B is set to 1.4 MHz.

	ce-pdsch-tenProcesses-config 

Configuration of 10 (instead of 8) DL HARQ processes in FDD in CE mode A, see TS 36.212 [22] and TS 36.213 [23].

	ce-schedulingEnhancement-config

Activation of dynamic HARQ-ACK  delay for PDSCH in CE mode A controlled by the DCI, see TS 36.212 [22] and TS 36.213 [23]. Value range1 corresponds to the first range of HARQ-ACK delays, and value range2 corresponds to second range of HARQ-ACK delays.

	optionalSetOfFields

If absent, the UE releases the configuration provided previously, if any, and applies the values from the serving cell configured on the same frequency.

	p-a

Parameter: 
[image: image1.wmf]A

P

, see TS 36.213 [23, 5.2]. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	p-b

Parameter: 
[image: image2.wmf]B

P

, see TS 36.213 [23, Table 5.2-1].

	pdsch-maxNumRepetitionCEmodeA 

Maximum value to indicate the set of PDSCH repetition numbers for CE mode A, see TS 36.211 [21] and TS 36.213 [23].

	pdsch-maxNumRepetitionCEmodeB 

Maximum value to indicate the set of PDSCH repetition numbers for CE mode B, see TS 36.211 [21] and TS 36.213 [23]. E-UTRAN does not configure this field element in this version of the specification.

	pdsch-maxNumRepetitionCEmodeB-v14xy 

Maximum value to indicate the set of PDSCH repetition numbers for CE mode B, see TS 36.211 [21] and TS 36.213 [23].

	pdsch-Start

The starting OFDM symbol of PDSCH for the concerned serving cell, see TS 36.213 [23. 7.1.6.4]. Values 1, 2, 3 are applicable when dl-Bandwidth for the concerned serving cell is greater than 10 resource blocks, values 2, 3, 4 are applicable when dl-Bandwidth for the concerned serving cell is less than or equal to 10 resource blocks, see TS 36.211 [21, Table 6.7-1]. Value n1 corresponds to 1, value n2 corresponds to 2 and so on.

	qcl-CSI-RS-ConfigNZPId

Indicates the CSI-RS resource that is quasi co-located with the PDSCH antenna ports, see TS 36.213 [23, 7.1.9]. E-UTRAN configures this field if and only if the UE is configured with qcl-Operation set to typeB.

	qcl-Operation

Indicates the quasi co-location behaviour to be used by the UE, type A and type B, as described in TS 36.213 [23, 7.1.10].

	referenceSignalPower

Parameter: Reference-signal power, which provides the downlink reference-signal EPRE, see TS 36.213 [23, 5.2]. The actual value in dBm.

	re-MappingQCLConfigToAddModList, re-MappingQCLConfigToReleaseList

For a serving frequency E-UTRAN configures at least one PDSCH-RE-MappingQCL-Config when transmission mode 10 is configured for the serving cell on this carrier frequency. Otherwise it does not configure this field.

	tbsIndexAlt
Indicates the applicability of the alternative TBS index for the ITBS 26 and 33 (see TS 36.213 [23, Table 7.1.7.2.1-1]) to all subframes scheduled by DCI format 2C or 2D. Value a26 refers to the alternative TBS index ITBS 26A, and value a33 refers to the alternative TBS index ITBS 33A. If this field is not configured, the UE shall use ITBS 26 and 33 specified in Table 7.1.7.2.1-1 in TS 36.213 [23] for all subframes instead.


Next change
–
RACH-ConfigCommon
The IE RACH-ConfigCommon is used to specify the generic random access parameters.

RACH-ConfigCommon information element

-- ASN1START

RACH-ConfigCommon ::=

SEQUENCE {


preambleInfo





SEQUENCE {



numberOfRA-Preambles



ENUMERATED {













n4, n8, n12, n16, n20, n24, n28,













n32, n36, n40, n44, n48, n52, n56,













n60, n64},



preamblesGroupAConfig



SEQUENCE {




sizeOfRA-PreamblesGroupA


ENUMERATED {














n4, n8, n12, n16, n20, n24, n28,














n32, n36, n40, n44, n48, n52, n56,














n60},




messageSizeGroupA





ENUMERATED {b56, b144, b208, b256},




messagePowerOffsetGroupB


ENUMERATED {














minusinfinity, dB0, dB5, dB8, dB10, dB12,














dB15, dB18},




...



}


OPTIONAL












-- Need OP


},


powerRampingParameters



PowerRampingParameters,


ra-SupervisionInfo




SEQUENCE {



preambleTransMax




PreambleTransMax,



ra-ResponseWindowSize



ENUMERATED {













sf2, sf3, sf4, sf5, sf6, sf7,













sf8, sf10},



mac-ContentionResolutionTimer

ENUMERATED {













sf8, sf16, sf24, sf32, sf40, sf48,













sf56, sf64}


},


maxHARQ-Msg3Tx





INTEGER (1..8),


...,


[[
preambleTransMax-CE-r13


PreambleTransMax




OPTIONAL,
-- Need OR



rach-CE-LevelInfoList-r13

RACH-CE-LevelInfoList-r13


OPTIONAL
-- Need OR


]]

}

RACH-ConfigCommon-v1250 ::=

SEQUENCE {


txFailParams-r12 



SEQUENCE {



connEstFailCount-r12




ENUMERATED {n1, n2, n3, n4},



connEstFailOffsetValidity-r12


ENUMERATED {s30, s60, s120, s240, 















s300, s420, s600, s900},



connEstFailOffset-r12




INTEGER (0..15)

OPTIONAL
-- Need OP


}

}

RACH-ConfigCommonSCell-r11 ::=

SEQUENCE {


powerRampingParameters-r11



PowerRampingParameters,


ra-SupervisionInfo-r11




SEQUENCE {



preambleTransMax-r11




PreambleTransMax


},


...

}

RACH-CE-LevelInfoList-r13 ::=
SEQUENCE (SIZE (1..maxCE-Level-r13)) OF RACH-CE-LevelInfo-r13

RACH-CE-LevelInfo-r13 ::=

SEQUENCE {


preambleMappingInfo-r13



SEQUENCE {



firstPreamble-r13




INTEGER(0..63),



lastPreamble-r13




INTEGER(0..63)

},

ra-ResponseWindowSize-r13


ENUMERATED {sf20, sf50, sf80, sf120, sf180,














sf240, sf320, sf400},


mac-ContentionResolutionTimer-r13
ENUMERATED {sf80, sf100, sf120,














sf160, sf200, sf240, sf480, sf960},


rar-HoppingConfig-r13



ENUMERATED {on,off},


...,


[[
ra-ResponseWindowSize-v14xy

ENUMERATED {sf20, sf50, sf80, sf120, sf180,














sf240, sf320, sf400, sf448, sf512, sf640,














sf768, sf1024, sf1280, sf1792, sf2560}

]]
}

PowerRampingParameters ::=


SEQUENCE {


powerRampingStep




ENUMERATED {dB0, dB2,dB4, dB6},


preambleInitialReceivedTargetPower
ENUMERATED {












dBm-120, dBm-118, dBm-116, dBm-114, dBm-112,












dBm-110, dBm-108, dBm-106, dBm-104, dBm-102,












dBm-100, dBm-98, dBm-96, dBm-94,












dBm-92, dBm-90}

}

PreambleTransMax ::=



ENUMERATED {












n3, n4, n5, n6, n7,
n8, n10, n20, n50,












n100, n200}

-- ASN1STOP

	RACH-ConfigCommon field descriptions

	connEstFailCount

Number of times that the UE detects T300 expiry on the same cell before applying connEstFailOffset. 

	connEstFailOffset

Parameter “Qoffsettemp” in TS 36.304 [4]. If the field is not present the value of infinity shall be used for “Qoffsettemp”.

	connEstFailOffsetValidity

Amount of time that the UE applies connEstFailOffset before removing the offset from evaluation of the cell. Value s30 corresponds to 30 seconds, s60 corresponds to 60 seconds, and so on.

	mac-ContentionResolutionTimer

Timer for contention resolution in TS 36.321 [6]. Value in subframes. Value sf8 corresponds to 8 subframes, sf16 corresponds to 16 subframes and so on.

	maxHARQ-Msg3Tx

Maximum number of Msg3 HARQ transmissions in TS 36.321 [6], used for contention based random access. Value is an integer.

	messagePowerOffsetGroupB

Threshold for preamble selection in TS 36.321 [6]. Value in dB. Value minusinfinity corresponds to –infinity. Value dB0 corresponds to 0 dB, dB5 corresponds to 5 dB and so on.

	messageSizeGroupA

Threshold for preamble selection in TS 36.321 [6]. Value in bits. Value b56 corresponds to 56 bits, b144 corresponds to 144 bits and so on.

	numberOfRA-Preambles

Number of non-dedicated random access preambles in TS 36.321 [6]. Value is an integer. Value n4 corresponds to 4, n8 corresponds to 8 and so on.

	powerRampingStep

Power ramping factor in TS 36.321 [6]. Value in dB. Value dB0 corresponds to 0 dB, dB2 corresponds to 2 dB and so on.

	preambleInitialReceivedTargetPower

Initial preamble power in TS 36.321 [6]. Value in dBm. Value dBm-120 corresponds to -120 dBm, dBm-118 corresponds to -118 dBm and so on.

	preambleMappingInfo

Provides the mapping of premables to groups for each CE level, as specified in TS 36.321 [6].

	preamblesGroupAConfig

Provides the configuration for preamble grouping in TS 36.321 [6]. If the field is not signalled, the size of the random access preambles group A [6] is equal to numberOfRA-Preambles.

	preambleTransMax, preambleTransMax-CE

Maximum number of preamble transmission in TS 36.321 [6]. Value is an integer. Value n3 corresponds to 3, n4 corresponds to 4 and so on.

	rach-CE-LevelInfoList

Provides RACH information each coverage level. The first entry in the list is the contention resolution timer of CE level 0, the second entry in the list is the contention resolution timer of CE level 1, and so on. If E-UTRAN includes rach-CE-LevelInfoList, it includes the same number of entries as in prach-ParametersListCE.

	ra-ResponseWindowSize

Duration of the RA response window in TS 36.321 [6]. Value in subframes. Value sf2 corresponds to 2 subframes, sf3 corresponds to 3 subframes and so on. The same value applies for each serving cell (although the associated functionality is performed independently for each cell).

	ra-ResponseWindowSize-v14xy
Duration of the RA response window in TS 36.321 [6]. Value in subframes. Value sf2 corresponds to 2 subframes, sf3 corresponds to 3 subframes and so on. The same value applies for each serving cell (although the associated functionality is performed independently for each cell). If ra-ResponseWindowSize-v14xy is present, the UE shall ignore ra-ResponseWindowSize (i.e. without suffix).

	rar-HoppingConfig
Frequency hopping activation/deactivation for RAR/Msg3/Msg4 for a CE level, see TS 36.211 [21].

	sizeOfRA-PreamblesGroupA

Size of the random access preambles group A in TS 36.321 [6]. Value is an integer. Value n4 corresponds to 4, n8 corresponds to 8 and so on.
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