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6.5.1.2
OTDOA Assistance Data Elements

– 
OTDOA-ReferenceCellInfo
The IE OTDOA-ReferenceCellInfo is used by the location server to provide assistance data reference cell information for OTDOA assistance data. The slot number offsets and expected RSTDs in OTDOA-NeighbourCellInfoList are provided relative to the cell defined by this IE. If earfcnRef of this assistance data reference cell is different from that of the serving cell, the LPP layer shall inform lower layers to start performing inter-frequency RSTD measurements with this cell and provide to lower layers the information about this assistance data reference cell, e.g. EARFCN and PRS positioning occasion information.
NOTE:
The location server should always include the PRS configuration of the assistance data reference and neighbour cells. Otherwise the UE may not meet the accuracy requirements as defined in [18].

-- ASN1START

OTDOA-ReferenceCellInfo ::= SEQUENCE {


physCellId




INTEGER (0..503),


cellGlobalId



ECGI





OPTIONAL,

-- Need ON


earfcnRef




ARFCN-ValueEUTRA


OPTIONAL,

-- Cond NotSameAsServ0


antennaPortConfig


ENUMERATED {ports1-or-2, ports4, ... }
















OPTIONAL,

-- Cond NotSameAsServ1


cpLength




ENUMERATED { normal, extended, ... },


prsInfo





PRS-Info




OPTIONAL,

-- Cond PRS


...,


[[ earfcnRef-v9a0


ARFCN-ValueEUTRA-v9a0

OPTIONAL

-- Cond NotSameAsServ2


]],


[[ tpId-r14




INTEGER (0..4095)


OPTIONAL,

-- Need ON


   cpLengthCRS-r14


ENUMERATED { normal, extended, ... }

















OPTIONAL,

-- Cond CRS


   sameMBSFNconfigRef-r14 
BOOLEAN





OPTIONAL,

-- Need ON


dlBandwidth-r14


ENUMERATED {n6, n15, n25, n50, n75, n100}
















OPTIONAL,

-- Cond NotSameAsServ3


addPRSconfigRef-r14

SEQUENCE (SIZE (1..maxAddPRSconfig-r14)) OF PRS-Info
















OPTIONAL

-- Need ON


]]
}

maxAddPRSconfig-r14 


INTEGER ::= 2

-- ASN1STOP

	Conditional presence
	Explanation

	NotSameAsServ0
	This field is absent if earfcnRef-v9a0 is present. Otherwise, the field is mandatory present if the EARFCN of the OTDOA assistance data reference cell is not the same as the EARFCN of the target devices’s current primary cell.

	NotSameAsServ1
	The field is mandatory present if the antenna port configuration of the OTDOA assistance data reference cell is not the same as the antenna port configuration of the target devices’s current primary cell.

	NotSameAsServ2
	The field is absent if earfcnRef is present. Otherwise, the field is mandatory present if the EARFCN of the OTDOA assistance data reference cell is not the same as the EARFCN of the target devices’s current primary cell.

	PRS
	The field is mandatory present if positioning reference signals are available in the assistance data reference cell [16]; otherwise it is not present. 

	CRS
	The field is optionally present, need ON, if prsInfo is present. Otherwise it is not present.

	NotSameAsServ3
	The field is mandatory present if the downlink bandwidth configuration of the assistance data reference cell is not the same as the downlink bandwidth configuration of the target decivces’s current primary cell and if PRS frequency hopping is used in the assistance data reference cell [16]; otherwise it is not present.


	OTDOA-ReferenceCellInfo field descriptions

	physCellId 

This field specifies the physical cell identity of the assistance data reference cell, as defined in [12].

	cellGlobalId

This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the assistance data reference cell, as defined in [12]. The server  should include this field if it considers that it is needed to resolve ambiguity in the cell indicated by physCellId.

	earfcnRef

This field specifies the EARFCN of the assistance data reference cell.

	antennaPortConfig

This field specifies whether 1 (or 2) antenna port(s) or 4 antenna ports for cell specific reference signals (CRS) are used in the assistance data reference cell.

	cpLength

This field specifies the cyclic prefix length of the assistance data reference cell PRS if the prsInfo field is present, otherwise this field specifies the cyclic prefix length of the assistance data reference cell CRS.

	prsInfo

This field specifies the first PRS configuration of the assistance data reference cell.

	tpId

This field specifies an identity of the transmission point. This field together with the physCellId and/or prsID may be used to identify the transmission point in case the same physical cell ID is shared by multiple transmission points.

	cpLengthCRS

This field specifies the cyclic prefix length of the assistance data reference cell CRS. If this field is present, the target device may assume the CRS and PRS antenna ports of the assistance data reference cell are quasi co-located (as defined in [16]).

	sameMBSFNconfigRef

This field indicates whether the MBSFN subframe configuration of the assistance data reference cell is the same as the current primary cell of the target device. TRUE means the same, and FALSE means not the same.

	dlBandwidth

This field specifies the downlink bandwidth configuration of the assistance data reference cell, NRB in downlink, see TS 36.101 [21, table 5.6-1]. n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. 

	addPRSconfigRef

This field specifies the additional (second and possibly third) PRS configuration(s) of the assistance data reference cell.


– 
PRS-Info

The IE PRS-Info provides the information related to the configuration of PRS in a cell.

-- ASN1START

PRS-Info ::= SEQUENCE {


prs-Bandwidth


ENUMERATED { n6, n15, n25, n50, n75, n100, ... },


prs-ConfigurationIndex
INTEGER (0..4095),


numDL-Frames


ENUMERATED {sf-1, sf-2, sf-4, sf-6, ..., sf-add-v14xy},


...,


prs-MutingInfo-r9

CHOICE {



po2-r9




BIT STRING (SIZE(2)),



po4-r9




BIT STRING (SIZE(4)),



po8-r9




BIT STRING (SIZE(8)),



po16-r9




BIT STRING (SIZE(16)),



...,



po32-v14xy



BIT STRING (SIZE(32)),



po64-v14xy



BIT STRING (SIZE(64)),



po128-v14xy



BIT STRING (SIZE(128)),



po256-v14xy



BIT STRING (SIZE(256)),



po512-v14xy



BIT STRING (SIZE(512)),



po1024-v14xy


BIT STRING (SIZE(1024))

}













OPTIONAL,



-- Need OP

[[ prsID-r14


INTEGER (0..4095)



OPTIONAL,



-- Need ON


   add-numDL-Frames-r14
INTEGER (1..160)



OPTIONAL,



-- Cond sf-add


prsOccGroupLen-r14
ENUMERATED {g2, g4, g8, g16, g32, g64, g128,... } 
















OPTIONAL, 


-- Cond Occ-Grp


prsHoppingInfo-r14
CHOICE {




nb2-r14




INTEGER (0.. maxAvailNarrowBands-Minus1-r14),




nb4-r14




SEQUENCE (SIZE (3)) 











OF INTEGER (1.. maxAvailNarrowBands-Minus1-r14)

}












OPTIONAL



-- Cond PRS-FH


]]
}

maxAvailNarrowBands-Minus1-r14

INTEGER ::= 15
-- Maximum number of narrowbands minus 1
-- ASN1STOP

	Conditional presence
	Explanation

	sf-add
	The field is mandatory present if the numDL-Frames field has the value 'sf-add'; otherwise it is not present. 

	Occ-Grp
	The field is mandatory present if a PRS occasion group is configured; otherwise it is not present.

	PRS-FH
	The field is mandatory present if frequency hopping is used for PRS; otherwise it is not present.


	PRS-Info field descriptions

	prs-Bandwidth

This field specifies the bandwidth that is used to configure the positioning reference signals on. Enumerated values are specified in number of resource blocks (n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on) and define 1.4, 3, 5, 10, 15 and 20 MHz bandwidth.

	prs-ConfigurationIndex

This field specfies the positioning reference signals configuration index IPRS as defined in [16].

	numDL-Frames

This field specifies the number of consecutive downlink subframes NPRS with positioning reference signals, as defined in [16]. Enumerated values define 1, 2, 4, or 6 consecutive downlink subframes. The value sf-add indicates that NPRS is provided in the field add-numDL-Frames.

	prs-MutingInfo

This field specifies the PRS muting configuration of the cell. The PRS muting configuration is defined by a periodic PRS muting sequence with periodicity TREP where TREP, counted in the number of PRS occasion groups [18], can be 2, 4, 8, 16, 32, 64, 128, 256, 512, or 1024 which is also the length of the selected bit string that represents this PRS muting sequence. If a bit in the PRS muting sequence is set to "0", then the PRS is muted in all the PRS occasions in the corresponding PRS occasion group. A PRS occasion group comprises one or more PRS occasions as indicated by prsOccGroupLen, each of NPRS downlink positioning subframes as defined in [16]. The first bit of the PRS muting sequence corresponds to the first PRS occasion group that starts after the beginning of the assistance data reference cell SFN=0. The sequence is valid for all subframes after the target device has received the prs-MutingInfo. If this field is not present the target device may assume that the PRS muting is not in use for the cell.

When the SFN of the assistance data reference cell is not known to the UE and prs-MutingInfo is provided for a cell in the OTDOA-NeighbourCellInfoList IE, the UE may assume no PRS is transmitted by that cell.
When the UE receives a TREP-bit muting pattern together with a PRS periodicity TPRS for the same cell which exceeds 10240 subframes (i.e., TREP × TPRS > 10240 subframes), the UE shall assume an n-bit muting pattern based on the first n‑bits, where n = 10240/TPRS.

	prsID

This field specifies the PRS-ID as defined in [16].

	add-numDL-Frames

This field specifies the number of consecutive downlink subframes NPRS with positioning reference signals, as defined in [16]. Integer values define 1, 2, 3, …, 160 consecutive downlink subframes.

	prsOccGroupLen

This field specifies the length of the PRS occasion group. Enumerated values define 2, 4, 8, 16, 32, 64 or 128, and the product of the PRS periodicity T_PRS from the prs-ConfigurationIndex and the PRS occasion group length cannot exceed 1280 nor be below 160. If omitted, the PRS occasion group length is 1. 

	prsHoppingInfo 

This field specifies the PRS frequency hopping configuration [16] for 6 resource blocks PRS bandwidths. The choice nb2 indicates hopping between 2 narrowbands; the choice nb4 indicates hopping between 4 narrowbands. The first PRS positioning occasion of the first PRS occasion group that starts after the beginning of SFN=0 of the assistance data reference cell is located at the centre of the system bandwidth. The frequency band of each subsequent PRS occasion is indicated by nb2 or nb4, respectively, which defines the narrowband index 
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as specified in TS 36.211 [16]. If this field is absent, no PRS frequency hopping is used.


[…]

6.5.1.7
OTDOA Capability Information

–
OTDOA-ProvideCapabilities
The IE OTDOA-ProvideCapabilities is used by the target device to indicate its capability to support OTDOA and to provide its OTDOA positioning capabilities to the location server. 

-- ASN1START

OTDOA-ProvideCapabilities ::= SEQUENCE {


otdoa-Mode

BIT STRING { 
ue-assisted 

(0),










ue-assisted-NB-r14
(1) } (SIZE (1..8)),


...,


supportedBandListEUTRA 

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA

OPTIONAL,


supportedBandListEUTRA-v9a0
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA-v9a0






















OPTIONAL,


interFreqRSTDmeasurement-r10

ENUMERATED { supported }





OPTIONAL,


additionalNeighbourCellInfoList-r10
ENUMERATED { supported }





OPTIONAL,


prs-id-r14






ENUMERATED { supported }





OPTIONAL,


tp-separation-via-muting-r14

ENUMERATED { supported }





OPTIONAL,


additional-prs-config-r14


ENUMERATED { supported }





OPTIONAL,


prs-based-tbs-r14




ENUMERATED { supported }





OPTIONAL,


additionalPathsReport-r14


ENUMERATED { supported }





OPTIONAL,


densePrsConfig-r14




ENUMERATED { supported }





OPTIONAL,

maxSupportedPrsBandwidth-r14 

ENUMERATED { n1, n6, n15, n25, n50, n75, n100, ...}
OPTIONAL,


prsOccGroup-r14





ENUMERATED { supported }





OPTIONAL,

prsFrequencyHopping-r14 


ENUMERATED { supported }





OPTIONAL,

maxSupportedPrsConfigs-r14


ENUMERATED { c2, c3 }






OPTIONAL,


periodicalReporting-r14



ENUMERATED { supported }





OPTIONAL,


multiPrbNprs-r14




ENUMERATED { supported }





OPTIONAL,


idleStateForMeasurements-r14

ENUMERATED { required }






OPTIONAL
}

maxBands INTEGER ::= 64

SupportedBandEUTRA ::= SEQUENCE {


bandEUTRA






INTEGER (1..maxFBI)

}

SupportedBandEUTRA-v9a0 ::=

SEQUENCE {


bandEUTRA-v9a0





INTEGER (maxFBI-Plus1..maxFBI2)

OPTIONAL

}

maxFBI







INTEGER
::=
64
-- Maximum value of frequency band indicator
maxFBI-Plus1





INTEGER ::= 65
-- lowest value extended FBI range

maxFBI2







INTEGER ::= 256
-- highest value extended FBI range

-- ASN1STOP

	OTDOA-ProvideCapabilities field descriptions

	otdoa-Mode

This field specifies the OTDOA mode(s) supported by the target device. This is represented by a bit string, with a one‑value at the bit position means the particular OTDOA mode is supported; a zero‑value means not supported. A zero-value in all bit positions in the bit string means OTDOA positioning method is not supported by the target device.
ue-assisted: 

Bit 0 indicates that the target device supports UE-assisted OTDOA and LTE PRS.

ue-assisted-NB: 
Bit 1 indicates that the target device supports UE-assisted OTDOA and NB-IoT NPRS.

	SupportedBandEUTRA

This field specifies the frequency bands for which the target device supports RSTD measurements. One entry corresponding to each supported E‑UTRA band as defined in TS 36.101 [21]. In case the target device includes bandEUTRA-v9a0, the target device shall set the corresponding entry of bandEUTRA (i.e. without suffix) to maxFBI.

	interFreqRSTDmeasurement

This field, if present, indicates that the target device supports inter-frequency RSTD measurements within and between the frequency bands indicated in SupportedBandEUTRA.

	additionalNeighbourCellInfoList
This field, if present, indicates that the target device supports up to 3×24 OTDOA-NeighbourCellInfoElement in OTDOA‑NeighbourCellInfoList in OTDOA-ProvideAssistanceData without any restriction for the earfcn in each OTDOA-NeighbourCellInfoElement as specified in subclause 6.5.1.2.

	prs-id
This field, if present, indicates that the target device supports PRS generation based on the PRS-ID as specified in [16] and support for TP-ID in OTDOA-ReferenceCellInfo and OTDOA-NeighbourCellInfoList.

	tp-separation-via-muting
This field, if present, indicates that the target device supports RSTD measurements for cells which have associated transmission points (e.g., Remote Radio Heads) within the cell coverage and where these associated transmission points have the same physical cell identity as the associated cell, and where these transmission points are identified via a different muting pattern. The field also indicates support for TP-ID in OTDOA-ReferenceCellInfo and OTDOA‑NeighbourCellInfoList.

	additional-prs-config

This field, if present, indicates that the target device supports additional PRS configurations. The additional PRS configuration in PRS-Info IE comprise:

- support for prs-ConfigurationIndex > 2399;
- support for NPRS values in addition to 1, 2, 4 and 6 (add-numDL-Frames in PRS-Info);

- support for muting bit string lengths > 16 bits.

	prs-based-tbs

This field, if present, indicates that the target device supports RSTD measurements for PRS-only TPs.

	additionalPathsReport

This field, if present, indicates that the target device supports reporting of timing information for additional detected paths for RSTD reference and each neighbour cell.

	densePrsConfig 

This field, if present, indicates that the target device supports a subset of the additional PRS configurations associated with capability additional-prs-config (PRS period 10ms, 20ms, 40ms or 80ms, and PRS occasion lengths 10, 20, 40, 80 or 160 subframes). In case additional-prs-config is present, this field is not present.

	maxSupportedPrsBandwidth 

This field, if present, indicates the maximum PRS bandwidth supported by the target device, n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If not present, the target device is assumed to support the PRS bandwidth associated with the target device type, which for LTE devices including Cat-M1/M2 is 100 resource blocks and for NB-IoT devices is 1 resource block.

	prsOccGroup 

This field, if present, indicates that the target device supports PRS occasion groups, which implies that each bit of a configured muting pattern applies per PRS occasion group.

	prsFrequencyHopping 

This field, if present, indicates that the target device supports PRS occasion frequency hopping for 6 resource block PRS bandwidth. If PRS occasion group is supported, the frequency hopping starts at the first PRS occasion of the PRS occasion group.

	maxSupportedPrsConfigs

This field, if present, indicates that the target device supports multiple PRS configurations per cell. Enumerated value c2 indicates support for up to 2 configurations; c3 indicates support for up to 3 configurations.

	periodicalReporting
This field, if present, indicates that the target device supports periodicalReporting of RSTD measurements. If this field is absent, the location server may assume that the target device does not support periodicalReporting in CommonIEsRequestLocationInformation.

	multiPrbNprs
This field, if present, indicates that the target device supports NPRS configuration in more than one resource block (i.e., maxCarrier in PRS-Info-NB greater 1).

	idleStateForMeasurements
This field, if present, indicates that the target device requires idle state to perform RSTD measurements.


Editor’s Note: 
Whether the capability multiPrbNprs is needed or not is FFS.
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