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1	Introduction
This contribution suggests some updates to the latest SDAP TS.
2	SDAP Updates
The following updates are suggested
1. Cover Page: keywords could be already added, for instance NR and Radio.
2. [bookmark: _GoBack]Language properties inconsistent (not all set as English).
3. Reference 2 not properly formatted.
4. Reference 4 has one smart quote at the end.
5. There is probably no need to refer to [3] every time RRC is mentioned.
6. Reflective mapping definition: a bit convoluted and could be simplified as follows: a QoS flow to DRB mapping scheme where a UE monitors the QoS flow to DRB mapping relationship in the DL to apply it in the UL. 
7. Since DRB is defined, we could use it instead of having data radio bearer always e.g. in 4.2.1.
8. The concept of “cell group” should not be needed in SDAP, for instance, in 4.2.2 and 5.1.1.
9. Figure 4.2.2-1 should be simplified by removing “marking QoS flow ID” as it is part of SDAP header (contradicts e.g. 5.2 otherwise). Font size should be adjusted to avoid breaking words at unfortunate places. 
10. Title of figures 4.2.2-1 and 6.2.2.1-1 not properly formatted.
11. For the services expected from lower layers, does SDAP expect ciphering and header compression from lower layers? RRC requires it from PDCP but SDAP should not care whether those are configured or not.
12. Automatic numbering used for 5.2.1 and 5.2.2.
13. Section 5.3.2 gives the impression that C-Plane reflective QoS is used so perhaps of saying “When reflective QoS flow to DRB mapping is configured, for each received DL SDAP PDU of the QoS flow, the SDAP entity shall:”, we should say “For each DL SDAP PDUs subject to reflective QoS flow to DRB mapping, the SDAP entity shall”
14. 6.1.1 should read that a SDAP PDU is used to convey user data and a header to be consistent with 6.2.2.2.
15. All references should be self-explanatory e.g. as defined in 3PP TS xx.yyy [z] instead of using [z] only.
The corresponding updates are in the companion contribution contained in the zip file of the TDoc.
