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1. Overall Description
RAN2 would like to thank SA2 for response LS on LTE connectivity to 5G-CN.
RAN2 has further discussed whether it is possible to prevent legacy UEs (i.e. UEs before Rel-15) accessing the E-UTRA cell connected to 5G-CN only for the following cases:
1. The E-UTRA cell belongs to a single PLMN or shared by multiple PLMNs. For all the PLMN(s) the E-UTRA cell is connected to 5G-CN only.
Legacy UEs (i.e. UEs before Rel-15) can be prevented from accessing the cell by cell barring control.
2. The E-UTRA cell is shared by multiple PLMNs. For some PLMNs the E-UTRA cell is connected to 5G-CN only.

From RAN2 perspective, there is no mechanism to prevent legacy UEs (i.e. UEs before Rel-15) from camping on this cell as either an acceptable or a suitable cell for the PLMNs which allow to connect to 5G-CN only (i.e. prevent the UEs from accessing per PLMN).
2. Actions:
To SA2
ACTION: 
RAN2 kindly request SA2 to take the above information into account.

3. Date of Next RAN2 Meetings:

TSG-RAN WG2 Meeting #99bis

9th – 13th October 2017

Prague, CZ
TSG-RAN WG2 Meeting #100

27th Nov – 1st Dec

Reno, USA
