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1. Introduction
In the RAN2#98 meeting the following agreement was achieved in regards to UAV.

	Agreements

1
Study the enhancement of measurement report mechanism to address the issue of increased number of strong neighbour cells.


This contribution focuses on the case when the measurement reports are sent frequently due to the propagation condition where the UAV UE sees many “good” cells that satisfied the configured events, and proposes enhancements to minimize the number of measurements reports.
2. Discussion
As indicated in several papers [1,2] in the last RAN2#98, due to the increasing LOS propagation characteristics, the number of detected cells is higher when the UAV UE is airborne compared to when it is in the ground.
 According to the existing RRC measurement reporting mechanism, when the entering condition of an event is fulfilled by a neighbour cell(s) during the concerning timeToTrigger period, those cell(s) are managed as an applicable cell(s) which will trigger measurement report. This measurement report will be triggered/sent even only 1 cell is applicable. Therefore in the case of UAV UE, especially if events that evaluates the quality of neighbour cell are configured (e.g., event A3, A4, A5, A6), one direct result is that there may be high number of measurement report triggered /sent by the UAV UEs. 
Some contribution in [3,4] suggested that in order for minimize the number of measurement report, the triggering condition of event reporting may be enhanced. The detail for this solution is explained as follows. The number of measurement report can be minimized by setting the minimum number of cell that needs to satisfy the event. Hence, the measurement report will not be sent whenever ONE cell satisfies the event, but instead after a configured number of cells satisfy the event. Figure 1 illustrates this solution and shows how the number of measurement report can be reduced. The change needed in the specification is a definition of a parameter of “numberOfTriggeredCell” which can be configured by the network. The annex shows the example of RRC changes for this solution.
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(a) Existing measurement reporting mechanism


(b) Proposed enhancement of measurement reporting

Figure 1: Reducing measurement report by setting the trigger condition of
One aspect that needs to be considered when applying this solution is the trade-off between the timely measurement reporting to ensure successful handover execution and the number of measurement report signalling sent. The parameter setting for “numberofTriggeredCell” can of course taking into account the simulation and trial result on how many cells the UAV UE detects in the same measurement sampling timing.

Proposal 1:  
RAN2 to agree to enhance measurement reporting mechanism by setting a minimum number of cell to trigger an event reporting 
3. Summary and Proposal
The paper explained that using the existing measurement reporting mechanism, the number of measurement reports may be high in the case of UAV UE and proposed an enhancement where the measurement reports is sent only when a configurable number cells triggers the concerning event.
Proposal 1:  
RAN2 to agree to enhance measurement reporting mechanism by setting a minimum number of cells to trigger an event reporting 
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ANNEX
Example of changes in RRC to adopt enhancement of measurement reporting mechanism by setting a minimum number of cell to trigger an event reporting:
	First Change


5.5.4
Measurement report triggering

5.5.4.1
General

If security has been activated successfully, the UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to reportStrongestCellsForSON:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to reportCGI:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
if the ue-RxTxTimeDiffPeriodical is configured in the corresponding reportConfig:

5>
consider only the PCell to be applicable;
4>
else if the reportSSTD-Meas is set to true in the corresponding reportConfig:

5>
consider the PSCell to be applicable;

4>
else if the eventA1 or eventA2 is configured in the corresponding reportConfig:

5>
consider only the serving cell to be applicable;
4>
else if eventC1 or eventC2 is configured in the corresponding reportConfig; or if reportStrongestCSI-RSs is included in the corresponding reportConfig:
5>
consider a CSI-RS resource on the associated frequency to be applicable when the concerned CSI-RS resource is included in the measCSI-RS-ToAddModList defined within the VarMeasConfig for this measId;
4>
else if measRSSI-ReportConfig is configured in the corresponding reportConfig:
5>
consider the resource indicated by the rmtc-Config on the associated frequency to be applicable;
4>
else:

5>
if useWhiteCellList is set to TRUE:

6>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is included in the whiteCellsToAddModList defined within the VarMeasConfig for this measId;

5>
else:

6>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

5>
for events involving a serving cell on one frequency and neighbours on another frequency, consider the serving cell on the other frequency as a neighbouring cell;

4>
if the corresponding reportConfig includes alternativeTimeToTrigger and if the UE supports alternativeTimeToTrigger:

5>
use the value of alternativeTimeToTrigger as the time to trigger instead of the value of timeToTrigger in the corresponding reportConfig for cells included in the altTTT-CellsToAddModList of the corresponding measObject;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

NOTE 0:
The UE may also consider a neighbouring cell on the associated UTRA frequency to be applicable when the concerned cell is included in the csg-allowedReportingCells within the VarMeasConfig for this measId, if configured in the corresponding measObjectUTRA (i.e. the cell is included in the range of physical cell identities for which reporting is allowed).

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns WLAN:

4>
consider a WLAN on the associated set of frequencies, as indicated by carrierFreq or on all WLAN frequencies when carrierFreq is not present, to be applicable if the WLAN matches all WLAN identifiers of at least one entry within wlan-Id-List for this measId;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e.:

3>
if the corresponding reportConfig includes numberOfTriggeringCell:

4>
the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for the number of applicable cells indicated in numberOfTriggeringCell for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event);
3>
else: 
4>
the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event);
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4>
if T312 is not running:

5>
start timer T312 with the value configured in the corresponding measObject;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):
3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4>
if T312 is not running:

5>
start timer T312 with the value configured in the corresponding measObject;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event; or

2>

if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for the number of the cells indicated in numberOfTriggeringCell included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4>
if T312 is not running:

5>
start timer T312 with the value configured in the corresponding measObject;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration or if a6-ReportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;

3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable CSI-RS resources for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (i.e. a first CSI-RS resource triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable CSI-RS resources not included in the csi-RS-TriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (i.e. a subsequent CSI-RS resource triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more of the CSI-RS resources included in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;

3>
if c1-ReportOnLeave is set to TRUE for the corresponding reporting configuration or if c2-ReportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;

3>
if the csi-RS-TriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;
2>
if measRSSI-ReportConfig is included and if a (first) measurement result is available:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure as specified in 5.5.5 immediately when RSSI sample values are reported by the physical layer after the first L1 measurement duration;

2>
else if the purpose is included and set to reportStrongestCells or to reportStrongestCellsForSON and if a (first) measurement result is available:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>
if the purpose is set to reportStrongestCells and reportStrongestCSI-RSs is not included:

4>
if the triggerType is set to periodical and the corresponding reportConfig includes the ul-DelayConfig:

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after a first measurement result is provided by lower layers;

4>
else if the reportAmount exceeds 1:

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the PCell;

4>
else (i.e. the reportAmount is equal to 1):

5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the PCell and for the strongest cell among the applicable cells, or becomes available for the pair of PCell and the PSCell in case of SSTD measurements;

3>
else:
4>
initiate the measurement reporting procedure, as specified in 5.5.5, when it has determined the strongest cells on the associated frequency;

2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to reportCGI and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to event or to periodical while the corresponding measurement is not performed due to the PCell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

	The Next Change


6.3.5
Measurement information elements

<< skip unchanged part >>
–
ReportConfigEUTRA
The IE ReportConfigEUTRA specifies criteria for triggering of an E‑UTRA measurement reporting event. The E‑UTRA measurement reporting events concerning CRS are labelled AN with N equal to 1, 2 and so on.

Event A1:
Serving becomes better than absolute threshold;

Event A2:
Serving becomes worse than absolute threshold;

Event A3:
Neighbour becomes amount of offset better than PCell/ PSCell;

Event A4:
Neighbour becomes better than absolute threshold;

Event A5:
PCell/ PSCell becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

Event A6:
Neighbour becomes amount of offset better than SCell.
The E‑UTRA measurement reporting events concerning CSI-RS are labelled CN with N equal to 1 and 2.

Event C1:
CSI-RS resource becomes better than absolute threshold;
Event C2:
CSI-RS resource becomes amount of offset better than reference CSI-RS resource.
ReportConfigEUTRA information element

-- ASN1START

ReportConfigEUTRA ::=



SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventA1







SEQUENCE {






a1-Threshold





ThresholdEUTRA





},





eventA2







SEQUENCE {






a2-Threshold





ThresholdEUTRA





},





eventA3







SEQUENCE {






a3-Offset






INTEGER (-30..30),






reportOnLeave





BOOLEAN





},





eventA4







SEQUENCE {






a4-Threshold





ThresholdEUTRA





},





eventA5







SEQUENCE {






a5-Threshold1





ThresholdEUTRA,






a5-Threshold2





ThresholdEUTRA





},





...,





eventA6-r10






SEQUENCE {






a6-Offset-r10





INTEGER (-30..30),






a6-ReportOnLeave-r10



BOOLEAN





},





eventC1-r12






SEQUENCE {






c1-Threshold-r12




ThresholdEUTRA-v1250,






c1-ReportOnLeave-r12



BOOLEAN




},





eventC2-r12






SEQUENCE {





c2-RefCSI-RS-r12




MeasCSI-RS-Id-r12,





c2-Offset-r12





INTEGER (-30..30),





c2-ReportOnLeave-r12



BOOLEAN




}




},




hysteresis






Hysteresis,




timeToTrigger





TimeToTrigger



},



periodical







SEQUENCE {




purpose








ENUMERATED {















reportStrongestCells, reportCGI}



}


},


triggerQuantity





ENUMERATED {rsrp, rsrq},


reportQuantity





ENUMERATED {sameAsTriggerQuantity, both},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





ReportInterval,


reportAmount





ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},


...,


[[
si-RequestForHO-r9




ENUMERATED {setup}

OPTIONAL,
-- Cond reportCGI



ue-RxTxTimeDiffPeriodical-r9

ENUMERATED {setup}

OPTIONAL
-- Need OR

]],

[[
includeLocationInfo-r10

 

ENUMERATED {true}

OPTIONAL,
-- Need OR



reportAddNeighMeas-r10



ENUMERATED {setup}

OPTIONAL
-- Need OR

]],


[[
alternativeTimeToTrigger-r12

CHOICE {




release







NULL,




setup







TimeToTrigger


}












OPTIONAL,
-- Need ON


useT312-r12






BOOLEAN


OPTIONAL,
-- Need ON


usePSCell-r12





BOOLEAN


OPTIONAL, 
-- Need ON


aN-Threshold1-v1250




RSRQ-RangeConfig-r12

OPTIONAL, 
-- Need ON


a5-Threshold2-v1250




RSRQ-RangeConfig-r12

OPTIONAL, 
-- Need ON


reportStrongestCSI-RSs-r12


BOOLEAN


OPTIONAL,
-- Need ON


reportCRS-Meas-r12




BOOLEAN


OPTIONAL,
-- Need ON


triggerQuantityCSI-RS-r12


BOOLEAN


OPTIONAL

-- Need ON

]],


[[
reportSSTD-Meas-r13




BOOLEAN


OPTIONAL,

-- Need ON


rs-sinr-Config-r13




CHOICE {



release







NULL,



setup







SEQUENCE {





triggerQuantity-v1310



ENUMERATED {sinr}

OPTIONAL,
-- Need ON





aN-Threshold1-r13




RS-SINR-Range-r13

OPTIONAL, 
-- Need ON




a5-Threshold2-r13




RS-SINR-Range-r13

OPTIONAL, 
-- Need ON




reportQuantity-v1310



ENUMERATED {rsrpANDsinr, rsrqANDsinr, all}



}



}















OPTIONAL,
-- Need ON


useWhiteCellList-r13



BOOLEAN





OPTIONAL,
-- Need ON


measRSSI-ReportConfig-r13


MeasRSSI-ReportConfig-r13
OPTIONAL,
-- Need ON



includeMultiBandInfo-r13


ENUMERATED {true}


OPTIONAL,
-- Cond reportCGI



ul-DelayConfig-r13




UL-DelayConfig-r13


OPTIONAL
-- Need ON


]],


[[
ue-RxTxTimeDiffPeriodicalTDD-r13
BOOLEAN





OPTIONAL
-- Need ON


]],


[[
numberOfTriggeringCell-r14


INTEGER (2..maxCellReport)
OPTIONAL
-- Need ON


]]
}

RSRQ-RangeConfig-r12 ::=


CHOICE {


release







NULL,


setup







RSRQ-Range-v1250
}
ThresholdEUTRA ::=




CHOICE{


threshold-RSRP





RSRP-Range,


threshold-RSRQ





RSRQ-Range

}
ThresholdEUTRA-v1250 ::=


CSI-RSRP-Range-r12
MeasRSSI-ReportConfig-r13 ::=
SEQUENCE {


channelOccupancyThreshold-r13


RSSI-Range-r13



OPTIONAL
-- Need OR

}

-- ASN1STOP

	End of Change
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