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1. Overall Description:
RAN2 would like to thank RAN1 for their LS concerning Relay UE discovery for bandwidth limited Remote UEs. RAN2 has discussed the question asked by RAN1 in their LS:

	Action: RAN1 respectfully asks RAN2 WG to provide feedback about the possibility of awareness of used discovery model at radio layers.



[bookmark: _GoBack]RAN2 would like to clarify that currently discovery operation on AS layer is model-transparent and that discovery enhancements were not studied in RAN2 during the feD2D SI. However, the choice of discovery model is performed by the upper layers/Core Network and is known by the upper layers in the UE. Therefore, it can be feasible for the upper layers in the UE to indicate currently used discovery model when requesting AS layer to perform sidelink discovery transmission or sidelink discovery monitoring. If the information is provided by upper layers, then it can also be made possible for RRC Connected UE to indicate the utilized discovery model to the eNB, if needed.

2. Actions:
To: RAN1
ACTION: RAN2 respectfully asks RAN1 to take the above information into account in their further work.

3. Date of Next TSG-RAN2 Meetings:
TSG-RAN WG2 Meeting #99-Bis	9th – 13th October 2017		Prague, Czech Republic
TSG-RAN WG2 Meeting #100	27th November – 1st December 2017	Reno, US
