3GPP TSG-RAN WG2 #99
R2-1709829
Berlin, Germany, 21st – 25th August 2017
Agenda Item:
10.2.1 (Stage 2 TSs and running CR)
Source: 
Fujitsu
Title:
Stage 2 TP for LCP
Document for:
Decision
1. Proposed TP
There are two TPs are on the table [1]. TP#1 is supported by many companies, and TP#2 is supported by one company. RAN2 is asked to make a decision and the rapporteur proposes to capture TP#1 into TS38.300.

	TP#1 (Proposed TP)


10.5.X
Uplink
The UE has an uplink rate control function which manages the sharing of uplink resources between radio bearers. RRC controls the uplink rate control function by giving each bearer per logical channel a priority, a prioritised bit rate (PBR), and a buffer size duration (BSD). The values signalled need not be related to the ones signalled via NG to the gNB. In addition, mapping restrictions can be configured (see subclause 6.2.1).
The uplink rate control function ensures that the UE serves the logical channel(s) in the following sequence:
1.
All relevant logical channels in decreasing priority order up to their PBR;
2.
All relevant logical channels in decreasing priority order for the remaining resources assigned by the grant.
NOTE 1:
In case the PBRs are all set to zero, the first step is skipped and the logical channels are served in strict priority order: the UE maximises the transmission of higher priority data.
NOTE 2:
The mapping restrictions tell the UE which logical channels are relevant for the grant received. If no mapping restrictions are configured, all logical channels are considered.
If more than one radio bearers have the same priority, the UE shall serve these radio bearers equally.
	TP#2 (Alternative TP)


10.5.X
Uplink
The UE has an uplink rate control function which manages the sharing of uplink resources between radio bearers. RRC controls the uplink rate control function by giving each bearer per logical channel a priority, a prioritised bit rate (PBR), and a buffer size duration (BSD). The values signalled need not be related to the ones signalled via NG to the gNB. In addition, mapping restrictions can be configured (see subclause 6.2.1).
NOTE 1:
The mapping restrictions tell the UE which logical channels are relevant for the grant received.
If more than one radio bearers have the same priority, the UE shall serve these radio bearers equally.
2. Conclusion
Proposal:
The rapporteur propose to capture the TP#1 into Subclause 10.5 in TS38.300.
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