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5.3.10.15a
V2X sidelink Communication dedicated configuration

The UE shall:

1>
if the RRCConnectionReconfiguration message includes the sl-V2X-ConfigDedicated:

2>
if commTxResources is included and set to setup:

3>
use the resources indicated by commTxResources for V2X sidelink communication transmission, as specified in 5.10.13;

3>
perform CBR measurement on the transmission resource pool indicated in commTxResources for V2X sidelink communication transmission, as specified in 5.5.3;

2>
else if commTxResources is included and set to release:

3>
release the resources allocated for V2X sidelink communication transmission previously configured by commTxResources;

2>
if v2x-InterFreqInfoList is included:

3>
use the synchronization configuration and resource configuration parameters for V2X sidelink communication on frequencies included in v2x-InterFreqInfoList, as specified in 5.10.13 and 5.10.12;

3>
perform CBR measurement on the transmission resource pool indicated in v2x-InterFreqInfoList for V2X sidelink communication transmission, as specified in 5.5.3;

1>
if the RRCConnectionReconfiguration message includes the mobilityControlInfoV2X:
2>
if v2x-CommRxPool is included:

3>
use the resources indicated by v2x-CommRxPool for V2X sidelink communication reception, as specified in 5.10.12;
2>
if v2x-CommTxPoolExceptional is included:
3>
use the resources indicated by v2x-CommTxPoolExceptional for V2X sidelink communication transmission, as specified in 5.10.13;

3>
perform CBR measurement on the transmission resource pool indicated by v2x-CommTxPoolExceptional for V2X sidelink communication transmission, as specified in 5.5.3;
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5.10.12
V2X sidelink communication monitoring

A UE capable of V2X sidelink communication that is configured by upper layers to receive V2X sidelink communication shall:

1>
if the conditions for sidelink operation as defined in 5.10.1d are met:

2>
if in coverage on the frequency used for V2X sidelink communication, as defined in TS 36.304 [4, 11.4]: 

3>
if the frequency used to receive V2X sidelink communication is included in v2x-InterFreqInfoList within RRCConnectionReconfiguration, and v2x-CommRxPool is included in SL-V2X-InterFreqUE-Config within v2x-UE-ConfigList in the entry of v2x-InterFreqInfoList for the concerned frequency:
4>
configure lower layers to monitor sidelink control information and the corresponding data using the pool of resources indicated in the v2x-CommRxPool in the entry of v2x-InterFreqInfoList for the concerned frequency (i.e. within RRCConnectionReconfiguration);
3>
else if the frequency used to receive V2X sidelink communication is included in v2x-InterFreqInfoList within SystemInformationBlockType21, and v2x-CommRxPool is included in SL-V2X-InterFreqUE-Config within v2x-UE-ConfigList in the entry of v2x-InterFreqInfoList for the concerned frequency:
4>
configure lower layers to monitor sidelink control information and the corresponding data using the pool of resources indicated in the v2x-CommRxPool in the entry of v2x-InterFreqInfoList for the concerned frequency (i.e. within SystemInformationBlockType21);
3>
else:

4>
if the cell chosen for V2X sidelink communication reception broadcasts SystemInformationBlockType21 including v2x-CommRxPool in sl-V2X-ConfigCommon or,

4>
if the UE is configured with v2x-CommRxPool included in mobilityControlInfoV2X in RRCConnectionReconfiguration: 

5>
configure lower layers to monitor sidelink control information and the corresponding data using the pool of resources indicated in v2x-CommRxPool; 

2>
else (i.e. out of coverage on the frequency used for V2X sidelink communication, as defined in TS 36.304 [4, 11.4]): 

3>
if the frequency used to receive V2X sidelink communication is included in v2x-InterFreqInfoList within RRCConnectionReconfiguration, and v2x-CommRxPool is included in SL-V2X-InterFreqUE-Config within v2x-UE-ConfigList for the concerned frequency:

4>
configure lower layers to monitor sidelink control information and the corresponding data using the pool of resources indicated in the v2x-CommRxPool in the entry of v2x-InterFreqInfoList for the concerned frequency (i.e. within RRCConnectionReconfiguration);
3>
else if the frequency used to receive V2X sidelink communication is included in v2x-InterFreqInfoList within SystemInformationBlockType21, and v2x-CommRxPool is included in SL-V2X-InterFreqUE-Config within v2x-UE-ConfigList in the entry of v2x-InterFreqInfoList for the concerned frequency:
4>
configure lower layers to monitor sidelink control information and the corresponding data using the pool of resources indicated in the v2x-CommRxPool in the entry of v2x-InterFreqInfoList for the concerned frequency (i.e. within SystemInformationBlockType21);
3>
else:

4>
configure lower layers to monitor sidelink control information and the corresponding data using the pool of resources that were preconfigured (i.e. v2x-CommRxPoolList in SL-V2X-Preconfiguration defined in 9.3).
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