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1. Overall Description:

RAN2 has been working on developing RRC signalling for NR. To define the signalling required for EN-DC as well as NR standalone, RAN2 would like to learn how the following parameters related to UE RF are defined for NR together with their value range:
1. Frequency band number

· RAN2 understands that the value range agreed for NR is 1 to 512.

2. CA bandwidth class (and bandwidth combination set if needed)

3. ARFCN

4. NS value

· RAN2 would like to learn whether the NS value can be defined per frequency band. If so, what is the required value range?
For these parameters, speedy feedback would be highly appreciated for the Stage-3 freeze until December 2017.
Besides that, RAN2 would like to learn whether the following UE RF features supported for LTE are needed for NR as well:

a. Multiple frequency band indication (MFBI);

b. Modified MPR behaviour;

c. Multiple NS/P-Max;

d. Additional Rx/Tx performance requirements
Although these features are related to NR standalone, early feedback would also be appreciated to develop the specification until June 2018.
2. Actions:

To RAN4 group.

ACTION: 
RAN2 respectfully asks RAN4 group to provide their feedback on UR RF parameters and features described in this LS.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #100 
27th November – 1st December 2017
Reno, USA.

TSG-RAN WG2 Meeting AH 1801
22nd – 26th January 2018
USA.
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