3GPP TSG-RAN WG2 #99bis                                                                            R2-1710340
Prague, Czech Republic, October 9 - 13, 2017

Title:
[DRAFT] Reply LS on NR Paging Occasion
Response to:


Release:
REL-15
Work Item:
NR_newRAT-Core
Source:
Samsung (to be replaced by RAN2)
To:
TSG RAN WG1

Cc:


Contact Person:


Name: 
Anil Agiwal
E-mail Address:
anilag(at)samsung(dot)com
1. Overall Description:
RAN2 would like to thank RAN1 for their question on NR Paging Occasion: “Q: Per RAN2 definition on Paging Occasion, are the Paging DCI and Paging Message sent in the same Paging Occasion or they can be sent in the different Paging Occasions?”
RAN2 has discussed and agreed the following with respect to monitoring paging in NR.

· UE monitors one paging occasion per DRX cycle for paging reception.

· Paging occasion can consist of multiple time slots (e.g. subframe or OFDM symbol). The number of time slots in a paging occasion is configurable via system information:

· A network may transmit a paging using a different set of DL TX beam(s) or repetitions in each time slot.

· Transmission mechanism of paging in each time slot is up to RAN1 decision. Content of paging (e.g. paging message or paging indicator) is FFS when using beam sweeping.
As UE monitors only one paging occasion per DRX cycle, paging DCI which schedules the paging message should be transmitted in time slot(s) of the same paging occasion. 

2. Actions:

To RAN WG1
RAN2 would like ask RAN1 to take the above responses into account.
3. Date of Next TSG-RAN2 Meetings:
TSG RAN WG2 Meeting #100
Nov 27 – Dec 1, 2017

Reno, US

TSG RAN WG2 Adhoc

Jan 22 – 26, 2018

        US
