3GPP TSG-RAN WG2 Meeting #99bis
R2-1710830
Prague, Czech Republic, Berlin, 9th – 13th October 2017
Title:
Draft LS response to RAN3 LS on RAN Notification Areas
Response to: 
R2-1710036 / R3-173427
Release:
Rel-15
Work Item:
NR_newRAT-Core
Source:
Ericsson [to be changed to RAN2]
To:
RAN3
Contact Person:


Name:
Icaro Leonardo Da Silva
E-mail Address:
icaro.leonardo.da.silva@ericsson.com
1. Overall Description
RAN2 thank RAN3 for the LS on definition of RAN Notification Area in inactive state. In the LS, the following three options for defining a RAN Notification Area was described:
“

A RAN Notification Area is a subset of the registration area of the UE and is either:

· List of cells – option 1

· List of RAN Area IDs (as described below) – option 2

· List of TAIs – option 3 (core network’s Registration Area for the UE)

Option 2 is defined as follows:

· A TA (CN Tracking Area) is partitioned in RAN areas which are static and non-overlapping

· Anchor gNB can configure the UE with RNA (RAN notification area) = list of RAN areas

· RAN area ID is defined as TAI + RANAC (RAN Area Code)

· RANAC size is FFS (suggested between 6 to 8 bits) and to be broadcast by cells in addition to TAC

The three options are to be supported as a package.

“
RAN3 requested feedback from RAN2 on the feasibility of radio protocol support for the above three options.

Answer: The three options reflect well RAN2-discussions and preferences and therefore RAN2 agree to that these definitions of RAN Notification Area be included as a package and described in Stage 2, TS 38.300. 
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