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	Reason for change:
	To meet the ITU-2020 requirements on control plane latency cannot exceed 20 ms. In order to achieved this the processing delay for the grant received in a Random Access Reponse is reduced as well as the Processing delay requirements for when the UE receives RRCConnectionResume. It should also be possible for the eNB to control whether this feature is applied by the UE.

	
	

	Summary of change:
	The control plane latency reduction feature is an optional feature without capability bit. The UE supporting the control plane latency reduction feature shall also support User plane CIoT EPS Optimisation.
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First change
6.7
RRC Connection
6.7.1
RRC Connection Reject with deprioritisation
It is optional for UE to support RRCConnectionReject with deprioritisationReq as specified in TS 36.331 [5].
6.7.2
RRC Connection Establishment Failure Temporary Qoffset
It is optional for UE to support RRC Connection Establishment failure temporary Qoffset as specified in TS 36.331 [5].
6.7.3
mo-VoiceCall establishment cause for mobile originating MMTEL video
It is optional for UE to support mo-VoiceCall establishment cause for mobile originating MMTEL video as specified in TS 36.331 [5].
6.7.X
Reduced control plane latency
It is optional for UE to support reduced control plane latency as specified in TS 36.331 [5]. A UE that supports this feature shall also support User plane CIoT EPS Optimisation (TS 24.301 [28]).
End of changes

